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UNITED STATES ENVIRONMENTAL PROTEOION AGENCY 

WASHINGTON, D.C. 20460 

Anne Turnbough 
Director, Regulatory Affairs 
Control Solutions, Inc. 
5903 Genoa-Red Bluff 
Pasadena, TX 77507-1041 

OFFICE OF 
CHEMICAL SAFETY AND 

POLLUTION PREVENTION 

November 4, 2011 

Subject: Label Amendment-Incorporating front panel text box, per the Agency's stewardship 
agreement with fipronil registrants. 
Product Name: Taurus SC 
EPA Reg. No.: 53883-279 
Application Dated: October 17, 2011 
Decision Number: 457047 

Dear Ms. Turnbough: 

The labeling referred to above, subrnitt~d in connection with registration under the 
Federal Insecticide, Fungicide, and Rodenticide Act, as amended, is acceptable with the 
following label revision provisions: 

1. Per the Agency's agreement with the registrant with regard to improved stewardship 
of fipronil products, this product may not be sold in packaging that holds less than 20 
fluid ounces of product. 

A copy of the label stamped "accepted with comments" is enclosed for your records. 
You must submit two copies of the fmal printed label revised in accordance with the comments 
listed above before the product is released for shipment under this label. If you have any 
questions, you may contact Clayton Myers at (703) 347-8874 or myers.clayton@epa.gov. 

Enclosure: 
Stamped Label 

Sincerely, 

Richard J. Gebken, Product Manager 
Insecticide Branch 
Registration Division (7505P) 
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---------------------

Taurus SC 
Termiticide I Insecticide 

It is a violation of federal law to use this product in a manner inconsistent with its labeling. 
• For sale to, use and storage only by Individuals/firms licensed or registered by the state to 

apply termiticide and/or general pest control products. 
• DO NOT use this product for termite or other pest control indoors, except for label-specified 

applications for termite control and foam applications to walt voicls for control of other listed 
pests. 

• DO NOT use on golf course turf. May be used for control of termites and other listed pests ~ 

· found on/near structures associated with golf courses, but only as specified on this label. 
• DO NOT use on animal trophies or animal skins. 

See inside booklet for additional Restrictions, First Aid, Precautionary Statements, Directions For 
Use, Conditions of Sale and Warranty, and state-specific use sites and/or restrictions. 

·- i· 

For sale to, use and storage only by individuals/firms licensed or registered by the state to apply 
termiticide and/or general pest control products. 

Active Ingredient 
*Fipronil . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9. 1% 

Other Ingredients.. .. .. .. . .... ... .. ... ... ..... . .... .... ... ... ... ... . .... .. . 90.9% 
100.0% 

*( 5-amino-1-(2,6-dichloro-4-(trifluoromethyl)phenyl)-4-( ( 1, R, S)-(trifluoromethyl)sulfinyi)-1-H-pyrazole-3-
carbonitrile) 

Taurus SC termiticide I insecticide contains 0.8 pounds active ingredient per gallon. 

KEEP OUT OF REACH OF CHILDREN 

Caution/Precauci6n 
Si usted no entiende Ia etiqueta, busque a alguien para que se Ia explique a usted en detalle. (If you do 

not understand the label, find someone to explain it to you in detail.) 

(See attached label for additional precautionary information and complete Directions for Use). 

EPA Reg. No. 53883-279 

Control Solutions, Inc. 
5903 Genoa-Red Bluff 
Pasadena, TX 77507-1041 

Net Contents: 

ACCEPTED 
With COMMENTS 
lntfO~ ~r~mr: 

Under the Federal Insecticide, Fungicide 
and Rodenticide Ad. As amended, for the 
pesticide Regist818d under EPA Reg. No: 

53 '¥'?3 - ;). 7~ 
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EPA Est. No. 53883-TX-002 
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AID 
Have the product container or label with you when calling a poison control center or doctor, or going for 
treatment. 
If swallowed: 

If on skin or 
clothing: 

• 
• 
• 

Call a Poison Control Center or doctor immediately for treatment advice . 
Have person sip a glass of water if able to swallow . 
Do not induce vomiting unless told to do so by a poison control center or 
doctor. 

• Take off contaminated clothing. 
• Rinse skin immediately with plenty of water for 15-20 minutes. 
• Call a control center or doctor for treatment advice. 
• Move person to fresh air. 
• If person is not breathing, call 911 or an ambulance, then give artificial 

respiration, preferably by mouth-to-mouth, if possible. 
• Call a control center or doctor for treatment advice. 

If in eyes: • Hold eye open and rinse slowly and gently with water for 15-20 minutes. 
Remove contact lenses, if present, after the first 5 minutes, then continue 
rinsing eye. 

• Call a n control center or doctor for treatment advice. 
Note to Physician: There is no specific antidote. All treatment should be based on observed signs and 
symptoms of distress in the patient. Overexposure to materials other than this product may have 
occurred. In severe cases of overexposure by oral ingestion, lethargy, muscle tremors, and in extreme 

convulsions occur: 
Have the product container or label with you when calling a poison control center or doctor, or 
going for treatment. You may also contact SafetyCall® (866) 897-8050 for emergency medical 
treatment information 

PRECAUTIONARY STATEMENTS 
Hazards to Humans and Domestic Animals 

Caution 
Harmful if swallowed, absorbed through skin or inhaled. Do not get in eyes, on skin or on clothing. Do not 
breathe spray mist. Wash thoroughly with soap and water after handling and before eating, drinking, 
chewing gum, or using tobacco. Remove and wash contaminated clothing before reuse. 

Personal Protective Equipment (PPE): 
All pesticide handlers (mixers, loaders, and applicators) must wear long-sleeved shirt and long pants, 
socks, shoes, and chemical-resistant gloves. All pesticide handlers must wear a dust/mist filtering 
respirator (MSHA/NIOSH approval number prefix TC-21 C), or a NIOSH approved respirator with any N, 
R, P or HE filter, when working in a non-ventilated space, including but not limited to crawl-spaces and 
basements. All pesticide handlers must wear protective eyewear (goggles, a faceshield, or safety glasses 
with front, brow, and temple protection) when working in a non-ventilated space, including but not limited 
to crawl-spaces and basements or when applying termiticide by redding or sub-slab injection. · 
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User Safety Recommendations 
Users should wash hands thoroughly with soap and water before eating, drinking, chewing gum, using 
tobacco or using the toilet. 
Remove contaminated clothing. Then wash body thoroughly with soap and water and put on clean 
clothing. Wash clothing with detergent and hot water before reusing . 
Remove PPE immediately after handling this product. Wash outside of gloves before removing. Wash 
PPE before reusing. 

ENVIRONMENTAL HAZARDS 
This pesticide is toxic to birds, fish, and aquatic invertebrates. Do not apply directly to water, or to areas 
where surface water is present or to intertidal areas below the mean high water mark. Runoff from treated 
areas may be hazardous to aquatic organisms in neighboring areas. Care must be taken to avoid runoff. 
Do not contaminate water by cleaning equipment or disposal of wastes. Do not contaminate water when 
disposing of equipment washwaters. 

DIRECTIONS FOR USE 

It is violation of federal law to use this product in a manner inconsistent with its labeling. 
Read entire label before using this product. 
For sale to, use and storage only by individuals/firms licensed or registered by state to apply termiticide 
and/or general pest control products. States may have more restrictive requirements regarding 
qualifications of persons using this product. Consult the structural pest control regulatory agency of your 
state prior to use of this product. 

USE RESTRICTIONS: 

DIRECTIONS FOR USE 
TO CONTROL TERMITES 

When treating adjacent to an existing structure, the applicator must check the area to be treated, and 
immediate adjacent areas of the structure, for visible and accessible cracks and holes to prevent any 
leaks or significant exposures to persons occupying the structure. People present or residing in the 
structure during application must be advised to remove their pets and themselves from the structure if 
they see any signs of leakage. After application, the applicator is required to check for leaks. All leaks 
resulting in the deposition of termiticide in locations other than those prescribed on this label must be 
cleaned up prior to leaving the application site. Do not allow people or pets to contact contaminated areas 
or to reoccupy contaminated areas of the structure until the clean up is completed. 

• Prior to drilling and treating through concrete structures, such as patios, porches, sidewalks and 
foundation slabs applicator should first determine that there are no habitable areas below that 
could be unintentionally contaminated by the treatment. 

• Only protected applicators wearing personal protective equipment as required by this product 
label may be in the area during application. 

• All holes in commonly occupied areas into which this termiticide I insecticide product has been 
applied must be plugged. Plugs must be of a non-cellulose material or covered by an impervious, 
non-cellulose material. 

• Do not apply finished dilution of this product until all heating/air conditioning ducts, air vents, 
plumbing pipes, sewer lines, floor drains, heating pipes and electrical lines/conduits are known 
and identified. Do not puncture or contaminate any of these. 

3-
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• Do not treat within a distance of one foot out from the drip line of edible plants. 

• Do not contaminate public and private water supplies. 

• Do not make treatments while precipitation is occurring. 

• Do not treat soil that is water-saturated or frozen. 

• Use anti-backflow or air gap equipment with filling hoses. 

General Information 
When used in accordance with the directions in this label, this product provides effective prevention 
and/or control of subterranean termites. This product must be applied in manner which provides a 
continuous treated zone to effectively prevent termites from infesting wood. 
This product may only be applied by licensed technicians familiar with trenching, redding, short rodding, 
sub-slab injection, low-pressure banded surface applications and foam delivery techniques. This product 
is a highly effective termiticide against a variety of subterranean termites including species of 
Reticulitermes, Zootermopsis, Heterotermes, and Coptotermes. 
Taurus sc is formulated as a water-based suspension concentrate liquid containing 9.1% active 
ingredient. 

Mixing Instructions 
To mix Taurus SC termiticide I insecticide: 

1. Fill the tank 1/4 to 1/3 full with water. The filling, hose must be equipped with an anti-backflow device 
or water flow must include an air gap to protect against back siphoning. 

2. Start the pump to begin by-pass agitation and place the end of the treating tool in the tank to allow 
circulation through the hose. 

3. Add the appropriate amount of Taurus sc required to prepare the desired dilution. 
4. Add the remaining water. 
5. Continue to run the pump allowing recirculation through the hose back into the tank until the Taurus 

sc is completely dispersed. 

• To mix a 0.06% dilution, add 0.8 fluid ounces of Taurus SC per gallon of finished dilution. 
• To mix a 0.09% dilution, add 1.2 fluid ounces of Taurus SC per gallon of finished dilution. 
• To mix a 0.125% dilution, add 1.6 fluid ounces of Taurus sc per gallon of finished dilution. 

Application Rates for Termitlclde Use 
For most applications, use the 0.06% dilution and apply at a rate of 4 gallons of dilution per 10 linear feet 
per foot of depth. For example, for treatment of 10 linear feet with a four-foot depth, use 4 x 4 (16) 
gallons per 10 linear feet. Do not apply at a concentration less than 0.06%. 
Where severe termite infestations occur, where problem soils occur or where difficult or problem 
construction types are encountered, it may be advisable to use either 0.09% or 0.125% concentration. Apply the 
higher concentration at a rate of 4 gallons of solution per 10 linear feet per foot of depth. For example, for 
treatment of 10 linear feet with a four-foot depth, use 16 (4 x 4) gallons per 10 linear feet. 
In dense soil that will not accept a volume of 4 gallons per linear foot per foot of depth, use the 0.125% 
dilution, and apply at a rate of 2 gallons per 10 linear feet per foot of depth. For example, for treatment of 
10 linear feet with a four-foot depth, use 8 (2 x 4) gallons per 10 linear feet. When using the lower volume 
of application, be careful to maintain a continuous treated zone. If application requires drilling, drill holes 
less than 12" apart to maintain a continuous treated zone. 

PRE-CONSTRUCTION TREATMENT 
In advance of treatment, applicators must notify the general contractor, construction superintendent, or 
other responsible personnel of the intended Taurus SC application and the intended sites of application. 
Applicators must instruct the person responsible to notify construction workers and other individuals on 
site to vacate the treatment area and not to return until Taurus SC has been absorbed into the soil. Do 
not apply at a dosage and/or concentration lower than 0.06% for applications up to and including 
installation of the final grade. 

4-
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General Information 
Pre-construction treatments include any treatment made during all phases of construction up to and 
including installation of the final grade. Establishing a thorough and complete horizontal and vertical 
treated zone will provide effective pre-construction termite control. 
When foundations are deeper than 4 feet, it is preferable to apply Taurus SC as the backfill is being 
replaced. If the backfill is already in place, the applicator must trench and rod into the trench or trench 
along the foundation walls, around pillars and other foundation elements, at the rate prescribed from 
grade to a minimum depth of 4 feet. When trenching in sloping or tiered soil, the trench must be stepped 
to ensure adequate distribution and to prevent Taurus SC from running out of the trench. When the top of 
the footing is exposed, the soil adjacent to the footing must be treated to a depth not to exceed the 
bottom of the footing . Never treat any structure below the footing. 

Concrete Slab (Including Monolithic, Floating and Supported Concrete Slabs) on Ground or in 
Basements and Crawl Spaces 
Horizontal treated zones: Apply an overall treatment of Taurus SC to the entire surface to be covered 
by the concrete slab. This includes living area, as well as carports, porches, basement floors, and any 
extended entrances. Apply this treatment at the rate of 1 to 1.5 gallons of finished dilution per 10 square 
feet using a coarse spray nozzle and low-pressure spray (less than 25 p.s.i.). Spray the dilution evenly 
and uniformly over the entire area to be treated. If the slab is not to be poured the same day as treatment, 
cover the treated soil with a waterproof barrier such as polyethylene sheeting. 
Vertical treated zones: Apply Taurus SC at a rate of 1 gallon of finished dilution per square foot around 
anything penetrating the slab such as utility service and plumbing lines. Apply Taurus SC at a rate of 4 
gallons of finished dilution per 1 0 linear feet per foot of depth along the inside and outside perimeter of 
foundation walls. The applicator must trench and rod into the trench or trench along the foundation walls 
and around pillars and other foundation elements. If the footing is more than 4 feet below grade, make 
this treatment to a minimum of 4 feet below grade. A trench need not be any wider than 6 inches. Treat 
the soil which will be replaced into the trench using a low-pressure spray (not more than 25 p.s.i. at the 
nozzle). When redding from grade or from the bottom of a shallow trench, space the rod holes no more 
than 12 inches apart in a manner which will create a continuous treated zone. 
It is highly recommended that a complete horizontal treated zone be created prior to the slab pour. 
However, if the slab was poured before a horizontal treatment could be made, refer to the "Post
Construction" section of this label for alternate application instructions. 

Hollow Block Foundations or Voids 
Create a continuous treatment zone by treating hollow block foundations or voids in masonry resting atop 
the footing. If voids in the masonry elements are not openly accessible, drill and treat into these voids by 
applying 2 gallons of finished dilution per 10 linear feet of footing using a nozzle pressure of 25 p.s.i. or 
lower. When using this treatment, drill the access holes as close to the footing as is practical. Drilling 
below the sill plate is acceptable. Applicators must examine the treated areas of voids in block or rubble 
foundation walls closely for possible runoff as a precaution against application leakage. Mechanical 
alteration to some areas may be required before a treatment can be made. Other areas may not be 
treatable. 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas or allow them to reoccupy the treatment site until the clean up is 
completed. 
Not for use in voids insulated with rigid foam. 

Use with Other Products 
When a borate-based termite control product has been chosen as the primary pre-construction treatment 
for subterranean termites and is applied in accordance with the directions for use on the borate product's 
label, Taurus SC may be used as an exterior perimeter pre-construction treatment. For an exterior 
perimeter pre-construction treatment, Taurus SC must be applied in such a way as to create a continuous 
treated zone along the exterior foundation of the structure. A complete and thorough horizontal pre
construction treatment with Taurus SC under the concrete slab is optional. 
Taurus SC may also be applied to critical areas of the interior of the structure including around plumbing 
or utility services penetrating floors, bath and I or shower traps, or along concrete expansion joints, and 
other areas of known or suspected termite activity. 
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Refer to the "POST-CONSTR,TION EXTERIOR PERIMETER I LOCALID INTERIOR (EP ILl) 
STRUCTURAL TERMITE TREATMENT" section of this label for instructions on applications to the 
exterior perimeter of a structure and to critical areas in the interior of the structure. 

POST-CONSTRUCTION CONVENTIONAL STRUCTURAL TERMITE TREATMENT 

General Information 
For applications of Taurus SC made after the final grade is installed to protect the structure from termite 
infestation and/or to control existing termite populations, the applicator must trench and rod into the 
trench or trench along the foundation walls, around pillars and other foundation elements, at the rate 
prescribed from grade to the top of the footing . When the footing is more than 4 feet below grade, treat to 
a minimum depth of four feet. The depth of treatment will vary depending on soil type, degree of 
compaction and location of termite activity. When the top of the footing is exposed, the soil adjacent to the 
footing must be treated to a depth not to exceed the bottom of the footing. Never treat any structure below 
the footing. 
To establish a complete exterior perimeter treatment zone along the foundation wall, drill any exterior 
concrete structures adjoining the foundation, such as patios, porches and sidewalks, and treat by sub
slab injection of Taurus SC finished dilution. 
Before treatment, locate and identify all heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits, and avoid contamination or damage to these structural 
elements. 

Concrete Slab Over Soil (Including Monolithic, Floating and Supported Slabs) 

Exterior perimeter: Apply by trenching and redding into the trench or by trenching along the foundation 
walls at the rate of 4 gallons of finished dilution per 10 linear feet per foot of depth, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Trenches need not be wider than 6 
inches and must be a minimum of 6 inches deep or to the bottom of the footing . Never treat a structure 
below the footing . Space the rod holes no more than 12 inches apart in a manner which will create a 
continuous treated zone. Mix the finished dilution into the soil before replacing it into the trench. 

Sub-slab injection: Sub-slab injection treatments can be made from inside the structure, or in cases · 
where this is not possible, from the outside of the structure by drilling through the foundation as directed 
below. Before treatment, locate and identify all heating or air conditioning vents and ducts, water and 
sewer plumbing lines, electrical lines and conduits, and avoid contamination or damage to these 
structural elements. 
Vertical drilling I injection: Make treatments under the slab by drilling vertically through the slab along 
the interior perimeter of the foundation including the garage. Drill holes along all concrete expansion 
joints, cracks, plumbing and utility services penetrating the slab. Drill holes along interior partition walls 
when there is clear evidence of termite activity or damage. Space all drill-holes no more than 12 inches 
apart in a manner which will create a continuous treated zone. Inject the finished dilution of Taurus SC 
into the drill-holes at a rate of 4 gallons per 1 0 linear feet per foot of depth. When making applications, 
use a lateral dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupied 
areas must be plugged with a non-cellulose material or covered with an impervious, non-cellulose 
material. 
Horizontal drilling I redding I sub-slab injection from the exterior of the foundation: Use this 
technique to treat underneath the slab only when floors or interior design do not allow for treatment by 
vertical drilling. Care must be taken not to rod into heating or air conditioning vents and ducts, water and 
sewer plumbing lines, electrical lines and conduits. Use horizontal short redding practices to create a 
continuous treated zone into the soil proximal to the inside of the foundation wall. Angle drill-holes 
through the outside of the foundation to ensure deposition of Taurus SC below any existing heating 
ducts, water and sewer lines, or electrical conduits. Use horizontal long rod ding practices only when the 
areas to be treated underneath the slab are not accessible by vertical redding or horizontal short redding. 
Do not use long rods exceeding 20 feet. For all horizontal redding applications space drill-holes no more 
than 12 inches apart in a manner which will create a continuous treated zone. Inject the fin ished dilution 
of Taurus SC into the drill-holes a rate of 4 gallons per 10 linear feet per foot of depth. All holes must be 
plugged with a non-cellulose material or covered by and impervious, non-cellulose material. 
Bath traps: Treat exposed soil or soil covered with tar or similar sealants beneath or around plumbing 
and/or drain pipe entry areas with a minimum of 1 gallon but not more than 4 gallons of finished dilution 
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per square foot. It may be ne.sary to remove tar or sealant to ensure ad.ate soil penetration. Install 
an access door or inspection portal if one is not already present. After inspection and removal of all wood 
or cellulose debris, treat the soil by redding or drenching with the finished dilution of Taurus SC. 
Shower drains: To treat the soil beneath and adjacent to shower pan drains, drill through the slab 
adjacent to the shower pan and apply the finished dilution of Taurus SC by sub-slab injection. Foam can 
be used to maximize dispersion. Drill multiple access points adjacent to the drain, and use a directional 
dispersion tip to enhance the treatment of the soil beneath the drain. Treat with a minimum of 1 gallon but 
not more than 4 gallons of finished dilution per shower drain. Horizontal redding can be used to access 
and treat soil associated with the shower drain. 

Structures with French Drains and Sump Pumps 
In sites where French drains exist at the footer along the foundation perimeter, common in hollow block 
foundation structures, the soil must be dry before applications can be made. Do not treat soil that is 
saturated or frozen. Do not make treatments while precipitation is occurring. To prevent seepage of 
finished dilution or damage to drains or tiles, do not rod through the slab any closer than 24 inches from 
French drains. Do not apply Taurus SC within 5 feet from the sump pump pit and pump. Do not drill 
through hollow block foundations that border French drains to prevent drainage or seepage from the 
block into the drains. 
Identify and locate French drains, then apply Taurus SC in the following manner: 

1) Unplug the sump pump. Inspect the sump pit for water. If no water is present, keep the sump 
pump unplugged while making the treatment. 

2) If water is in the pump pit, unplug the sump pump and remove four cups of water from the pit. 
Mark the water level. Wait 1 0 minutes then check the water level in the pit. If the water level has 
risen, there is too much seepage to make a treatment. If the water level has not risen, a treatment 
can be niade as long as the sump pump remains unplugged. 

During application, check the sump pump pit every few minutes for the presence of termiticide dilution. If 
dilution is detected, stop the treatment immediately and remove all dilution from the pump pit before 
plugging the pump back in. Dispose of the dilution from the sump pump pit as directed by this label in the 
"Storage and Disposal" section. 

Basement Structures 

Exterior perimeter: Apply by trenching and rodding into the trench or by trenching along the foundation 
walls at the rate of 4 gallons of finished dilution of Taurus SC per 10 linear feet per foot of depth, or, if the 
footing is more than 4 feet below grade treat to a minimum depth of 4 feet. Trenches need not be wider 
than 6 inches and must be a minimum of 6 inches deep or to the bottom of the footing. When trenching in 
sloping or tiered soil, the trench must be stepped to ensure adequate distribution and to prevent Taurus 
SC from running out of the trench. Never treat a structure below the footing. Space the rod holes no more 
than 12 inches apart in a manner which will create a continuous treated zone. Mix the finished dilution 
into the soil before replacing it into the trench. 
Inside perimeter: To treat under the basement floor slab, drill vertically through the slab along the interior 
perimeter of the foundation. Drill holes along all concrete expansion joints, cracks, and any plumbing or 
utility services penetrating the slab. Drill holes along both sides of partition foundation walls, and around 
piers. Where there is clear evidence of termite activity in a non-foundation interior partition wall, drill holes 
through the slab adjacent to the wall along one side. Space all drill-holes no more than 12 inches apart in 
a manner which will create a continuous treated zone. Inject the finished dilution of Taurus SC into the 
drill-holes at the rate of 4 gallons per 10 linear feet per foot of depth. When making applications, use a 
lateral dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupied areas 
must be plugged with a non-cellulose material or covered with an impervious, non-cellulose material. 

Accessible Crawl Space Construction 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat crawl spaces by applying a vertical Taurus SC termiticide treatment at the rate of 4 gallons of 
finished dilution per 10 linear feet per foot of depth from grade to the top of the footing, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Apply by trenching, or by trenching and 
redding into the trench. Treat both sides of foundation and around all piers and pipes. In areas where 
physical obstructions exist that prevent trenching, such as concrete walkways adjacent to the foundation, 
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apply by redding alone. Wherloil type and/or conditions make trenching !ossible, apply by redding. 
When the top of the footing is exposed, treat the soil adjacent to the footing to a depth not to exceed the 
bottom of the footing. Read and follow the mixing directions in the "Mixing Instructions" section of this 
label when encountering soil types which will not accept the full application volume. 

• Rod holes and trenches must not extend beneath the bottom of the footing . 
• Space the rod holes no more than 12 inches apart in a manner which will create a continuous 

treated zone. 
• Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the 

bottom of the footing. When trenching in sloping or tiered soil, the trench must be stepped to 
ensure adequate distribution and to prevent Taurus SC from running out of the trench. Mix the 
finished dilution into the soil before replacing it into the trench. 

Inaccessible Crawl Space Construction 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation s·ystem back on until the 
application of Taurus SC is completed and has been absorbed into the soil. _ 
For any inaccessible interior areas, for example where the clearance between the floor joists and ground 
surfaces do no allow for operator access, excavate, if possible, and follow the instructions for accessible 
crawl spaces. When excavation is not possible, apply one or a combination of the following two methods: 

1) Establish a horizontal treated zone by applying 1 gallon of finished dilution of Taurus SC with a 
coarse application nozzle (e.g., Delavan Type RD Raindrop, RD-7 or larger, or Spraying Systems 
Co. 8011 OLP Teejet or comparable nozzle) per 10 square feet of soil surface using a nozzle 
pressure of less than 25 p.s.i. For any area which cannot be reached with the application wand, 
use one or more extension rods. Do not broadcast or power spray with high pressures. 

2) Establish a horizontal treated zone by drilling through the foundation wall or through the floor 
above and treat the soil adjacent to the foundation at a rate of 1 gallon of finished dilution of 
Taurus SC per 10 square feet. Drill spacing must not exceed 16 inches between drill-holes. 
Many states have smaller interval requirements so check state regulations before application. 
Treat the soil adjacent to foundation elements with short or long redding techniques without 
drilling if it is possible to reach the soil to be treated with the treatment tool. 

Hollow Block Foundations I Voids 
Establish a continuous treated zone in hollow block foundations or voids in masonry resting on top of the 
footing by drilling and treating into voids of multiple masonry elements of the structure to soil level. If not 
openly accessible, drill and treat into voids of masonry elements. Apply 2 gallons of finished dilution per 
10 linear feet of footing at a nozzle pressure of 25 p.s.i. or less. When making this treatment, drill access 
holes as close as possible to the footing, below the level of the sill plate if necessary. Applicators must 
examine the treated areas for possible runoff as a precaution against application leakage. Mechanical 
alteration to some areas may be required before a treatment can be made. Other areas may not be 
treatable. 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas until the clean up is completed. 
Not for use In voids insulated with rigid foam. 

Treatment of Structures with Wells or Cisterns 

Do not contaminate wells or cisterns. . 
Do not apply Taurus SC within 5 feet of any well or cistern . Treat soil 5 to 10 feet from any well or cistern 
by backfill method only. Treat soil adjacent to water pipes within 3 feet of grade by backfill method only. 
Backfill method: 

1) Trench to remove the soil to be treated and place it into a wheelbarrow or onto heavy plastic 
sheeting or similar material. 

2) Treat the soil at a rate of 4 gallons of finished dilution of Taurus SC per 10 linear feet per foot of 
trench depth, or at a rate of 1 gallon per cubic foot of soil. Mix the Taurus SC thoroughly into soil 
while taking care to prevent runoff or spillage. 

3) After the treated soil has completely absorbed the finished dilution of Taurus SC, put it back into 
the trench. 
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Structures Adjacent to Wei~ Cisterns and I or Other Bodies of Wate, 
Prior to application examine any structure with nearby sources of water such as wells, cisterns, ponds, 
streams or other bodies of water, then follow the treatment procedures described below. 

1) If the pipe(s) from the well enter the structure with 3 feet of grade, expose them is possible prior 
to treatment. Treat the soil adjacent to the water pipe(s) using the backfill method described 
above. 

2) Take precautions, prior to treatment, to limit the risk of Taurus SC being applied into subsurface 
drains which empty into any bodies of water, including evaluating whether treatment of the footer 
could result in contamination of subsurface drains. Take into consideration such factors as depth 
to the drain system, soil type and degree of soil compaction when determining the depth of 
treatment. 

3) Use the treated backfill method, when appropriate (e.g., on the water side of the structure), to 
minimize off-site movement of Taurus SC. 

4) To minimize potential runoff of Taurus SC into non-target areas, apply a finished dilution of 
0.125% at a rate of 2 gallons per 10 linear feet per foot of depth. 

Plenum Construction 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat the soil exterior to the foundation walls according to the instructions in the "Accessible Crawl Space 
Construction" section of this label. 
Follow the instructions below for interior treatment of plenum structures that use a sealed under floor 
space to circulate heated or cooled air throughout the structure: 

1) Remove sealing fabric and anything on the sealing fabric to expose no more than an 18 inch 
width adjacent to all foundation structures, including foundation walls, interior piers, pipes and any 
other structures in contact with soil. Treat according to the instructions for exterior and interior 
treatment in the "Accessible Crawl Space Construction" section of this label. 

2) After the finished dilution of Taurus SC has been absorbed into the soil, return the sealing fabric 
and anything removed from the surface of the sealing fabric to their original pre-treatment 
positions. 

Foam Application 
When construction practices, soil subsidence, or other factors make it difficult to establish a continuous 
treated zone with conventional liquid application methods, supplement treat with the use of foam
generating equipment. Foam applications are useful in the treatment of filled stoops and porches, 
chimney bases, into block voids, behind masonry or other veneers, and into stud walls. Utilize 
applications of dry foam only (a range of 15:1 to 50:1 expansion ratio) when treating voids in stud walls. 
Apply foam to wall voids where evidence of termite presence or damage exist or are suspected. 
Foam only treatments under slabs are appropriate when maximum horizontal coverage is desired In 
areas with no deep foundation or footing (for example: around plumbing entries and near settlement 
cracks in concrete slabs). Use both conventional liquid application and foam treatment in areas where 
both lateral spread and deeper vertical penetration of Taurus SC are desired. Effective treatment is highly 
dependent on volume and amount of active ingredient. Apply at least 75% of the finished dilution of 
Taurus SC as a liquid treatment, then deliver the remaining 25% or less to the appropriate areas as a 
foam application. The total amount of product applied as a combined foam and liquid treatment should be 
equivalent to volume of Taurus SC liquid finished dilution required for a liquid application alone. Foam 
applications provide a good supplement to liquid applications in difficult to treat areas. 
Foam mixing instructions: 
Prepare the desired finished dilution of Taurus SC, then mix with the manufacturer's recommended 
quantity of foaming agent in foaming equipment. Apply a sufficient volume of Taurus SC foam to establish 
a continuous treated zone at the rates recommended in this label for specific applications. When sufficient 
foam volume cannot be applied to achieve the recommended rate of Taurus SC ,supplement the 
treatment with additional liquid finished dilution to assure appropriate treatment volume and concentration 
in the treated area. 

• 1 gallon of finished dilution at a foam expansion ratio of 25:1 makes 25 gallons of foam. 
• 1.66 gallons of finished dilution at a foam expansion ratio of 15:1 makes 25 gallons of foam. 
• 2.5 gallons of finished dilution at a foam expansion ratio of 10:1 makes 25 gallons of foam. 
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• 5 gallons of finished ltion at a foam expansion ratio of 5:1 mak!5 gallons of foam . 

POST -CONSTRUCTION EXTERIOR PERIMETER I LOCALIZED INTERIOR (EP I Ll) STRUCTURAL 
TERMITE TREATMENT- Not approved for use in Louisiana 

General Information 
This post-construction application of Taurus SC can be made after the final grade is installed to protect 
the structure from termite infestation and/or to control existing termite populations. This treatment method 
is designed to be non-invasive to the interior of the structure with the establishment of a continuous 
treated zone along the exterior of the foundation and only treating interior spaces where termite activity 
has been found. If you have questions regarding this treatment, consult the appropriate state agency. 
Termite activity is defined as the presence of one or more of the following signs of infestation: 

1) Alates (winged termites) have swarmed inside the structure. 
2) Live termites are found to be active within the structure. 
3) There is clear evidence of termite activity on or inside the structure such as the presence of mud 

tubes, galleries in wood. 
Do not apply Taurus SC finished dilution as perimeter /localized interior treatment at a concentration 
lower than 0.06% or at an application volume lower than those specified in the "Application Rates for 
Termiticide Use" section of this label. 

EXTERIOR PERIMETER TREATMENT 
To prevent termite infestation of a structure, exterior perimeter applications of Taurus SC must be made 
in a manner which will create a continuous treated zone. If situations are encountered where the soil will 
not accept the full application volume recommended in the use directions below, read and follow the 
direction in the "Application Rates for Termiticide Use" section of this label. 

Concrete Slab on Ground (Including Monolithic, Floating and Supported Concrete Slabs) 
Apply along the exterior foundation perimeter by trenching and redding into the trench or by trenching at 
the rate of 4 gallons of finished dilution per 10 linear feet per foot of depth. Trenches need not be wider 
than 6 inches and must be a minimum of 6 inches deep or to the bottom of the footing. Space the rod 
holes no more than 12 inches apart in a manner which will create a continuous treated zone. Mix the 
finished dilution into the soil before replacing it into the trench. 
In areas where physical obstructions exist that prevent trenching, such as concrete walkways adjacent to 
the foundation, apply by redding alone. Where soil type and/or conditions make trenching impossible, 
apply by redding. In order to establish a complete exterior perimeter treatment zone, drilling and sub-slab 
treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or 
sidewalks. For driveways, exterior drilling is necessary only ·around building supports or wall elements 
permanently located at driveway joints. Never treat a structure below the footing. 

Basement and Inaccessible Crawl Space Construction 
Apply along the exterior foundation perimeter by trenching and redding into the trench or by trenching 
along the foundation walls at the rate of 4 gallons of finished dilution of Taurus SC per 10 linear feet per 
foot of depth, or, if the footing is more than 4 feet below grade treat to a minimum depth of 4 feet. 
Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the bottom of 
the footing. When trenching in sloping or tiered soil, the trench must be stepped to ensure adequate 
distribution and to prevent Taurus SC from running out of the trench. Space the rod holes no more than 
12 inches apart in a manner which will create a continuous treated zone. Mix the finished dilution into the 
soil before replacing it into the trench. Never treat a structure below the footing. 
In areas where physical obstructions exist that prevent trenching, such as concrete walkways adjacent to 
the foundation, apply by redding alone. Where soil type and/or conditions make trenching impossible, 
apply by redding. In order to establish a complete exterior perimeter treatment zone, drilling and sub-slab 
treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or 
sidewalks. For driveways, exterior drilling is necessary only around building supports or wall elements 
permanently located at driveway joints. Never treat a structure below the footing. 
If termite activity is detected inside an inaccessible crawl space, the area must be treated . Make a 
localized interior treatment at the site of termite activity and extending at least 2 feet in both directions 
from the activity. Choose the appropriate application technique for treating inaccessible crawl space 
construction by referring to the "POST-CONSTRUCTION CONVENTIONAL STRUCTURAL TERMITE 
TREATMENT" section of this label. 
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Accessible Crawl Spaces 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat crawl spaces by applying a vertical Taurus SC termiticide treatment at the rate of 4 gallons of 
finished dilution per 10 linear feet per foot of depth from grade to the top of the footing , or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Apply by trenching, or by trenching and 
redding into the trench. Treat outside of foundation and around all piers and pipes. In areas where 
physical obstructions exist that prevent trenching, such as concrete walkways adjacent to the foundation , 
apply by redding alone. Where soil type and/or conditions make trenching impossible, apply by redding. 
When the top of the footing is exposed, treat the soil adjacent to the footing to a depth not to exceed the 
bottom of the footing . In order to establish a complete exterior perimeter treatment zone, drilling and sub
slab treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or 
sidewalks. If situations are encountered where the soil will not accept the full application volume 
recommended in the use directions below, read and follow the direction in the "Application Rates for 
Termiticide Use" section of this label. 

• Rod holes and trenches must not extend beneath the bottom of the footing . 
• Space the rod holes no more than 12 inches apart in a manner which will create a continuous 

treated zone. 
• Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the 

bottom of the footing. When trenching in sloping or tiered soil , the trench must be stepped to 
ensure adequate distribution and to prevent Taurus SC from running out of the trench. Mix the 
finished dilution into the soil before replacing it into the trench. 

Garages: Attached garage floors should be treated 

Sub-slab injection: Sub-slab injection treatments can be made from inside the garage, or in cases where 
this is not possible, from the outside of the structure by drilling through the foundation as directed below. 
Before treatment, locate and identify all heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits, and avoid contamination or damage to these structural 
elements. 
Vertical drilling /Injection: Make treatments under the slab by drilling vertically through the slab along 
the interior perimeter of the garage foundation. Drill holes along all concrete expansion joints, cracks, 
plumbing and utility services penetrating the slab. Drill holes along interior partition walls when there is 
clear evidence of termite activity or damage. Space all drill-holes no more than 12 inches apart in a 
manner which will create a continuous treated zone. Inject the finished dilution of Taurus SC into the drill
holes at a rate of 4 gallons per 10 linear feet per foot of depth. When making applications, use a lateral 
dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupied areas must 
be plugged with a non-cellulose material or covered with an impervious, non-cellulose material such as 
Portland cement. 
Horizontal drilling I roddlng I sub-slab Injection from the exterior of the garage foundation: Use 
this technique to treat underneath the slab only when interior design do not allow for treatment by vertical 
drilling. Care must be taken not to rod into heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits. Use horizontal short redding practices to create a continuous 
treated zone along the inside perimeter of the foundation. Angle drill-holes through the outside of the 
foundation to ensure deposition of Taurus SC below any existing heating ducts, water and sewer lines, or 
electrical conduits. Use horizontal long redding practices only when the areas to be treated underneath 
the slab are not accessible by vertical redding or horizontal short redding . Do not use long rods exceeding 
20 feet. For all horizontal redding applications space drill-holes no more than 12 inches apart in a manner 
which will create a continuous treated zone. Inject the finished dilution of Taurus SC into the drill-holes at 
rate of 4 gallons per 10 linear feet per foot of depth. All holes must be plugged with a non-cellulose 
material or covered by an impervious, non-cellulose material such as Portland cement. 

LOCALIZED INTERIOR TREATMENT 
As part of a complete treatment, targeted interior applications may be made to vulnerable areas such as 
around plumbing or utility services penetrating floors, bath and I or shower traps, or along concrete 
expansion joints or settlement cracks. 
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If know termite activity exists 'areas inside living spaces or in non-living !ces (such as crawl spaces, 
plenums etc.) of the structure, a localized interior treatment must be made at the immediate vicinity of the 
termite activity and radiating out at least 2 feet from the site in two or more directions. 

Hollow Block Foundations I Voids 
When termite activity is evident in or in the vicinity (within 2 feet) of hollow block foundations or voids in 
masonry resting on the footing, drill the wall adjacent to the evidence, if not openly accessible, and inject 
the finished dilution of Taurus SC into the void at a rate of 2 gallons per 10 linear feet of footing using a 
nozzle of 25 p.s.i. or less. This localized interior treatment to hollow block must be made at the site of the 
termite activity and to areas above the termite activity. Treatment must be applied radiating out at least 2 
feet in two or more directions from the site of activity or along the wall pier or support post. Use of foam 
will maximize dispersion. When using this treatment, drill access hole below the sill plate as close as 
possible to the footing as is practical. 
Applicators must examine the treated areas of voids in block or rubble foundation walls closely for 
possible runoff as a precaution against application leakage. Mechanical alteration to some areas may be 
required before a treatment can be made. Other areas may not be treatable. 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas or allow them to reoccupy the treatment site until the clean up is 
completed. 
The drilled holes in commonly occupied areas must be plugged with a non-cellulose material or covered 
by an impervious, non-cellulose material such as Portland cement. 

Bath Traps 
If termite activity is evident within 2 feet of a bath trap, exposed soil or soil covered with tar or a similar 
sealant around plumbing and I or drainpipe entry areas must be treated. Tar or sealant may have to be 
removed to ensure adequate soil penetration. Install an access door or inspection portal if one is not 
already present. After all wood and cellulose debris is removed, treat the soil by rodding or drenching with 
a minimum of 1 gallon to a maximum of 4 gallons of finished dilution of Taurus SC per square foot. 

Shower Drains 
If termite activity is evident within 2 feet of a shower drain, soil beneath and adjacent to he drain must be 
treated. Drill through the slab adjacent to the shower drain and apply the finished dilution of Taurus SC by 
sub-slab injection to the soil below. Multiple access points may be drilled adjacent to the drain. Use of 
foam will maximize dispersion. Use of a directional dispersion tip will further enhance the treatment of the 
soil beneath the drain. Treat the soil with a minimum of 1 gallon but no more than 4 gallons of finished 
dilution per shower drain. Horizontal rodding can also be used to access and treat soil associated with a 
shower drain. 

Retreatment Instructions 
Annual retreatment of a structure is prohibited. Retreatment for subterranean termites can only be 
performed under the following circumstances: 

1. There is clear evidence of re-infestation. 
2. There is disruption of the treated zone due to construction, excavation, or landscaping and I or 

there is evidence of the breakdown of termiticide treated zone in the soil. 
Treat these vulnerable or re-infested areas using a spot, partial or complete treatment in accordance with 
the application techniques described in this label. The timing and selection of retreatment type will vary 
depending on such factors as termite pressure, soil types and conditions, and other factors which may 
reduce the effectiveness of the treated zone. 

POSTS, POLES, WOODEN LANDSCAPE ORNAMENTATION 

Do not contaminate wells or cisterns. 

For preventative treatment: Create a continuous treatment zone in the soil around wooden posts, poles, 
fence posts, signs and landscaping ornamentation. Apply the finished dilution of Taurus SC at the rate of 
4 gallons per 10 linear feet per foot of depth. When performing-the treatment at the time of installation, the 
finished dilution may be applied to the soil as it is replaced around the pole or post. The application 
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e e 
should place termiticide to a depth of 6 inches below the bottom of posts, poles or other wooden objects 
in contact with soil. 
For a curative treatment: Treat previously installed wooden posts, poles, fence posts, signs and 
landscaping ornamentation with the finished dilution of Taurus SC by sub-surface injection or by gravity 
flow through holes made at the bottom of a trench around posts and poles. When trenching, the trench 
need not be wider than 6 inches and should be 6 inches deep. When sub-surface injecting, treat all sides 
to create a continuous treatment zone. Apply termiticide to a depth of 6 inches below the bottom of the 
wood. 

TERMITES ABOVE GROUND 

For Control of Termite Aerial Colonies or Drywood Termites 
To treat localized areas of wooden structures, apply the finished dilution of Taurus SC to wooden 
members I voids. To treat inaccessible areas, drill and inject the finished dilution into the damaged wood 
of void spaces with a crack and crevice injector. Foam application can also be made into void spaces. 
To treat termite carton nests in trees or building voids, inject the finished dilution of Taurus SC using a 
pointed injection tool. Multiple injection points to varying depths may be necessary. Physically remove 
carton nest material from building voids when such nests are found. 
After treatment, the applicator is required to check for leaks resulting in the deposition of Taurus SC in 
locations other than those prescribed on this label. When found, this material must be cleaned up before 
leaving the application site. Do not allow people or pets to come in contact with contaminated areas or 
allow them to reoccupy the treatment site until the clean up is completed. 
DO NOT TREAT FRUIT- OR NUT-BEARING TREES. 

"DIRECTIONS FOR USE TO CONTROL PERIMETER PESTS 

USE RESTRICTIONS: 

• Only applicators wearing the personal protective equipment required by this product label may be 
in the area during application. 

• Do not treat within a distance of 1 foot out from the dripline of edible plants. 

• Do not contaminate public or private water supplies. 

• Do not apply to wasp or hornet nests if they are not attached to or within the structure. 

• Do not make treatments during times of precipitation. 

• Do not allow residents, children, other people or pets into the treatment area until sprays have 
dried. After treatment, the applicator is required to check for leaks resulting in the deposition of 
treatment dilution in locations other than those prescribed in this label. When found, this material 
must be cleaned prior to leaving the application site. Do not allow people or pets to contact 
contaminated areas or to reoccupy contaminated areas of the structure until clean up is 
completed. 

• Do not spray air conditioning units or intake vents. 

• Do not use indoors except for application into wall voids. 

• Do not exceed the maximum of two applications per year. 

• Do not apply to playground equipment and pet quarters. 

• Do not apply to applications to runoff or drip from treated surfaces. 

• Do not apply to boat houses, including their piers or pilings. · 
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• Do not apply within 51t of wells or cisterns . 

• Do not apply to French drains or other permeable drainage . 

• Doors and windows adjacent to application site must be closed during surface application . 

• Do not apply within 15 feet of bodies of fresh water; lakes, reservoirs, rivers, permanent streams, 
marshes, natural ponds and commercial fish ponds. A 15- foot buffer of uniform groundcover 
must exist between application zone and bodies of fresh water (uniform ground cover is defined 
as land which supports vegetation of greater than 2 inche~ in height throughout). 

• Do not apply within 60 feet of estuarine bodies of water. Estuarine water bodies are brackish, tidal 
water bodies such as bays, mouths of rivers, salt marshes and lagoons. 

PERIMETER PEST TREATMENT 

Use Taurus SC to kill and to provide residual control of the following pests: 
Ants (acrobat, Argentine, big-headed, carpenter, crazy, odorous, pavement, pharaoh, and thief) 

Use Taurus SC to kill the following pests: 
Asian lady beetles, darkling beetles 
Australian, Oriental, and smoky brown cockroaches 
Black widow, brown recluse, cellar, and hobo spiders 
Box-elder bugs, pill bugs 
Brown and dog ticks 
Centipedes 
Cluster flies 
European earwigs 
House crickets 
Millipedes 
Paper wasps* 
Silverfish 
Yellow jackets 
*Taurus SC is not a knockdown agent. 

Mixing Instructions 
For perimeter pest treatments mix a 0.06% spray dilution of Taurus SC by filling the treatment tank 1/4 to 
1/3 full with water, then ad 0.8 fluid ounces of Taurus SC. The filling hose must be equipped with an ant
backflow device or the water flow must include an air gap to protect against back siphoning. Add more 
water to the tank while agitating to 1 gallon of finished dilution. 
Apply 0.06% of finished Taurus SC dilution as a low-pressure spray to the exterior of the structure where 
listed pests enter, trail around the structure or where they crawl and hide. Also apply around any exterior 
openings where listed pests could enter the structure such as around doors, windows, vents, pipes, 
foundation cracks or drilled holes. Make sure to treat the joint where exterior siding (wood, vinyl , 
aluminum or other similar materials) meets the cement, brick or block foundation . Treat anywhere 
electrical, cable or telephone wires enter the house. This treatment should be made as a general surface 
spray, crack and crevice spray, or a wall void application. Taurus SC may be applied as a foam treatment 
into wall voids to kill and I or control the above listed pests. 
Apply 2 quarts of 0.06% finished spray of Taurus SC per 160 linear feet. 
Refer to the "Foam Application" section of this label for specific foam mixing and application instructions. 
Except for foam applications made into wall voids, application is limited to an area 1 foot out from and 1 
foot up from were the ground meets the foundation . Do not exceed a maximum of 2 applications per year. 
Nests are found on the ground within 1 foot of the foundation may be treated. 
Vegetation touching the structure may offer a route for the entry of ants into the structure without coming 
into contact with the treatment; therefore, remove or prune away any shrubbery, bushes, and tree 
branches touching the structure. 
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STORAGE AND DISPOSAL 
Do not contaminate water, food or feed by storage or disposal. 
Storage 
Store unused product in original container only,out of reach of children and animals. 
Pesticide Disposal 
Pesticide wastes are acutely hazardous. Improper disposal of excess pesticide is a violation of Federal 
law. If these wastes cannot be disposed of by use according to label instructions, contact your State 
Pesticide or Environmental Control Agency, or the Hazardous Waste representative at the nearest EPA 
Regional Office for guidance. 
Container Disposal 
Nonrefillable Container: Do not reuse or refill this container. Triple rinse or pressure rinse container 
(or equivalent) promptly after emptying; then offer for recycling, if available, or reconditioning, if 
appropriate, or puncture and dispose of in a sanitary landfill, or by incineration, or by other procedures 
approved by state and local authorities. 
Triple rinse containers small enough to shake (capacity :S 5 gallons) as follows: Empty the 
remaining contents into application equipment or a mix tank and drain for 10 seconds after the flow 
begins to drip. Fill the container 1/4 full with water and recap. Shake for 1 0 seconds. Pour rinsate into 
application equipment or a mix tank, or store rinsate for later use or disposal. Drain for 10 seconds after 
the flow begins to drip. Repeat this procedure two more times. 
Pressure rinse as follows: Empty the remaining contents into application equipment or mix tank. Hold 
container upside down over application equipment or mix tank, or collect rinsate for later use or disposal. 
Insert pressure rinsing nozzle in the side of the container and rinse at about 40 PSI for at least 30 
seconds. Drain for 1 0 seconds after the flow begins to drip. 
In case of minor spills or leaks, soak up with sand, earth or other suitable material and dispose of as 
oe~;t1c1ae waste. 

WARRANTY STATEMENT 
Control Solutions, Inc. warrants that this product conforms to the chemical description on the label thereof 
and is reasonably fit for purposes stated on such label only when used in accordance with directions 
under normal use conditions. It is impossible to eliminate all risks inherently associated with use of this 
product. Crop injury, ineffectiveness, or other unintended consequences may result because of such 
factors as weather conditions, presence of other materials, or the manner of use or application, all of 
which are beyond the control of Control Solutions, Inc. To the extent consistent with applicable law, 
Control Solutions, Inc. shall in no event be liable for consequential, special, or indirect damages resulting 
from the use or handling of this product. All such risks shall be assumed by the Buyer. In addition to the 
foregoing, no purchaser of this product (other than an end user) shall be entitled to any reimbursement for 
any loss suffered as a result of any suspension or cancellation of the registration for this product by the 
U.S. Environmental Protection Agency. Except, as expressly provided herein and to the extent consistent 
with applicable law, Control Solutions, Inc. makes no warranties, guarantees, or representations of any 
kind, either expressed or implied, or by usage of trade, statutory or otherwise, with regard to the product 
sold, including, but not limited to merchantability, fitness for a particular purpose, use or eligibility of the 
product for any particular trade usage. The exclusive remedy of any buyer or user of this product for any 
and all losses, injuries, or damage resulting from or in any way arising from the use, handling, or 
application of this product, whether in contract, warranty, tort, negligence, strict liability, or otherwise, shall 
be damages not exceeding the purchase price paid for this product or, at Control Solutions, Inc. election, 
the replacement.of this product. · 

Optional Marketing Language: 

• 78 oz. makes 100 gallons (for use on 78 oz container) 
• 20 oz. makes 25 gallons (for use on 20 oz container) 
• Contains Fipronil, the same active used in Termidor® SC 

**Taurusm SC is not manufactured by or distributed by BASF. 
trademark of BASF. 
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October 19, 2011 

Document Processing Desk (AMEND) 
Office of Pesticide Programs (7504P) 
U.S. Environmental Protection Agency 
Room S-4900, One Potomac Yard 
2777S. Crystal Drive 
Arlington, VA 22202-4501 

Re: EPA Decision# 441364 
EPA Reg. No. 53883-279 

Dear Sir/Madam: 

CONTROL 
SOLUTIONS 

in c orporated 

In response to your letter dated October 6, 2011, Control Solutions Inc. (CSI) is 
submitting revised labeling in accordance with those required by the Agency related to its 
fipronil product stewardship agreement with BASF. 

CSI will also agree that this product may not be sold in packaging that holds less than 20 fluid 
ounces. 

The following documents are enclosed in support of this application 
8570-1 
1 copy of label- highlighted 
3 copies of label - un-highlighted 

Please contact me directly should you need any additional information, 

Sincerely, 

~-,......,._ fY} Tuod::>O~ 
Anne Turnbough 
Director, Regulatory Affairs 

•••••• • • • • • 
•••••• • • •• 
••••• • • ••••• 

• • •••••• • 
•••• • • •••• 

• 
•• • • • • • •• 

•••• • •••• 
• 

• • •••••• • 
• • •••••• 

5903 Genoa Red Bluff • Pasadena, TX 77507-1041 • www.controlsolutionsinc.t:om 
281-892-2500 • Fax 281-892-2501 • 800-242-5562 
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/'leueteed, ·,; ,._. Nfote~IDnn. Form No ................. , amlrH 2-28-95 

United States ~ Registration OPP Identifier Number 

&EPA Environmental Protection Agency Amendment 
Washington, OC 20460 Other 

41 .. :. ltion for n. ..: .: ..... 
,. .. 

rvo:t li\,IUV II 

1 . Company/Product Number 2. EPA Product Manager 3. Proposed Classification 
Control Solutions, Inc./ 53883 • 279 Richard Gebken 

DNona D Restricted 
4. Company/Product (Nama) PMI 
Control Solutions, Inc. I Taurus SC 13 

5. Name and Address of Applicant (Include ZIP Code) 6. Expedited Reveiw. In accordance with FIFRA Section 3(c)(3) 

Control Solutions, Inc. (b)(i), my product is similar or identical in composition and labeling 

5903 Genoa-Red Bluff to: 

Pasadena, TX 77507-1041 
EPA Reg. No. 

D Check if thi8 is a new eddress Product Name 
~. .. :. II Q'll\,liUII 

0 Amendment· Explain below. u Final printed labels in repsonse to 
Agency latter dated 

D Resubmission in response to Agency letter dated D "Me Too• Application. 
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UNITED STATES ENVIRONMENTAL PROTECTION AGENCY 

WASHINGTON, D.C. 20460 

VIA EMAIL and 

CERTIFIED MAlL: 7007 2680 0002 81381993 

Anne M. Turnbough 
Manager, Regulatory Affairs 
Control Solutions, Inc. 
5903 Genoa- Red Bluff 
Pasadena, TX 77507-1041 

OFFICE OF 
CHEMICAL SAFETY AND 

POLLUTION PREVENTION 

October 6, 2011 

Cop~ of 
ketter 
- K~utr~ c_~_s 
5~~-d~~ 

Subject: Required Labeling Changes for Product Citing Termidor SC (7969-21 0) as 
SubstantiaJiy Similar, Pursuant to Conditions of Registration for CSI'me-too' product. 
Product Name: Taurus SC Termiticide/Insecticide 
EPA File Symbol: 53883-279 
Date of Issuance: April 20, 2011 
EPA Decision Number: 441364 

Dear Ms. Turnbough: 

Pursuant to the conditions applied to the aforementioned pesticide product, registered in 
accordance with sec. 3(c)(7)(a) of the Federallnsecticide, Fungicide and Rodenticide Act 
(FIFRA), as amended, you must make revisions to the product label in accordance with those 
required by the Agency related to its fipronil product stewardship agreement with the parent 
company, BASF. These changes have been applied to the parent product cited for this me-too 
registration (EPA Reg. No. 7969-210), and therefore, the Agency is now serving notice that you 
must submit a revised label to include these changes on your product label, via a label 
amendment application. The label must be revised as follows: 

1. A shaded front panel text box must be added with the following text, including the 
bold type as noted below: • • 

•••••• • 
"It is a violation of federal law to use this product in a manner inconsistent with Jft • •. 

• • ••• labehng. 
• ••••• . . : .. . 

-For sale to, use and storage only by individuals/firms licensed or regW~fCcJ by tie• •• • 
state to apply termiticide and/or general pest control products. • •• • : • • • 
-DO NOT use this product for termite or other pest control indoors, exceJ'l-P"-4lbel- •• •• 
specified applications for termite c ntrol and foam applications to wall vo1~~ mr contr~l •. 
of other Hsted pests. : • • • • 

Page 1 of 2 . " •••••• • 
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-DO NOT use on golf course turf. May be used for control of termites and other listed 
pests found on/near structures associated with golf courses, but only as specified on this 
label. 
-DO NOT use on animal trophies r animal skins. 

See inside booklet for additional Restrictions, First Aid, Precautionary Statements, 
Directions for Use, Conditions of Sale and Warranty, and state-specific use sites 
and/or restrictions." 

(A copy of the most recent stamped approved label for EPA Reg. No. 7969-210 has been 
included for your reference.) 

2. In accordance with restrictions placed upon the parent product, the following 
restriction will also be added to the amended registration for 53883-279: 

"Per the Agency's agreement with the registrant with regard to improved stewardship 
of fipronil products, this product may not be sold in packaging that holds less than 20 
tl uid ounces of product." 

You must respond to this notice with an application to the Agency for pesticide 
registration to amend the aforementioned label as directed above, within 30 days of the date of 
this letter. If you fail to respond to this letter by November 6, 2011, or if any other conditions of 
registration are not complied with, the registration will be subject to cancellation in accordance 
with FIFRA sec. 6(e). If you have any questions, you may contact Clayton Myers at (703) 347-
8874 or myers.clayton@epa.gov. 

Enclosures: 

Sincerely, 

Richard Gebken, Product Manager 
Insecticide Branch 
Registration Division (7505P) 

Copy of Notice of Conditional Registration. Stamped "Accepted with Comments". for EPA Reg. No. 53883-279, April20, 2011 
Copy of Agency Correspondence Related to Fipronil Stewardship Agreement. April20, 2011 
Copy of Most Recent Stamped Approved Label for Cited Parent Product. 7969-210. September 13 2011 

Page 2 of 2 
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Taurus SC 
Termiticide /Insecticide 

For sale to, use and storage only by individuals/firms licensed or registered by the state to apply 
termiticide and/or general pest control products. 

Active Ingredient 
*Fipronil . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9.1% 

Other Ingredients . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90.9% 
100.0% 

*(5-amino-1-(2,6-dichloro-4-(trifluoromethyl)phenyl)-4-( ( 1, R, S)-(trifluoromethyl)sulfinyi)-1 -H-pyrazole-3-
carbonitrile) 

Taurus SC termiticide I insecticide contains 0.8 pounds active ingredient per gallon. 

KEEP OUT OF REACH OF CHILDREN 

Caution/Precauci6n 
Si usted no entiende Ia etiqueta, busque a alguien para que Ia explique a usted en detalle. (If you do 

not understand the label, find someone to explain it to you in detail.) 

(See attached label for additional precautionary information and complete Directions for Use). 

EPA Reg. No. 53883-279 

Control Solutions, Inc. 
5903 Genoa-Red Bluff 
Pasadena, TX 77507-1041 

Net Contents: 

1 -

EPA Est. No. 53883-TX-002 

•••••• • • • • • 
•••••• • • •• 
••••• • • ••••• 

• • •••••• • 
•••• • • •••• 

• 
•• • • • • • • • 

•••• • •••• 
• 
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FIRST AID 
Have the product container or label with you when calling a poison control center or doctor, or going for 
treatment. 
If swallowed: 

If on skin or 
clothing: 

• 
• 
• 

Call a Poison Control Center or doctor immediately for treatment advice . 
Have person sip a glass of water if able to swallow . 
Do not induce vomiting unless told to do so by a poison control center or 
doctor. 

• Take off contaminated clothing. 
• Rinse skin immediately with plenty of water for 15-20 minutes. 
• Call a n control center or doctor for treatment advice. 

If inhaled: • Move person to fresh air. 
• If person is not breathing, call 911 or an ambulance, then give artificial 

respiration, preferably by mouth-to-mouth, if possible. 
• Call a n control center or doctor for treatment advice. 

If in eyes: • Hold eye open and rinse slowly and gently with water for 15-20 minutes. 
Remove contact lenses, if present, after the first 5 minutes, then continue 
rinsing eye. 

• Call a 
Note to Physician: There is no specific treatment on observed s1gns and 
symptoms of distress in the patient. Overexposure to materials other than this product may have 
occurred. In severe cases of overexposure by oral ingestion, lethargy, muscle tremors, and in extreme 

convulsions occur. 
Have the product container or label you when calling a poison control center or doctor, or 
going for treatment. You may also contact SafetyCall® (866) 897-8050 for emergency medical 
treatment information 

PRECAUTIONARY STATEMENTS 
Hazards to Humans and Domestic Animals 

Caution 
Harmful if swallowed, absorbed through skin or inhaled. Do not get in eyes, on skin or on clothing. Do not 
breathe spray mist. Wash thoroughly with soap and water after handling and before eating, drinking, 
chewing gum, or using tobacco. Remove and wash contaminated clothing before reuse. 

Personal Protective Equipment (PPE): 
All pesticide handlers (mixers, loaders, and applicators) must wear long-sleeved shirt and long pants, 
socks, shoes, and chemical-resistant gloves. All pesticide handlers must wear a dusUmist filtering 
respirator (MSHA/NIOSH approval number prefix TC-21C), or a NIOSH approved respirator with any N, 
R, P or HE filter, when working in a non-ventilated space, including but not limited to crawl-spaces and 
basements. All pesticide handlers must wear protective eyewear (goggles, a faceshield, or safety glasses 
with front, brow, and temple protection) when working in a non-ventilated space, including but not limited 
to crawl-spaces and basements or when applying termiticide by redding or sub-slab injection. 
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User Safety Recommendations 
Users should wash hands thoroughly with soap and water before eating, drinking, chewing gum, using 
tobacco or using the toilet. 
Remove contaminated clothing. Then wash body thoroughly with soap and water and put on clean 
clothing. Wash clothing with detergent and hot water before reusing. 
Remove PPE immediately after handling this product. Wash outside of gloves before removing. Wash 
PPE before reusing. 

ENVIRONMENTAL HAZARDS 
This pesticide is toxic to birds, fish, and aquatic invertebrates. Do not apply directly to water, or to areas 
where surface water is present or to intertidal areas below the mean high water mark. Runoff from treated 
areas may be hazardous to aquatic organisms in neighboring areas. Care must be taken to avoid runoff. 
Do not contaminate water by cleaning equipment or disposal of wastes. Do not contaminate water when 
disposing of equipment washwaters. 

DIRECTIONS FOR USE 

It is violation of federal law to use this product in a manner inconsistent with its labeling. 
Read entire label before using this product. 
For sale to, use and storage only by individuals/firms licensed or registered by state to apply termiticide 
and/or general pest control products. States may have more restrictive requirements regarding 
qualifications of persons using this product. Consult the structural pest control regulatory agency of your 
state prior to use of this product. 

USE RESTRICTIONS: 

DIRECTIONS FOR USE 
TO CONTROL TERMITES 

When treating adjacent to an existing structure, the applicator must check the area to be treated, and 
immediate adjacent areas of the structure, for visible and accessible cracks and holes to prevent any 
leaks or significant exposures to persons occupying the structure. People present or residing in the 
structure during application must be advised to remove their pets and themselves from the structure if 
they see any signs of leakage. After application, the applicator is required to check for leaks. All leaks 
resulting in the deposition of termiticide in locations other than those prescribed on this label must be 
cleaned up prior to leaving the application site. Do not allow people or pets to contact contaminated areas 
or to reoccupy contaminated areas of the structure until the clean up is completed. 

• Prior to drilling and treating through concrete structures, such as patios, porches, sidewalks and 
foundation slabs applicator should first determine that there are no habitable areas below that 
could be unintentionally contaminated by the treatment. 

• Only protected applicators wearing personal protective equipment as required by this product 
label may be in the area during application. 

• All holes in commonly occupied areas into which this termiticide I insecticide product has been 
applied must be plugged. Plugs must be of a non-cellulose material or covered by an impervious, 
non-cellulose material. 

• Do not apply finished dilution of this product until all heating/air conditioning ducts, air vents, 
plumbing pipes, sewer lines, floor drains, heating pipes and electrical lines/conduits are known 
and identified. Do not puncture or contaminate any of these. 

3-
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• Do not treat within a distance of one foot out from the drip line of edible plants. 

• Do not contaminate public and private water supplies. 

• Do not make treatments while precipitation is occurring. 

• Do not treat soil that is water-saturated or frozen . 

• Use anti-backflow or air gap equipment with filling hoses. 

General Information 
When used in accordance with the directions in this label, this product provides effective prevention 
and/or control of subterranean termites. This product must be applied in manner which provides a 
continuous treated zone to effectively prevent termites from infesting wood. 
This product may only be applied by licensed technicians familiar with trenching, redding , short redding, 
sub-slab injection, low-pressure banded surface applications and foam delivery techniques. This product 
is a highly effective termiticide against a variety of subterranean termites including species of 
Reticulitermes, Zootermopsis, Heterotermes, and Coptotermes. 
Taurus sc is formulated as a water-based suspension concentrate liquid containing 9.1% active 
ingredient. 

Mixing Instructions 
To mix Taurus sc termiticide I insecticide: 

1. Fill the tank 1/4 to 1/3 full with water. The filling hose must be equipped with an anti-backflow device 
or water flow must include an air gap to protect against back siphoning. 

2. Start the pump to begin by-pass agitation and place the end of the treating tool in the tank to allow 
circulation through the hose. 

3. Add the appropriate amount of Taurus sc required to prepare the desired dilution. 
4. Add the remaining water. 
5. Continue to run the pump allowing recirculation through the hose back into the tank until the Taurus 

sc is completely dispersed. 

• To mix a 0.06% dilution, add 0.8 fluid ounces of Taurus SC per gallon of finished dilution. 
• To mix a 0.09% dilution, add 1.2 fluid ounces of Taurus sc per gallon of finished dilution. 
• To mix a 0.125% dilution, add 1.6 fluid ounces of Taurus sc per gallon of finished dilution. 

Application Rates for Termiticide Use 
For most applications, use the 0.06% dilution and apply at a rate of 4 gallons of dilution per 10 linear feet 
per foot of depth. For example, for treatment of 10 linear feet with a four-foot depth, use 4 x 4 (16) 
gallons per 10 linear feet. Do not apply at a concentration less than 0.06%. 
Where severe termite infestations occur, where problem soils occur or where difficult or problem 
construction types are encountered, it may be advisable to use either 0.09% or 0.125% concentration. Apply the 
higher concentration at a rate of 4 gallons of solution per 10 linear feet per foot of depth. For example, for 
treatment of 10 linear feet with a four-foot depth, use 16 (4 x 4) gallons per 10 linear feet. 
In dense soil that will not accept a volume of 4 gallons per linear foot per foot of depth, use the 0.125% 
dilution, and apply at a rate of 2 gallons per 10 linear feet per foot of depth. For example, for treatment of 
10 linear feet with a four-foot depth, use 8 (2 x 4) gallons per 10 linear feet. When using the lower volume 
of application, be careful to maintain a continuous treated zone. If application requires drilling, drill holes 
less than 12" apart to maintain a continuous treated zone. 

PRE-CONSTRUCTION TREATMENT 
In advance of treatment, applicators must notify the general contractor, construction superintendent, or 
other responsible personnel of the intended Taurus SC application and the intended sites of application. 
Applicators must instruct the person responsible to notify construction workers and other individuals on 
site to vacate the treatment area and not to return until Taurus SC has been absorbed into the soil. Do 
not apply at a dosage and/or concentration lower than 0.06% for applications up to and including 
installation of the final grade. 

4-
27



-------------------~----,....-------------

Generallnfonnation 
Pre-construction treatments include any treatment made during all phases of construction up to and 
including installation of the final grade. Establishing a thorough and complete horizontal and vertical 
treated zone will provide effective pre-construction termite control. 
When foundations are deeper than 4 feet, it is preferable to apply Taurus SC as the backfill is being 
replaced. If the backfill is already in place, the applicator must trench and rod into the trench or trench 
along the foundation walls, around pillars and other foundation elements, at the rate prescribed from 
grade to a minimum depth of 4 feet. When trenching in sloping or tiered soil, the trench must be stepped 
to ensure adequate distribution and to prevent Taurus SC from running out of the trench. When the top of 
the footing is exposed, the soil adjacent to the footing must be treated to a depth not to exceed the 
bottom of the footing. Never treat any structure below the footing. 

Concrete Slab (Including Monolithic, Floating and Supported Concrete Slabs) on Ground or in 
Basements and Crawl Spaces 
Horizontal treated zones: Apply an overall treatment of Taurus SC to the entire surface to be covered 
by the concrete slab. This includes living area, as well as carports, porches, basement floors, and any 
extended entrances. Apply this treatment at the rate of 1 to 1.5 gallons of finished dilution per 10 square 
feet using a coarse spray nozzle and low-pressure spray (less than 25 p.s.i.). Spray the dilution evenly 
and uniformly over the entire area to be treated. If the slab is not to be poured the same day as treatment, 
cover the treated soil with a waterproof barrier such as polyethylene sheeting. 
Vertical treated zones: Apply Taurus SC at a rate of 1 gallon of finished dilution per square foot around 
anything penetrating the slab such as utility service and plumbing lines. Apply Taurus SC at a rate of 4 
gallons of finished dilution per 10 linear feet per foot of depth along the inside and outside perimeter of 
foundation walls. The applicator must trench and rod into the trench or trench along the foundation walls 
and around pillars and other foundation elements. If the footing is more than 4 feet below grade, make 
this treatment to a minimum of 4 feet below grade. A trench need not be any wider than 6 inches. Treat 
the soil which will be replaced into the trench using a low-pressure spray (not more than 25 p.s.i. at the 
nozzle). When redding from grade or from the bottom of a·shallow trench, space the rod holes no more 
than 12 inches apart in a manner which will create a continuous treated zone. 
It is highly recommended that a complete horizontal treated zone be created prior to the slab pour. 
However, if the slab was poured before a horizontal treatment could be made, refer to the "Post
Construction" section of this label for alternate application instructions. 

Hollow Block Foundations or Voids 
Create a continuous treatment zone by treating hollow block foundations or voids in masonry resting atop 
the footing. If voids in the masonry elements are not openly accessible, drill and treat into these voids by 
applying 2 gallons of finished dilution per 10 linear feet of footing using a nozzle pressure of 25 p.s.i. or 
lower. When using this treatment, drill the access holes as close to the footing as is practical. Drilling 
below the sill plate is acceptable. Applicators must examine the treated areas of voids in block or rubble 
foundation walls closely for possible runoff as a precaution against application leakage. Mechanical 
alteration to some areas may be required before a treatment can be made. Other areas may not be 
treatable. 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas or allow them to reoccupy the treatment site until the clean up is 
completed. 
Not for use in voids insulated with rigid foam. 

Use with Other Products 
When a borate-based termite control product has been chosen as the primary pre-construction treatment 
for subterranean termites and is applied in accordance with the directions for use on the borate product's 
label, Taurus SC may be used as an exterior perimeter pre-construction treatment. For an exterior 
perimeter pre-construction treatment, Taurus SC must be applied in such a way as to create a continuous 
treated zone along the exterior foundation of the structure. A complete and thorough horizontal pre
construction treatment with Taurus SC under the concrete slab is optional. 
Taurus SC may also be applied to critical areas of the interior of the structure including around plumbing 
or utility services penetrating floors, bath and I or shower traps, or along ~oncrete expansion joints, and 
other areas of known or suspected termite activity. 
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Refer to the "POST-CONSTRU,ON EXTERIOR PERIMETER I LOCALIZ~NTERIOR (EP ILl) 
STRUCTURAL TERMITE TREATMENT' section of this label for instructions on applications to the 
exterior perimeter of a structure and to critical areas in the interior of the structure. 

POST -CONSTRUCTION CONVENTIONAL STRUCTURAL TERMITE TREATMENT 

General Information 
For applications of Taurus SC made after the final grade is installed to protect the structure from termite 
infestation and/or to control existing termite populations, the applicator must trench and rod into the 
trench or trench along the foundation walls, around pillars and other foundation elements, at the rate 
prescribed from grade to the top of the footing. When the footing is more than 4 feet below grade, treat to 
a minimum depth of four feet. The depth of treatment will vary depending on soil type, degree of 
compaction and location of termite activity. When the top of the footing is exposed, the soil adjacent to the 
footing must be treated to a depth not to exceed the bottom of the footing. Never treat any structure below 
the footing. 
To establish a complete exterior perimeter treatment zone along the foundation wall, drill any exterior 
concrete structures adjoining the foundation, such as patios, porches and sidewalks, and treat by sub
slab injection of Taurus SC finished dilution. 
Before treatment, locate and identify all heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits, and avoid contamination or damage to these structural 
elements. 

Concrete Slab Over Soil (Including Monolithic, Floating and Supported Slabs) 

Exterior perimeter: Apply by trenching and redding into the trench or by trenching along the foundation 
walls at the rate of 4 gallons of finished dilution per 10 linear feet per foot of depth, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Trenches need not be wider than 6 
inches and must be a minimum of 6 inches deep or to the bottom of the footing. Never treat a structure 
below the footing. Space the rod holes no more than 12 inches apart in a manner which will create a 
continuous treated zone. Mix the finished dilution into the soil before replacing it into the trench. 

Sub-slab Injection: Sub-slab injection treatments can be made from inside the structure, or in cases 
where this is not possible, from the outside of the structure by drilling through the foundation as directed 
below. Before treatment, locate and identify all heating or air conditioning vents and ducts, water and 
sewer plumbing lines, electrical lines and conduits, and avoid contamination or damage to these 
structural elements. 
Vertical drilling I injection: Make treatments under the slab by drilling vertically through the slab along 
the interior perimeter of the foundation including the garage. Drill holes along all concrete expansion 
joints, cracks, plumbing and utility services penetrating the slab. Drill holes along interior partition walls 
when there is clear evidence of termite activity or damage. Space all drill-holes no more than 12 inches 
apart in a manner which will create a continuous treated zone. Inject the finished dilution of Taurus SC 
into the drill-holes at a rate of 4 gallons per 10 linear feet per foot of depth. When making applications, 
use a lateral dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupied 
areas must be plugged with a non-cellulose material or covered with an impervious, non-cellulose 
material. 
Horizontal drilling I rodding I sub-slab injection from the exterior of the foundation: Use this 
technique to treat underneath the slab only when floors or interior design do not allow for treatment by 
vertical drilling. Care must be taken not to rod into heating or air conditioning vents and ducts, water and 
sewer plumbing lines, electrical lines and conduits. Use horizontal short redding practices to create a 
continuous treated zone into the soil proximal to the inside of the foundation wall. Angle drill-holes 
through the outside of the foundation to ensure deposition of Taurus SC below any existing heating 
ducts, water and sewer lines, or electrical conduits. Use horizontal long redding practices only when the 
areas to be treated underneath the slab are not accessible by vertical redding or horizontal short redding. 
Do not use long rods exceeding 20 feet. For all horizontal redding applications space drill-holes no more 
than 12 inches apart in a manner which will create a continuous treated zone. Inject the finished dilution 
of Taurus SCinto the drill-holes a rate of 4 gallons per 10 linear feet per foot of depth. All holes must be 
plugged with a non-cellulose material or covered by and impervious, non-cellulose material. 
Bath traps: Treat exposed soil or soil covered with tar or similar sealants beneath or around plumbing 
and/or drain pipe entry areas with a minimum of 1 gallon but not more than 4 gallons of finished dilution 
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per square foot. It may be nec!ary to remove tar or sealant to ensure ade!te soil penetration. Install 
an access door or inspection portal if one is not already present. After inspection and removal of all wood 
or cellulose debris, treat the soil by redding or drenching with the finished dilution of Taurus SC. 
Shower drains: To treat the soil beneath and adjacent to shower pan drains, drill through the slab 
adjacent to the shower pan and apply the finished dilution of Taurus SC by sub-slab injection. Foam can 
be used to maximize dispersion. Drill multiple access points adjacent to the drain, and use a directional 
dispersion tip to enhance the treatment of the soil beneath the drain. Treat with a minimum of 1 gallon but 
not more than 4 gallons of finished dilution per shower drain. Horizontal redding can be used to access 
and treat soil associated with the shower drain. 

Structures with French Drains and Sump Pumps 
In sites where French drains exist at the footer along the foundation perimeter, common in hollow block 
foundation structures, the soil must be dry before applications can be made. Do not treat soil that is 
saturated or frozen. Do not make treatments while precipitation is occurring. To prevent seepage of 
finished dilution or damage to drains or tiles, do not rod through the slab any closer than 24 inches from 
French drains. Do not apply Taurus SC within 5 feet from the sump pump pit and pump. Do not drill 
through hollow block foundations that border French drains to prevent drainage or seepage from the 
block into the drains. 
Identify and locate French drains, then apply Taurus SC in the following manner: 

1) Unplug the sump pump. Inspect the sump pit for water. If no water is present, keep the sump 
pump unplugged while making the treatment. 

2) If water is in the pump pit, unplug the sump pump and remove four cups of water from the pit. 
Mark the water level. Wait 10 minutes then check the water level in the pit. If the water level has 
risen, there is too much seepage to make a treatment. If the water level has not risen, a treatment 
can be made as long as the sump pump remains unplugged. 

During application, check the sump pump pit every few minutes for the presence of termiticide dilution. If 
dilution is detected, stop the treatment immediately and remove all dilution from the pump pit before 
plugging the pump back in. Dispose of the dilution from the sump pump pit as directed by this label in the 
"Storage and Disposal" section. 

Basement Structures 

Exterior perimeter: Apply by trenching and redding into the trench or by trenching along the foundation 
walls at the rate of 4 gallons of finished dilution of Taurus SC per 10 linear feet per foot of depth, or, if the 
footing is more than 4 feet below grade treat to a minimum depth of 4 feet. Trenches need not be wider 
than 6 inches and must be a minimum of 6 inches deep or to the bottom of the footing . When trenching in 
sloping or tiered soil , the trench must be stepped to ensure adequate distribution and to prevent Taurus 
SC from running out of the trench. Never treat a structure below the footing. Space the rod holes no more 
than 12 inches apart in a manner which will create a continuous treated zone. Mix the finished dilution 
into the soil before replacing it into the trench. 
Inside perimeter: To treat under the basement floor slab, drill vertically through the slab along the interior 
perimeter of the foundation. Drill holes along all concrete expansion joints, cracks, and any plumbing or 
utility services penetrating the slab. Drill holes along both sides of partition foundation walls, and around 
piers. Where there is clear evidence of termite activity in a non-foundation interior partition wall, drill holes 
through the slab adjacent to the wall along one side. Space all drill-holes no more than 12 inches apart in 
a manner which will create a continuous treated zone. Inject the finished dilution of Taurus SC into the 
drill-holes at the rate of 4 gallons per 10 linear feet per foot of depth. When making applications, use a 
lateral dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupied areas 
must be plugged with a non-cellulose material or covered with an impervious, non-cellulose material. 

Accessible Crawl Space Construction 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat crawl spaces by applying a vertical Taurus SC termiticide treatment at the rate of 4 gallons of 
finished dilution per 10 linear feet per foot of depth from grade to the top of the footing, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Apply by trenching, or by trenching and 
redding into the trench. Treat both sides of foundation and around all piers and pipes. In areas where 
physical obstructions exist that prevent trenching, such as concrete walkways adjacent to the foundation , 
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apply by redding alone. Where,il type and/or conditions make trenching i!ssible, apply by redding. 
When the top of the footing is exposed, treat the soil adjacent to the footing to a depth not to exceed the 
bottom of the footing. Read and follow the mixing directions in the "Mixing Instructions" section of this 
label when encountering soil types which will not accept the full application volume. 

• Rod holes and trenches must not extend beneath the bottom of the footing. 
• Space the rod holes no more than 12 inches apart in a manner which will create a continuous 

treated zone. 
• Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the 

bottom of the footing. When trenching in sloping or tiered soil, the trench must be stepped to 
ensure adequate distribution and to prevent Taurus SC from running out of the trench. Mix the 
finished dilution into the soil before replacing it into the trench. 

Inaccessible Crawl Space Construction 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
For any inaccessible interior areas, for example where the clearance between the floor joists and ground 
surfaces do no allow for operator access, excavate, if possible, and follow the instructions for accessible 
crawl spaces. When excavation is not possible, apply one or a combination of the following two methods: 

1) Establish a horizontal treated zone by applying 1 gallon of finished dilution of Taurus SC with a 
coarse application nozzle (e.g., Delavan Type RD Raindrop, RD-7 or larger, or Spraying Systems 
Co. 8011 OLP Teejet or comparable nozzle) per 10 square feet of soil surface using a nozzle 
pressure of less than 25 p.s.i. For any area which cannot be reached with the application wand, 
use one or more extension rods. Do not broadcast or power spray with high pressures. 

2) Establish a horizontal treated zone by drilling through the foundation wall or through the floor 
above and treat the soil adjacent to the foundation at a rate of 1 gallon of finished dilution of 
Taurus SC per 10 square feet. Drill spacing must not exceed 16 inches between drill-holes. 
Many states have smaller interval requirements so check state regulations before application. 
Treat the soil adjacent to foundation elements with short or long redding techniques without 
drilling if it is possible to reach the soil to be treated with the treatment tool. 

Hollow Block Foundations I Voids 
Establish a continuous treated zone in hollow block foundations or voids in masonry resting on top of the 
footing by drilling and treating into voids of multiple masonry elements of the structure to soil level. If not 
openly accessible, drill and treat into voids of masonry elements. Apply 2 gallons of finished dilution per 
10 linear feet of footing at a nozzle pressure of 25 p.s.i. or less. When making this treatment, drill access 
holes as close as possible to the footing, below the level of the sill plate if necessary. Applicators must 
examine the treated areas for possible runoff as a precaution against application leakage. Mechanical 
alteration to some areas may be required before a treatment can be made. Other areas may not be 
treatable. 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas until the clean up is completed . 
Not for use in voids insulated with rigid foam. 

Treatment of Structures with Wells or Cisterns 

Do not contaminate wells or cisterns. 
Do not apply Taurus SC within 5 feet of any well or cistern. Treat soil 5 to 10 feet from any well or cistern 
by backfill method only. Treat soil adjacent to water pipes within 3 feet of grade by backfill method only. 
Backfill method: 

1) Trench to remove the soil to be treated and place it into a wheelbarrow or onto heavy plastic 
sheeting or similar material. 

2) Treat the soil at a rate of 4 gallons of finished dilution of Taurus SC per 10 linear feet per foot of 
trench depth, or at a rate of 1 gallon per cubic foot of soil. Mix the Taurus SC thoroughly into soil 
while taking care to prevent runoff or spillage. 

3) After the treated soil has completely absorbed the finished dilution of Taurus SC, put it back into 
the trench. 
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Structures Adjacent to Well~isterns and I or Other Bodies of Wate~ 
Prior to application examine any structure with nearby sources of water such as wells, cisterns, ponds, 
streams or other bodies of water, then follow the treatment procedures described below. 

1) If the pipe(s) from the well enter the structure with 3 feet of grade, expose them is possible prior 
to treatment. Treat the soil adjacent to the water pipe(s) using the backfill method described 
above. 

2) Take precautions, prior to treatment, to limit the risk of Taurus SC being applied into subsurface 
drains which empty into any bodies of water, including evaluating whether treatment of the footer 
could result in contamination of subsurface drains. Take into consideration such factors as depth 
to the drain system, soil type and degree of soil compaction when determining the depth of 
treatment. 

3) Use the treated backfill method, when appropriate (e.g., on the water side of the structure), to 
minimize off-site movement of Taurus SC. 

4) To minimize potential runoff of Taurus SC into non-target areas, apply a finished dilution of 
0.125% at a rate of 2 gallons per 1 0 linear feet per foot of depth. 

Plenum Construction 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat the soil exterior to the foundation walls according to the instructions in the "Accessible Crawl Space 
Construction" section of this label. 
Follow the instructions below for interior treatment of plenum structures that use a sealed under floor 
space to circulate heated or cooled air throughout the structure: 

1) Remove sealing fabric and anything on the sealing fabric to expose no more than an 18 inch 
width adjacent to all foundation structures, including foundation walls, interior piers, pipes and any 
other structures in contact with soil. Treat according to the instructions for exterior and interior 
treatment in the "Accessible Crawl Space Construction" section of this label. 

2) After the finished dilution of Taurus SC has been absorbed into the soil, return the sealing fabric 
and anything removed from the surface of the sealing fabric to their original pre-treatment 
positions. 

Foam Application 
When construction practices, soil subsidence, or other factors make it difficult to establish a continuous 
treated zone with conventional liquid application methods, supplement treat with the use of foam
generating equipment. Foam applications are useful in the treatment of filled stoops and porches, 
chimney bases, into block voids, behind masonry or other veneers, and into stud walls. Utilize 
applications of dry foam only (a range of 15:1 to 50:1 expansion ratio) when treating voids in stud walls. 
Apply foam to wall voids where evidence of termite presence or damage exist or are suspected. 
Foam only treatments under slabs are appropriate when maximum horizontal coverage is desired In 
areas with no deep foundation or footing (for example: around plumbing entries and near settlement 
cracks in concrete slabs). Use both conventional liquid application and foam treatment in areas where 
both lateral spread and deeper vertical penetration of Taurus SC are desired. Effective treatment is highly 
dependent on volume and amount of active ingredient. Apply at least 75% of the finished dilution of 
Taurus SC as a liquid treatment, then deliver the remaining 25% or less to the appropriate areas as a 
foam application. The total amount of product applied as a combined foam and liquid treatment should be 
equivalent to volume of Taurus SC liquid finished dilution required for a liquid application alone. Foam 
applications provide a good supplement to liquid applications in difficult to treat areas. 
Foam mixing instructions: 
Prepare the desired finished dilution of Taurus SC, then mix with the manufacturer's recommended 
quantity of foaming agent in foaming equipment. Apply a sufficient volume of Taurus SC foam to establish 
a continuous treated zone at the rates recommended in this label for specific applications. When sufficient 
foam volume cannot be applied to achieve the recommended rate of Taurus SC ,supplement the 
treatment with additional liquid finished dilution to assure appropriate treatment volume and concentration 
in the treated area. 

• 1 gallon of finished dilution at a foam expansion ratio of 25:1 makes 25 gallons of foam. 
• 1.66 gallons of finished dilution at a foam expansion ratio of 15:1 makes 25 gallons of foam. 
• 2.5 gallons of finished dilution at a foam expansion ratio of 10:1 makes 25 gallons of foam. 
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• 5 gallons of finished dilution at a foam expansion ratio of 5:1 makes 25 gallons of foam. 

POST -CONSTRUCTION EXTERIOR PERIMETER I LOCALIZED INTERIOR (EP I Ll) STRUCTURAL 
TERMITE TREATMENT- Not approved for use in Louisiana 

General Information 
This post-construction application of Taurus SC can be made after the final grade is installed to protect 
the structure from termite infestation and/or to control existing termite populations. This treatment method 
is designed to be non-invasive to the interior of the structure with the establishment of a continuous 
treated zone along the exterior of the foundation and only treating interior spaces where termite activity 
has been found. If you have questions regarding this treatment, consult the appropriate state agency. 
Termite activity is defined as the presence of one or more of the following signs of infestation: 

1) Alates (winged termites) have swarmed inside the structure. 
2) Live termites are found to be active within the structure. 
3) There is clear evidence of termite activity on or inside the structure such as the presence of mud 

tubes, galleries in wood. 
Do not apply Taurus SC finished dilution as perimeter /localized interior treatment at a concentration 
lower than 0.06% or at an application volume lower than those specified in the "Application Rates for 
Termiticide Use" section of this label. 

EXTERIOR PERIMETER TREATMENT 
To prevent termite infestation of a structure, exterior perimeter applications of Taurus SC must be made 
in a manner which will create a continuous treated zone. If situations are encountered where the soil will 
not accept the full application volume recommended in the use directions below, read and follow the 
direction in the "Application Rates for Termiticide Use" section of this label. 

Concrete Slab on Ground (Including Monolithic, Floating and Supported Concrete Slabs) 
Apply along the exterior foundation perimeter by trenching and rodding into the trench or by trenching at 
the rate of 4 gallons of finished dilution per 10 linear feet per foot of depth. Trenches need not be wider 
than 6 inches and must be a minimum of 6 inches deep or to the bottom of the footing. Space the rod 
holes no more than 12 inches apart in a manner which will create a continuous treated zone. Mix the 
finished dilution into the soil before replacing it into the trench. 
In areas where physical obstructions exist that prevent trenching, such as concrete walkways adjacent to 
the foundation, apply by rodding alone. Where soil type and/or conditions make trenching impossible, 
apply by rodding. In order to establish a complete exterior perimeter treatment zone, drilling and sub-slab 
treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or 
sidewalks. For driveways, exterior drilling is necessary only around building supports or wall elements 
permanently located at driveway joints. Never treat a structure below the footing. 

Basement and Inaccessible Crawl Space Construction 
Apply along the exterior foundation perimeter by trenching and rodding into the trench or by trenching 
along the foundation walls at the rate of 4 gallons of finished dilution of Taurus SC per 10 linear feet per 
foot of depth, or, if the footing is more than 4 feet below grade treat to a minimum depth of 4 feet. 
Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the bottom of 
the footing. When trenching in sloping or tiered soil, the trench must be stepped to ensure adequate 
distribution and to prevent Taurus SC from running out of the trench. Space the rod holes no more than 
12 inches apart in a manner which will create a continuous treated zone. Mix the finished dilution into the 
soil before replacing it into the trench. Never treat a structure below the footing. 
In areas where physical obstructions exist that prevent trenching, such as concrete walkways adjacent to 
the foundation, apply by rodding alone. Where soil type and/or conditions make trenching impossible, 
apply by rodding. In order to establish a complete exterior perimeter treatment zone, drilling and sub-slab 
treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or 
sidewalks. For driveways, exterior drilling is necessary only around building supports or wall elements 
permanently located at driveway joints. Never treat a structure below the footing. 
If termite activity is detected inside an inaccessible crawl space, the area must be treated. Make a 
localized interior treatment at the site of termite activity and extending at least 2 feet in both directions 
from the activity. Choose the appropriate application technique for treating inaccessible crawl space 
construction by referring to the "POST-CONSTRUCTION CONVENTIONAL STRUCTURAL TERMITE 
TREATMENT" section of this label. 
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Accessible Crawl Spaces 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat crawl spaces by applying a vertical Taurus SC termiticide treatment at the rate of 4 gallons of 
finished dilution per 10 linear feet per foot of depth from grade to the top of the footing , or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Apply by trenching, or by trenching and 
redding into the trench. Treat outside of foundation and around all piers and pipes. In areas where 
physical obstructions exist that prevent trenching, such as concrete walkways adjacent to the foundation, 
apply by redding alone. Where soil type and/or conditions make trenching impossible, apply by redding . 
When the top of the footing is exposed, treat the soil adjacent to the footing to a depth not to exceed the 
bottom of the footing. In order to establish a complete exterior perimeter treatment zone, drilling and sub
slab treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or 
sidewalks. If situations are encountered where the soil will not accept the full application volume 
recommended in the use directions below, read and follow the direction in the "Application Rates for 
Termiticide Use" section of this label. 

• Rod holes and trenches must not extend beneath the bottom of the footing . 
• Space the rod holes no more than 12 inches apart in a manner which will create a continuous 

treated zone. 
• Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the 

bottom of the footing. When trenching in sloping or tiered soil , the trench must be stepped to 
ensure adequate distribution and to prevent Taurus SC from running out of the trench. Mix the 
finished dilution into the soil before replacing it into the trench. 

Garages: Attached garage floors should be treated 

Sub-slab injection: Sub-slab injection treatments can be made from inside the garage, or in cases where 
this is not possible, from the outside of the structure by drilling through the foundation as directed below. 
Before treatment, locate and identify all heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits, and avoid contamination or damage to these structural 
elements. 
Vertical drilling I injection: Make treatments under the slab by drilling vertically through the slab along 
the interior perimeter of the garage foundation. Drill holes along all concrete expansion joints, cracks, 
plumbing and utility services penetrating the slab. Drill holes along interior partition walls when there is 
clear evidence of termite activity or damage. Space all drill-holes no more than 12 inches apart in a 
manner which will create a continuous treated zone. Inject the finished dilution of Taurus SC into the drill
holes at a rate of 4 gallons per 1 0 linear feet per foot of depth. When making applications, use a lateral 
dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupied areas must 
be plugged with a non-cellulose material or covered with an impervious, non-cellulose material such as 
Portland cement. 
Horizontal drilling I rodding I sub-slab injection from the exterior of the garage foundation: Use 
this technique to treat underneath the slab only when interior design do not allow for treatment by vertical 
drilling. Care must be taken not to rod into heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits. Use horizontal short redding practices to create a continuous 
treated zone along the inside perimeter of the foundation. Angle drill-holes through the outside of the 
foundation to ensure deposition of Taurus SC below any existing heating ducts, water and sewer lines, or 
electrical conduits. Use horizontal long redding practices only when the areas to be treated underneath 
the slab are not accessible by vertical redding or horizontal short redding . Do not use long rods exceeding 
20 feet. For all horizontal redding applications space drill-holes no more than 12 inches apart in a manner 
which will create a continuous treated zone. Inject the finished dilution of Taurus SC into the drill-holes at 
rate of 4 gallons per 10 linear feet per foot of depth. All holes must be plugged with a non-cellulose 
material or covered by an impervious, non-cellulose material such as Portland cement. 

LOCALIZED INTERIOR TREATMENT 
As part of a complete treatment, targeted interior applications may be made to vulnerable areas such as 
around plumbing or utility services penetrating floors, bath and I or shower traps, or along concrete 
expansion joints or settlement cracks. 
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If know termite activity exists in areas inside living spaces or in non-living spaces (such as crawl spaces, 
plenums etc.) of the structure, a localized interior treatment must be made at the immediate vicinity of the 
termite activity and radiating out at least 2 feet from the site in two or more directions. 

Hollow Block Foundations I Voids 
When termite activity is evident in or in the vicinity (within 2 feet) of hollow block foundations or voids in 
masonry resting on the footing, drill the wall adjacent to the evidence, if not openly accessible, and inject 
the finished dilution of Taurus SC into the void at a rate of 2 gallons per 10 linear feet of footing using a 
nozzle of 25 p.s.i. or less. This localized interior treatment to hollow block must be made at the site of the 
termite activity and to areas above the termite activity. Treatment must be applied radiating out at least 2 
feet in two or more directions from the site of activity or along the wall pier or support post. Use of foam 
will maximize dispersion. When using this treatment, drill access hole below the sill plate as close as 
possible to the footing as is practical. 
Applicators must examine the treated areas of voids in block or rubble foundation walls closely for 
possible runoff as a precaution against application leakage. Mechanical alteration to some areas may be 
required before a treatment can be made. Other areas may not be treatable. 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas or allow them to reoccupy the treatment site until the clean up is 
completed. 
The drilled holes in commonly occupied areas must be plugged with a non-cellulose material or covered 
by an impervious, non-cellulose material such as Portland cement. 

Bath Traps 
If termite activity is evident within 2 feet of a bath trap, exposed soil or soil covered with tar or a similar 
sealant around plumbing and I or drainpipe entry areas must be treated. Tar or sealant may have to be 
removed to ensure adequate soil penetration. Install an access door or inspection portal if one is not 
already present. After all wood and cellulose debris is removed, treat the soil by rodding or drenching with 
a minimum of 1 gallon to a maximum of 4 gallons of finished dilution of Taurus SC per square foot. 

Shower Drains 
If termite activity is evident within 2 feet of a shower drain, soil beneath and adjacent to he drain must be 
treated. Drill through the slab adjacent to the shower drain and apply the finished dilution of Taurus SC by 
sub-slab injection to the soil below. Multiple access points may be drilled adjacent to the drain. Use of 
foam will maximize dispersion. Use of a directional dispersion tip will further enhance the treatment of the 
soil beneath the drain. Treat the soil with a minimum of 1 gallon but no more than 4 gallons of finished 
dilution per shower drain. Horizontal rodding can also be used to access and treat soil associated with a 
shower drain. 

Retreatment Instructions 
Annual retreatment of a structure is prohibited. Retreatment for subterranean termites can only be 
performed under the following circumstances: 

1. There is clear evidence of re-infestation. 
2. There is disruption of the treated zone due to construction, excavation, or landscaping and I or 

there is evidence of the breakdown of termiticide treated zone in the soil. 
Treat these vulnerable or re-infested areas using a spot, partial or complete treatment in accordance with 
the application techniques described in this label. The timing and selection of retreatment type will vary 
depending on such factors as termite pressure, soil types and conditions, and other factors which may 
reduce the effectiveness of the treated zone. 

POSTS, POLES, WOODEN LANDSCAPE ORNAMENTATION 

Do not contaminate wells or cisterns. 

For preventative treatment: Create a continuous treatment zone in the soil around wooden posts, poles, 
fence posts, signs and landscaping ornamentation. Apply the finished dilution of Taurus SC at the rate of 
4 gallons per 10 linear feet per foot of depth. When performing the treatment at the time of installation, the 
finished dilution may be applied to the soil as it is replaced around the pole or post. The application 
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should place termiticide to a d!h of 6 inches below the bottom of posts, p! or other wooden objects 
in contact with soil. 
For a curative treatment: Treat previously installed wooden posts, poles, fence posts, signs and 
landscaping ornamentation with the finished dilution of Taurus SC by sub-surface injection or by gravity 
flow through holes made at the bottom of a trench around posts and poles. When trenching, the trench 
need not be wider than 6 inches and should be 6 inches deep. When sub-surface injecting, treat all sides 
to create a continuous treatment zone. Apply termiticide to a depth of 6 inches below the bottom of the 
wood. 

TERMITES ABOVE GROUND 

For Control of Termite Aerial Colonies or Drywood Termites 
To treat localized areas of wooden structures, apply the finished dilution of Taurus SC to wooden 
members I voids. To treat inaccessible areas, drill and inject the finished dilution into the damaged wood 
of void spaces with a crack and crevice injector. Foam application can also be made into void spaces. 
To treat termite carton nests in trees or building voids, inject the finished dilution of Taurus SC using a 
pointed injection tool. Multiple injection points to varying depths may be necessary. Physically remove 
carton nest material from building voids when such nests are found. 
After treatment, the applicator is required to check for leaks resulting in the deposition of Taurus SC in 
locations other than those prescribed on this label. When found, this material must be cleaned up before 
leaving the application site. Do not allow people or pets to come in contact with contaminated areas or 
allow them to reoccupy the treatment site until the clean up is completed. 
DO NOT TREAT FRUIT- OR NUT-BEARING TREES. 

DIRECTIONS FOR USE TO CONTROL PERIMETER PESTS 

USE RESTRICTIONS: 

• Only applicators wearing the personal protective equipment required by this product label may be 
in the area during application. 

• Do not treat within a distance of 1 foot out from the dripline of edible plants. 

• Do not contaminate public or private water supplies. 

• Do not apply to wasp or hornet nests if they are not attached to or within the structure. 

• Do not make treatments during times of precipitation. 

• Do not allow residents, children, other people or pets into the treatment area until sprays have 
dried. After treatment, the applicator is required to check for leaks resulting in the deposition of 
treatment dilution in locations other than those prescribed in this label. When found, this material 
must be cleaned prior to leaving the application site. Do not allow people or pets to contact 
contaminated areas or to reoccupy contaminated areas of the structure until clean up is 
completed. 

• Do not spray air conditioning units or intake vents. 

• Do not use indoors except for application into wall voids. 

• Do not exceed the maximum of two applications per year. 

• Do not apply to playground equipment and pet quarters. 

• Do not apply to applications to runoff or drip from treated surfaces. 

• Do not apply to boat houses, including their piers or pilings. 
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• Do not apply within 5 feet of wells or cisterns. 

• Do not apply to French drains or other permeable drainage. 

• Doors and windows adjacent to application site must be closed during surface application. 

• Do not apply within 15 feet of bodies of fresh water; lakes, reservoirs, rivers, permanent streams, 
marshes, natural ponds and commercial fish ponds. A 15- foot buffer of uniform groundcover 
must exist between application zone and bodies of fresh water (uniform ground cover is defined 
as land which supports vegetation of greater than 2 inches in height throughout). 

• Do not apply within 60 feet of estuarine bodies of water. Estuarine water bodies are brackish, tidal 
water bodies such as bays, mouths of rivers, salt marshes and lagoons. 

PERIMETER PEST TREATMENT 

Use Taurus SC to kill and to provide residual control of the following pests: 
Ants (acrobat, Argentine, big-headed, carpenter, crazy, odorous, pavement, pharaoh, and thief) 

Use Taurus SC to kill the following pests: 
Asian lady beetles, darkling beetles 
Australian, Oriental, and smoky brown cockroaches 
Black widow, brown recluse, cellar, and hobo spiders 
Box-elder bugs, pill bugs 
Brown and dog ticks 
Centipedes 
Cluster flies 
European earwigs 
House crickets 
Millipedes 
Paper wasps* 
Silverfish 
Yellow jackets 
*Taurus SC is not a knockdown agent. 

Mixing Instructions 
For perimeter pest treatments mix a 0.06% spray dilution of Taurus SC by filling the treatment tank 1/4 to 
1/3 full with water, then ad 0.8 fluid ounces of Taurus SC. The filling hose must be equipped with an ant
backflow device or the water flow must include an air gap to protect against back siphoning. Add more 
water to the tank while agitating to 1 gallon of finished dilution. 
Apply 0.06% of finished Taurus SC dilution as a low-pressure spray to the exterior of the structure where 
listed pests enter, trail around the structure or where they crawl and hide. Also apply around any exterior 
openings where listed pests could enter the structure such as around doors, windows, vents, pipes, 
foundation cracks or drilled holes. Make sure to treat the joint where exterior siding (wood, vinyl, 
aluminum or other similar materials) meets the cement, brick or block foundation. Treat anywhere 
electrical, cable or telephone wires enter the house. This treatment should be made as a general surface 
spray, crack and crevice spray, or a wall void application. Taurus SC may be applied as a foam treatment 
into wall voids to kill and I or control the above listed pests. 
Apply 2 quarts of 0.06% finished spray of Taurus SC per 160 linear feet. 
Refer to the "Foam Application" section of this label for specific foam mixing and application instructions. 
Except for foam applications made into wall voids, application is limited to an area 1 foot out from and 1 
foot up from were the ground meets the foundation. Do not exceed a maximum of 2 applications per year. 
Nests are found on the ground within 1 foot of the foundation may be treated. 
Vegetation touching the structure may offer a route for the entry of ants into the structure without coming 
into contact with the treatment; therefore, remove or prune away any shrubbery, bushes, and tree 
branches touching the structure. 
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STORAGE AND DISPOSAL 
Do not contaminate water, food or feed by storage or disposal. 
Storage 

• 
Store unused product in original container only,out of reach of children and animals. 
Pesticide Disposal 
Pesticide wastes are acutely hazardous. Improper disposal of excess pesticide is a violation of Federal 
law. If these wastes cannot be disposed of by use according to label instructions, contact your State 
Pesticide or Environmental Control Agency, or the Hazardous Waste representative at the nearest EPA 
Regional Office for guidance. 
Container Disposal 
Nonrefillable Container: Do not reuse or refill this container. Triple rinse or pressure rinse container 
(or equivalent) promptly after emptying; then offer for recycling, if available, or reconditioning, if 
appropriate, or puncture and dispose of in a sanitary landfill, or by incineration, or by other procedures 
approved by state and local authorities. 
Triple rinse containers small enough to shake (capacity :S 5 gallons) as follows: Empty the 
remaining contents into application equipment or a mix tank and drain for 10 seconds after the flow 
begins to drip. Fill the container 1/4 full with water and recap. Shake for 10 seconds. Pour rinsate into 
application equipment or a mix tank, or store rinsate for later use or disposal. Drain for 10 seconds after 
the flow begins to drip. Repeat this procedure two more times. 
Pressure rinse as follows: Empty the remaining contents into application equipment or mix tank. Hold 
container upside down over application equipment or mix tank, or collect rinsate for later use or disposal. 
Insert pressure rinsing nozzle in the side of the container and rinse at about 40 PSI for at least 30 
seconds. Drain for 10 seconds after the flow begins to drip. 
In case of minor spills or leaks, soak up with sand, earth or other suitable material and dispose of as 

waste. 

WARRANTY STATEMENT 
Control Solutions, Inc. warrants that this product conforms to the chemical description on the label thereof 
and is reasonably fit for purposes stated on such label only when used in accordance with directions 
under normal use conditions. It is impossible to eliminate all risks inherently associated with use of this 
product. Crop injury, ineffectiveness, or other unintended consequences may result because of such 
factors as weather conditions, presence of other materials, or the manner of use or application, all of 
which are beyond the control of Control Solutions, Inc. To the extent consistent with applicable law, 
Control Solutions, Inc. shall in no event be liable for consequential, special, or indirect damages resulting 
from the use or handling of this product. All such risks shall be assumed by the Buyer. In addition to the 
foregoing, no purchaser of this product (other than an end user) shall be entitled to any reimbursement for 
any loss suffered as a result of any suspension or cancellation of the registration for this product by the 
U.S. Environmental Protection Agency. Except, as expressly provided herein and to the extent consistent 
with applicable law, Control Solutions, Inc. makes no warranties, guarantees, or representations of any 
kind, either expressed or implied, or by usage of trade, statutory or otherwise, with regard to the product 
sold, including, but not limited to merchantability, fitness for a particular purpose, use or eligibility of the 
product for any particular trade usage. The exclusive remedy of any buyer or user of this product for any 
and all losses, injuries, or damage resulting from or in any way arising from the use, handling, or 
application of this product, whether in contract, warranty, tort, negligence, strict liability, or otherwise, shall 
be damages not exceeding the purchase price paid for this product or, at Control Solutions, Inc. election, 
the replacement of this product. 

Optional Marketing Language: 

• 78 oz. makes 1 00 gallons (for use on 78 oz container) 
• 20 oz. makes 25 gallons (for use on 20 oz container) 
• Contains Fipronil, the same active used in Termidor® SC 

**Taurus™ SC is not manufactured by or distributed by BASF. Termidor® SC is a registered 
trademark of BASF. 
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VIA EMAIL and 

UNITED STATES ENVIRONMENTAL PROTEOION AGENCY 

WASHINGTON, D.C. 20460 

CERTIFIED MAIL: 7007 2680 0002 8138 1993 

Anne M. Turnbough 
Manager, Regulatory Affairs 
Control Solutions, Inc. 
5903 Genoa - Red Bluff 
Pasadena, TX 77507-1041 

OFFICE OF 
CHEMICAL SAFETY AND 

POLLUTION PREVENTION 

October 6, 2011 

Subject: Required Labeling Changes for Product Citing Termidor SC (7969-210) as 
Substantially Similar, Pursuant to Conditions of Registration for CSI'me-too' product. 
Product Name: Taurus SC Termiticide/Insecticide 
EPA File Symbol: 53883-279 
Date of Issuance: April20, 2011 
EPA Decision Ntimber: 441364 

Dear Ms. Turnbough: 

Pursuant to the conditions applied to the aforementioned pesticide product, registered in 
accordance with sec. 3 ( c )(7)( a) of the Federal Insecticide, Fungicide and Rodenticide Act 
(FIFRA), as amended, you must make revisions to the product label in accordance with those 
required by the Agency related to its fipronil product stewardship agreement with the parent 
company, BASF. These changes have been applied to the parent product cited for this me-too 
registration (EPA Reg. No. 7969-210), and therefore, the Agency is now serving notice that you 
must submit a revised label to include these changes on your product label, via a label 
amendment application. The label must be revised as follows: 

1. A shaded front panel text box must be added with the following text, including the 
bold type. as noted below: 

"It is a violation of federal law to use this product in a manner inconsistent with its 
labeling. 

-For sale to, use and storage only by individuals/firms licensed or registered by the 
state to apply termiticide and/or general pest control products. 
-DO NOT use this product for termite or other pest control indoors, except for label
specified applications for termite control and foam applications to wall voids for control 
of other listed pests. 

Page 1 of 2 
40



,---~~~~----------- -- -----------· --·---------·-----

-DO NOT use on golf course turf. May be used for control of termites and other listed 
pests found on/near structures associated with golf courses, but only as specified on this 
label. 
-DO NOT use on animal trophies or animal skins. 

See inside booklet for additional Restrictions, First Aid, Precautionary Statements, 
Directions for Use, Conditions of Sale and Warranty, and state-specific use sites 
and/or restrictions." 

(A copy ofthe most recent stamped approved label for EPA Reg. No. 7969-210 has been 
included for your reference.) 

2. In accordance with restrictions placed upon the parent product, the following 
restriction will also be added to the amended registration for 53883-279: 

"Per the Agency's agreement with the registrant with regard to improved stewardship 
of fiptonil products, this product may not be sold in packaging that holds less than 20 
fluid ounces of product." 

You must respond to this notice with an application to the Agency for pesticide 
registration to amend the aforementioned label as directed above, within 30 days ofthe date of 
this letter. If you fail to respond to this letter by November 6, 2011, or if any other conditions of 
registration are not complied with, the registration will be subject to cancellation in accordance 
with FIFRA sec. 6(e). If you have any questions, you may contact Clayton Myers at (703) 347-
8874 or myers.clayton@epa.gov. 

Enclosures: 

Sincerely, 

Richard Gebken, Product Manager 
Insecticide Branch 
Registration Division (7S05P) 

Copy of Notice of Conditional Registration, Stamped "Accepted with Comments", for EPA Reg. No. 53883-279, April20, 2011 
Copy of Agency Correspondence Related to Fipronil Stewardship Agreement, April20, 2011-
Copy of Most Recent Stamped Approved Label for Cited Parent Product, 7969-210, September 13, 20fl 
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o~-zo-Z..ol/C • 
U.S. ENVIRONMENTAL PROTECTION 

------11--- ----·------

AGENCY 
Office of Pesticide Programs 

Registration Division (7505P) 
1200 Pennsylvania Ave., N.W. 

Washington, D.C. 20460 

NOTICE OF PESTICIDE: ~Registration 
0 Reregistration 

(under the Federal Insecticide, Fungicide, and Rodenticide Act, as 
amended) 

Name and Address of Registrant (include ZIP Code): 
,!nne M. Turnbough 
Manager, Regulatory Affairs 
Control Solutions, Inc. 
5903 Genoa - Red Bluff 
Pasadena, TX 77507-1041 

EPA Registration No. Date oflssuance: 

53883-279 APR 2 0 2011 

-Termoffssuance:- · - --· -----
Conditional 

Name of Pesticide Product: 

Taurus SC Termiticidellnsecticide 

Note: ChangeS .in labeling differing in substance from that accepted in connection with this registration must be submitted to 
and accepted by the RegiStration Division prior to use of the label in commerce. In any correspondence on this product always 
refer to the above EPA ~gistratjon number- . 

On the basis of information furnished by the registrant, the above named pesticide is here by registered under the 
Federal Insecticide, Fungicide and Rodenticide Act 

Registration is in no way to be construed as an endorsement or recommendation of this product by the Agency. In 
order to protect health and .the environment, the Administrator, on his motion, may at any time suspend or cancel 
the registration of a pesticide in accord~ce with the Act. The acceptance of any name in connection with the 
registration of a product under this Act is not to be construed as giving the registrant a right to exclusive use of the 
name or to its use if it has been covered by others. 

This product is conditionally registered in accordance with FIFRA sec. 3(c)(7)(a) provided that you: 

(See comments on pages 2-3) 

A copy of your label stamped "Accepted with Comments" is enclosed for your records_ 

Signature of Approving Official: 

Refer to Page 3 

Richard J. Gebken, Product Manager 
Registration Division, Insecticide Branch 

EPA Fonn 8570.,6 

Date: 

APR 2 0 2011 

I -
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c• c• 
The labeling referred to above, submitted in connection with registration under the 

Federal Insecticide, Fungicide, and Rodenticide Act (FiFRA), is acceptable subject to the 
comments listed below. 

1. Make the following label changes: 

-
{7 

_ _ ______ a __ _:_ ___ Re¥ise.the.EP-A.Registration. Number-to-read,.:.:E.P-.A.Reg •. No.-5.3.88.3. .. 2..7.9~-- - ·- -- ·----
b. Revise the "PRE-CONSTRUCTION TREATMENT" statement on page 4 by 

adding the following statement: 

"Do not apply at a dosage and/or concentration lower than 0.06% for applications 
up to and including installation of the final grade." 

c. Revise the "DIRECTIONS FOR USE TO CONTROL PERIMETER PESTS" 
statement on pages 12-13 by adding the following statements in addition to those 
already listed: 

"-Do not exceed the maximum of two applications per year. 
-Do not apply to playground equipment and pet quarters. 
-Do not allow applications to runoff or drip from treated surface. 
-Do not apply to boat houses, including-their piers or pilings. 
-Do not apply within 5 feet of wells or cisterns. · 
-Do not apply to French drains or other permeabie drainage. · 
-Doors and windoWs adjacent to application site must be clO"sed during surface 
application . 

. -Do not apply within 15 feet of bodies of fresh water: lakes, reservoirs, rivers, 
permanent streams, marshes, natural ponds, and commercial fish ponds. A 15- . 
foot buffer of uniform groundcover must exist between application zone and 
bodies of fresh water (uniform ground cover is defmed as land which supports 
vegetation of greater than 2 inches in height throughout). 
-Do not apply within 60 feet of estuarine bodies of water. Estuarine water bodies 
are brackish, tidal water bodies such as bays, mouths of rivers, salt marshes, and 
lagoons." · 

2. Submit and/or cite all data required for registration/reregistration of your product when 
the Agency requires all registrants of similar products to submit such data. 

3. Within one year of the date on this Notice of Registration (NOR), and prior to 
formulating this product, you must provide the Agency the following: . 

a. The registration number ·and establishment number of the manufacturing 
or technical product from which the active ingredient is derived. 

b. The name and address of the entity from which the manufacturing product 
was obtained; and 

c. A copy of the ·bill of sale. 

If the above information and materials are not submitted within one year of this NOR, 
this registration will expire on April20, 2012. 
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Taurus SC 
Termiticide I Insecticide 

For sale to, use and storage only by individuals/firms licensed or registered by the state to apply 
termiticide and/or general pest control products. 

Active Ingredient 
----*Fipronil--.----- - -· ·- -..... . ... :. :. : .... ·. :-. ..... : .. ·. ~~ :-:- ~::: . ~ .... ::-· 9: 1-o/o 

Other Ingredients . . . . . . . . . . . . . . ... . . . . . .. . .. . . . . . . . . . . . . . . . . . . . . .. . . . . .. .. . . 90.9% 
100.0% 

*( 5-amino-1-(2, 6-dich loro-4-(trifl uoromethyl) phenyl)-4-( ( 1 , R, S)-(trifluoromethyl)su lfi nyi)-1-H-pyrazole-3-
carbonitrile) 

Taurus SC termiticide I insecticide contains 0.8 pounds active ingredient per gallon. 

KEEP OUT OF REACH OF CHILDREN 

Caution/Precaucion 
Si usted no entiende Ia etiqueta, busque a alguien para que Ia explique a usted en detalle. (If you do not 

understand the label, find someone to explain it to you in detail.) 

(See attached label for additional precautionary information and complete Directions for Use). 

EPA Reg. No. 53883-xxx 

Control Solutions. Inc .. 
5903 Genoa-Red Bluff 
Pasadena, -TX 77507-1041 

Net Contents: 

ACCEPTED 
With COMMENTS 

In EPA l8ll8r Dated: . 
APR 2 0 2011 

Underthe·fedalallnaactlclde, Fal1aldde 
and~ Aa amended. for the 
pedclda under EPA Reg. No: 

5"3&93- ~1'i . 
FIRST AID 

EPA Est. No. 53883-TX-002 

Have the product container or label with you when calling a poison control center or doctor, or going for 
treatment. 
If swallowed: • Call a Poison Control Center or doctor immediately for treatment advice. 

• Have person sip a glass of water if able to swallow . 

• Do not induce vomiting unless told to do so by a poison control center or 
doctor. 

• Do not give anything by mouth to an unconscious person . 
If on skin or • Take off contaminated clothing . 
clothing: • Rinse skin immediately with plenty of water for 15-20 minutes . 

• Call a poison control center or doctor for treatment advice . 
If inhaled: • Move person to fresh air . 

• If person is not breathing, call 911 or an ambulance, then give artificial 
respiration, preferably by mouth-to-mouth, if possible. 

• Call a poison control center or doctor for treatment advice . 
If in eyes: • Hold eye open and rinse slowly and gently with water for 15-20 minutes . 

Remove contact lenses, if present, after the first 5 minutes, then continue 
rinsing eye. 

• Call a poison control center or doGtor for treatment advice . 
Note· to Physician: There is no specific antidote. All treatment should be based on observed signs and 
symptoms of distress in the patient. Overexposure to materials other than this product may have 
occurred. In severe cases of overexposure by oral ingestion, lethargy, muscle tremors, and in extreme 
cases, possibly_ convulsions may occur. 

1 -
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Have the product container or label with you when calling a poison control center or doctor, or 
going for treatment You may also contact SafetyCalfD (866) 897-805!> for emergency medical 
treatment Information 

PRECAUTIONARY STATEMENTS 
Hazards to Humans and Domestic Animals 

Caution 
Harmful if swallowed, absorbed through skin or inhaled. Do not get in eyes, on skin or on clothing. Do not 
breathe spray mist. Wash thoroughly with soap and water after handling and before eating, drinking, 

s 
\7 

----GhewiAQ·!'JUm1er-using--tebaese;-Remeve-aRd-wash-centamiRated--elethiAg-befere--reuse~-----·---·-·-- ------ -·--

Personal Protective Equipment (PPE): 
All pesticide handlers (mixers, loaders, and applicators) rriust wear long-sleeved shirt and long pants, 
socks, shoes, and chemical-resistant gloves. All pesticide handlers must wear a dust/mist filtering 
respirator (MSHA/NIOSH approval number prefix TC-21 C), or a NIOSH approved respirator with any N, 
R, P or HE filter, when working in a non-ventilated space, including but not limited to crawl-spaces and 
basements. All pesticide handlers must wear protective eyewear (goggles, a faceshield, or safety glasses 
with front, brow, and temple protection) when working in a non-ventilated space, including but not limited 
to crawl-spaces and basements or when applying termiticide by redding or sub-slab Injection. 

User Safety Recommendations 
Users should wash hands thoroughly with soap and water before eating, drinking, chewing gum, using 
tobacco or using the toilet. 
Remove contaminated clothing. Then wash body thoroughly with soap and water and put on clean 
clothing, Wash clothing with detergent and hot water before reusing. 
Remove PPE immediately after handling this product. Wash outside of gloves before removing. Wash 
PPE before reusing. 

ENVIRONMENTAL HAZARDS 
This pesticide is toxic to birds, fish, and aquatic invertebrates. Do not apply directly to water, or to areas 
where surface water is present or to intertidal areas below the mean high water mark. Runoff from treated 
areas may be hazardous to aquatic organisms in neighboring areas. Care must be taken to avoid runoff. 
Do not contaminate water by cleaning equipment or disposal of wastes. Do not contaminate water when 
disposing of equipment washwaters.-

DIRECTIONS FOR USE 

It is violation of federal law to use this product in a manner inconsistent with its labeling. 
Read entire label before using this product. 
For sale to, use and storage only by individuals/firms licensed or registered by state to apply termiticide 
and/or general pest control products. States may have more restrictive requirements regarding 
qualifications of persons using this product. Consult the structural pest control regulatory agency of your 
state prior to use of this product. 

USE RESTRICTIONS: 

DIRECTIONS FOR USE 
TO CONTROL TERMITES 

When treating adjacent to an existing structure, the applicator must check the area to be treated, and 
immediate adjacent areas of the structure, for visible and accessible cracks and holes to prevent any 
leaks or significant exposures to persons occupying the structure. People present or residing in the 
structure during application must be advised to remove their pets and themselves from the structure if 
they see any signs of leakage. After application, the applicator is required to check for leaks. All leaks 
resulting in the deposition of termiticide in locations other than those prescribed on this label must be 
cleaned up prior to leaving the application site. Do not allow people or pets to contact con.taminated areas 
or to reoccupy contaminated areas of the structure until the clean up is completed. 

2-

45



----------------------------------

• 

re 
··. I 

Prior to drilling and treating through concrete structures, such as patios, porches, sidewalks and 
foundation slabs applicator should first determine that there are no habitable areas below that 
could be unintentionally contamina~ed by the treatment. 

• Only protected applicators wearing personal protective equipment as required by this product 
label may be in the area during application. 

• All holes in commonly occupied areas into which this termiticide I insecticide product has been 

6 ---( 7 

applied must be plugged. Plugs must be of a non-cellulose material or covered by an impervious, 
·non;;cellolose·material': - ---------·- --- -- ------ --- ----- -- --- -- -- -----·- - ---------- ----·---- ··--

• Do not apply finished dilution of this product until all heating/air conditioning ducts, air vents, 
plumbing pipes, sewer lines, floor drains, heating pipes and electrical lines/conduits are known 
and identified. Do not puncture or contaminate any of these. 

• Do not treat within a distance of one foot out from the drip line of edible plants. 

• Do not contaminate public and private water supplies. 

• Do not make treatments while precipitation is occurring. 

• Do not treat soil that is water-saturated or frozen. 

• Use anti-backflow or air gap equipment with filling hoses. 

General Information 
When used in accordance with the directions in this label, this product provides effective prevention and/or 
control of subterranean termites. This product must be applied in manner which provides a continuous 

. treated zone to effectively prevent termites from infesting wood. 
· This product may only be applied by licensed technicians familiar with trenching, redding, short redding, 

sub-slab injection, low-pressure banded surface applications and foam delivery techniques. This product 
is a highly effective termiticide against a variety of subterranean termites including species of 
Reticu/itermes, Zootermopsis, Heterotermes, and Coptotermes. 
Taurus SC is formulated as a water-based suspension concentrate liquid containing 9.1% active 
ingredient. 

Mixing Instructions 
To mix Taurus sc termiticide I insecticide: 

1. Fill the tank 1/4 to 1/3 full with water. The filling .hose must be equipped with an anti-backflow device 
or water flow must include an air gap to protect against back siphoning. 

2. Start the pump to begin by-pass agitation and place the end of the treating tool in the tank to allow 
circulation through the hose. 

3. Add the appropriate amount of Taurus sc required to prepare the desired dilution, 
4. Add the remaining water. 
5. Continue to run the pump allowing recirculation through the hose back into the tank until the Taurus 

sc is completely dispersed. 

• To mix a 0.06% dilution, add 0.8 fluid ounces of Taurus SC per gallon of finished dilution. 
• To mix a 0.09% dilution, add 1.2 fluid ounces of Taurus sc per gallon of finished dilution. 
• To mix a 1.25% dilution, add 1.6 fluid ounces of Taurus sc per gallon of finished dilution. 

Application Rates for Termiticide Use 
For m9st applications, use the 0.06% dilution and apply at a rate of 4 gallons of dilution per 10 linear feet 
per foot of depth. For example, for treatment of 10 linear feet with a four-foot depth, use 4 x 4 (16) 
gallons per 10 linear feet. Do not apply at a concentration less than 0.06%. 
Use the higher concentrations (0.09% or 0.125%} in areas with severe termite pressure or existing 
infestations. Apply the higher concentration at a rate of 4 gallons of solution per 10 linear feet per foot of 

3-
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depth. For example, for treatment of 10 linear feet with a four-foot depth, use 16 (4 x 4) gallons per 10 
linear feet. 
In dense soil that will not accept a volume of 4 gallons per linear foot per foot of depth, use the 0.125% 
dilution, and apply at a rate of 2 gallons per 10 linear feet per foot of depth. For example, for treatment of 
1 o·unear feet with a four-foot depth, use 8 (2 x 4) gallons per 10 linear feet. When using the lower volume 
of application, be careful to maintain a continuous treated zone. If application requires drilling, drill holes 
ress than 12" apart to maintain a continuous treated zone. 

PRE-CONSTRUCTION TREATMENT 
----lrnn:fvance-oftrestm-ent;applielltors·nnrst -notity·tn"Er general contractor;-constructionsu penntenaent~or·· 

other responsible personnel of the intended Taurus SC application arid the intended sites of application. 
Applicators must instruct the person responsible to notify construction workers and other individuals on 
site to vacate the treatment area and not to return until Taurus SC has been absorbed into th~ soil. 

General Information 
Pre-construction treatments include any treatment made during all phases of construction up to and 
including installation of the final grade. Establishing a thorough and complete horizontal and vertical 
treated zone will provide effective pre-construction termite control. 
When foundations are deeper than 4 feet, it is preferable to apply Taurus SC as the backfill is being 
replaced. If the backfill is already in place, the applicator must trench and rod into the trench or trench 
along the foundation walls, around pillars and other foundation elements, at the rate prescribed from 
grade to a minimum depth of 4 feet. When trenching in sloping or tiered soil, the trench must be stepped 
to ensure adequate distribution and to prevent Taurus SC from running out of the trench. When the top of 
the footing is exposed, the soil adjacent to the footing must be treated to a depth not to exceed the 
bottom of the footing. Never treat any structure below the footing. 

Concrete Slab (Including Monolithic, Flo~tlng and Supported Concrete Slabs) on Ground or in 
Basements and Crawl Spaces 
Horizontal treated zones: Apply an overall treatment of Taurus SC to the entire surface to be covered 
by the concrete slab. This includes living area, as well as carports, porches, basement floors, and any 
extended entrances. Apply this treatment at the rate of 1 to 1.5 gallons of finished dilution per 1 0 square 
feet using a coarse spray nozzle and low-pressure spray (less than 25 p.s.i.). Spray the dilution evenly 
and uniformly over the entire area to be treated. If the slab is not to be poured the same day as treatment, 
cover the treated soil with a waterproof barrier such as polyethylene sheeting. 
Vertical treated zones: Apply Taurus SC at a rate of 1 gallon of finished dilution per square foot around 
anything penetrating the slab such as utility service and plumbing lines. Apply Taurus SC at a rate of 4 
gallons of finished dilution per 10 linear feet per foot of depth along the inside and outside perimeter of 
foundation walls. The applicator must trench and rod into the trench or trench along the foundation walls 
and around pillars and other foundation elements. If the footing is more than 4 feet below grade, malse 
this treatment to a minimum of 4 feet below grade. A trench need not be any wider than 6 inches. Treat 
the soil which will be replaced into the trench using a low-pressure spray (not more than 25 p.s.i. at the 
nozzle). When redding from grade or from the bottom of a shallow trench, space the rod holes no more 
than 12 inches apart in a manner which will create a continuous treated zone. 
It is highly recommended that a complete horizontal treated zone be created prior to the slab pour. 
However, if the slab was poured before a horizontal treatment could be made, refer to the "Post
Construction" section of this label for alternate application instructions. 

Hollow Block Foundations or Voids 
Create a continuous treatment zone by treating hollow block foundations or voids in masonry resting atop 
the footing. If voids in the masonry elements are not openly accessible, drill and treat into these voids by 
applying 2 gallons of finished dilution per 10 linear feet of footing using a noz~le pressure of 25 p.s.i. or 
lower. When using this treatment, drill the access holes as close to the footing as is practical. Drilling 
below the sill plate is acceptable. Applicators must examine the treated areas of voids in block or rubble 
foundation walls closely for possible runoff as a precaution against application leakage. Mechanical 
alteration to some areas may be required before a treatment can be made. Other areas may not be 
treatable. 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
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contact with contaminated areas or allow them to reoccupy the treatment site until the clean up is 
completed. · 
Not for use in voids insulated with rigid foam. 

Use with Other Products 
When a borate-based termite control product has been chosen as the primary pre-construction treatment 
for subterranean termites and is applied in accordance with the directions tot use on the borate product's 
label, Taurus SC may be.used as an exterior perimeter pre-construction treatment. For an exterior 
perimeter pre-construction treatment, Taurus SC must be applied in such a way as to create a continuous 

j 
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----treated-zone-along-the-exterior·foundation ·of-the-structure:-A-·complete--and-thorough-horizontal··pre"-- · ----- ·-- ·
construction treatment with Taurus SC under the concrete slab is optional. 
Ta.urus SC may also be applied to critical areas of the interior of the structure including around plumbing 
or utility services penetrating floors, bath and I or shower traps, or along concrete expansion joints, and 
other areas of known or suspected termite activity. · 
Refer to the "POST -CONSTRUCTION EXTERIOR PERIMETER I LOCALIZED INTERIOR (EP I Ll) 
STRUCTURAL TERMITE TREATMENT" section of this label for instructions on applications to the 
exterior perimeter of a structure and to critical areas in the interior of the structure. 

POST-CONSTRUCTION CONVENTIONAL STRUCTURAL TERMITE TREATMENT 

General Information 
_For applications of Taurus SC made after the final grade is installed to protect the structure from termite 
infestation and/or to control existing termite populations, the applicator must trench and rod into the 
trench or trench along the foundation walls, around pillars and other foundatiol) elements, at the rate 
prescribed from grade to the top of the footing. When the footing is more than 4 feet below grade, treat to 
a minimum depth of four feet. The depth of treatment will vary depending on soil type, degree of 
compaction and location of termite activity. When the top of the footing is exposed, the soil adjacent to the 
footing must be treated to a depth not to exceed the bottom of the footing. Never treat any structure below 
the footing. 
To establish a complete e~terior perimeter treatment zone along the foundation wall, drill any exterior 
concrete structures adjoining the foundation, such as patios, porches and sidewalks, and treat by sub-
slab injection of Taurus SC finished dilution. · 
Before treatment, locate and identify all heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits, and avoid contamination or damage to these structural 
elements. 

Concrete Slab Over Soil {Including Monolithic, Floating and Supported Slabs) 

Exterior perimeter: Apply by trenching and redding into the trench or by trenching along the foundation 
walls at the rate of 4 gallons of finished dilution per 10 linear feet per ·foot of depth, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Trenches need not be wider than 6 
inches and must be a minimum of 6 inches deep or to the bottom of the footing. Never treat a structure 
below the footing. Space the rod holes no more than 12 inches apart in a manner which will create a 
continuous treated zone. Mix the finished dilution into the soil before replacing it into the trench. 

Sub-slab Injection: Sub-slab injec.tion treatments can be made from inside the structure, or in cases 
where this is not possible, from the outside of the structure by drilling through the foundation as directed 
below. Before treatment, locate and identify all heating or air conditioning vents and ·ducts, water and 
sewer plumbing lines, electrical lines and conduits, and avoid contamination or damage to these 
structural elements. 
Vertical drilling I injection: Make treatments under the slab by drilling vertically through the slab along 
the interior perimeter of the foundation including the garage. Drill holes along all concrete expansion 
joints, cracks, plumbing and utility services penetrating the slab. Drill hol~s alon·g interior partition walls 
when there is clear evidence of termite activity or damage. Space all drill-holes no more than 12 inches 
apart in a manner which will create a continuous treated zone. Inject the finished dilution of Taurus SC 
into the drill-holes at a rate of 4 gallons per 10 linear feet per foot of depth. When making applications, 
use· a lateral dispersal nozzle to achieve the best results . After treatment, all holes in commonly occupied 
areas must be plugged with a non-cellulose material or covered with an impervious, non-cellulose 
material. 
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Horizontal drilling I roddlng I sub-slab injection from the exterior of the foundation: Use this 
technique to treat underneath the slab only when floors or interior design do not allow for treatment by 
vertical drilling. Care must be taken not to rod into heating or air conditioning vents and ducts, water and 
sewer plumbing lines, electrical lines a.nd conduits. Use horizontal short redding practices to create a 
continuous treated zone into the soil proximal to the inside of the foundation wall. Angle drill-holes 
through the outside of the foundation to ensure deposition of Taurus SC below any existing heating 
ducts, water and sewer lines, or electrical conduits. Use horizontal long redding practices only when the 
areas to be treated underneath the slab· are not accessible by vertical redding or horizontal short redding. 
Do not use long rods exceeding 20 feet. For all horizontal redding applications space drill-holes no more 
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of Terminal into the drill-holes a rate of 4 gallons per 10 linear feet per foot of depth. All holes must be 
plugged with a non-cellulose material or covered by and impervious, non-cellulose material. 
Bath traps: Treat exposed soil or soil covered with tar or similar sealants beneath or around plumbing 
and/or drain pipe entry areas with a. minimum of 1 gallon but not more than 4 gallons of finished dilution 
per square foot. It may be necessary to r~move tar or sealant to ensure adequate soil penetration. Install 
an access door or inspection portal if one is not already present. After inspection and removal of all wood 
or cellulose debris, treat the soil by redding or drenching with the finished dilution of Taurus SC. 
Shower drains: To treat the soil beneath and adjacent to shower pan drains, drill through the slab 
adjacent to the shower pan and apply the finished dilution of Taurus SC by sub-slab injection. Foam can 
be used to maximize dispersion. Drill rnultiple access points adjacent to the drain, and use a directional 
dispersion tip to· enhance the treatment of the soil beneath the drain. Treat with a minimum of 1 gallon but 
not more than 4 gallons of finished dilution per shower drain. Horizontal redding can be used to access 
and treat soil associated with the shower drain. 

Structures with French Drains and Sump Pumps 
In sites where French drains exist at the footer along the foundation perimeter, common· in hollow block 
foundation structures, the soil rnust be dry before applications can be made. Do not treat soil that is 
saturated or frozen. Do not make treatments while precipitation is occurring. To prevent seepage of 
finished dilution or damage to drains or tiles, do not rod through the slab any closer than 24 inches from 
French drains. Do not apply Taurus SC within 5 feet from the sump pump pit and pump. Do not drill 
through hollow Qlock foundations that border French drains to prevent drainage or seepage from the 
block into the drains. 
Identify and locate French drains, then· apply Taurus SC in the following manner: 

1) Unplug the sump pump. Inspect the sump pit for water. If no water is present, keep the sump 
pump unplugged while making the treatment. 

2) If water is in the pump pit, unplug the sump pump and remove four cups of water from the pit. 
Mark the water level. Wait 1 0 minutes then check the water level in the pit. If the water level has 
risen, there is too much seepage to make a treatment. If the water level has not risen, a treatment 
can be made as long as the sump p!Jmp remains unplugged. 

During application, check the sump pump pit every few minutes for the pre·sence of termiticide dilution. If 
dilution Is detected, stop the treatment immediately and remove all dilution from the pump pit before 
plugging the pump back in. Dispose of. the dilution from the sump pump pit as directed by this label in the 
"Storage and Disposal" section. · 

Basement Structures 

Exterior perimeter: Apply by trenching and redding into the trench or by trenching along the foundation 
walls at the rate of 4 gallons of finished dilution of Taurus SC per 10 linear feet per foot of depth, or, if the 
footing is more than 4 feet below grade treat to a minimum depth of 4 feet. Trenches need not be wider 
than 6 inches and must be a minimum of 6 inches deep or to the bottom of the footing. When trenching in 
sloping or tiered soil, the trench must be stepped to ensure adequate distribution and to prevent Taurus 
SC from running_ out of the trench. Never treat a structure below the footing. Space the rod holes no 
more than 12 inches apart in a manner which will create a continuous treated zone. Mix the finished 
dilution into the soil before replacing it into the trench. 
Inside perimeter: To treat under the basement floor slab, drill vertically through the slab along the interior 
perimeter of the foundation. Drill holes along all concrete expansion joints, cracks, and any plumbing or 
utility services penetrating the slab. Drill holes along both sides of partition foundation walls, and around 
piers. Where there is clear evidence of termite activity in a non-foundation interior partition wall, drlll holes 
through the slab adjacent to the wall along one side. Space all drill-holes no more than 12 inches apart in 
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a manner which will create a continuous treated zone. Inject the fin ished dilution of Taurus SC into the 
drill-holes at the rate of 4 gallons per 10 linear feet per foot of depth. When making applications, use a 
lateral dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupied areas 
must be plugged with a non-cellulose material or covered with an impervious, non-cellulose material. 

Accessible Crawl s ·pace Construction 
Before treatment turn of any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
_application of Taurus SC is completed and has been absorbed into the soil. 

\/) ---l-) 

- --+reat-crawl-spaces-by-applying-a-verticai-T-aurus -SG-termitiside-trea-tment-at-the-rate-of-4-galloRs-of - - - ---------- - .. 
finished dilution per 10 linear feet per foot of depth from grade to the top of the footing, or, if the footing is 
more than 4 feet below grade treat to· a minimum depth of 4 feet. Apply by trenching, or by trenching and 
redding into the trench. Treat both sides of foundation and around all piers and pipes. In areas where 
physical obstructions exist that prevent trenching, such as concrete walkways adjacent to the foundation, 
apply by redding alone. Where soil type and/or conditions make trenching impossible, apply by redding. 
When the top of the footing is exposed, treat the soil adjacent to the footing to a depth not to exceed the 
bottom of the footing. Read and follow the mixing directions in the "Mixing Instructions" section of this 
label when encountering soil types whi~h wil! not accept the full application volume. 

• Rod holes and trenches must not extend beneath the bottom of the footing. 
• Space the rod holes no more than 12 inches apart in a manner which will create a continuous 

treated zone. 
• Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the 

bottom of the footing. When trenching in sloping or tiered soil, the trench must be stepped to 
ensure adequate distribution and to prevent Taurus SC from running out of the trench. Mix the 
finished dilution into the soil before replacing it into the trench. 

Inaccessible Crawl Space Construction 
Before treatment turn of any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. _ 
For any inaccessible interior areas, for example where the clearance between the floor joists and ground 
surfaces do no allow for operator access, excavate, if possible, and follow the instructions for accessible 
crawl spaces. When excavation is not possible, apply one or a combination of the following two methods: 

1) Establish a horizontal treated zone by applying 1 gallon of finished dilution of Taurus SC with a 
coarse application nozzle (e.g., ·Delavan Type RD Raindrop, RD-7_ or larger, or Spraying Systems 
Co. 8011 OLP Teejet or comparable nozzle) per 10 square feet of soil surface using a nozzle 
pressure of less than 25 p.s.i. For any area which cannot be reached with the application wand, 
use one or more extension rods. Do not broadcast or power spray with high pressures. 

2) Establish a horizontal treated zone by drilling through the foundation wall or through the floor 
above and treat the soil adjacent to the foundation at a rate of 1 gallon of finished dilution of 
Taurus SC per 10 square feet. Drill spacing must not exceed 16·inches between drill-holes. 
Many states have smaller interval requirements so check state regulations before application. 
Treat the soil adjacent to foundation elements with short or long rod ding techniques without 
drilling if it is possible to reach the soil to be treated with the treatment tool. 

Hollow Block Foundations I Voids 
Establish a continuous treated zone in hollow block foundations -or voids in masonry resting on top of the 
footing by drilling and treating into voids of multiple masonry elements of the structure to soil level. If not 
openly accessible, drill and treat into voids of masonry elements. Apply 2 gallons of finished dilution per 
10 linear feet of footing at a nozzle pressure of 25 p.s.i. or less. When making this treatment, drill access 
holes as close as possible to the footing, below the level of the sill plate if necessary. Applicators must 
examine the treated areas for possible runoff as a precaution against application leakage. Mechanical 
alteration to S011Je areas may be required before a treatment can be made. Other areas may not be 
treatable. 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on th is 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas until the clean up is completed. 
Not for use in voids rnsulated with rigid fo~m. 
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Treatment of Structures with Wells or Cisterns 

Do not contaminate wells or cisterns. 
Do not apply Taurus SC within 5 feet of any well or cistem. Treat soil 5 to 10 feet from any well or cistern 
by backfill method only. Treat soil adjacent to water pipes within 3 feet of grade by backfill method only. 
Backfill method: 

1) Trench to remove the soil to be treated and place it into a wheelbarrow or onto heavy plastic 
sheeting or similar material. 

. 2) Treat the soil at a rate of 4 gallons of finished dilution of Taurus SC per 10 linear feet per foot of 
--trench-depth-;-or-at-a-rate-of-1-gallon-per-cubic·foot·ot-soii .-Mix the Taurus-sc 'thoroughly·into·soil·- ·· 

while taking care to prevent runoff or spillage. 
3) After the treated soil has completely absorbed the finished dilution of Terminal, put it back into the 

trench. 

Structures Adjacent to Wells I Cisterns and I or Other Bodies of Water 
Prior to application examine any structure with nearby sources of water such as wells, cisterns, ponds, 
streams or other bodies of water, then follow the treatment procedures described below. 

1) If the pipe(s) from the well enter the structure with 3 feet of grade, expose them is possible prior 
to treatment Treat the soil adjacent to the water pipe(s) using the backfill method described 
above. 

2) Take precautions, prior to treatment, to limit the risk of Taurus SC being applied into subsurface 
drains which empty into any be>dies of water, including evaluating whether treatment of the footer 
could result in contamination of subsurface drains. Take into consideration such factors as depth 
to the drain system, soil type and degree of soil compaction when determining the depth of 
treatment. 

3) Use the treated backfill method, when appropriate (e.g., on the water side of the structure). to 
minimize off-site movement of Taurus SC. 

4) To minimize potential runoff of Taurus SC into non-target areas, apply a finished dilution of 
0.125% at a rate of 2 gallons per 10 linear feet per foot of depth. 

Plenum Construction 
Before treatment turn of any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat the soil exterior to the foundation walls according to the instructions in the "Accessible Crawl Space 
Construction" section of this label. . 
Follow the instructions below for interior treatment of plenum structures that use a sealed under floor 
space to circulate heated or cooled air throughout the structure: 

1) Remove sealing fabric and anything on the sealing fabric to expose no more than an 18 inch 
width adjacent to all foundation structures, including foundation walls, i~terior piers, pipes and any 
other structures in contact with soil. Treat according to the instructions for exterior and interior 
treatment in the "Accessible Crawl Space Construction" section of this labeL 

2) After the finished dilution of Taurus SC has been absorbed into the soil, return the sealing fabric 
and anything removed from the surface of the sealing fabric to _their original pre-treatment 
positions. 

Foam Application . 
When construction practices, soil subsidence, or other factors make it difficult to establish a continuous 
treated zone with conventional liqui~ application methods, supplement treat with the use of foam
generating equipment. Foam applications are useful in the treatment of filled stoops and porches, 
chimney bases, into block voids, behind masonry or other veneers, and into stud walls. Utilize 
applications_ of dry foam only (a range of 15:1 to 50:1 expansion ratio) when treating voids in stud walls. 
Apply foam to wall voids where evidence of termite presence or damage exist or are suspected. 
Foam only treatments under slabs are appropriate when maximum horizontal coverage is desired In 
areas with no deep foundation or footing (for example: around plumbing entries and near settlement 
cracks in concrete slabs). Use both corwentionalliquid application and foam treatment in areas where 
both lateral ~pread and deeper· vertical penetration of Taurus SCare desired. Effective treatment is highly 
dependent on volume and amount of active ingredient. Apply at least 75% of the finished dilution of 
Taurus SC as a liquid treatment, then deliver the remaining 25% or less to the appropriate areas as a 
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foam application. The total amount of product applied as a combined foam and liquid treatment should be 
equivalent to volume of Taurus SC liquid finished dilution required for a liquid application alone. ·Foam 
applications provide a good supplement to liquid applications in difficult to treat areas. 
Foam mixing Instructions: 
Prepare the desired finished dilutton of Taurus SC, then mix with the manufacturer's recommended 
quantity of foaming agent in foaming equipment. Apply a sufficient volume of Taurus SC foam to establish 
a continuous treated zone at the rates recommended in this label for specific applications. When sufficient 
foam volume cannot be applied to achieve the recommended rate of Taurus SC ,supplement the 
treatment with additional liquid finished dilution to assure appropriate treatment volume and concentration 

I 'L -17 
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• 1 gallon of finished dilution at a foam expansion ratio of 25:1 makes 25 gallons of foam. 
• 1.66 gallons of finished dilution at a foam expansion ratio of 15:1 makes 25 gallons of foam. 
• 2.5 gallons of finished dilution at a foam expansion ratio of 10:1 makes 25 gallons of foam. 
• 5 gallons of finished dilution at a foam expansion ratio of 5:1 makes 25 gallons of foam. 

POST -CONSTRUCTION EXTERIOR PERIMETER I LOCALIZED INTERIOR (EP I Ll) STRUCTURAL 
TERMITE TREATMENT- Not approved for use in Louisiana 

General Information 
This post-construction application of Taurus SC can be made after the final grade is installed to protect 
the structure from termite infestation and/or to control existing termite populations. This treatment method 
is designed to be non-invasive to the interior of the structure with the establishment of a continuous 
treated zone along the exterior of the foundation and only treating interior spaces where termite activity 
has been found. If you have questions regarding this treatment, consult the appropriate state agency. 
Termite activity Is defined as the presence of one or more of the following signs of Infestation: 

1) Ala:tes (winged termites) have swarmed inside the stru~ture. 
2) Live termites are found to be active within the structure. _ 
3) There is clear evidence of termite activity on or in~idethe structure such as the presence of mud 

tubes, galleries in wood. 
Do not apply Taurus SC finished dilution as perimeter /localized interior treatment at a concentration 
rower than 0.06% or at an application volume lower than those specified in the "Application Rates for 
Termiticide Use" section of this label. 

EXTERIOR PERIMETER TREATMENT 
To prevent termite infestation of a structure, exterior perimeter applications of Taurus SC must be made 
in a manner which will create a continuous treated zone. If situations are encountered where the soil will 
not accept the full application volume recommended in the use directions below, read and follow the 
direction in the • Application Rates for Termiticide Use" section of this labeL 

Concrete Slab on Ground (Including Monolithic, Floating and Supported Concrete Slabs) 
Apply along the exterior foundation perimeter by trenching and redding into the trench or by trenching at 
the rate of 4 gallons of finished dilution per 10 lin~ar feet per foot of depth. Trenches need not be wider 
than 6 inches and must be a minimum of 6 inches deep or to the bottom of the footing. Space the rod 
holes no more than ·12 inches apart in a manner which will create a continuous treated zone. Mix the 
finished dilution into the soil before replacing it into the trench. 
In areas where physical obstructions exist that prevent trenching, such as concrete walkways adjacentto 
the foundation, apply by redding alone. Where soil type and/or conditions make trenching_impossible, 
apply by redding. In order to establish a complete exterior perimeter treatment zone, drilling and sub-slab 

· treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or 
sidewalks. For driveways, exterior drilling is necessary only around building supports or wall elements 
permanently located at driveway joints. Never treat a structure below the footing. 

Basement and Inaccessible Crawl Space Construction 
Apply along the exterior foundation perimeter by trenching and redding into the trench or by trenching 
along the foundation walls at the rate of 4 gallons of finished dilution of Taurus SC per 10 linear feet per 
toot of depth, or, if the footing is more than 4 feet below grade treat to a minimum depth of 4 feet. 
Trenches need nofbe wider than 6 inches and must be a minimum of 6 inches deep or to the bottom of 
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the footing. When trenching in sloping or tiered soil, the trench must be stepped to ensure adequate 
distribution and to prevent Taurus SC from running out of the trench. Space the rod holes no more than 

. 12 inches apart in a manner which will create a continuous treated zone. Mix the finished dilution into the 
soil before replacing it into the trench. Never treat a structure below the footing. 
In areas where physical obstructions exist that prevent trenching, such as concrete walkways adjacent to 
the foundation, apply by rodding_ alone. Where soil type and/or c~nditions make trenching impossible, 
apply by roddlng. In order to· establish a complete exterior perimeter treatment zone, drilling and sub-slab 
treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or 
sidewalks. For driveways, exterior drilling is necessary only around building supports or wall elements 

----- -permanently -located-at driveway-joints. ·Never·treat·a·structure·below·the--footing·.-- - ----- · .. ----- -- --
If termite activity is detected inside an inacces$ible crawl space, the area must be treated. Make a 
localized interior treatment at the site of termite activity and extending at least 2 feet in both directions 
from the activity. Choose the appropriate application technique for treating inaccessible crawl space 
construction by referring to the "POST-CONSTRUCTION CONVENTIONAL STRUCTURAL TERMITE 
TREATMENT" section of this label. 

Accessible Crawl Spaces 
Before treatment turn of any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Before treatment turn of any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat crawl spaces by applying a vertical Taurus SC termiticide treatment at the rate of 4 gallons of 
finished dilution per 10 linear feet per foot of depth from grade to the top of the footing, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Apply by trenching, or by tre'nching and 
redding into the .trench. Treat outside of foundation and around all piers and pipes. In areas where 
physical obstructions exist that prevent trenching, such as concrete walkways adjacent to the foundation, 
apply by redding alone. Where soil type and/or conditions make trenching impossible, apply by redding. 
When the top of the footing is exposed, treat the soi.l adjacent to the footing to a depth not to exceed the 
bottom of the footing. In order to establish a complete exterior perimeter treatment zone, drilling and sub
slab treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or 
sidewalks. If situations are encountered where the soil will not accept the full application volume 
recommended in the use directions below, read and follow the direction in the "Application Rates for 
Termiticide Use" section of this label. 

• Rod holes and trenches must not extend beneath the bottom of the footing. 
• Space the rod holes no more than 12 inches apart in a manner which will create a continuous 

treated zone. 
• Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the 

bottom of the footing. When trenching in sloping or tiered soil, the trench must be stepped to 
ensure adequate distribution and to prevent Taurus SC from running out of the trench. Mix the 
finished dilution into the soil before replacing it into the trench. 

Garages: Attached garage floors should be treated 

Sub-slab injection: Sub-slab injection treatments can be make from inside the garage., or in cases where 
this is not possible, from the outside of the structure by drilling through the foundation as directed below. 
Before treatment, locate and identify all heating or air conditioning vents and ducts, water and sewer 
piJ.Jmblng lines, electrical lines and conduits, and avoid contamination or damage to these structural 
elements. 
Vertical drilling /Injection: Make treatments under the slab by drilling vertically-through the slab along 
the interior perimeter of the garage foundatio.n. Drill holes along all concrete expansion joints, cracks, 
plumbing and utility services penetrating the slab. Drill holes along interior partition walls when there Is 
clear evidence of termite activity or damage. Space all drill-holes no more than 12 inches apart in a 
manner which will create a continuous treated zone. Inject the finished dilution of Taurus SCinto the drill
holes at a rate of 4 gallons per 10 linear feet per foot of depth. When making applications, use a lateral 
dispersal nozzle to achieve the best results. After treatment, all holes. in commonly occupied areas must 
be plugged with a non-cellulose material or covered with an impervious, non-cellulose material such as 
Portland cement. 
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Horizontal drilling I rodding I sub-slab Injection from the exterior of the garage foundation: Use 
this technique to treat underneath the slab only when interior design do n·ot allow for treatment by vertical 
drilling. Care must be taken not to rod into·heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits. Use horizontal short redding practices to create a continuous 
treated zone along the inside perimeter of the foundation. Angle drill-holes through the outside of the 
foundation to ensure deposition of Taurus SC below any existing heating ducts, water and sewer lines, or 
electrical conduits. Use horizontal long redding practices only when the areas to be treated underneath 
the slab are not accessible by vertical redding or horizontal short redding. Do not use long rods exceeding 
20 feet For all horizontal redding applications space drill-holes-no more than 12 inches apart in a manner 

-----IWhich-will-create-a continuous treated-zone: Inject-the-finished· dilution· of-TerminaHnto ·the-drill-holes-a-- ·-- ·- ·- · -
rate of 4 gallons per 10 linear feet per foot of depth. All holes must be plugged with a non-cellulose 
material or covered by an impervious, non-cellulose material such as Portland cement. 

LOCALIZED INTERIOR TREATMENT 
As part of a complete treatment, targeted. interior applications may be made to vulnerable areas su'ch as 
around plumbing or utility services penetrating floors, bath and I or shower traps, or along concrete 
expansion joints or settlement cracks. 
If know termite activity exists in areas inside living spaces or in non-living spaces (such as crawl spaces, 
plenums 'etc.) of the structure, a localized interior treatment must be made at the immediate vicinity of the 
termite activity and radiating out at least 2 feet from the site in two or more directions. 

Hollow Block Foundations I Voids 
When termite activity is evident in or in the vicinity (within 2 feet) of hollow block foundations or voids in 
masonry resting on the footing, drill the wall adjacent to the evidence, if not openly accessible, and inject 
the finished dilution of Taurus SC into the ·void at a rate of 2 gallons per 10 linear feet of footing using a 
nozzle of 25 p.s.i. or less. This localized interior treatment to hollow block must be made at the site of the 
termite activity and to areas above the termite activity. Treatment must be applied radiating out at least 2 
'feet in two or more directions from the site of activity or along the wall pier or support post. Use of foam 
will maximi:z;e dispersion. When using this treatment, drill access hole below the sill plate as close as 
possible to the footing as is practical. 
Applicators must examine the treated areas of voids in block or rubble foundation walls closely for 
possible runoff as a precaution against application leakage. Mechanical alteration to some areas may be 
required before a treatment can be made. Other areas may not be treatable. 
All leaks resulting during the application of Taurus SC in locations other-than those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas or allow them to reoccupy the treatment site until the clean up is 
completed. 
The drilled Holes in commonly occupied areas must be plugged with a non-cellulose material or covered 
by an impervious, non-cellulose material such as Portland cement. 

Bath Traps 
If termite activity is evident within 2 feet of a bath trap, exposed soil or soil covered with tar or a similar 
sealant around plumbing and I or drainpipe entry areas must be treated. Tar or sealant may have to be 
removed to ensure adequate soil penetration. Install an access door or inspection portal if one is not 
already present. After all wood and cellulose debris is removed, treat the soil by redding or drenching with 
a minimum of 1 gallon to a maximum of 4 gallons of finished dilution of Taurus SC per square foot. 

Shower Drains 
If termite activity is evident within 2 feet of a shower drain, soil beneath and adjacent to he drain must be 
treated. Drill through the slab adjacent to the shower drain and apply the finished dilution of Taurus SC by 
sub-slab injection to the soil below. Multiple access points may be drilled adjacent to the drain. Use of 
foam will maximize dispersion. Use-of a directional dispersion tip will further enhance the treatment of the 
soil beneath the drain. Treat the soil with a minimum of 1 gallon but no more than 4 gallons of finished 
dilution per shower drain. Horizontal redding can also be used to access and treat soil associated with a 
shower drain. 

Retreatm~nt Instructions 
Annual retreatment of a structure is prohibited. Retreatment for subterranean termites can only be 
performed under the following circumstances: 
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1. There is clear evidence of re-infestation. 
2. There is disruption of the treated zone due to construction, excavation, or landscaping and I or 

there is evidence of the breakdown of termiticide treated zone in the soil. 
Treat these vulnerable or re-infested areas using a spot, partial or complete treatment in accordance with 
the application techniques described in this label. The timing and selection of retreatment type will vary 
depending on such factors as termite pressure, soil types and conditions, and other factors which may 
reduce the effectiveness of the treated zone. 

POSTS, POLES; WOODEN LANDSCAPE ORNAMENTATION 

Do not contaminate wells or cisterns. 

For preventative treatment: Create a· continuous treatment.zone in the soil around wooden posts, poles, 
fence posts, signs and landscaping ornamentation. Apply the finished dilution of Taurus SC afthe rate of 
4 gallons per 10 linear feet per foot of depth. When performing the treatment at the time of installation, the 
finished dilution may be applied to the soil as it is replaced around the pole or post. The application 
should place termiticide to a depth of 6 inches below the. bottom of posts, poles or other wooden objects 
in contact with soil. 
For a curative treat!'Tlent: Treat previously installed wooden posts, poles, fence posts, signs and 
landscaping ornamentation with the finished dilution of Terminal by sub-surface injection or by gravity flow 
through holes made at the bottom of a trench around posts and poles. When ·trenching, the trench need 
not be wider than 6 inches and should be 6 inches deep. When sub-surface injecting, treat all sides to 
create a continuous treatment zone. Apply termiticide to a depth of 6 inches below the bottom of the 
wood. 

TERMITES ABOVE GROUND 

For Control of Termite Aerial Colonies or Drywood Termites 
To treat localized areas of wooden structures, apply the finished dilution of Taurus SC to wooden 
members I voids. To treat inaccessible· areas, drill and inject the finished dilution into the damaged wood 
of void spaces with a crack and crevice injector. Foam application can also be made into void spaces. 
To treat termite ~rton nests in trees or building voids, inject the finished dilution of Taurus SC using a 
pointed injection tool. Multiple injection points to varying depths may be necessary. Physic.ally remove 
carton nest material from building voids when such nests are found. 
After treatment, the applicator is required to check for leaks resulting in the deposition of Taurus SC in 
locations other than those prescribed on this label. When found, this material must be cleaned up before 
leaving the application site. Do not allow people or pets to come in contact with contaminated areas. or 
allow them to reoccupy the treatment site until the clean up is completed. 
DO NOT TREAT FRUIT- OR NUT-BEARING TREES. 

· DIRECTIONS FOR USE TO CONTROL PERIMETER PESTS 

USE RESTRICTIONS: 

• Only applicators wearing the personal protective equipment required by this product label may be 
in the area during application. 

• Do not treat within a distance of 1 foot out from the dripline of edible plants. 

• Do not contaminate public or private water supplies. 

• Do not apply to wasp or hornet nests if they are not attached to or within the structure. 

• Do not make treatments during times of precipitation. 

• Do not allow residents, children, other people or pet into the immediate area during application. 
Do not allow residents, children, other people or pet into the treatment area until sprays have 
dried. After treatment, the applicator is required to check for leaks resulting in the deposition of 
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(. 
treatment dilution ih locations other than those prescribed in this label. When found, this material 
must be cleaned prior to leaving the application site. Do not allow people or pets to contact 
contaminated areas or to reoccupy contaminated areas of the structure until clean up is 
completed. 

• Do not spray air conditioning units or intake vents. 

• Do not use indoors except for application into wall voids. 

Use Taurus SC to kill and to provide residu.al control of the following pests: 
Ants (acrobat, Argentine, big-headed, carpenter, crazy, odorous, pavement, pharaoh, and thief) 

Use Taurus SC to kill the following pests: 
Asian lady beetles, darkling beetles 
Australian, Oriental, and smoky brown cockroaches 
Black widow, brown recluse, cellar, and hobo spiders 
Box-elder bugs, pill bugs 
Brown and dog ticks 
Centipedes 
Cluster flies 
European earwigs 
House crickets 
Millipedes 
Paper wasps* 
Silverfish 
Yellow jackets 
*Taurus SC is not a knockdown agent. 

Mlxh1g Instructions 
For perimeter pest treatments mix a 0.06% spray dilution of Taurus SC by filling the treatmennank 1/4 to 
1/3 full with water, then ad 0.8 fluid ounces of Taurus SC. The filling hose must be equipped with an ant
backflow device or the water flow must include an air gap to protect against back siphoning. Add more 
water to the tank while agitating to 1 gallon of finished dilution. 
Apply 0.06% of finished Taurus SC dilution as a low-pressure spray to the exterior of the structure where 
listed pests enter, trail around the .structure or where they crawl and hide. Also apply around any exterior 
openings where listed pests could enter the structure such as around doors, windows, vents, pipes, 
foundation cracks or drilled holes. Make sure to treat the joint where exterior siding (wood, vinyl, 
aluminum or.other similar materials} meets the cement, brick or block foundation . Treat anywhere . 
electrical, cable or telephone wires enter the house. This treatment should be made as a general surface 
spray, crack and crevice spray, or a wall void application. Taurus SC may be applied as a foam treatment 
into wall voids to kill and I or. control the above listed pe$ts. 
Apply 2 quarts of 0.06% finished spray of Taurus SC per 160 linear feet. 
Refer to the "Foam Application" section of this label for specific foam mixing and application instructions. 
Except for foam applications made into wall voids, application is limited to an area 1 foot out from and 1 
foot up from were the ground meets the foundation . Do not exceed a maximum of 2 applications per year. 
Nests are found on the ground within 1 foot of the foundation may be treated. 
Vegetation touching the structure may offer a route for the entry of ants into the structure without coming 
into contact with the treatment; therefore, remove or prune away any shrubbery, bushes, and tree 
branches touching the structure. · 

13-
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STORAGE AND DISPOSAL 
Do not contaminate water, food or feed by storage· or disposal. 
Storage 
Store unused product in original container only,out of reach of children and animals. 
Pesticide Disposal 
Pesticide wastes are acutely hazardous. Improper disposal of excess pesticide is a violation of Federal 
law. If these wastes cannot be disposed of by use according to label instructions, contact your State 
Pesticide or Environmental Control Agency, or the Hazardous Waste representative at the nearest EPA 

-----t-Regitmai-Qffiee-fer-:guidanse .... - ·--.. . ·- ·· ···· -- · --··· · · · · · - -· -- · · · 
Container Plsposal . 
Nonrefillable Container: Do not reuse or refill this container. Triple rinse or pressure rinse container 
(or· equivalent) promptly after emptying; then offer for recycling, if available, or reconditioning, if 
appropriate, or punc~ure and dispose of in a sanitary landfill, or by incineration, or by other procedures 
approved by state and local authorities. . 
Triple rinse containers small enough to shake (capacity S 5 gallons) as follows: Empty the 
remaining contents into application equipment or a mix tank and drain for 10 seconds after the flow 
begins to drip. Fill the container 1/4 full with water and recap. Shake for 1 0 seconds. Pour rinsate into 
application equipment or a mix tank, or store rinsate for later use or disposal. Drain for 10 seconds after 
the flow begins to drip. Repeat this procedure two more times. 
Pressure rinse as follows: Empty the remaining contents into application equipment or mix tank. Hold 
container uiiside down over application equipment or mix tank, or collect rinsate for later use or disposal. 
Insert pressure rinsing .nozzle in the side of the container and rinse at about 40 PSI for at least 30 
seconds. Drain for 10 seconds after the flow begins to drip. . 
In case of minor spills or leaks, soak up with sand, earth or other suitable material and dispose of as 
pesticide waste. 

WARRANTY STATEMENT 
Control Solutions, Inc. warrants that this product conforms to the chemical description on the label thereof 
and is reasonably fit for purposes stated on such label only when used in accordance with directions 
under normal use conditions. It is impossible to eliminate all risks inherently associated with u.se of this 
product. Crop injury, ineffectiveness, or other unintended consequences may result because of such . 
factors as weather conditions, presence of other materials, or the manner of use or application, all of 
which are beyond the control of Control Solutions, Inc. To the extent consistent with applicable law, 
Control Solutions, Inc. shall in no event be liable for consequential, special, or indirect damages resulting 
from the use or handling of this product. All such risks shall be assumed by the Buyer. In addition to the 
foregoing, no purchaser of this product.(other than an end user) shall be entitled to any reimbursement for 
any loss suffered as a result of any suspension or cancellation of the registration for this product by the 
U.S. Environme.ntal Protection Agency. Except, as expressly provided herein and to the extent consistent 
with applicable law, Control Solutions, Inc. makes no warranties, guarantees, or representations of any 
kind, either expressed or implied, or by usage of trade, statutory or otherwise, with regard to the product 
sold, including, but not limited to merchantability, fitness for a particular purpose, use or eligibility of the 
product for any particular trade usage. The exclusive remedy of any buyer or user of this product for any 
and all losses, injuries, or damage resulting from or in any way arising from the use, handling, or 
application of this product, whether in contract, warranty, tort, negligence, strict liability, or otherwise, shall 
be damages not exceeding the purchase price paid for this product or, at Control Solutions, Inc. election, 
the replacement of this product. 

14-

/7 
17 

57



58



UNmD STATES INVIIONMINTAL PIOTiaiON AGENCY 

WASHINGTON, D.C. 20460 

Anne M. Turnbough 
Manager, Regulatory Affairs 
Control Solutions, Inc. 
5903 Genoa- Red Bluff 
Pasadena, TX 77507-1041 

OFFICE OF 
CHEMICAL SAFETY AND 

POLLUTION PREVENTION. 

April20, 2011 

Subjed: Labeling Concerns for Fipronil Product Cited for Similarity in Registration Application 
for 'me-too' product 
Produd Name: Taurus SC 
EPA File Symbol: 53883-ETO 
Application Dated: October 22,2010 
Decision Number: 441364 

D~ Ms. Turnbough: 

EPA is in ongoing discussions with the registrant of a product (Tennidor SC, EPA Reg. 
No. 7969-21 0) that you have cited for similarity in your application for a new pesticide product, ( 
EPA File Symbol53883-ETO) containing the active ingredient fipronil. The Agency has a 
number of concerns related to product labeling, in light of a large number of fipronil misuse 
incidents reported in the United States. While the specific nature of these incidents is 
confidential, we are working with the parent registrant to address our safety concerns. 

·Because of these concerns, OPP cannot at this time make a fmding that your submitted 
me-too product will not significantly increase the risk of unreasonable adverse effect~ on the 
environment (which is part of the finding for substantial similarity). Per our telephone 
conversation and email correspondence (both on April18, 2011), the Agency agrees to proceed 

· with processing your registration application via one of the following options: 

1. OPP can wait to register your me-too product until after the parent product negotiation 
is complete because OPP cannot make a finding that the me-too will not significantly 
increase the risk of unreasonable adverse effects on the envi~onment This would t;equire 
a renegotiation of the PRIA due date for your application. 

2. OPP can register your me-too product now if you are willing to agree to a condition 
that you will amend the product label accordingly once the parent product has been 
amended. If you wish to accept this option, a condition such as below will be placed in 
the registration notice: 

Page ~ of 2 
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"You will be held to the same conditions as the product you cited as a basis for the 
finding that your product is identical or substantially similar to a currently-registered 
pesticide. When additional conditions or requirements are applied to the cited product tQ 
address the concerns discussed in EPA's letter (referencing this correspondence), the 
Agency will notify you and you will have 30 days to submit an amendment to confonn 
with those conditions or requirements." 

If you have any questions, you may contact Clayton Myers at (703) 347-8874 or 
myers.clayton@epa. gov. 

Page 2 of 2 

Sincerely, 

Richard Gebken, Product Manager 
Insecticide Branch 
Registration Division (7505P) 
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UNITED STATES ENVIRONMENTAL PROTEOION AGENCY 

WASHINGTON, D.c·. 20460 

Amy S. Dugger-Ronyak 
Product Registration Manager 
BASF Corp., Agricultural Products 
26 Davis Drive 
P.O. Box 13528 
Research Triangle Park, NC 27709-3528 

OFFICE OF 
CHEMICAL SAFETY AND 

POLLUTION PREVENTION 

September 13, 2011 

Subject: Label Amendment-Addition of front panel text box per Agency discussions on 
fipronil stewardship efforts, and other minor changes 
Product Name: Termidor® SC Termiticide/lnsecticide 
EPA Reg. No.: 7969-210 
Application Dated: August 24, 2011 
Decision Number: 454025 

Dear Ms. Dugger-Ronyak: 

The labeling referred to above, submitted in connection with registration under the 
Federal Insecticide, Fungicide, and Rodenticide Act, as amended, is acceptable with the 
following label revision provisions: 

1. Per the Agency's agreement with the registrant with regard to improved stewardship 
of fipronil products, this product may not be sold in packaging that holds less than 20 
fluid ounces of product. 

A copy of the label stamped ''accepted with comments" is enclosed for your records. 
You must ·subniit two copies of the fmal printed label revised in accordance with the comments 
listed above before the product is released for shipment under this label. If you have any 
questions, you may contact Clayton Myers at (703) 347-8874 or myers.clavton@epa.gov . 

Enclosure: Stamped Label 

. Sincerely, 

Richard J. Gebkeil, Product Manager 
Insecticide Branch 
Registration Division (7505P) 
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TERMIDOR® SC 
TERM ITICI DE/ 

I NSECIICI DE 

ACTIVE INGREDIENT: 
fipronll: 5-amlno-1-(2,6-dlchloro-4-(trlfluoromethyl) 
pheny0-4-((1,R,S)-(trlfluoromethyQsulfinyO 
-1-H-pyrazole-3-carbonitrile . ....... .. ............... 9.1% 

OTHER INGREDIENTS:' . . . . . . . . . . . . . . . . . . . . . . . . . 90.9% 
TOTAL: ....................................... 1 00.0% 
One gallon of Termldo,.. SC termltlclde/lnsectlclde contains 
0.8 lb of flpronll. 

EPA Reg. No. 7989-210 EPA Est. No. 

KEEP OUT OF REACH OF CHILDREN. 
CAUTION/PRECAUCION 

Si usted no entlende Ia etlqueta, busque a algulen para 
que se Ia expllque a ustecl en detalle. 

(If you do not understand the label, find someone to 
explain It to you In detail.) 

FOR MEDICAL EMERGENCIES ONLY. 
CALL 24 HOURS A DAY 
1-800-832-HELP (4357). 

It Is a violation of ~ti'JIIaw "¥ftt~la 
product In a mahriiflnconaiNnt with Ita 
labeling. : , , , : . . 
• For sale to, use and storage only by 

lndlvlduala/flrms licensed or registered by 
the state to apply termltlolda and/or 
general put control procluota. 

• DO NOT use this product for termite or other 
pest control Indoors, except for rabel
speclfled f»)J)Ucatlons for termite control and 
foam eppUcatlons to wall vojds for control of 
other ~ .,_tf. 

• DO NOT use on ~If course tutf. M~y be used 
for control of termites and~g~~~~ pests 
found on/near stn:foturaa ~With golf 
courses, but only as a~lfted on this label. 

• DO NOT use on anfinll trophfe8 or animal 
skins. 
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4. You will be held to the same conditions as the product you cited as a basis for the finding 
that your product is identical or substantially similar to the currently registereq product, 
7969-210. When additional conditions or requirements are applied to the cited product to 
address the concerns discussed in EPA's letter, dated 4/20/11, the Agency will notify you 
and you will have 30 days to submit an amendment to conform with those conditions or 

.requirements_. _ __ _ -- ·-- --------··--- ____ _ ____ _ -· __ _ _ ·--·- _ . . _ ·---

5. Within sixteen (16) months of the date on this NOR, provide to the Agency acceptable 
data packages for Guideline Studies as follows: 

a. OPPTS 830.6317, (Storage Stability) and OPPTS 830.6320 (Corrosion 
Characteristics). If acceptable data is not submitted within 16 months of this NOR, 
this registration will expire on August 20, 2012. 

Two copies of the finished labeling must be submitted prior to releasing the product for 
shipment. If these conditions are not complied with, the registration will be subject to 
cancellation in accordance with FIFRA sec. 6(e): Your release for shipment of the product 
constitutes acceptance of these conditions. A stamped copy of the label is enclosed for your 
records. If you have any questions, you may contact Clayton Myers, at (703) 3"47-8874, or via 
email at myers.clayton@epa.gov. 

Enclosures 
Stamped Label 
Agency Acute Toxicity Review 
Agency Product Olcmistry Review 
Agency Efficacy Review 

Sincerely, 

Richard Gebken 
Product Manager 
Insecticide Branch 
Registration Division (7505P) 

~ 
l7 
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UNITED STATES ENVIRONMENTAL PROTECTION AGENCY 

WASHINGTON, D.C. 20460 

September 15, 2011 

Anne Turnbough, PhD, 
Manager, Regulatory Affairs 
Control Solutions, Inc. 
5903 Genoa-Red Bluff 
Pasadena, TX 77507-1041 

OFFICE OF 
PREVENTION, PESTICIDES 
AND TOXIC SUBSTANCES 

Subject: Notifications (2) to "add optional marketing language" and "revise non
mandatory language in DFU. 
EPA Registration Number: 53883-279 
Dates of Applications: May 4 & August 4, 2011 

Dear Dr. Turnbough: 

The Agency is in receipt of your Applications for Pesticide Notification under Pesticide 
Registration (PR) Notice 98-10 dated May 4 & August 4, 2011, for the subject product. The 
Registration Division (RD), after conducting a review of each request for its applicability, finds 
that the actions requested fall within the scope ofPR Notice 98-10. 

Please note that we have approved the amended labeling for this product with the understanding 
that it is consistent with the Agency's previously stamped accepted label(s); and other than the 
above stated, no other changes have been made to the labeling and/or the Confidential Statement 
of Formula (CSF). 

The labels submitted with the applications have been stamped "Notification" and will be placed 
in our records. If you have any questions regarding this letter, please contact me or 

. Dr. B. A. Akinlosotu@ (703) 605-0653. 

char ebken, 
Product Manager 1 0 
Insecticide Branch 
Registration Division (7505P) 
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PI••• reed. till ,.,.,.. ,.,. "'""· Eorm"" No. 20':""-·· .. a-.1,.. ~-~R-9§ 

United States § Registration OPP Identifier Number 

&EPA Environmental Protection Agency Amendment 
Washington, DC 20480 Other 

41 .II 1tion for - ·• · • ~ Section ra.::~LI\OIUa 

1 . Company/Product Number 2. EPA Product Manager 3. Proposed Classification 
53883-279 Richard Gebken 

DNone D Restricted 
4. Company/Product (Name) PMI 
Taurus SC 10 

5. Name and Addra11 of Applicant (Include ZIP Code} 6. Expedited Reveiw. In accordance with FIFRA Section 3(c){3) 

Control Solutions, Inc. (b)(i), my product is similar or identical in composition and labeling 

5903 Genoa-Red Bluff to: 

Pasadena, TX 77507-1041 
EPA Reg. No. 

D Check if this is a new address Product Name 

~. ··=~n Qai'V"UI II 

D Amendment - Explain below. u Final printed labels in rapaonsa to 
Agency latter dated 

D Rasubmission in response to Agency letter dated D •Me Too• Application. 

0 Notification - Explain below. D Other- Explain below. 

Explanation: Use additional page(s) if necessary. (For section I and Section II.) 

Notification of Optional Marketing Language. 

~. .:. Ill II 

1. Material Thl8 Product Will Be •· 1d In: 

Child-Resiatant Packaging Unit Packaging Water Soluble Packaging 2. Type of Container 

~Yes 
- Yes 

~ [;f'~ 
Yes 

No 7 No 
Plea tic 

No Glaas 

• Certification must If ·Yas· No. per If ·Yes· No. per Paper 
Unit Packaging wgt. container Package wgt container Other (Specify) 

be submitted 
I 

3 . Location of Net Contents Information 4. Siza(a) Retail Container 5. Location of Label Directions 

LI'J Label L J Container 20 oz-250 gallon tote t:=::j on label 

6. Manner in Which Label is Affixed to Product t:j Uthograph 0 Other 
Paper P.lued 
Stanciild 

Section- IV 
1 . Contact Point (Complete items directly below for identification of individutJI to be contacted, if nac&SSIIT'f, to proceu this application./ 

Name Title Telephone No. (Include Area Coda) 
Amy Warren Regulatory Affairs Specialist II 800-242-5562 

•••• 
Certification • • • • • ' 

• • .! 
6. Oat" Applft:ation . . ' Racaiv_. I certify that the statements I have mede on this form and ell attachments thereto are true, accurate end comrlata! : 

I acknowledge that any knowlinglly falae or misleading statement may be puniahabla by fine or lmpriaorvnant Cfe • • • 
both under applicable lew. : • 

(Stamped) 

. . •••• 
2. Signature 3. Title • • • 

(l't\ (~ l\/\./ 
••••• •• • 

Regulatory Affairs Specialist II • • • ••••• • • v ..... ( 
4 . Typed Nama 5. Data • 
Amy W arren 5-3-11 • • •••••• • 

EPA Form 8570·1 (Rev. 3·941 P,avi"'us editions are obsolete. White • EPA Fie Copy con I Yalow • Applcent Copy 65



,------------~----~------- ---··-----

"'-• IWMI'· --·t.rore form. Fonn Aoorov.MB No. '""'""' """.., emlrn 2·28-95 

United States ~ Registration 
OPP Identifier Number 

&EPA Environmental Protection Agency Amendment 
Washington, DC 20480 Other 

41 .n. 1tion for Pesticide lr'>, ... 
II I 

1 . Company/Product Number 2. EPA Product Manager 3. Proposed Classification 
53883-279 Richard Gebken 

DNone D Restricted 
4. Company/Product (Name) PMI 
Taurus SC 10 

5. Name and Address of Applicant (Include ZIP Code} 6. Expedited Reveiw. In accordance with FIFRA Section 3(c)(3) 

Control Solutions, Inc. lb)(i), my product is similar or identical in composition and labeling 

5903 Genoa-Red Bluff to: 

Pasadena, TX 77507-1041 
EPA Reg. No. 

D Check if this is • new eddrU8 Product Name 

Section II 

D Amendment· Explain below. u Final printed labels in repsonse to 
Agency letter dated 

D Resubmi11ion in response to Agency letter dated D •Me Too• Application. 

0 Notification· Explain below. D Other· Explain below. 

Explanation: Use additional pege(sl if necessary. (For section I end Section 11 .1 

Notification to correct non-mandatory wording in Directions for Use per PR Notice 98·10. 

C! ......... : .... - Ill ~'~~"''""l_l _ 
1_. Materiel Thle Product WUI Be •· _ ..,: 
Child-Resistant Packaging Unit Packaging Water Soluble Packaging 2. Type of Container 

~Yes ~Yes ~ 
Yes E]Mo~ 

No No No 
Plastic 
Glass 

• c.tificlltlon must If ·y··· No. per If ·Yes• No. per Peper 
Unit Packaging wgt. container Package wgt container Other (Specify) 

be submitted 
I 

3. Location of Net Contents Information 4. Size(s) Retail Container J 5. Location of Label Directions 

[{J Label l J Container 20 oz-250 gallon tote t:=::j on label 

6. Manner in Which Label is Affixed to Product [:j Uthograph D Other 
Paper P.lued 
Stenci 8d 

~. .. IV •••••• ~a..-liUII 

1. Contact Point (Complete items directly below for idantification of individu.J to be cont•cted, if neceuary, to proceu thi8 ·"- I 

Name Title Telephone No. Mcl\ft:Je Area Code) 
Joe Blake Director, Regulatory Affairs 800-242-5562 • •••••• • • • •••• • • 

Certification 6 Dllt• ",Piicatiolt • • • • • . . . 
I certify that the statements I have made on this fonn and ell attachments thereto are true, accurate and complete. Received •• 

• • • 
I acknowledge that any knowlinglly false or misleading statement may be punishable by fine or imprisorvnant or •mt~~mpecn• • : • • • 
both under applicable law. • ••••• 

12.•,.,.-,~ 3. Title • • •••••• • 
Director, Regulatory Affairs • • 

7/ •••••• • 
4.Typec:IN~ 5. Date 

Joe Blake 08-04-11 

. . 
EPA Form 8670-1 (Rev. 3-941 Prevtous ed1t1ons are obsolete • White • EPA Fie Copy (origlnell Yelow • Applcent Copy 
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SOLUTIONS 
incorporated 

May4, 2011 

Document Processing Desk (NOTIF) 
Office of Pesticide Programs (7504P) 
U.S. Environmental Protection Agency 
Room S-4900, One Potomac Yard 
2777 South Crystal Drive 
Arlington, VA 22202-4501 

Re: Notification of Optional Marketing Language, per (PR) Notice 98-10 
EPA Reg. No. 53883-279, Taurus SC 

Dear Sir or Madam: 

Enclosed is a Notification for Optional Marketing Language. · Please see highlighted texted. 

Please note that we have also corrected seve19L.typographical errors throughout the label. These are 
indicated on the marked copy of the labeling. - rcr ~ 71 g) /D) II, I 'L I 151 ~ 

This notification is consistent with the provisions of PR Notice 98-10 and EPA regulations at 40 CFR 
152.46, and no other changes have been made to the labeling or the confidential statement of formula 
of this product. I understand that it is a violation of 18 USC Sec. 1001 to willfully make any false 
statement to EPA I further understand that if this notification is not consistent with the terms of PR 
Notice 98-10 and 40 CFR 152.46, this product may be in violation of FIFRA and I may be subject to 
enforcement action and penalties under sections 12 and 14 of FIFRA. 

If you have any questions or need additional information, please do not hesitate to contact me. 

Sincerely, 

1'(/J~ 
Amy Warren 
Regulatory Affairs Specialist II 

•••••• • • • • • • • • 
•••••• • • • • 

( . 
••••• • • • • ••••• 

5903 Genoa Red Bluff • Pasadena, TX 77507-1041 • www.controlsolutionsinc.com 
281-892-2500 • Fax 281-892-2501 • 800-242-5562 

•••• • • • •• • 
• 

•••• • • • •• • 
• 

• • 
• • •• e c • 
• • •••••• • 
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Document Processing Desk (NOTIF) 
US EPA, OPP, Registration Division (7505P) 
Rm. S-4900, One Potomac Yard -
2777 South Crystal Drive 
Arlington, VA 22202-4501 

CONTROL 
SOLUTIONS 
incorporated 

RE: Notification to revise wording for non-mandatory language in Directions for Use for EPA Reg. # 
53883-279 

Dear Sir or Madam, 

Control Solutions Inc. is submitting this Notification to revise non-mandatory wording in the Directions 
for Use. The current wording allows only the maximum concentration to be used in situations that the 
licensed Certified Applicator may deem unnecessary to do so. The use direction as currently stated is not 
intended to be mandatory. "7 

Please note that the dosages or concentrations listed in the labe not been c ged. Enclosed are two ' r~ I~~ t ~ 
copies of the label; one is highlighted to readily identify the eli , and the second is unmarked. bb ~ • 

This notification is consistent with the provisions ofPR Notice 98-10 and EPA regulations at 40 CFR 
152.46, and no other changes have been made to the labeling or the confidential statement of formula of 
this product. I understand that it is a violation of 18 USC Sec. 1001 to willfully make any false statement 
to EPA. I further understand that if this notification is not consistent with the terms ofPR Notice 98-10 
and 40 CFR 152.46, this product may be in violation ofFIFRA and I may be subject to enforcement 
action and penalties under sections 12 and 14 of FIFRA. 

Please contact me directly at 281-892-2510 or joe@controlsolutionsinc.com if you have any further 
questions. 

Sincerely, 

Director, Regulatory Affairs 

5903 Genoa Red Bluff • Pasadena, TX 77507-1041 
281-892-2500 • Fax 281-892-2501 

• ••• • • •••• 
••• • • • •• • 

• 
•••• • • •••• 
•• • • • • •• • 

• 
• • •••••• • 
• • •••••• • 

• www.controlsolutionsinc.com 
• 800-242-5562 

• ••••• • •• • • 
•••••• • • •• 
••••• • • ••••• 
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Taurus SC • 
Termiticide /Insecticide 

For sale to, use and storage only by individuals/firms licensed or registered by the state to apply 
termiticide and/or general pest control products. 

Active Ingredient 
*Fipronil . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9.1% 
Other Ingredients .. . . .. .. . .. . .. . .. . .. . .. . .. . . .. .. . . .. .. . .. . .. . .. . .. . . .. . . . . 90.9% 

100.0% 

NOnFJCATION 

SEP 15 2011 (A) 
*( 5-amino-1-(2,6-dichloro-4-(trifluoromethyl)phenyl)-4-( ( 1, R, S)-(trifluoromethyl)sulfinyi)-1-H-pyrazole-3-
carbonitrile) 

Taurus SC termiticide I insecticide contains 0.8 pounds active ingredient per gallon. 

KEEP OUT OF REACH OF CHILDREN 

Caution/Precauci6n 
Si usted no entiende Ia etiqueta, busque a alguien para que Ia explique a usted en detalle. (If you do not 

understand the label, find someone to explain it to you in detail.) 

(See attached label for additional precautionary information and complete Directions for Use). 

EPA Reg. No. 53883-279 

Control Solutions, Inc. 
5903 Genoa-Red Bluff 
Pasadena, TX 77507-1041 

Net Contents: 

EPA Est. No. 53883-TX-002 

FIRST AID 
Have the product container or label with you when calling a poison control center or doctor, or going for 
treatment. 
If swallowed: • Call a Poison Control Center or doctor immediately for treatment advice . 

• Have person sip a glass of water if able to swallow . 

• Do not induce vomiting unless told to do so by a poison control center or 
doctor. 

• Do not give anything by mouth to an unconscious person . 
If on skin or • Take off contaminated clothing . 
clothing: • Rinse skin immediately with plenty of water for 15-20 minutes . 

• Call a poison control center or doctor for treatment advice . 
If inhaled: • Move person to fresh air . 

• If person is not breathing, call 911 or an ambulance, then give artificial 
respiration, preferably by mouth-to-mouth, if possible. 

• Call a poison control center or doctor for treatment advice . 
If in eyes: • Hold eye open and rinse slowly and gently with water for 15-20 minutes . 

Remove contact lenses, if present, after the first 5 minutes, then continue • • • . . . . . 
nnsmg eye. •••••• •• • 
Call a poison control center or doctor for treatment advice.: • • • • • • 

Note to Physician: There is no specific antidote. All treatment should be based on observeS( signs and 
. . . . . ·····. symptoms of distress m the pat1ent. Overexposure to matenals other than th1s product m'IY hOve 

occurred. In severe cases of overexposure by oral ingestion, lethargy, muscle tremors, ana l'h extreRte: • • 
cases, possibly convulsions may occur. • •: • •. • • 

• ••••• 
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Have the product contai label with you when calling a poison center or doctor, or 
going for treatment. You may also contact SafetyCall® (866) 897-8050 for emergency medical 
treatment Information 

PRECAUTIONARY STATEMENTS 
Hazards to Humans and Domestic Animals 

Caution 
Harmful if swallowed, absorbed through skin or inhaled. Do not get in eyes, on skin or on clothing. Do not 
breathe spray mist. Wash thoroughly with soap and water after handling and before eating, drinking, 
chewing gum, or using tobacco. Remove and wash contaminated clothing before reuse. 

Personal Protective Equipment (PPE): 
All pesticide handlers (mixers, loaders, and applicators} must wear long-sleeved shirt and long pants, 
socks, shoes, and chemical-resistant gloves. All pesticide handlers must wear a dusUmist filtering 
respirator (MSHA/NIOSH approval number prefix TC-21C), or a NIOSH approved respirator with any N, 
R, P or HE filter, when working in a non-ventilated space, including but not limited to crawl-spaces and 
basements. All pesticide handlers must wear protective eyewear (goggles, a faceshield, or safety glasses 
with front, brow, and temple protection) when working in a non-ventilated space, including but not limited 
to crawl-spaces and basements or when applying termiticide by rodding or sub-slab injection. 

User Safety Recommendations 
Users should wash hands thoroughly with soap and water before eating, drinking, chewing gum, using 
tobacco or using the toilet. 
Remove contaminated clothing. Then wash body thoroughly with soap and water and put on clean 
clothing. Wash clothing with detergent and hot water before reusing. 
Remove PPE immediately after handling this product. Wash outside of gloves before removing. Wash 
PPE before reusing. 

ENVIRONMENTAL HAZARDS 
This pesticide is toxic to birds, fish, and aquatic invertebrates. Do not apply directly to water, or to areas 
where surface water is present or to intertidal areas below the mean high water mark. Runoff from treated 
areas may be hazardous to aquatic organisms in neighboring areas. Care must be taken to avoid runoff. 
Do not contaminate water by cleaning equipment or disposal of wastes. Do not contaminate water when 
disposing of equipment washwaters. 

DIRECTIONS FOR USE 

It is violation of federal law to use this product in a manner inconsistent with its labeling. 
Read entire label before using this product. 
For sale to, use and storage only by individuals/firms licensed or registered by state to apply termiticide 
and/or general pest control products. States may have more restrictive requirements regarding 
qualifications of persons using this product. Consult the structural pest control regulatory agency of your 
state prior to use of this product. 

USE RESTRICTIONS: 

DIRECTIONS FOR USE 
TO CONTROL TERMITES 

When treating adjacent to an existing structure, the applicator must check the area to be treated, and 
immediate adjacent areas of the structure, for visible and accessible cracks and holes to prevent any 
leaks or significant exposures to persons occupying the structure. People present or residing in the • • •• 
structure during application must be advised to remove their pets and themselves from the structurejt • : 
they see any signs of leakage. After application, the applicator is required to check for rea,.; f,llleaks • 
resulting in the deposition of termiticide in locations other than those prescribed on thiS:Iabell'nust be 
cleaned up prior to leaving the application site. Do not allow people or pets to contact c::cr¢!1't'Unated areas 
or to reoccupy contaminated areas of the structure until the clean up is completed. • •• • • •• • • • • 
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Prior to drilling and tling through concrete structures, such as los, porches, sidewalks and 
foundation slabs applicator should first determine that there are no habitable areas below that 
could be unintentionally contaminated by the treatment. 

Only protected applicators wearing personal protective equipment as required by this product 
label may be in the area during application. 

All holes in commonly occupied areas into which this termiticide I insecticide product has been 
applied must be plugged. Plugs must be of a non-cellulose material or covered by an impervious, 
non-cellulose material. 

Do not apply finished dilution of this product until all heating/air conditioning ducts, air vents, 
plumbing pipes, sewer lines, floor drains, heating pipes and electrical lines/conduits are known 
and identified. Do not puncture or contaminate any of these. 

Do not treat within a distance of one foot out from the drip line of edible plants . 

Do not contaminate public and private water supplies . 

Do not make treatments while precipitation is occurring . 

Do not treat soil that is water-saturated or frozen . 

Use anti-backflow or air gap equipment with filling hoses . 

General Information 
When used in accordance with the directions in this label, this product provides effective prevention 
and/or control of subterranean termites. This product must be applied in manner which provides a 
continuous treated zone to effectively prevent termites from infesting wood. 
This product may only be applied by licensed technicians familiar with trenching, rodding, short rodding, 
sub-slab injection, low-pressure banded surface applications and foam delivery techniques. This product 
is a highly effective termiticide against a variety of subterranean termites including species of 
Reticulitermes, Zootermopsis, Heterotermes, and Coptotermes. 
Taurus sc is formulated as a water-based suspension concentrate liquid containing 9.1% active 
ingredient. 

Mixing Instructions 
To mix Taurus SC termiticide I insecticide: 

1. Fill the tank 1/4 to 1/3 full with water. The filling hose must be equipped with an anti-backflow device 
or water flow must include an air gap to protect against back siphoning. 

2. Start the pump to begin by-pass agitation and place the end of the treating tool in the tank to allow 
circulation through the hose. 

3. Add the appropriate amount of Taurus sc required to prepare the desired dilution. 
4. Add the remaining water. 
5. Continue to run the pump allowing recirculation through the hose back into the tank until the Taurus 

sc is completely dispersed. 

• To mix a 0.06% dilution, add 0.8 fluid ounces of Taurus SC per gallon of finished dilution. 
• To mix a 0.09% dilution, add 1.2 fluid ounces of Taurus sc per gallon of finished dilution. 
• To mix a 1.25% dilution, add 1.6 fluid ounces of Taurus sc per gallon of finished dilution. 

Application Rates for Termitlclde Use • ••: 
For most applications, use the 0.06% dilution and apply at a rate of 4 gallons of dilutioQ~.'I.O linea~,;et• 
per foot of depth. For example, for treatment of 10 linear feet with a four-foot depth, us• 4:X ~ (16) • 
gallons per 10 linear feet. Do not apply at a concentration less than 0.06%. • • 
Use the higher concentrations (0.09% or 0.125%) in areas with severe termite pressureOf•e,asting 
infestations. Apply the higher concentration at a rate of 4 gallons of solution per 1 0 linear ~eet per fad\•ct• • 

••••• •• • 
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depth. For example, for trea.nt of 10 linear feet with a four-foot depth, 116 (4 x 4) gallons per 10 
linear feet. 
In dense soil that will not accept a volume of 4 gallons per linear foot per foot of depth, use the 0.125% 
dilution, and apply at a rate of 2 gallons per 10 linear feet per foot of depth. For example, for treatment of 
10 linear feet with a four-foot depth, use 8 (2 x 4) gallons per 10 linear feet. When using the lower volume 
of application, be careful to maintain a continuous treated zone. If application requires drilling, drill holes 
less than 12" apart to maintain a continuous treated zone. 

PRE-CONSTRUCTION TREATMENT 
In advance of treatment, applicators must notify the general contractor, construction superintendent, or 
other responsible personnel of the intended Taurus SC application and the intended sites of application. 
Applicators must instruct the person responsible to notify construction workers and other individuals on 
site to vacate the treatment area and not to return until Taurus SC has been absorbed into the soil. Do 
not apply at a dosage and/or concentration lower than 0.06% for applications up to and including 
installation of the final grade. 

General Information 
Pre-construction treatments include any treatment made during all phases of construction up to and 
including installation of the final grade. Establishing a thorough and complete horizontal and vertical 
treated zone will provide effective pre-construction termite control. 
When foundations are deeper than 4 feet, it is preferable to apply Taurus SC as the backfill is being 
replaced. If the backfill is already in place, the applicator must trench and rod into the trench or trench 
along the foundation walls, around pillars and other foundation elements, at the rate prescribed from 
grade to a minimum depth of 4 feet. When trenching in sloping or tiered soil, the trench must be stepped 
to ensure adequate distribution and to prevent Taurus SC from running out of the trench. When the top of 
the footing is exposed, the soil adjacent to the footing must be treated to a depth not to exceed the 
bottom of the footing. Never treat any structure below the footing. 

Concrete Slab (Including Monolithic, Floating and Supported Concrete Slabs) on Ground or in 
Basements and Crawl Spaces 
Horizontal treated zones: Apply an overall treatment of Taurus SC to the entire surface to be covered 
by the concrete slab. This includes living area, as well as carports, porches, basement floors, and any 
extended entrances. Apply this treatment at the rate of 1 to 1.5 gallons of finished dilution per 10 square 
feet using a coarse spray nozzle and low-pressure spray (less than 25 p.s.i.). Spray the dilution evenly 
and uniformly over the entire area to be treated. If the slab is not to be poured the same day as treatment, 
cover the treated soil with a waterproof barrier such as polyethylene sheeting. 
Vertical treated zones: Apply Taurus SC at a rate of 1 gallon of finished dilution per square foot around 
anything penetrating the slab such as utility service and plumbing lines. Apply Taurus SC at a rate of 4 
gallons of finished dilution per 10 linear feet per foot of depth along the inside and outside perimeter of 
foundation walls. The applicator must trench and rod into the trench or trench along the foundation walls 
and around pillars and other foundation elements. If the footing is more than 4 feet below grade, make 
this treatment to a minimum of 4 feet below grade. A trench need not be any wider than 6 inches. Treat 
the soil which will be replaced into the trench using a low-pressure spray (not more than 25 p.s.i. at the 
nozzle). When redding from grade or from the bottom of a shallow trench, space the rod holes no more 
than 12 inches apart in a manner which will create a continuous treated zone. 
It is highly recommended that a complete horizontal treated zone be created prior to the slab pour. 
However, if the slab was poured before a horizontal treatment could be made, refer to the "Post
Construction" section of this label for alternate application instructions. 

Hollow Block Foundations or Voids 
Create a continuous treatment zone by treating hollow block foundations or voids in masonry resting atop 
the footing. If voids in the masonry elements are not openly accessible, drill and treat into these voids by 
applying 2 gallons of finished dilution per 10 linear feet of footing using a nozzle pressure of 25 p.s.i. or 
lower. When using this treatment, drill the access holes as close to the footing as is practical. Drilling 
below the sill plate is acceptable. Applicators must examine the treated areas of voids in block or rubble 
foundation walls closely for possible runoff as a precaution against application leakage. Mechanical 
alteration to some areas may be required before a treatment can be made. Other areas may not be 
treatable. 
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All leaks resulting during the,plication of Taurus SC in locations other tl those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas or allow them to reoccupy the treatment site until the clean up is 
completed. 
Not for use in voids insulated with rigid foam. 

Use with Other Products 
When a borate-based termite control product has been chosen as the primary pre-construction treatment 
for subterranean termites and is applied in accordance with the directions for use on the borate product's 
label, Taurus SC may be used as an exterior perimeter pre-construction treatment. For an exterior 
perimeter pre-construction treatment, Taurus SC must be applied in such a way as to create a continuous 
treated zone along the exterior foundation of the structure. A complete and thorough horizontal pre
construction treatment with Taurus SC under the concrete slab is optional. 
Taurus SC may also be applied to critical areas of the interior of the structure including around plumbing 
or utility services penetrating floors, bath and I or shower traps, or along concrete expansion joints, and 
other areas of known or suspected termite activity. 
Refer to the "POST-CONSTRUCTION EXTERIOR PERIMETER I LOCALIZED INTERIOR (EP ILl) 
STRUCTURAL TERMITE TREATMENT" section of this label for instructions on applications to the 
exterior perimeter of a structure and to critical areas in the interior of the structure. 

POST -CONSTRUCTION CONVENTIONAL STRUCTURAL TERMITE TREATMENT 

General Information 
For applications of Taurus SC made after the final grade is installed to protect the structure from termite 
infestation and/or to control existing termite populations, the applicator must trench and rod into the 
trench or trench along the foundation walls, around pillars and other foundation elements, at the rate 
prescribed from grade to the top of the footing. When the footing is more than 4 feet below grade, treat to 
a minimum depth of four feet. The depth of treatment will vary depending on soil type, degree of 
compaction and location of termite activity. When the top of the footing is exposed, the soil adjacent to the 
footing must be treated to a depth not to exceed the bottom of the footing . Never treat any structure below 
the footing. 
To establish a complete exterior perimeter treatment zone along the foundation wall, drill any exterior 
concrete structures adjoining the foundation, such as patios, porches and sidewalks, and treat by sub
slab injection of Taurus SC finished dilution. 
Before treatment, locate and identify all heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits, and avoid contamination or damage to these structural 
elements. 

Concrete Slab Over Soil (Including Monolithic, Floating and Supported Slabs) 

Exterior perimeter: Apply by trenching and rodding into the trench or by trenching along the foundation 
walls at the rate of 4 gallons of finished dilution per 10 linear feet per foot of depth, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Trenches need not be wider than 6 
inches and must be a minimum of 6 inches deep or to the bottom of the footing. Never treat a structure 
below the footing. Space the rod holes no more than 12 inches apart in a manner which will create a 
continuous treated zone. Mix the finished dilution into the soil before replacing it into the trench. 

Sub-slab injection: Sub-slab injection treatments can be made from inside the structure, or in cases 
where this is not possible, from the outside of the structure by drilling through the foundation as directed 
below. Before treatment, locate and identify all heating or air conditioning vents and ducts, water and 
sewer plumbing lines, electrical lines and conduits, and avoid contamination or damage to these 
structural elements. 
Vertical drilling I injection: Make treatments under the slab by drilling vertically through the slab along 
the interior perimeter of the foundation including the garage. Drill holes along all concrete expansion 
joints, cracks, plumbing and utility services penetrating the slab. Drill holes along interior partition walls 
when there is clear evidence of termite activity or damage. Space all drill-holes no more than 12 inches 
apart in a manner which will create a continuous treated zone. Inject the finished dilution of Taurus SC 
into the drill-holes at a rate of 4 gallons per 10 linear feet per foot of depth. When making applications, 
use a lateral dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupied 
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areas must be plugged with .on-cellulose material or covered with an ilrvious, non-cellulose 
material. 
Horizontal drilling I rodding I sub-slab injection from the exterior of the foundation: Use this 
technique to treat underneath the slab only when floors or interior design do not allow for treatment by 
vertical drilling. Care must be taken not to rod into heating or air conditioning vents and ducts, water and 
sewer plumbing lines, electrical lines and conduits. Use horizontal short rodding practices to create a 
continuous treated zone into the soil proximal to the inside of the foundation wall. Angle drill-holes 
through the outside of the foundation to ensure deposition of Taurus SC below any existing heating 
ducts, water and sewer lines, or electrical conduits. Use horizontal long rodding practices only when the 
areas to be treated underneath the slab are not accessible by vertical rodding or horizontal short rodding. 
Do not use long rods exceeding 20 feet. For all horizontal rodding applications space drill-holes no more 
than 12 inches apart in a manner which will create a continuous treated zone. Inject the finished dilution 
of Taurus SCinto the drill-holes a rate of 4 gallons per 10 linear feet per foot of depth. All holes must be 
plugged with a non-cellulose material or covered by and impervious, non-cellulose material. 
Bath traps: Treat exposed soil or soil covered with tar or similar sealants beneath or around plumbing 
and/or drain pipe entry areas with a minimum of 1 gallon but not more than 4 gallons of finished dilution 
per square foot. It may be necessary to remove tar or sealant to ensure adequate soil penetration. Install 
an access door or inspection portal if one is not already present. After inspection and removal of all wood 
or cellulose debris, treat the soil by rodding or drenching with the finished dilution of Taurus SC. 
Shower drains: To treat the soil beneath and adjacent to shower pan drains, drill through the slab 
adjacent to the shower pan and apply the finished dilution of Taurus SC by sub-slab injection. Foam can 
be used to maximize dispersion. Drill multiple access points adjacent to the drain, and use a directional 
dispersion tip to enhance the treatment of the soil beneath the drain. Treat with a minimum of 1 gallon but 
not more than 4 gallons of finished dilution per shower drain. Horizontal rodding can be used to access 
and treat soil associated with the shower drain. 

Structures with French Drains and Sump Pumps 
In sites where French drains exist at the footer along the foundation perimeter, common in hollow block 
foundation structures, the soil must be dry before applications can be made. Do not treat soil that is 
saturated or frozen . Do not make treatments while precipitation is occurring. To prevent seepage of 
finished dilution or damage to drains or tiles, do not rod through the slab any closer than 24 inches from 
French drains. Do not apply Taurus SC within 5 feet from the sump pump pit and pump. Do not drill 
through hollow block foundations that border French drains to prevent drainage or seepage from the 
block into the drains. 
Identify and locate French drains, then apply Taurus SC in the following manner: 

1) Unplug the sump pump. Inspect the sump pit for water. If no water is present, keep the sump 
pump unplugged while making the treatment. 

2) If water is in the pump pit, unplug the sump pump and remove four cups of water from the pit. 
Mark the water level. Wait 1 0 minutes then check the water level in the pit. If the water level has 
risen, there is too much seepage to make a treatment. If the water level has not risen , a treatment 
can be made as long as the sump pump remains unplugged. 

During application, check the sump pump pit every few minutes for the presence of termiticide dilution. If 
dilution is detected, stop the treatment immediately and remove all dilution from the pump pit before 
plugging the pump back in. Dispose of the dilution from the sump pump pit as directed by this label in the 
"Storage and Disposal" section. 

Basement Structures 

Exterior perimeter: Apply by trenching and rodding into the trench or by trenching along the foundation 
walls at the rate of 4 gallons of finished dilution of Taurus SC per 10 linear feet per foot of depth, or, if the 
footing is more than 4 feet below grade treat to a minimum depth of 4 feet. Trenches need not be wider 
than 6 inches and must be a minimum of 6 inches deep or to the bottom of the footing. When trenching in 
sloping or tiered soil, the trench must be stepped to ensure adequate distribution and to prevent Taurus 
SC from running out of the trench. Never treat a structure below the footing. Space the rod holes no more 
than 12 inches apart in a manner which will create a continuous treated zone. Mix the finished dilution 
into the soil before replacing it into the trench. 
Inside perimeter: To treat under the basement floor slab, drill vertically through the slab along the interior 
perimeter of the foundation. Drill holes along all concrete expansion joints, cracks, and any plumbing or 
utility services penetrating the slab. Drill holes along both sides of partition foundation walls, and around 
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piers. Where there is clear el.nce of termite activity in a non-foundatiolerior partition wall, drill holes 
through the slab adjacent to the wall along one side. Space all drill-holes no more than 12 inches apart in 
a manner which will create a continuous treated zone. Inject the finished dilution of Taurus SC into the 
drill-holes at the rate of 4 gallons per 10 linear feet per foot of depth. When making applications, use a 
lateral dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupied areas 
must be plugged with a non-cellulose material or covered with an impervious, non-cellulose material. 

Accessible Crawl Space Construction 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat crawl spaces by applying a vertical Taurus SC termiticide treatment at the rate of 4 gallons of 
finished dilution per 10 linear feet per foot of depth from grade to the top of the footing, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Apply by trenching, or by trenching and 
redding into the trench. Treat both sides of foundation and around all piers and pipes. In areas where 
physical obstructions exist that prevent trenching, such as concrete walkways adjacent to the foundation, 
apply by redding alone. Where soil type and/or conditions make trenching impossible, apply by redding. 
When the top of the footing is exposed, treat the soil adjacent to the footing to a depth not to exceed the 
bottom of the footing. Read and follow the mixing directions in the "Mixing Instructions" section of this 
label when encountering soil types which will not accept the full application volume. 

• Rod holes and trenches must not extend beneath the bottom of the footing. 
• Space the rod holes no more than 12 inches apart in a manner which will create a continuous 

treated zone. 
• Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the 

bottom of the footing. When trenching in sloping or tiered soil, the trench must be stepped to 
ensure adequate distribution and to prevent Taurus SC from running out of the trench. Mix the 
finished dilution into the soil before replacing it into the trench. 

Inaccessible Crawl Space Construction 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
For any inaccessible interior areas, for example where the clearance between the floor joists and ground 
surfaces do no allow for operator access, excavate, if possible, and follow the instructions for accessible 
crawl spaces. When excavation is not possible, apply one or a combination of the following two methods: 

1) Establish a horizontal treated zone by applying 1 gallon of finished dilution of Taurus SC with a 
coarse application nozzle (e.g., Delavan Type RD Raindrop, RD-7 or larger, or Spraying Systems 
Co. 8011 OLP Teejet or comparable nozzle) per 10 square feet of soil surface using a nozzle 
pressure of less than 25 p.s.i. For any area which cannot be reached with the application wand, 
use one or more extension rods. Do not broadcast or power spray with high pressures. 

2) Establish a horizontal treated zone by drilling through the foundation wall or through the floor 
above and treat the soil adjacent to the foundation at a rate of 1 gallon of finished dilution of 
Taurus SC per 10 square feet. Drill spacing must not exceed 16 inches between drill-holes. 
Many states have smaller interval requirements so check state regulations before application. 
Treat the soil adjacent to foundation elements with short or long redding techniques without 
drilling if it is possible to reach the soil to be treated with the treatment tool. 

Hollow Block Foundations I Voids 
Establish a continuous treated zone in hollow block foundations or voids in masonry resting on top of the 
footing by drilling and treating into voids of multiple masonry elements of the structure to soil level. If not 
openly accessible, drill and treat into voids of masonry elements. Apply 2 gallons of finished dilution per 
10 linear feet of footing at a nozzle pressure of 25 p.s.i. or less. When making this treatment, drill access 
holes as close as possible to the footing, below the level of the sill plate if necessary. Applicators must 
examine the treated areas for possible runoff as a precaution against application leakage. Mechanical 
alteration to some areas may be required before a treatment can be made. Other areas may not be 
treatable. 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas until the clean up is completed. 
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Not for use in voids insul. with rigid foam. 

Treatment of Structures with Wells or Cisterns 

Do not contaminate wells or cisterns. 
Do not apply Taurus SC within 5 feet of any well or cistern. Treat soil 5 to 10 feet from any well or cistern 
by backfill method only. Treat soil adjacent to water pipes within 3 feet of grade by backfill method only. 
Backfill method: 

1) Trench to remove the soil to be treated and place it into a wheelbarrow or onto heavy plastic 
sheeting or similar material. 

2) Treat the soil at a rate of 4 gallons of finished dilution of Taurus SC per 10 linear feet per foot of 
trench depth, or at a rate of 1 gallon per cubic foot of soil. Mix the Taurus SC thoroughly into soil 
while taking care to prevent runoff or spillage. 

3) After the treated soil has completely absorbed the finished dilution of Taurus SC, put it back into 
the trench. 

Structures Adjacent to Wells I Cisterns and I or Other Bodies of Water 
Prior to application examine any structure with nearby sources of water such as wells, cisterns, ponds, 
streams or other bodies of water, then follow the treatment procedures described below. 

1) If the pipe(s) from the well enter the structure with 3 feet of grade, expose them is possible prior 
to treatment. Treat the soil adjacent to the water pipe(s) using the backfill method described 
above. 

2) Take precautions, prior to treatment, to limit the risk of Taurus SC being applied into subsurface 
drains which empty into any bodies of water, including evaluating whether treatment of the footer 
could result in contamination of subsurface drains. Take into consideration such factors as depth 
to the drain system, soil type and degree of soil compaction when determining the depth of 
treatment. 

3) Use the treated backfill method, when appropriate (e.g., on the water side of the structure), to 
minimize off-site movement of Taurus SC. 

4) To minimize potential runoff of Taurus SCinto non-target areas, apply a finished dilution of 
0.125% at a rate of 2 gallons per 10 linear feet per foot of depth. 

Plenum Construction 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat the soil exterior to the foundation walls according to the instructions in the "Accessible Crawl Space 
Construction" section of this label. 
Follow the instructions below for interior treatment of plenum structures that use a sealed under floor 
space to circulate heated or cooled air throughout the structure: 

1) Remove sealing fabric and anything on the sealing fabric to expose no more than an 18 inch 
width adjacent to all foundation structures, including foundation walls, interior piers, pipes and any 
other structures in contact with soil. Treat according to the instructions for exterior and interior 
treatment in the "Accessible Crawl Space Construction" section of this label. 

2) After the finished dilution of Taurus SC has been absorbed into the soil, return the sealing fabric 
and anything removed from the surface of the sealing fabric to their original pre-treatment 
positions. 

Foam Application 
When construction practices, soil subsidence, or other factors make it difficult to establish a continuous 
treated zone with conventional liquid application methods, supplement treat with the use of foam
generating equipment. Foam applications are useful in the treatment of filled stoops and porches, 
chimney bases, into block voids, behind masonry or other veneers, and into stud walls. Utilize 
applications of dry foam only (a range of 15:1 to 50:1 expansion ratio) when treating voids in stud walls. 
Apply foam to wall voids where evidence of termite presence or damage exist or are suspected. 
Foam only treatments under slabs are appropriate when maximum horizontal coverage is desired In 
areas with no deep foundation or footing (for example: around plumbing entries and near settlement 
cracks in concrete slabs). Use both conventional liquid application and foam treatment in areas where 
both lateral spread and deeper vertical penetration of Taurus SC are desired. Effective treatment is highly 
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dependent on volume and alunt of active ingredient. Apply at least 75~ the finished dilution of 
Taurus SC as a liquid treatment, then deliver the remaining 25% or less to the appropriate areas as a 
foam application. The total amount of product applied as a combined foam and liquid treatment should be 
equivalent to volume of Taurus SC liquid finished dilution required for a liquid application alone. Foam 
applications provide a good supplement to liquid applications in difficult to treat areas. 
Foam mixing instructions: 
Prepare the desired finished dilution of Taurus SC, then mix with the manufacturer's recommended 
quantity of foaming agent in foaming equipment. Apply a sufficient volume of Taurus SC foam to establish 
a continuous treated zone at the rates recommended in this label for specific applications. When sufficient 
foam volume cannot be applied to achieve the recommended rate of Taurus SC ,supplement the 
treatment with additional liquid finished dilution to assure appropriate treatment volume and concentration 
in the treated area. 

• 1 gallon of finished dilution at a foam expansion ratio of 25:1 makes 25 gallons of foam. 
• 1.66 gallons of finished dilution at a foam expansion ratio of 15:1 makes 25 gallons of foam. 
• 2.5 gallons of finished dilution at a foam expansion ratio of 10:1 makes 25 gallons of foam. 
• 5 gallons of finished dilution at a foam expansion ratio of 5:1 makes 25 gallons of foam. 

POST -CONSTRUCTION EXTERIOR PERIMETER I LOCALIZED INTERIOR (EP I Ll) STRUCTURAL 
TERMITE TREATMENT- Not approved for use in Louisiana 

General Information 
This post-construction application of Taurus SC can be made after the final grade is installed to protect 
the structure from termite infestation and/or to control existing termite populations. This treatment method 
is designed to be non-invasive to the interior of the structure with the establishment of a continuous 
treated zone along the exterior of the foundation and only treating interior spaces where termite activity 
has been found. If you have questions regarding this treatment, consult the appropriate state agency. 
Termite activity is defined as the presence of one or more of the following signs of infestation: 

1) Alates (winged termites) have swarmed inside the structure. 
2) Live termites are found to be active within the structure. 
3) There is clear evidence of termite activity on or inside the structure such as the presence of mud 

tubes, galleries in wood. 
Do not apply Taurus SC finished dilution as perimeter /localized interior treatment at a concentration 
lower than 0.06% or at an application volume lower than those specified in the "Application Rates for 
Termiticide Use" section of this label. 

EXTERIOR PERIMETER TREATMENT 
To prevent termite infestation of a structure, exterior perimeter applications of Taurus SC must be made 
in a manner which will create a continuous treated zone. If situations are encountered where the soil will 
not accept the full application volume recommended in the use directions below, read and follow the 
direction in the "Application Rates for Termiticide Use" section of this label. 

Concrete Slab on Ground (Including Monolithic, Floating and Supported Concrete Slabs) 
Apply along the exterior foundation perimeter by trenching and redding into the trench or by trenching at 
the rate of 4 gallons of finished dilution per 10 linear feet per foot of depth. Trenches need not be wider 
than 6 inches and must be a minimum of 6 inches deep or to the bottom of the footing. Space the rod 
holes no more than 12 inches apart in a manner which will create a continuous treated zone. Mix the 
finished dilution into the soil before replacing it into the trench. 
In areas where physical obstructions exist that prevent trenching, such as concrete walkways adjacent to 
the foundation, apply by redding alone. Where soil type and/or conditions make trenching impossible, 
apply by redding. In order to establish a complete exterior perimeter treatment zone, drilling and sub-slab 
treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or 
sidewalks. For driveways, exterior drilling is necessary only around building supports or wall elements 
permanently located at driveway joints. Never treat a structure below the footing. 

Basement and Inaccessible Crawl Space Construction 
Apply along the exterior foundation perimeter by trenching and redding into the trench or by trenching 
along the foundation walls at the rate of 4 gallons of finished dilution of Taurus SC per 10 linear feet per 

9-
77



foot of depth, or, if the footirl more than 4 feet below grade treat to a lmum depth of 4 feet. 
Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the bottom of 
the footing. When trenching in sloping or tiered soil, the trench must be stepped to ensure adequate 
distribution and to prevent Taurus SC from running out of the trench. Space the rod holes no more than 
12 inches apart in a manner which will create a continuous treated zone. Mix the finished dilution into the 
soil before replacing it into the trench. Never treat a structure below the footing. 
In areas where physical obstructions exist that prevent trenching, such as concrete walkways adjacent to 
the foundation, apply by rodding alone. Where soil type and/or conditions make trenching impossible, 
apply by rodding. In order to establish a complete exterior perimeter treatment zone, drilling and sub-slab 
treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or 
sidewalks. For driveways, exterior drilling is necessary only around building supports or wall elements 
permanently located at driveway joints. Never treat a structure below the footing. 
If termite activity is detected inside an inaccessible crawl space, the area must be treated. Make a 
localized interior treatment at the site of termite activity and extending at least 2 feet in both directions 
from the activity. Choose the appropriate application technique for treating inaccessible crawl space 
construction by referring to the "POST-CONSTRUCTION CONVENTIONAL STRUCTURAL TERMITE 
TREATMENT" section of this label. 

Accessible Crawl Spaces 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat crawl spaces by applying a vertical Taurus SC termiticide treatment at the rate of 4 gallons of 
finished dilution per 10 linear feet per foot of depth from grade to the top of the footing, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Apply by trenching, or by trenching and 
rodding into the trench. Treat outside of foundation and around all piers and pipes. In areas where 
physical obstructions exist that prevent trenching, such as concrete walkways adjacent to the foundation, 
apply by rodding alone. Where soil type and/or conditions make trenching impossible, apply by rodding . 
When the top of the footing is exposed, treat the soil adjacent to the footing to a depth not to exceed the 
bottom of the footing. In order to establish a complete exterior perimeter treatment zone, drilling and sub
slab treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or 
sidewalks. If situations are encountered where the soil will not accept the full application volume 
recommended in the use directions below, read and follow the direction in the "Application Rates for 
Termiticide Use" section of this label. 

• Rod holes and trenches must not extend beneath the bottom of the footing. 
• Space the rod holes no more than 12 inches apart in a manner which will create a continuous 

treated zone. 
• Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the 

bottom of the footing. When trenching in sloping or tiered soil, the trench must be stepped to 
ensure adequate distribution and to prevent Taurus SC from running out of the trench. Mix the 
finished dilution into the soil before replacing it into the trench. 

Garages: Attached garage floors should be treated 

Sub-slab injection: Sub-slab injection treatments can be made from inside the garage, or in cases where 
this is not possible, from the outside of the structure by drilling through the foundation as directed below. 
Before treatment, locate and identify all heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits, and avoid contamination or damage to these structural 
elements. 
Vertical drilling I injection: Make treatments under the slab by drilling vertically through the slab along 
the interior perimeter of the garage foundation. Drill holes along all concrete expansion joints, cracks, 
plumbing and utility services penetrating the slab. Drill holes along interior partition walls when there is 
clear evidence of termite activity or damage. Space all drill-holes no more than 12 inches apart in a 
manner which will create a continuous treated zone. Inject the finished dilution of Taurus SC into the drill
holes at a rate of 4 gallons per 10 linear feet per foot of depth. When making applications, use a lateral 
dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupied areas must 
be plugged with a non-cellulose material or covered with an impervious, non-cellulose material such as 
Portland cement. 
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Horizontal drilling I roddi.sub-slab injection from the exterior of I garage foundation: Use 
this technique to treat underneath the slab only when interior design do not allow for treatment by vertical 
drilling. Care must be taken not to rod into heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits. Use horizontal short rodding practices to create a continuous 
treated zone along the inside perimeter of the foundation. Angle drill-holes through the outside of the 
foundation to ensure deposition of Taurus SC below any existing heating ducts, water and sewer lines, or 
electrical conduits. Use horizontal long rodding practices only when the areas to be treated underneath 
the slab are not accessible by vertical rodding or horizontal short rodding. Do not use long rods exceeding 
20 feet. For all horizontal rodding applications space drill-holes no more than 12 inches apart in a manner 
which will create a continuous treated zone. Inject the finished dilution of Taurus SC into the drill-holes at 
rate of 4 gallons per 10 linear feet per foot of depth. All holes must be plugged with a non-cellulose 
material or covered by an impervious, non-cellulose material such as Portland cement. 

LOCALIZED INTERIOR TREATMENT 
As part of a complete treatment, targeted interior applications may be made to vulnerable areas such as 
around plumbing or utility services penetrating floors, bath and I or shower traps, or along concrete 
expansion joints or settlement cracks. 
If know termite activity exists in areas inside living spaces or in non-living spaces (such as crawl spaces, 
plenums etc.) of the structure, a localized interior treatment must be made at the immediate vicinity of the 
termite activity and radiating out at least 2 feet from the site in two or more directions. 

Hollow Block Foundations I Voids 
When termite activity is evident in or in the vicinity (within 2 feet) of hollow block foundations or voids in 
masonry resting on the footing, drill the wall adjacent to the evidence, if not openly accessible, and inject 
the finished dilution of Taurus SC into the void at a rate of 2 gallons per 10 linear feet of footing using a 
nozzle of 25 p.s.i. or less. This localized interior treatment to hollow block must be made at the site of the 
termite activity and to areas above the termite activity. Treatment must be applied radiating out at least 2 
feet in two or more directions from the site of activity or along the wall pier or support post. Use of foam 
will maximize dispersion. When using this treatment, drill access hole below the sill plate as close as 
possible to the footing as is practical. 
Applicators must examine the treated areas of voids in block or rubble foundation walls closely for 
possible runoff as a precaution against application leakage. Mechanical alteration to some areas may be 
required before a treatment can be made. Other areas may not be treatable. 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas or allow them to reoccupy the treatment site until the clean up is 
completed. 
The drilled holes in commonly occupied areas must be plugged with a non-cellulose material or covered 
by an impervious, non-cellulose material such as Portland cement. 

Bath Traps 
If termite activity is evident within 2 feet of a bath trap, exposed soil or soil covered with tar or a similar 
sealant around plumbing and I or drainpipe entry areas must be treated. Tar or sealant may have to be 
removed to ensure adequate soil penetration. Install an access door or inspection portal if one is not 
already present. After all wood and cellulose debris is removed, treat the soil by rodding or drenching with 
a minimum of 1 gallon to a maximum of 4 gallons of finished dilution of Taurus SC per square foot. 

Shower Drains 
If termite activity is evident within 2 feet of a shower drain, soil beneath and adjacent to he drain must be 
treated. Drill through the slab adjacent to the shower drain and apply the finished dilution of Taurus SC by 
sub-slab injection to the soil below. Multiple access points may be drilled adjacent to the drain. Use of 
foam will maximize dispersion. Use of a directional dispersion tip will further enhance the treatment of the 
soil beneath the drain. Treat the soil with a minimum of 1 gallon but no more than 4 gallons of finished 
dilution per shower drain. Horizontal rodding can also be used to access and treat soil associated with a 
shower drain. 

Retreatment Instructions 
Annual retreatment of a structure is prohibited. Retreatment for subterranean termites can only be 
performed under the following circumstances: 
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1. There is clear evidel of re-infestation. e 
2. There is disruption of the treated zone due to construction, excavation, or landscaping and I or 

there is evidence of the breakdown of termiticide treated zone in the soil. 
Treat these vulnerable or re-infested areas using a spot, partial or complete treatment in accordance with 
the application techniques described in this label. The timing and selection of retreatment type will vary 
depending on such factors as termite pressure, soil types and conditions, and other factors which may 
reduce the effectiveness of the treated zone. 

POSTS, POLES, WOODEN LANDSCAPE ORNAMENTATION 

Do not contaminate wells or cisterns. 

For preventative treatment: Create a continuous treatment zone in the soil around wooden posts, poles, 
fence posts, signs and landscaping ornamentation. Apply the finished dilution of Taurus SC at the rate of 
4 gallons per 1 0 linear feet per foot of depth. When performing the treatment at the time of installation, the 
finished dilution may be applied to the soil as it is replaced around the pole or post. The application 
should place termiticide to a depth of 6 inches below the bottom of posts, poles or other wooden objects 
in contact with soil. 
For a curative treatment: Treat previously installed wooden posts, poles, fence posts, signs and 
landscaping ornamentation with the finished dilution of Taurus SC by sub-surface injection or by gravity 
flow through holes made at the bottom of a trench around posts and poles. When trenching, the trench 
need not be wider than 6 inches and should be 6 inches deep. When sub-surface injecting, treat all sides 
to create a continuous treatment zone. Apply termiticide to a depth of 6 inches below the bottom of the 
wood. 

TERMITES ABOVE GROUND 

For Control of Termite Aerial Colonies or Drywood Termites 
To treat localized areas of wooden structures, apply the finished dilution of Taurus SC to wooden 
members I voids. To treat inaccessible areas, drill and inject the finished dilution into the damaged wood 
of void spaces with a crack and crevice injector. Foam application can also be made into void spaces. 
To treat termite carton nests in trees or building voids, inject the finished dilution of Taurus SC using a 
pointed injection tool. Multiple injection points to varying depths may be necessary. Physically remove 
carton nest material from building voids when such nests are found . 
After treatment, the applicator is required to check for leaks resulting in the deposition of Taurus SC in 
locations other than those prescribed on this label. When found , this material must be cleaned up before 
leaving the application site. Do not allow people or pets to come in contact with contaminated areas or 
allow them to reoccupy the treatment site until the clean up is completed. 
DO NOT TREAT FRUIT- OR NUT-BEARING TREES. 

DIRECTIONS FOR USE TO CONTROL PERIMETER PESTS 

USE RESTRICTIONS: 

• Only applicators wearing the personal protective equipment required by this product label may be 
in the area during application. 

• Do not treat within a distance of 1 foot out from the dripline of edible plants. 

• Do not contaminate public or private water supplies. 

• Do not apply to wasp or hornet nests if they are not attached to or within the structure. 

• Do not make treatments during times of precipitation. 

• Do not allow residents, children, other people or pets into the treatment area until sprays have 
dried. After treatment, the applicator is required to check for leaks resulting in the deposition of 
treatment dilution in locations other than those prescribed in this label. When found, this material 
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must be cleaned pr.o leaving the application site. Do not allo!.ople or pets to contact 
contaminated areas or to reoccupy contaminated areas of the structure until clean up is 
completed. 

• Do not spray air conditioning units or intake vents. 

• Do not use indoors except for application into wall voids. 

• Do not exceed the maximum of two applications per year. 

• Do not apply to playground equipment and pet quarters. 

• Do not apply to applications to runoff or drip from treated surfaces. 

• Do not apply to boat houses, including their piers or pilings. 

• Do not apply within 5 feet of wells or cisterns. 

• Do not apply to French drains or other permeable drainage. 

• Doors and windows adjacent to application site must be closed during surface application. 

• Do not apply within 15 feet of bodies of fresh water; lakes, reservoirs, rivers, permanent streams, 
marshes, natural ponds and commercial fish ponds. A 15- foot buffer of uniform groundcover 
must exist between application zone and bodies of fresh water (uniform ground cover is defined 
as land which supports vegetation of greater than 2 inches in height throughout). 

• Do not apply within 60 feet of estuarine bodies of water. Estuarine water bodies are brackish, tidal 
water bodies such as bays, mouths of rivers, salt marshes and lagoons. 

PERIMETER PEST TREATMENT 

Use Taurus SC to kill and to provide residual control of the following pests: 
Ants (acrobat, Argentine, big-headed, carpenter, crazy, odorous, pavement, pharaoh, and thief) 

Use Taurus SC to kill the following pests: 
Asian lady beetles, darkling beetles 
Australian, Oriental, and smoky brown cockroaches 
Black widow, brown recluse, cellar, and hobo spiders 
Box-elder bugs, pill bugs 
Brown and dog ticks 
Centipedes 
Cluster flies 
European earwigs 
House crickets 
Millipedes 
Paper wasps* 
Silverfish 
Yellow jackets 
*Taurus SC is not a knockdown agent. 

Mixing Instructions 
For perimeter pest treatments mix a 0.06% spray dilution of Taurus SC by filling the treatment tank 1/4 to 
1/3 full with water, then ad 0.8 fluid ounces of Taurus SC. The filling hose must be equipped with an ant
backflow device or the water flow must include an air gap to protect against back siphoning. Add more 
water to the tank while agitating to 1 gallon of finished dilution. 
Apply 0.06% of finished Taurus SC dilution as a low-pressure spray to the exterior of the structure where 
listed pests enter, trail around the structure or where they crawl and hide. Also apply around any exterior 
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openings where listed pest!tuld enter the structure such as around doors, windows, vents, pipes, 
foundation cracks or drilled holes. Make sure to treat the joint where exterior siding (wood, vinyl, 
aluminum or other similar materials) meets the cement, brick or block foundation. Treat anywhere 
electrical, cable or telephone wires enter the house. This treatment should be made as a general surface 
spray, crack and crevice spray, or a wall void application. Taurus SC may be applied as a foam treatment 
into wall voids to kill and I or control the above listed pests. 
Apply 2 quarts of 0.06% finished spray of Taurus SC per 160 linear feet. 
Refer to the "Foam Application" section of this label for specific foam mixing and application instructions. 
Except for foam applications made into wall voids, application is limited to an area 1 foot out from and 1 
foot up from were the ground meets the foundation. Do not exceed a maximum of 2 applications per year. 
Nests are found on the ground within 1 foot of the foundation may be treated. 
Vegetation touching the structure may offer a route for the entry of ants into the structure without coming 
into contact with the treatment; therefore, remove or prune away any shrubbery, bushes, and tree 
branches touching the structure. 

STORAGE AND DISPOSAL 
Do not contaminate water, food or feed by storage or disposal. 
Storage 
Store unused product in original container only, out of reach of children and animals. 
Pesticide Disposal 
Pesticide wastes are acutely hazardous. Improper disposal of excess pesticide is a violation of Federal 
law. If these wastes cannot be disposed of by use according to label instructions, contact your State 
Pesticide or Environmental Control Agency, or the Hazardous Waste representative at the nearest EPA 
Regional Office for guidance. 
Container Disposal 
Nonrefillable Container: Do not reuse or refill this container. Triple rinse or pressure rinse container 
(or equivalent) promptly after emptying; then offer for recycling, if available, or reconditioning, if 
appropriate, or puncture and dispose of in a sanitary landfill, or by incineration, or by other procedures 
approved by state and local authorities. 
Triple rinse containers small enough to shake (capacity~ 5 gallons) as follows: Empty the 
remaining contents into application equipment or a mix tank and drain for 10 seconds after the flow 
begins to drip. Fill the container 1/4 full with water and recap. Shake for 10 seconds. Pour rinsate into 
application equipment or a mix tank, or store rinsate for later use or disposal. Drain for 10 seconds after 
the flow begins to drip. Repeat this procedure two more times. 
Pressure rinse as follows: Empty the remaining contents into application equipment or mix tank. Hold 
container upside down over application equipment or mix tank, or collect rinsate for later use or disposal. 
Insert pressure rinsing nozzle in the side of the container and rinse at about 40 PSI for at least 30 
seconds. Drain for 10 seconds after the flow begins to drip. 
In case of minor spills or leaks, soak up with sand, earth or other suitable material and dispose of as 
pesticide waste. 

WARRANTY STATEMENT 
Control Solutions, Inc. warrants that this product conforms to the chemical description on the label thereof 
and is reasonably fit for purposes stated on such label only when used in accordance with directions 
under normal use conditions. It is impossible to eliminate all risks inherently associated with use of this 
product. Crop injury, ineffectiveness, or other unintended consequences may result because of such 
factors as weather conditions, presence of other materials, or the manner of use or application, all of 
which are beyond the control of Control Solutions, Inc. To the extent consistent with applicable law, 
Control Solutions, Inc. shall in no event be liable for consequential, special, or indirect damages resulting 
from the use or handling of this product. All such risks shall be assumed by the Buyer. In addition to the 
foregoing, no purchaser of this product (other than an end user) shall be entitled to any reimbursement for 
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• any loss suffered as a resul any suspension or cancellation of the reg,tion for this product by the 
U.S. Environmental Protection Agency. Except, as expressly provided herein and to the extent consistent 
with applicable law, Control Solutions, Inc. makes no warranties, guarantees, or representations of any 
kind, either expressed or implied, or by usage of trade, statutory or otherwise, with regard to the product 
sold, including, but not limited to merchantability, fitness for a particular purpose, use or eligibility of the 
product for any particular trade usage. The exclusive remedy of any buyer or user of this product for any 
and all losses, injuries, or damage resulting from or in any way arising from the use, handling, or 
application of this product, whether in contract, warranty, tort, negligence, strict liability, or otherwise, shall 
be damages not exceeding the purchase price paid for this product or, at Control Solutions, Inc. election, 
the replacement of this product. 

Optional Marketing Language: 

• 78 oz. makes 100 gallons (for use on 78 oz container) 
• 20 oz. makes 25 gallons (for use on 20 oz container) 
• Contains Fipronil, the same active used in Termidor® SC 

**Taurus™ SC is not manufactured by or distributed by BASF. Termidor® SC is a registered 
trademark of BASF. 
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RE: 53883-279/NOTIF 
Anne Turnbough to: Bonaventure Akinlosotu 

Thank you Sir. 
Very much appreciated 
Anne 

-----Original Message-----
From: Akinlosotu.Bonaventure®epamail.epa.gov 
mailto:Akinlosotu.Bonaventure®epamail.epa.gov] 
Sent: Thursday, September 15, 2011 9:39 AM 
To: Anne Turnbough 
Subject: RE: 53883-279/NOTIF 

See attached: 

(See attached file: [Untitled] .pdf) 

Bonaventure Akinlosotu, PhD 
U.S. Environmental Protection Agency 

09/15/2011 11:39 AM 

Office of Chemical Safety and Pollution Prevention OPP/RD (Mail Code: 7505P) 
1200 Pennsylvania Avenue, NW 
Washington, DC 20460 

Physical Address 
One Potomac Yard 
2777 Crystal Dr. 
Arlington, VA 22202 

703-605-0653 
akinlosotu.bonaventure®epa . gov 

This email may contain material that is confidential, privileged, and/ or work 
product for the sole use of the intended recipient. Any review, reliance , 
distribution by others, ·or forwarding without express permission is strictly 
prohibited. If you are not the intended recipient please contact the sender 
and delete all copies. 

From: 
To: 

Date: 
Subject: 

Hi B.A., 

Anne Turnbough <aturnbough®ControlSolutionsinc.com> 
Anne Turnbough <aturnbough®ControlSolutionsinc.com>, 

Bonaventure Akinlosotu/DC/USEPA/US®EPA 
09/14/2011 03:45 PM 

RE: 53883 - 279/NOTIF 

Just checking in to see if you have had a chance to r~view this yet ? 
I apologize but hoping to get a response to State Agency asap : 

As always, 
Appreciated 
Anne 
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• 
Anne Turnbough Ph.D. 
Regulatory Manager 
Control Solutions, Inc. 
A Makhteshim-Agan Company 
Office: 281.892.2532 
Cell: 713.851.6076 
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• Prior to drilling and treating through concrete structures, such as patios, porches, sidewalks and 

foundation slabs applicator should first determine that there are no habitable areas below that 
could be unintentionally contaminated by the treatment. 

• Only protected applicators wearing personal protective equipment as required by this product 
label may be in the area during application . 

• All holes in commonly occupied areas into which this termiticide I insecticide product has been 
applied must be plugged. Plugs must be of a non-cellulose material or covered by an impervious, 
non-cellulose material. 

• Do not apply finished dilution of this product until all heating/air conditioning ducts, air vents, 
plumbing pipes, sewer lines, floor drains, heating pipes and electrical lines/conduits are known 
and identified. Do not puncture or contaminate any of these. 

• Do not treat within a distance of one foot out from the drip line of edible plants. 

• Do not contaminate public and private water supplies. 

• Do not make treatments while precipitation is occurring. 

• Do not treat soil that is water-saturated or frozen . 

• Use anti-backflow or air gap equipment with filling hoses. 

General Information 
When used in accordance with the directions in this label, this product provides effective prevention 
and/or control of subterranean termites. This product must be applied in manner which provides a 
continuous treated zone to effectively prevent termites from infesting wood. 
This product may only be applied by licensed technicians familiar with trenching, rodding, short rodding, 
sub-slab injection, low-pressure banded surface applications and foam delivery techniques. This product 
is a highly effective termiticide against a variety of subterranean termites including species of 
Reticulitermes, Zootermopsis, Heterotermes, and Coptotermes. 
Taurus sc is formulated as a water-based suspension concentrate liquid containing 9.1% active 
ingredient. 

Mixing Instructions 
To mix Taurus sc termiticide I insecticide: 

1. Fill the tank 1/4 to 1/3 full with water. The filling hose must be equipped with an anti-backflow device 
or water flow must include an air gap to protect against back siphoning. 

2. Start the pump to begin by-pass agitation and place the end of the treating tool in the tank to allow 
circulation through the hose. 

3. Add the appropriate amount of Taurus SC required to prepare the desired dilution. 
4. Add the remaining water. 
5. Continue to run the pump allowing recirculation through the hose back into the tank until the Taurus 

sc is completely dispersed. 

• To mix a 0.06% dilution, add 0.8 fluid ounces of Taurus SC per gallon of finished dilution. 
• To mix a 0.09% dilution, add 1.2 fluid ounces of Taurus sc per gallon of finished dilution. 
• To mix a 0.125% dilution, add 1.6 fluid ounces of Taurus sc per gallon of finished dilution. 

Application Rates for Termiticide Use 
For most applications, use the 0.06% dilution and apply at a rate of 4 gallons of dilution per 10 linear feet 
per foot of depth. For example, for treatment of 10 linear feet with a fo r:fgot depth, use 4 x 4 '(16) 
gallons per 10 linear feet. Do not apply at a concentration less than 0.06%. -
Yse ll:le lligller seAseAiralieAs (Q .Q9~~ er Q.1:!1i%) iA areas willl severe leFFAite press~:~re er e11isliAg 
iAfeslali&AS Where seyere termite infestations occur. where Problem soils occur or wbere difficult Of oroblem 
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construction tvoes are encountered. it mav be advisable to use either 0.09% or 0.125% concentration .. Apply the 
higher concentration at a rate of 4 gallons of solution per 10 linear feet per foot of depth. For example, for 
treatment of 10 linear feet with a four-foot depth, use 16 (4 x 4) gallons per 10 linear feet. 
In dense soil that will not accept a volume of 4 gallons per linear foot per foot of depth, use the 0.125% 
dilution, and apply at a rate of 2 gallons per 10 linear feet per foot of depth. For example, for treatment of 
10 linear feet with a four-foot depth, use 8 (2 x 4) gallons per 10 linear feet. When using the lower volume 
of application, be careful to maintain a continuous treated zone. If application requires drilling , drill holes 
less than 12" apart to maintain a continuous treated zone. 

PRE-CONSTRUCTION TREATMENT 
In advance of treatment, applicators must notify the general contractor, construction superintendent, or 
other responsible personnel of the intended Taurus SC application and the intended sites of application. 
Applicators must instruct the person responsible to notify construction workers and other individuals on 
site to vacate the treatment area and not to return until Taurus SC has been absorbed into the soil. Do 
not apply at a dosage and/or concentration lower than 0.06% for applications up to and including 
installation of the final grade. 

General Information 
Pre-construction treatments include any treatment made during all phases of construction up to and 
including installation of the final grade. Establishing a thorough and complete horizontal and vertical 
treated zone will provide effective pre-construction termite control. 
When foundations are deeper than 4 feet, it is preferable to apply Taurus SC as the backfill is being 
replaced. If the backfill is already in place, the applicator must trench and rod into the trench or trench 
along the foundation walls, around pillars and other foundation elements, at the rate prescribed from 
grade to a minimum depth of 4 feet. When trenching in sloping or tiered soil , the trench must be stepped 
to ensure adequate distribution and to prevent Taurus SC from running out of the trench. When the top of 
the footing is exposed, the soil adjacent to the footing must be treated to a depth not to exceed the 
bottom of the footing . Never treat any structure below the footing . 

Concrete Slab (Including Monolithic, Floating and Supported Concrete Slabs) on Ground or in 
Basements and Crawl Spaces 
Horizontal treated zones: Apply an overall treatment of Taurus SC to the entire surface to be covered 
by the concrete slab. This includes living area, as well as carports, porches, basement floors, and any 
extended entrances. Apply this treatment at the rate of 1 to 1 .5 gallons of finished dilution per 10 square 
feet using a coarse spray nozzle and low-pressure spray (less than 25 p.s.i.). Spray the dilution evenly 
and uniformly over the entire area to be treated . If the slab is not to be poured the same day as treatment, 
cover the treated soil with a waterproof barrier such as polyethylene sheeting . 
Vertical treated zones: Apply Taurus SC at a rate of 1 gallon of finished dilution per square foot around 
anything penetrating the slab such as utility service and plumbing lines. Apply Taurus SC at a rate of 4 
gallons of finished dilution per 10 linear feet per foot of depth along the inside and outside perimeter of 
foundation walls. The applicator must trench and rod into the trench or trench along the foundation walls 
and around pillars and other foundation elements. If the footing is more than 4 feet below grade, make 
this treatment to a minimum of 4 feet below grade. A trench need not be any wider than 6 inches. Treat 
the soil which will be replaced into the trench using a low-pressure spray (not more than 25 p.s.i. at the 
nozzle). When rodding from grade or from the bottom of a shallow trench, space the rod holes no more 
than 12 inches apart in a manner which will create a continuous treated zone. 
It is highly recommended that a complete horizontal treated zone be created prior to the slab pour. 
However, if the slab was poured before a horizontal treatment could be made, refer to the "Post
Construction" section of this label for alternate application instructions. 

Hollow Block Foundations or Voids 
Create a continuous treatment zone by treating hollow block foundations or voids in masonry resting atop 
the footing . If voids in the masonry elements are not openly accessible, drill and treat into these voids by 
applying 2 gallons of finished dilution per 10 linear feet of footing using a nozzle pressure of 25 p.s.i. or 
lower. When using this treatment, drill the access holes as close to the footing as is practical. Drilling 
below the sill plate is acceptable. Applicators must examine the treated areas of voids in block or rubble 
foundation walls closely for possible runoff as a precaution against application leakage. Mechanical 
alteration to some areas may be required before a treatment can be made. Other areas may not be 
treatable. 

4-

Formatted: Don't adjust space between latin 
and Asian text, Don't adjust space between 
Asian text and numbers 

•••• • • •••• 
••• • • • ••• 

• 
•••• • • •••• 
•• • • • • •• • 

• 
• • •••••• • 
• • •••••• • 

•••••• • • • • • 
•••••• • • •• 
• •••• • • ••••• 

87



.I 
• • 

• 

FW: 53883-279/NOTIF 
Anne Turnbough 
to: 
Bonaventure Akinlosotu 
09/13/2011 05:23PM 
Cc: 
Anne Turnbough 
Hide Details 
From: Anne Turnbough <aturnbough@ControlSolutionslnc.com> 

To: Bonaventure Akinlosotu/DC/USEP AIUS@EPA 

Cc: Anne Turnbough <aturnbough@ControlSolutionslnc.com> 

r~ Nc~0~ L~~i:) 
~ ~ "f\··1[ -..o II 

-7 ~ Col'l~•l 

1 Attachment 

SubPack-Taurus SC (53883-279) rev wording 08-04-J l.pdf 

Sir, 

Page 1 of2 

As discussed on the phone- Please see a request to receive a formal response on the status ofthis notification 
9/14/2011. 
Thanks so much in advance for assisting me and taking my call, 
Anne Turnbough 

Anne Turnbough Ph.D. 
Manager, Regulatory Affairs 
Control Solutions Inc. 
5903 Genoa-Red Bluff Rd. 
Pasadena, Texas 77507-1041 

Office# 281-8922532 
Cell# 713-8516076 

aturnbough@controlsolutionsinc.com 

file://C:\Documents and Settings\BAkinlos\Local Settings\Temp\notes87944B\~web1395.... 9/14/2011 
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From: Anne Turnbough 
Sent: Monday, September 12, 2011 2:30PM 
To: Gebken.Richard@epamail.epa.gov; Pilitt.Dana@epamail.epa.gov 
Subject: FW: 53883-279/NOTIF 

Hi Richard/Dana, 
Resending below email, 
I am hoping you can give me some guidance on attached notification. 
I will leave a voicemail in addition. 
As always, Thanks 
Anne 

From: Anne Turnbough 
Sent: Thursday, September 08, 201110:57 AM 
To: Gebken.Richard@epamail.epa.gov 
Cc: pilitt.dana@epa.gov; Anne Turnbough (aturnbough@ControiSoluticinslnc.com) 
Subject: 53883-279/NOTIF 

Richard, 
Hello again. 
May I be bold enough to hit you with another follow up? 

Page 2 of2 

Please see attached notification that went in what should have been dated 8-4-2011 (my colleague misdated as 
5-19-11) . . 

I am wondering who on your team is handling ? Copied Dana -just in case ? 
Again, the proposed revisions appear on label substantially similar but I just wanted to make sure all good your 
end before we sent to state folks. 

Thanks once again 
Anne 

Anne Turnbough Ph.D. 
Manager, Regulatory Affairs 
Control Solutions Inc. 
5903 Genoa-Red Bluff Rd. 
Pasadena, Texas 77507-1041 

Office# 281-8922532 
Cell# 713-8516076 

aturnbough@controlsolutionsinc.com 

file://C:\Documents and Settings\BAkinlos\Local Settings\Temp\notes87944B\~web1395.... 9/14/2011 
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Taurus SC 
Termiticide /Insecticide 

For sale to, use and storage only by individuals/firms licensed or registered by the state to apply 
termiticide and/or general pest control products. 

Active Ingredient 
*Fipronil . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9.1% 

NOTIFICATION 

SEP 1 5 2011 (}) Other Ingredients .. . .. . .. . .. . ... .. . .. . .. . .. . .. . .. . . .. ... .. . .. . .. . .. . .. . .. . . 90.9% 
100.0% 

*(5-amino-1-(2,6-dichloro-4-(trifluoromethyl)phenyl)-4-( ( 1, R, S)-(trifluoromethyl)sulfinyi)-1-H-pyrazole-3-
carbonitrile) 

Taurus SC termiticide I insecticide contains 0.8 pounds active ingredient per gallon. 

KEEP OUT OF REACH OF CHILDREN 

Caution/Precauci6n 
Si usted no entiende Ia etiqueta, busque a alguien para que Ia explique a usted en detalle. (If you do not 

understand the label, find someone to explain it to you in detail.) 

(See attached label for additional precautionary information and complete Directions for Use). 

EPA Reg. No. 53883-279 

Control Solutions, Inc. 
5903 Genoa-Red Bluff 
Pasadena, TX 77507-1041 

Net Contents: 

EPA Est. No. 53883-TX-002 

FIRST AID 
Have the product container or label with you when calling a poison control center or doctor, or going for 
treatment. 
If swallowed: • Call a Poison Control Center or doctor immediately for treatment advice . 

• Have person sip a glass of water if able to swallow . 

• Do not induce vomiting unless told to do so by a poison control center or 
doctor. 

• Do not give anything by mouth to an unconscious person . 
If on skin or • Take off contaminated clothing . 
clothing: • Rinse skin immediately with plenty of water for 15-20 minutes . 

• Call a poison control center or doctor for treatment advice . 
If inhaled: • Move person to fresh air . 

• If person is not breathing, call 911 or an ambulance, then give artificial 
respiration, preferably by mouth-to-mouth, if possible. • ••• • • 
Call a poison control center or doctor for treatment advice . •••• • 

If In eyes: • Hold eye open and rinse slowly and gently with water for 15-20 minut~ .• •. • 
Remove contact lenses, if present, after the first 5 minutes, then continue. 
rinsing eye. •••• 
Call a poison control center or doctor for treatment advice . • • • •••• 

Note to Physician: There is no specific antidote. All treatment should be based on observed signs-an(j 
symptoms of distress in the patient. Overexposure to materials other than this product may have • • • • • • 
occurred. In severe cases of overexposure by oral ingestion, lethargy, muscle tremors, and in extreme 
cases, possibly convulsions may occur. 
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Have the product contain label with you when lng a polson center or , or 
going for treatment. You may also contact SafetyCall® (866) 897-8050 for emergency medical 
treatment Information 

PRECAUTIONARY STATEMENTS 
Hazards to Humans and Domestic Animals 

Caution 
Harmful if swallowed, absorbed through skin or inhaled. Do not get in eyes, on skin or on clothing. Do not 
breathe spray mist. Wash thoroughly with soap and water after handling and before eating, drinking, 
chewing gum, or using tobacco. Remove and wash contaminated clothing before reuse. 

Personal Protective Equipment (PPE): 
All pesticide handlers (mixers, loaders, and applicators) must wear long-sleeved shirt and long pants, 
socks, shoes, and chemical-resistant gloves. All pesticide handlers must wear a dust/mist filtering 
respirator (MSHA/NIOSH approval number prefix TC-21C), or a NIOSH approved respirator with any N, 
R, P or HE filter, when working in a non-ventilated space, including but not limited to crawl-spaces and 
basements. All pesticide handlers must wear protective eyewear (goggles, a faceshield, or safety glasses 
with front, brow, and temple protection) when working in a non-ventilated space, including but not limited 
to crawl-spaces and basements or when applying termiticide by redding or sub-slab injection. 

User Safety Recommendations 
Users should wash hands thoroughly with soap and water before eating, drinking, chewing gum, using 
tobacco or using the toilet. 
Remove contaminated clothing. Then wash body thoroughly with soap and water and put on clean 
clothing. Wash clothing with detergent and hot water before reusing. 
Remove PPE immediately after handling this product. Wash outside of gloves before removing . Wash 
PPE before reusing. 

ENVIRONMENTAL HAZARDS 
This pesticide is toxic to birds, fish, and aquatic invertebrates. Do not apply directly to water, or to areas 
where surface water is present or to intertidal areas below the mean high water mark. Runoff from treated 
areas may be hazardous to aquatic organisms in neighboring areas. Care must be taken to avoid runoff. 
Do not contaminate water by cleaning equipment or disposal of wastes. Do not contaminate water when 
disposing of equipment washwaters. 

DIRECTIONS FOR USE 

It is violation of federal law to use this product in a manner inconsistent with its labeling. 
Read entire label before using this product. 
For sale to, use and storage only by individuals/firms licensed or registered by state to apply termiticide 
and/or general pest control products. States may have more restrictive requirements regarding 
qualifications of persons using this product. Consult the structural pest control regulatory agency of your 
state prior to use of this product. 

USE RESTRICTIONS: 

DIRECTIONS FOR USE 
TO CONTROL TERMITES 

•••• • • •••• 
When treating adjacent to an existing structure, the applicator must check the area to be treated,~. •. 
immediate adjacent areas of the structure, for visible and accessible cracks and holes to prevent al'l' • 
leaks or significant exposures to persons occupying the structure. People present or residing in the • 
structure during application must be advised to remove their pets and themselves from the struct~·if •. 
they see any signs of leakage. After application, the applicator is required to check for leaks. Alllecn<s• • 
resulting in the deposition of termiticide in locations other than those prescribed on this label mus~M· • • 
cleaned up prior to leaving the application site. Do not allow people or pets to contact contaminated ateas 
or to reoccupy contaminated areas of the structure until the clean up is completed. • • 
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• . Prior t~ drilling and .ting through concrete structures, such as.ios, porches, sidewalks and 
foundation slabs applicator should first determine that there are no habitable areas below that 
could be unintentionally contaminated by the treatment. 

• Only protected applicators wearing personal protective equipment as required by this product 
label may be in the area during application. 

• All holes in commonly occupied areas into which this termiticide I insecticide product has been 
applied must be plugged. Plugs must be of a non-cellulose material or covered by an impervious, 
non-cellulose material. 

• Do not apply finished dilution of this product until all heating/air conditioning ducts, air vents, 
plumbing pipes, sewer lines, floor drains, heating pipes and electrical lines/conduits are known 
and identified. Do not puncture or contaminate any of these. 

• Do not treat within a distance of one foot out from the drip line of edible plants. 

• Do not contaminate public and private water supplies. 

• Do not make treatments while precipitation is occurring. 

• Do not treat soil that is water-saturated or frozen. 

• Use anti-backflow or air gap equipment with filling hoses. 

General Information 
When used in accordance with the directions in this label, this product provides effective prevention 
and/or control of subterranean termites. This product must be applied in manner which provides a 
continuous treated zone to effectively prevent termites from infesting wood. 
This product may only be applied by licensed technicians familiar with trenching, redding, short redding, 
sub-slab injection, low-pressure banded surface applications and foam delivery techniques. This product 
is a highly effective termiticide against a variety of subterranean termites including species of 
Reticulitermes, Zootermopsis, Heterotermes, and Coptotermes. 
Taurus sc is formulated as a water-based suspension concentrate liquid containing 9.1% active 
ingredient. 

Mixing Instructions 
To mix Taurus sc termiticide I insecticide: 

1. Fill the tank 1/4 to 1/3 full with water. The filling hose must be equipped with an anti-backflow device 
or water flow must include an air gap to protect against back siphoning. 

2. Start the pump to begin by-pass agitation and place the end of the treating tool in the tank to allow 
circulation through the hose. 

3. Add the appropriate amount of Taurus SC required to prepare the desired dilution. 
4. Add the remaining water. 
5. Continue to run the pump allowing recirculation through the hose back into the tank until the Taurus 

sc is completely dispersed. 

• To mix a 0.06% dilution, add 0.8 fluid ounces of Taurus SC per gallon of finished dilution .• • • • •. 
• To mix a 0.09% dilution, add 1.2 fluid ounces of Taurus sc per gallon of finished dilution. • • • • 
• To mix a 0.125% dilution, add 1.6 fluid ounces of Taurus sc per gallon of finished dilution.• • • • • • ••• 

• Application Rates for Termltlclde Use •••• 
For most applications, use the 0. 06% dilution and apply at a rate of 4 gallons of dilution per 1 0 linecv.f~,rt 
per foot of depth. For example, for treatment of 10 linear feet with a four-foot depth, use 4 x 4 (16) •• • 
gallons per 10 linear feet. Do not apply at a concentration less than 0.06%. • •• •. • 
Where severe termite infestations occur, where problem soils occur or where difficult or problem • 
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const~~ion typ~s are encoun •• it may be advisable to use either 0.09% or 0-% concentration .. Apply the 
higher concentration at a rate of 4 gallons of solution per 10 linear feet per foot of depth. For example, for 
treatment of 10 linear feet with a four-foot depth, use 16 (4 x 4) gallons per 10 linear feet. 
In dense soil that will not accept a volume of 4 gallons per linear foot per foot of depth, use the 0.125% 
dilution, and apply at a rate of 2 gallons per 10 linear feet per foot of depth. For example, for treatment of 
10 linear feet with a four-foot depth, use 8 (2 x 4) gallons per 1 0 linear feet. When using the lower volume 
of application, be careful to maintain a continuous treated zone. If application requires drilling, drill holes 
less than 12" apart to maintain a continuous treated zone. 

PRE-CONSTRUCTION TREATMENT 
In advance of treatment, applicators must notify the general contractor, construction superintendent, or 
other responsible personnel of the intended Taurus SC application and the intended sites of application. 
Applicators must instruct the person responsible to notify construction workers and other individuals on 
site to vacate the treatment area and not to return until Taurus SC has been absorbed into the soil. Do 
not apply at a dosage and/or concentration lower than 0.06% for applications up to and including 
installation of the final grade. 

General Information 
Pre-construction treatments include any treatment made during all phases of construction up to and 
including installation of the final grade. Establishing a thorough and complete horizontal and vertical 
treated zone will provide effective pre-construction termite control. 
When foundations are deeper than 4 feet, it is preferable to apply Taurus SC as the backfill is being 
replaced. If the backfill is already in place, the applicator must trench and rod into the trench or trench 
along the foundation walls, around pillars and other foundation elements, at the rate prescribed from 
grade to a minimum depth of 4 feet. When trenching in sloping or tiered soil, the trench must be stepped 
to ensure adequate distribution and to prevent Taurus SC from running out of the trench. When the top of 
the footing is exposed, the soil adjacent to the footing must be treated to a depth not to exceed the 
bottom of the footing. Never treat any structure below the footing. 

Concrete Slab (Including Monolithic, Floating and Supported Concrete Slabs) on Ground or In 
Basements and Crawl Spaces 
Horizontal treated zones: Apply an overall treatment of Taurus SC to the entire surface to be covered 
by the concrete slab. This includes living area, as well as carports, porches, basement floors, and any 
extended entrances. Apply this treatment at the rate of 1 to 1.5 gallons of finished dilution per 1 0 square 
feet using a coarse spray nozzle and low-pressure spray (less than 25 p.s.i.). Spray the dilution evenly 
and uniformly over the entire area to be treated. If the slab is not to be poured the same day as treatment, 
cover the treated soil with a waterproof barrier such as polyethylene sheeting. 
Vertical treated zones: Apply Taurus SC at a rate of 1 gallon of finished dilution per square foot around 
anything penetrating the slab such as utility service and plumbing lines. Apply Taurus SC at a rate of 4 
gallons of finished dilution per 10 linear feet per foot of depth along the inside and outside perimeter of 
foundation walls. The applicator must trench and rod into the trench or trench along the foundation walls 
and around pillars and other foundation elements. If the footing is more than 4 feet below grade, make 
this treatment to a minimum of 4 feet below grade. A trench need not be any wider than 6 inches. Treat 
the soil which will be replaced into the trench using a low-pressure spray (not more than 25 p.s.i. at the 
nozzle). When redding from grade or from the bottom of a shallow trench, space the rod holes no more 
than 12 inches apart in a manner which will create a continuous treated zone. 
It is highly recommended that a complete horizontal treated zone be created prior to the slab pour. 
However, if the slab was poured before a horizontal treatment could be made, refer to the "Post- •••• Construction" section of this label for alternate application instructions. • •••• • 

••• 
Hollow Block Foundations or Voids • •• •. • 
Create a continuous treatment zone by treating hollow block foundations or voids in masonry resting itop 
the footing. If voids in the masonry elements are not openly accessible, drill and treat into these vo~~y 
applying 2 gallons of finished dilution per 10 linear feet of footing using a nozzle pressure of 25 p.§..i .• lire • 

lower. When using this treatment, drill the access holes as close to the footing as is practical. Drilling. • 
below the sill plate is acceptable. Applicators must examine the treated areas of voids in block or rltbble • 
foundation walls closely for possible runoff as a precaution against application leakage. Mechanical • 
alteration to some areas may be required before a treatment can be made. Other areas may not ~ •• :. 
treatable. • 
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Alllea.ks resulti~g during th.plication of Taurus SC in locations other. those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas or allow them to reoccupy the treatment site until the clean up is 
completed. 
Not for use in voids Insulated with rigid foam. 

Use with Other Products 
When a borate-based termite control product has been chosen as the primary pre-construction treatment 
for subterranean termites and is applied in accordance with the directions for use on the borate product's 
label, Taurus SC may be used as an exterior perimeter pre-construction treatment. For an exterior 
perimeter pre-construction treatment, Taurus SC must be applied in such a way as to create a continuous 
treated zone along the exterior foundation of the structure. A complete and thorough horizontal pre
construction treatment with Taurus SC under the concrete slab is optional. 
Taurus SC may also be applied to critical areas of the interior of the structure including around plumbing 
or utility services penetrating floors, bath and I or shower traps, or along concrete expansion joints, and 
other areas of known or suspected termite activity. 
Refer to the "POST-CONSTRUCTION EXTERIOR PERIMETER I LOCALIZED INTERIOR (EP ILl) 
STRUCTURAL TERMITE TREATMENT" section of this label for instructions on applications to the 
exterior perimeter of a structure and to critical areas in the interior of the structure. 

POST -CONSTRUCTION CONVENTIONAL STRUCTURAL TERMITE TREATMENT 

General Information 
For applications of Taurus SC made after the final grade is installed to protect the structure from termite 
infestation and/or to control existing termite populations, the applicator must trench and rod into the 
trench or trench along the foundation walls, around pillars and other foundation elements, at the rate 
prescribed from grade to the top of the footing. When the footing is more than 4 feet below grade, treat to 
a minimum depth of four feet. The depth of treatment will vary depending on soil type, degree of 
compaction and location of termite activity. When the top of the footing is exposed, the soil adjacent to the 
footing must be treated to a depth not to exceed the bottom of the footing. Never treat any structure below 
the footing. 
To establish a complete exterior perimeter treatment zone along the foundation wall, drill any exterior 
concrete structures adjoining the foundation, such as patios, porches and sidewalks, and treat by sub
slab injection of Taurus SC finished dilution. 
Before treatment, locate and identify all heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits, and avoid contamination or damage to these structural 
elements. 

Concrete Slab Over Soli (Including Monolithic, Floating and Supported Slabs) 

Exterior perimeter: Apply by trenching and redding into the trench or by trenching along the foundation 
walls at the rate of 4 gallons of finished dilution per 10 linear feet per foot of depth, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Trenches need not be wider than 6 
inches and must be a minimum of 6 inches deep or to the bottom of the footing. Never treat a structure 
below the footing. Space the rod holes no more than 12 inches apart in a manner which will create a 
continuous treated zone. Mix the finished dilution into the soil before replacing it into the trench. 

Sub-slab Injection: Sub-slab injection treatments can be made from inside the structure, or in cases 
where this is not possible, from the outside of the structure by drilling through the foundation as dif~~t;iP 
below. Before treatment, locate and identify all heating or air conditioning vents and ducts, water a'lQ • 
sewer plumbing lines, electrical lines and conduits, and avoid contamination or damage to these • •• •. • 
structural elements. • 
Vertical drilling /Injection: Make treatments under the slab by drilling vertically through the slab ah~lili 
the interior perimeter of the foundation including the garage. Drill holes along all concrete expansitllil• •• • 
joints, cracks, plumbing and utility services penetrating the slab. Drill holes along interior partition 'MM~s• 
when there is clear evidence of termite activity or damage. Space all drill-holes no more than 12 inohe·so • 
apart in a manner which will create a continuous treated zone. Inject the finished dilution of Taurus S<l 
into the drill-holes at a rate of 4 gallons per 1 0 linear feet per foot of depth. When making applicatiO(;l~.:. 
use a lateral dispersal nozzle to achieve the best results. After treatment, all holes in commonly oc.tupied 
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areas. ~ust be .plugged wit-on-cellulose material or covered with an lervious, non-cellulose 
material. 
Horizontal drilling I rodding I sub-slab injection from the exterior of the foundation: Use this 
technique to treat underneath the slab only when floors or interior design do not allow for treatment by 
vertical drilling. Care must be taken not to rod into heating or air conditioning vents and ducts, water and 
sewer plumbing tines, electrical tines and conduits. Use horizontal short redding practices to create a 
continuous treated zone into the soil proximal to the inside of the foundation wall. Angle drill-holes 
through the outside of the foundation to ensure deposition of Taurus SC below any existing heating 
ducts, water and sewer tines, or electrical conduits. Use horizontal long redding practices only when the 
areas to be treated underneath the stab are not accessible by vertical redding or horizontal short redding. 
Do not use tong rods exceeding 20 feet. For all horizontal redding applications space drill-holes no more 
than 12 inches apart in a manner which will create a continuous treated zone. Inject the finished dilution 
of Taurus SC into the drill-holes a rate of 4 gallons per 10 linear feet per foot of depth. All holes must be 
plugged with a non-cellulose material or covered by and impervious, non-cellulose material. 
Bath traps: Treat exposed soil or soil covered with tar or similar sealants beneath or around plumbing 
and/or drain pipe entry areas with a minimum of 1 gallon but not more than 4 gallons of finished dilution 
per square foot. It may be necessary to remove tar or sealant to ensure adequate soil penetration. Install 
an access door or inspection portal if one is not already present. After inspection and removal of all wood 
or cellulose debris, treat the soil by redding or drenching with the finished dilution of Taurus SC. 
Shower drains: To treat the soil beneath and adjacent to shower pan drains, drill through the slab 
adjacent to the shower pan and apply the finished dilution of Taurus SC by sub-stab injection. Foam can 
be used to maximize dispersion. Drill multiple access points adjacent to the drain, and use a directional 
dispersion tip to enhance the treatment of the soil beneath the drain. Treat with a minimum of 1 gallon but 
not more than 4 gallons of finished dilution per shower drain. Horizontal redding can be used to access 
and treat soil associated with the shower drain. 

Structures with French Drains and Sump Pumps 
In sites where French drains exist at the footer along the foundation perimeter, common in hollow block 
foundation structures, the soil must be dry before applications can be made. Do not treat soil that is 
saturated or frozen. Do not make treatments while precipitation is occurring. To prevent seepage of 
finished dilution or damage to drains or tiles, do not rod through the slab any closer than 24 inches from 
French drains. Do not apply Taurus SC within 5 feet from the sump pump pit and pump. Do not drill 
through hollow block foundations that border French drains to prevent drainage or seepage from the 
block into the drains. 
Identify and locate French drains, then apply Taurus SC in the following manner: 

1) Unplug the sump pump. Inspect the sump pit for water. If no water is present, keep the sump 
pump unplugged while making the treatment. 

2) If water is in the pump pit, unplug the sump pump and remove four cups of water from the pit. 
Mark the water level. Wait 10 minutes then check the water level in the pit. If the water level has 
risen, there is too much seepage to make a treatment. If the water level has not risen, a treatment 
can be made as tong as the sump pump remains unplugged. 

During application, check the sump pump pit every few minutes for the presence of termiticide dilution. If 
dilution is detected, stop the treatment immediately and remove all dilution from the pump pit before 
plugging the pump back in. Dispose of the dilution from the sump pump pit as directed by this label in the 
"Storage and Disposal" section. 

Basement Structures 

•••• Exterior perimeter: Apply by trenching and redding into the trench or by trenching along the fourftiiltiQ.rf 
walls at the rate of 4 gallons of finished dilution of Taurus SC per 10 linear feet per foot of depth, or;. .jf the 
footing is more than 4 feet below grade treat to a minimum depth of 4 feet. Trenches need not be"'ig~• 
than 6 inches and must be a minimum of 6 inches deep or to the bottom of the footing. When trenchiAg in 
sloping or tiered soil, the trench must be stepped to ensure adequate distribution and to prevent Taurwa 
SC from running out of the trench. Never treat a structure below the footing. Space the rod holes rie""ere 
than 12 inches apart in a manner which will create a continuous treated zone. Mix the finished dillLtiorl. •. 
into the soil before replacing it into the trench. • • • 
Inside perimeter: To treat under the basement floor stab, drill vertically through the stab along the in~rior 
perimeter of the foundation. Drill holes along all concrete expansion joints, cracks, and any ptumb~Q'. 
utility services penetrating the stab. Drill holes along both sides of partition foundation walls, and a,.ound 

6-

• • •••••• • 

•••••• • • • • • 
•••••• • • •• 
••••• • • ••••• 

95



piers. ·~here t~ere is clear .ence of termite activity in a non-foundatio.terior partition wall, drill holes 
through the slab adjacent to the wall along one side. Space all drill-holes no more than 12 inches apart in 
a manner which will create a continuous treated zone. Inject the finished dilution of Taurus SC into the 
drill-holes at the rate of 4 gallons per 10 linear feet per foot of depth. When making applications, use a 
lateral dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupied areas 
must be plugged with a non-cellulose material or covered with an impervious, non-cellulose material. 

Accessible Crawl Space Construction 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat crawl spaces by applying a vertical Taurus SC termiticide treatment at the rate of 4 gallons of 
finished dilution per 10 linear feet per foot of depth from grade to the top of the footing, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Apply by trenching, or by trenching and 
redding into the trench. Treat both sides of foundation and around all piers and pipes. In areas where 
physical obstructions exist that prevent trenching, such as concrete walkways adjacent to the foundation, 
apply by redding alone. Where soil type and/or conditions make trenching impossible, apply by redding. 
When the top of the footing is exposed, treat the soil adjacent to the footing to a depth not to exceed the 
bottom of the footing. Read and follow the mixing directions in the "Mixing Instructions" section of this 
label when encountering soil types which will not accept the full application volume. 

• Rod holes and trenches must not extend beneath the bottom of the footing . 
• Space the rod holes no more than 12 inches apart in a manner which will create a continuous 

treated zone. 
• Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the 

bottom of the footing. When trenching in sloping or tiered soil, the trench must be stepped to 
ensure adequate distribution and to prevent Taurus SC from running out of the trench. Mix the 
finished dilution into the soil before replacing it into the trench. 

Inaccessible Crawl Space Construction 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
For any inaccessible interior areas, for example where the clearance between the floor joists and ground 
surfaces do no allow for operator access, excavate, if possible, and follow the instructions for accessible 
crawl spaces. When excavation is not possible, apply one or a combination of the following two methods: 

1) Establish a horizontal treated zone by applying 1 gallon of finished dilution of Taurus SC with a 
coarse application nozzle (e.g., Delavan Type RD Raindrop, RD-7 or larger, or Spraying Systems 
Co. 8011 OLP Teejet or comparable nozzle) per 10 square feet of soil surface using a nozzle 
pressure of less than 25 p.s.i. For any area which cannot be reached with the application wand, 
use one or more extension rods. Do not broadcast or power spray with high pressures. 

2) Establish a horizontal treated zone by drilling through the foundation wall or through the floor 
above and treat the soil adjacent to the foundation at a rate of 1 gallon of finished dilution of 
Taurus SC per 10 square feet. Drill spacing must not exceed 16 inches between drill-holes. 
Many states have smaller interval requirements so check state regulations before application. 
Treat the soil adjacent to foundation elements with short or long redding techniques without 
drilling if it is possible to reach the soil to be treated with the treatment tool. 

Hollow Block Foundations I Voids •••• 
Establish a continuous treated zone in hollow block foundations or voids in masonry resting on to~.of.t~~ 
footing by drilling and treating into voids of multiple masonry elements of the structure to soil level. ~~net 
openly accessible, drill and treat into voids of masonry elements. Apply 2 gallons of finished dilutio .. ,Per• 
10 linear feet of footing at a nozzle pressure of 25 p.s.i. or less. When making this treatment, drill access 
holes as close as possible to the footing, below the level of the sill plate if necessary. Applicators~·. 
examine the treated areas for possible runoff as a precaution against application leakage. Meehan~ • 
alteration to some areas may be required before a treatment can be made. Other areas may not Qt •. •. 
treatable. • • • 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this• 
label must be cleaned up before leaving the application site. Do not allow people or pets to come ;,. • •: • 
contact with contaminated areas until the clean up is completed. • 
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Not f~r· use in voids lnsul. with rigid foam. 

Treatment of Structures with Wells or Cisterns 

Do not contaminate wells or cisterns. 
Do not apply Taurus SC within 5 feet of any well or cistern. Treat soil 5 to 10 feet from any well or cistern 
by backfill method only. Treat soil adjacent to water pipes within 3 feet of grade by backfill method only. 
Backfill method: 

1) Trench to remove the soil to be treated and place it into a wheelbarrow or onto heavy plastic 
sheeting or similar material. 

2) Treat the soil at a rate of 4 gallons of finished dilution of Taurus SC per 10 linear feet per foot of 
trench depth, or at a rate of 1 gallon per cubic foot of soil. Mix the Taurus SC thoroughly into soil 
while taking care to prevent runoff or spillage. 

3) After the treated soil has completely absorbed the finished dilution of Taurus SC, put it back into 
the trench. 

Structures Adjacent to Wells I Cisterns and I or Other Bodies of Water 
Prior to application examine any structure with nearby sources of water such as wells, cisterns, ponds, 
streams or other bodies of water, then follow the treatment procedures described below. 

1) If the pipe(s) from the well enter the structure with 3 feet of grade, expose them is possible prior 
to treatment. Treat the soil adjacent to the water pipe(s) using the backfill method described 
above. 

2) Take precautions, prior to treatment, to limit the risk of Taurus SC being applied into subsurface 
drains which empty into any bodies of water, including evaluating whether treatment of the footer 
could result in contamination of subsurface drains. Take into consideration such factors as depth 
to the drain system, soil type and degree of soil compaction when determining the depth of 
treatment. 

3) Use the treated backfill method, when appropriate (e.g., on the water side of the structure), to 
minimize off-site movement of Taurus SC. 

4) To minimize potential runoff of Taurus SC into non-target areas, apply a finished dilution of 
0.125% at a rate of 2 gallons per 1 0 linear feet per foot of depth. 

Plenum Construction 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat the soil exterior to the foundation walls according to the instructions in the "Accessible Crawl Space 
Construction" section of this label. 
Follow the instructions below for interior treatment of plenum structures that use a sealed under floor 
space to circulate heated or cooled air throughout the structure: 

1) Remove sealing fabric and anything on the sealing fabric to expose no more than an 18 inch 
width adjacent to all foundation structures, including foundation walls, interior piers, pipes and any 
other structures in contact with soil. Treat according to the instructions for exterior and interior 
treatment in the "Accessible Crawl Space Construction" section of this label. 

2) After the finished dilution of Taurus SC has been absorbed into the soil, return the sealing fabric 
and anything removed from the surface of the sealing fabric to their original pre-treatment 
positions. 

• ••• 
Foam Application • •••• • 
When construction practices, soil subsidence, or other factors make it difficult to establish a continwtiu~ 
treated zone with conventional liquid application methods, supplement treat with the use of foam-• •• • • • 
generating equipment. Foam applications are useful in the treatment of filled stoops and porches, • 
chimney bases, into block voids, behind masonry or other veneers, and into stud walls. Utilize •. • • • •. 
applications of dry foam only (a range of 15:1 to 50:1 expansion ratio) when treating voids in stud waltlt. 
Apply foam to wall voids where evidence of termite presence or damage exist or are suspected. • • •. •. 
Foam only treatments under slabs are appropriate when maximum horizontal coverage is desired 111• • 
areas with no deep foundation or footing (for example: around plumbing entries and near settlement • 
cracks in concrete slabs). Use both conventional liquid application and foam treatment in areas wiSer&:. 
both lateral spread and deeper vertical penetration of Taurus SC are desired. Effective treatment iS highly • • •••••• • 
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depe~~nt on ~olume and .unt of active ingredient. Apply at least 75~f the finished dilution of 
Taurus SC as a liquid treatment, then deliver the remaining 25% or less to the appropriate areas as a 
foam application. The total amount of product applied as a combined foam and liquid treatment should be 
equivalent to volume of Taurus SC liquid finished dilution required for a liquid application alone. Foam 
applications provide a good supplement to liquid applications in difficult to treat areas. 
Foam mixing Instructions: 
Prepare the desired finished dilution of Taurus SC, then mix with the manufacturer's recommended 
quantity of foaming agent in foaming equipment. Apply a sufficient volume of Taurus SC foam to establish 
a continuous treated zone at the rates recommended in this label for specific applications. When sufficient 
foam volume cannot be applied to achieve the recommended rate of Taurus SC ,supplement the 
treatment with additional liquid finished dilution to assure appropriate treatment volume and concentration 
in the treated area. 

• 1 gallon of finished dilution at a foam expansion ratio of 25:1 makes 25 gallons of foam. 
• 1.66 gallons of finished dilution at a foam expansion ratio of 15:1 makes 25 gallons of foam. 
• 2.5 gallons of finished dilution at a foam expansion ratio of 10:1 makes 25 gallons of foam. 
• 5 gallons of finished dilution at a foam expansion ratio of 5:1 makes 25 gallons of foam. 

POST -CONSTRUCTION EXTERIOR PERIMETER I LOCALIZED INTERIOR (EP I Ll) STRUCTURAL 
TERMITE TREATMENT- Not approved for use In Louisiana 

General Information 
This post-construction application of Taurus SC can be made after the final grade is installed to protect 
the structure from termite infestation and/or to control existing termite populations. This treatment method 
is designed to be non-invasive to the interior of the structure with the establishment of a continuous 
treated zone along the exterior of the foundation and only treating interior spaces where termite activity 
has been found. If you have questions regarding this treatment, consult the appropriate state agency. 
Termite activity Is defined as the presence of one or more of the following signs of Infestation: 

1) Alates (winged termites) have swarmed inside the structure. 
2) Live termites are found to be active within the structure. 
3) There is clear evidence of termite activity on or inside the structure such as the presence of mud 

tubes, galleries in wood. 
Do not apply Taurus SC finished dilution as perimeter /localized interior treatment at a concentration 
lower than 0.06% or at an application volume lower than those specified in the "Application Rates for 
Termiticide Use" section of this label. 

EXTERIOR PERIMETER TREATMENT 
To prevent termite infestation of a structure, exterior perimeter applications of Taurus SC must be made 
in a manner which will create a continuous treated zone. If situations are encountered where the soil will 
not accept the full application volume recommended in the use directions below, read and follow the 
direction in the "Application Rates for Termiticide Use" section of this label. 

Concrete Slab on Ground (Including Monolithic, Floating and Supported Concrete Slabs) 
Apply along the exterior foundation perimeter by trenching and redding into the trench or by trenching at 
the rate of 4 gallons of finished dilution per 10 linear feet per foot of depth. Trenches need not be wider 
than 6 inches and must be a minimum of 6 inches deep or to the bottom of the footing. Space the rod 
holes no more than 12 inches apart in a manner which will create a continuous treated zone. Mix the 
finished dilution into the soil before replacing it into the trench. • • • • •. 
In areas where physical obstructions exist that prevent trenching, such as concrete walkways adja~nt•to 
the foundation, apply by redding alone. Where soil type and/or conditions make trenching impossib,e,• • • "-· . apply by redding. In order to establish a complete exterior perimeter treatment zone, drilling and suo-§lab 
treatment will be necessary wherever adjoining concrete structures exist such as patios, porches ot ••• 
sidewalks. For driveways, exterior drilling is necessary only around building supports or wall elemeg~. • 
permanently located at driveway joints. Never treat a structure below the footing. • • • 

• • • •• • 
Basement and Inaccessible Crawl Space Construction • 
Apply along the exterior foundation perimeter by trenching and redding into the trench or by trenc~ns • 
along the foundation walls at the rate of 4 gallons of finished dilution of Taurus SC per 10 linear fee£ per • 
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foot ~f ~epth, ~r. if the footi. more than 4 feet below grade treat to a .mum depth of 4 feet. 
Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the bottom of 
the footing. When trenching in sloping or tiered soil, the trench must be stepped to ensure adequate 
distribution and to prevent Taurus SC from running out of the trench. Space the rod holes no more than 
12 inches apart in a manner which will create a continuous treated zone. Mix the finished dilution into the 
soil before replacing it into the trench. Never treat a structure below the footing. 
In areas where physical obstructions exist that prevent trenching, such as concrete walkways adjacent to 
the foundation, apply by redding alone. Where soil type and/or conditions make trenching impossible, 
apply by redding. In order to establish a complete exterior perimeter treatment zone, drilling and sub-slab 
treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or 
sidewalks. For driveways, exterior drilling is necessary only around building supports or wall elements 
permanently located at driveway joints. Never treat a structure below the footing. 
If termite activity is detected inside an inaccessible crawl space, the area must be treated. Make a 
localized interior treatment at the site of termite activity and extending at least 2 feet in both directions 
from the activity. Choose the appropriate application technique for treating inaccessible crawl space 
construction by referring to the "POST-CONSTRUCTION CONVENTIONAL STRUCTURAL TERMITE 
TREATMENT" section of this label. 

Accessible Crawl Spaces 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat crawl spaces by applying a vertical Taurus SC termiticide treatment at the rate of 4 gallons of 
finished dilution per 10 linear feet per foot of depth from grade to the top of the footing, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Apply by trenching, or by trenching and 
redding into the trench. Treat outside of foundation and around all piers and pipes. In areas where 
physical obstructions exist that prevent trenching, such as concrete walkways adjacent to the foundation, 
apply by redding alone. Where soil type and/or conditions make trenching impossible, apply by redding. 
When the top of the footing is exposed, treat the soil adjacent to the footing to a depth not to exceed the 
bottom of the footing. In order to establish a complete exterior perimeter treatment zone, drilling and sub
slab treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or 
sidewalks. If situations are encountered where the soil will not accept the full application volume 
recommended in the use directions below, read and follow the direction in the "Application Rates for 
Termiticide Use" section of this label. 

• Rod holes and trenches must not extend beneath the bottom of the footing. 
• Space the rod holes no more than 12 inches apart in a manner which will create a continuous 

treated zone. 
• Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the 

bottom of the footing. When trenching in sloping or tiered soil, the trench must be stepped to 
ensure adequate distribution and to prevent Taurus SC from running out of the trench. Mix the 
finished dilution into the soil before replacing it into the trench. 

Garages: Attached garage floors should be treated 

Sub-slab Injection: Sub-slab injection treatments can be made from inside the garage, or in cases where 
this is not possible, from the outside of the structure by drilling through the foundation as directed below. 
Before treatment, locate and identify all heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits, and avoid contamination or damage to these structural ••• 
elements. • •••• • 
Vertical drilling I injection: Make treatments under the slab by drilling vertically through the slab alt>n!J. 
the interior perimeter of the garage foundation. Drill holes along all concrete expansion joints, crac~e,• • 
plumbing and utility services penetrating the slab. Drill holes along interior partition walls when there i$ 
clear evidence of termite activity or damage. Space all drill-holes no more than 12 inches apart in~ • • •. 
manner which will create a continuous treated zone. Inject the finished dilution of Taurus SC into t~·~flll
holes at a rate of 4 gallons per 10 linear feet per foot of depth. When making applications, use a l~?ar. 
dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupied areas Must 
be plugged with a non-cellulose material or covered with an impervious, non-cellulose material such a·s 
Portland cement. : • • •: • 
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Horiz~~tal dri~llng I roddi. sub-slab injection from the exterior of. garage foundation: Use 
this technique to treat underneath the slab only when interior design do not allow for treatment by vertical 
drilling. Care must be taken not to rod into heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits. Use horizontal short rodding practices to create a continuous 
treated zone along the inside perimeter of the foundation. Angle drill-holes through the outside of the 
foundation to ensure deposition of Taurus SC below any existing heating ducts, water and sewer lines, or 
electrical conduits. Use horizontal long rodding practices only when the areas to be treated underneath 
the slab are not accessible by vertical rodding or horizontal short rodding. Do not use long rods exceeding 
20 feet. For all horizontal rodding applications space drill-holes no more than 12 inches apart in a manner 
which will create a continuous treated zone. Inject the finished dilution of Taurus SC into the drill-holes at 
rate of 4 gallons per 10 linear feet per foot of depth. All holes must be plugged with a non-cellulose 
material or covered by an impervious, non-cellulose material such as Portland cement. 

LOCALIZED INTERIOR TREATMENT 
As part of a complete treatment, targeted interior applications may be made to vulnerable areas such as 
around plumbing or utility services penetrating floors, bath and I or shower traps, or along concrete 
expansion joints or settlement cracks. 
If know termite activity exists in areas inside living spaces or in non-living spaces (such as crawl spaces, 
plenums etc.) of the structure, a localized interior treatment must be made at the immediate vicinity of the 
termite activity and radiating out at least 2 feet from the site in two or more directions. 

Hollow Block Foundations I Voids 
When termite activity is evident in or in the vicinity (within 2 feet) of hollow block foundations or voids in 
masonry resting on the footing, drill the wall adjacent to the evidence, if not openly accessible, and inject 
the finished dilution of Taurus SC into the void at a rate of 2 gallons per 10 linear feet of footing using a 
nozzle of 25 p.s.i. or less. This localized interior treatment to hollow block must be made at the site of the 
termite activity and to areas above the termite activity. Treatment must be applied radiating out at least 2 
feet in two or more directions from the site of activity or along the wall pier or support post. Use of foam 
will maximize dispersion. When using this treatment, drill access hole below the sill plate as close as 
possible to the footing as is practical. 
Applicators must examine the treated areas of voids in block or rubble foundation walls closely for 
possible runoff as a precaution against application leakage. Mechanical alteration to some areas may be 
required before a treatment can be made. Other areas may not be treatable. 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas or allow them to reoccupy the treatment site until the clean up is 
completed. 
The drilled holes in commonly occupied areas must be plugged with a non-cellulose material or covered 
by an impervious, non-cellulose material such as Portland cement. 

Bath Traps 
If termite activity is evident within 2 feet of a bath trap, exposed soil or soil covered with tar or a similar 
sealant around plumbing and I or drainpipe entry areas must be treated. Tar or sealant may have to be 
removed to ensure adequate soil penetration. Install an access door or inspection portal if one is not 
already present. After all wood and cellulose debris is removed, treat the soil by rodding or drenching with 
a minimum of 1 gallon to a maximum of 4 gallons of finished dilution of Taurus SC per square foot. 

Shower Drains •••• 
If termite activity is evident within 2 feet of a shower drain, soil beneath and adjacent to he drain ~wst.li~ 
treated. Drill through the slab adjacent to the shower drain and apply the finished dilution of Taurus.iC.by 
sub-slab injection to the soil below. Multiple access points may be drilled adjacent to the drain. Useoef • • 
foam will maximize dispersion. Use of a directional dispersion tip will further enhance the treatment oMhe 
soil beneath the drain. Treat the soil with a minimum of 1 gallon but no more than 4 gallons of finisj1at •. 
dilution per shower drain. Horizontal rodding can also be used to access and treat soil associated 'ofiM~ 
shower drain. • • •. •. 

•• • 
Retreatment Instructions • 
Annual retreatment of a structure is prohibited. Retreatment for subterranean termites can only be: • • •: • 
performed under the following circumstances: • 
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1. .There ;s clear evid. of re-infestation. • 
2. There is disruption of the treated zone due to construction, excavation, or landscaping and I or 

there is evidence of the breakdown of termiticide treated zone in the soil. 
Treat these vulnerable or re-infested areas using a spot, partial or complete treatment in accordance with 
the application techniques described in this label. The timing and selection of retreatment type will vary 
depending on such factors as termite pressure, soil types and conditi"ons, and other factors which may 
reduce the effectiveness of the treated zone. 

POSTS, POLES, WOODEN LANDSCAPE ORNAMENTATION 

Do not contaminate wells or cisterns. 

For preventative treatment: Create a continuous treatment zone in the soil around wooden posts, poles, 
fence posts, signs and landscaping ornamentation. Apply the finished dilution of Taurus SC at the rate of 
4 gallons per 10 linear feet per foot of depth. When performing the treatment at the time of installation, the 
finished dilution may be applied to the soil as it is replaced around the pole or post. The application 
should place termiticide to a depth of 6 inches below the bottom of posts, poles or other wooden objects 
in contact with soil. 
For a curative treatment: Treat previously installed wooden posts, poles, fence posts, signs and 
landscaping ornamentation with the finished dilution of Taurus SC by sub-surface injection or by gravity 
flow through holes made at the bottom of a trench around posts and poles. When trenching, the trench 
need not be wider than 6 inches and should be 6 inches deep. When sub-surface injecting, treat all sides 
to create a continuous treatment zone. Apply termiticide to a depth of 6 inches below the bottom of the 
wood. 

TERMITES ABOVE GROUND 

For Control of Termite Aerial Colonies or Drywood Termites 
To treat localized areas of wooden structures, apply the finished dilution of Taurus SC to wooden 
members I voids. To treat inaccessible areas, drill and inject the finished dilution into the damaged wood 
of void spaces with a crack and crevice injector. Foam application can also be made into void spaces. 
To treat termite carton nests in trees or building voids, inject the finished dilution of Taurus SC using a 
pointed injection tool. Multiple injection points to varying depths may be necessary. Physically remove 
carton nest material from building voids when such nests are found. 
After treatment, the applicator is required to check for leaks resulting in the deposition of Taurus SC in 
locations other than those prescribed on this label. When found, this material must be cleaned up before 
leaving the application site. Do not allow people or pets to come in contact with contaminated areas or 
allow them to reoccupy the treatment site until the clean up is completed. 
DO NOT TREAT FRUIT- OR NUT-BEARING TREES. 

DIRECTIONS FOR USE TO CONTROL PERIMETER PESTS 

USE RESTRICTIONS: 

• Only applicators wearing the personal protective equipment required by this product label may be 
in the area during application. 

• Do not treat within a distance of 1 foot out from the dripline of edible plants. 
• ••• • • •••• 

• Do not contaminate public or private water supplies. 
•• • • • • • •• 

• 

• 

• 

Do not apply to wasp or hornet nests if they are not attached to or within the structure. 

Do not make treatments during times of precipitation . 

• 
•••• • • •••• 
•• • • • • •• • 

Do not allow residents, children, other people or pets into the treatment area until sprays have 
dried. After treatment, the applicator is required to check for leaks resulting in the depositi~rn:lf:• 
treatment dilution in locations other than those prescribed in this label. When found, this !1V2teri@l 
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.must ~e cleaned p.o leaving tlie application site. Do not allo.ople or pets to contact 
contaminated areas or to reoccupy contaminated areas of the structure until clean up is 
completed. 

• Do not spray air conditioning units or intake vents. 

• Do not use indoors except for application into wall voids. 

• Do not exceed the maximum of two applications per year. 

• Do not apply to playground equipment and pet quarters. 

• Do not apply to applications to runoff or drip from treated surfaces. 

• Do not apply to boat houses, including their piers or pilings. 

• Do not apply within 5 feet of wells or cisterns. 

• Do not apply to French drains or other permeable drainage. 

• Doors and windows adjacent to application site must be closed during surface application. 

• Do not apply within 15 feet of bodies of fresh water; lakes, reservoirs, rivers, permanent streams, 
marshes, natural ponds and commercial fish ponds. A 15- foot buffer of uniform groundcover 
must exist between application zone and bodies of fresh water (uniform ground cover is defined 
as land which supports vegetation of greater than 2 inches in height throughout). 

• Do not apply within 60 feet of estuarine bodies of water. Estuarine water bodies are brackish, tidal 
water bodies such as bays, mouths of rivers, salt marshes and lagoons. 

PERIMETER PEST TREATMENT 

Use Taurus SC to kill and to provide residual control of the following pests: 
Ants (acrobat, Argentine, big-headed, carpenter, crazy, odorous, pavement, pharaoh, and thief) 

Use Taurus SC to kill the following pests: 
Asian lady beetles, darkling beetles 
Australian, Oriental, and smoky brown cockroaches 
Black widow, brown recluse, cellar, and hobo spiders 
Box-elder bugs, pill bugs 
Brown and dog ticks 
Centipedes 
Cluster flies 
European earwigs 
House crickets 
Millipedes 
Paper wasps* 
Silverfish 
Yellow jackets 
*Taurus SC is not a knockdown agent. 

•••• • • •••• 
••• • • • •• • 

• 
Mixing Instructions •••• 
For perimeter pest treatments mix a 0.06% spray dilution of Taurus SC by filling the treatment tanlt.1J4l~ 
1/3 full with water, then ad 0.8 fluid ounces of Taurus SC. The filling hose must be equipped with arum'
backflow device or the water flow must include an air gap to protect against back siphoning. Add m•re • • 
water to the tank while agitating to 1 gallon of finished dilution. • 
Apply 0.06% of finished Taurus SC dilution as a low-pressure spray to the exterior of the structure~~~~ 
listed pests enter, trail around the structure or where they crawl and hide. Also apply around any e~erior 
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openi~g·s wher~ listed pest.ld enter the structure such as around dol windows, vents, pipes, 
foundation cracks or drilled holes. Make sure to treat the joint where exterior siding (wood, vinyl, 
aluminum or other similar materials) meets the cement, brick or block foundation. Treat anywhere 
electrical, cable or telephone wires enter the house. This treatment should be made as a general surface 
spray, crack and crevice spray, or a wall void application. Taurus SC may be applied as a foam treatment 
into wall voids to kill and I or control the above listed pests. 
Apply 2 quarts of 0.06% finished spray of Taurus SC per 160 linear feet. 
Refer to the "Foam Application" section of this label for specific foam mixing and application instructions. 
Except for foam applications made into wall voids, application is limited to an area 1 foot out from and 1 
foot up from were the ground meets the foundation. Do not exceed a maximum of 2 applications per year. 
Nests are found on the ground within 1 foot of the foundation may be treated. 
Vegetation touching the structure may offer a route for the entry of ants into the structure without coming 
into contact with the treatment; therefore, remove or prune away any shrubbery, bushes, and tree 
branches touching the structure. 

STORAGE AND DISPOSAL 
Do not contaminate water, food or feed by storage or disposal. 
Storage 
Store unused product in original container only,out of reach of children and animals. 
Pesticide Disposal 
Pesticide wastes are acutely hazardous. Improper disposal of excess pesticide is a violation of Federal 
law. If these wastes cannot be disposed of by use according to label instructions, contact your State 
Pesticide or Environmental Control Agency, or the Hazardous Waste representative at the nearest EPA 
Regional Office for guidance. 
Container Disposal 
Nonrefillable Container: Do not reuse or refill this container. Triple rinse or pressure rinse container 
(or equivalent) promptly after emptying; then offer for recycling, if available, or reconditioning, if 
appropriate, or puncture and dispose of in a sanitary landfill, or by incineration, or by other procedures 
approved by state and local authorities. 
Triple rinse containers small enough to shake (capacity S 5 gallons) as follows: Empty the 
remaining contents into application equipment or a mix tank and drain for 10 seconds after the flow 
begins to drip. Fill the container 1/4 full with water and recap. Shake for 10 seconds. Pour rinsate into 
application equipment or a mix tank, or store rinsate for later use or disposal. Drain for 1 0 seconds after 
the flow begins to drip. Repeat this procedure two more times. 
Pressure rinse as follows: Empty the remaining contents into application equipment or mix tank. Hold 
container upside down over application equipment or mix tank, or collect rinsate for later use or disposal. 
Insert pressure rinsing nozzle in the side of the container and rinse at about 40 PSI for at least 30 
seconds. Drain for 10 seconds after the flow begins to drip. 
In case of minor spills or leaks, soak up with sand, earth or other suitable material and dispose of as 
pesticide waste. • • • • 

•••• 
WARRANTY STATEMENT • ••. • • 

Control Solutions, Inc. warrants that this product conforms to the chemical description on the label Merl!of 
and is reasonably fit for purposes stated on such label only when used in accordance with directions • 
under normal use conditions. It is impossible to eliminate all risks inherently associated with use ot"tMs • 
product. Crop injury, ineffectiveness, or other unintended consequences may result because of su~~ •: 
factors as weather conditions, presence of other materials, or the manner of use or application, all~. •. • 
which are beyond the control of Control Solutions, Inc. To the extent consistent with applicable law, • 
Control Solutions, Inc. shall in no event be liable for consequential, special, or indirect damages re$ulting 
from the use or handling of this product. All such risks shall be assumed by the Buyer. In additiorCtb.th'\f 
foregoing, no purchaser of this product (other than an end user) shall be entitled to any reimburse111enUor •••••• • 

14-
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any loss suffered as a resu. any suspension or cancellation . of the re.tion for this product by the 
U.S. Environmental Protection Agency. Except, as expressly provided herein and to the extent consistent 
with applicable law, Control Solutions, Inc. makes no warranties, guarantees, or representations of any 
kind, either expressed or implied, or by usage of trade, statutory or otherwise, with regard to the product 
sold, including, but not limited to merchantability, fitness for a particular purpose, use or eligibility of the 
product for any particular trade usage. The exclusive remedy of any buyer or user of this product for any 
and all losses, injuries, or damage resulting from or in any way arising from the use, handling, or 
application of this product, whether in contract, warranty, tort, negligence, strict liability, or otherwise, shall 
be damages not exceeding the purchase price paid for this product or, at Control Solutions, Inc. election, 
the replacement of this product. 

Optional Marketing Language: 

• 78 oz. makes 100 gallons (for use on 78 oz container) 
• 20 oz. makes 25 gallons (for use on 20 oz container) 
• Contains Fipronil, the same active used in Termidor® SC 

**Taurus ™ SC is not manufactured by or distributed by BASF. Termidor® SC is a registered 
trademark of BASF. 
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Material Sent for Data Extraction 
Reg. # 53~83- .:l-71 

Description : -+->-f\ ....... k ...;;;..w_ A_/.k_Y"""_-k_____;c=-s_F.I_ · _____ _ 

D Material(s) Sent to Data Extraction Contractors: 

D New Stamped Label Dated -----,...--

D Notification Dated ....,..........,....----,-----,.--....,....--

~ New CSF(s) Dated tr"' :;,1, un1 

D Other: -----------

D Decision #: _ lfL....;..'f-=-8 ...:.......;.tft,...;;;..3 ______ _ 

D Other Action/Comments: __ ....;....._,o,______;_....;..o......._---"'"--'-_ 

File this coversheet and attached ·materials in the jacket. It must be 
well organized and clipped together, NOT STAPLED. Then give the 
jacket with the coversheet and materials to staff in the Information 
Services Center (ISC) (Room S-4900). If a jacket is full or only 
available as an image, please file materials in a new jacket and bring it 
down to the (ISC). For further information please call 703-605-0716. 

Reviewer: Qf~ Mr,s 

Phone: 3'17 --&tJ1'1 Division: PD - rB --------
Date: ?!7/,, r , 
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PPIS Deficiency Notice 

PM NUMBER:_(Q REGISTRATION NUMBE~5 8B3 z71 

Transferred from: Senedu Alemu (Macfadden) Date Processed: _ _;7'+~-q~(-' 1 __ _ 

This jacket has been found to be deficient according to established EPA data processing 
guidelines for the following reasons: 

1. Current accepted label dated __ ! __ ! __ _ 
_ is missing from the jacket. __ is missing acceptance stamp. 
_Acceptance stamp is missing date and/or registration number. 
_Is missing the following information:--------------

2. Acceptance letter dated__) __ / and associated label are inconsistent 
concerning: _Acceptance date. _Product name._ Registration number. 

3. 

4. 

5. 

Comments letter associated with label dated __ / __ / __ is missing from the jacket. 

Accepted (Basic I Alternate) CSF dated__) __ ! __ _ 
_Is missing from the jacket. __ Is misfiled or has wrong registration number. 
_Sole active ingredient source product has been cancelled. 

_Active and inert chemical percentages do not equal I 00%. 

_Other information missing I ~thin the jacket. See below for details. 

~~ ;! ... ~~·+'Z  ·'b "''lG!...t .~ 16~ 
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, . 
UNITED STATES ENVIRONMENTAL PROTEOION AGENCY 

WASHINGTON, D.C. 20460 

Anne Turnbough, Ph.D 
Manager, Regulatory Affairs 
Control Solutions, Inc. 
5903 Genoa Red Bluff 
Pasadena, TX 77507-1041 

OFFICE OF 
CHEMICAL SAFETY AND 

POLLUTION PREVENTION 

July 7, 2011 

Subject: Approval of Amended Confidential Statements of Formula, adding 3 alternate 
formulations 
Product Name: Taurus SC 
EPA Reg. No.: 53883-279 
EPA Decision No. 448463 
Date of Submission: April22, 2011 
OPP Received Date: February 16, 2011 

Dear Dr. Turnbough: 

The Agency in accordance with the Federal Insecticide Fungicide and Rodenticide Act as 
Amended (FIFRA) has completed reviewing all of the information submitted with your 
application to support the amended registration of the aforementioned product and have 
concluded that your submission is acceptable. 

The additional alternate Confidential Statements of Formula (CSFs) for the 
aforementioned product dated 22 April, 2011 are acceptable. A copy of the Agency's product 
chemistry review is attached for your records. 

If you have any questions, you may contact Clayton Myers at (703) 34 7-8 87 4 or 
myers.clayton@epa.gov. 

Enclosure: 
Agency Product Chemistry Review 

Sincerely, 

chard Gebken, Product Manager 
Insecticide Branch 
Registration Division (7505P) 
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UNITED STATES ENVIRONMENTAL PROTECTION AGENCY 

OFFICE OF CHEMICAL SAFETY AND POLLUTION PREVENTION 

OPPTS/OPP/RD/TRB/PRODUCT CHEMISTRY TEAM 

WASHINGTON, D.C. 20460 

DATE OUT: June 29,2011 

DP BARCODE No.: 389449 REG. No.: 53883-279 
Company Name: Control Solutions. Inc. 
Name of Product: "Taurus SC Termiticide I Insecticide" 
PC Code: 129121 

Action Co~e: 345 
Decision No: 448463 

FROM: William Herald, Microbiologist I Chemist, REHS I Registered Sanitarian 
Product Chemistry Team 
Technical Review Branch/RD (7505P) 

TO: Clayton Meyers I Richard Gebken, RM-1 0 
Insecticide Branch/ RD (7505P) 

INTORDUCTION: 

With a letter dated April 22, 2011 registrant has submitted three Alt. Nos. 6-8 CSFs (all three 
dated 4/22/11) to support the registration of the end use product, "Taurus SC Termiticide I 
Insecticide". The proposed alternate formulations reflect an alternate source of the Technical 
active ingredient. The newly proposed alternate CSFs also recite alternate production sites for 
the product in box 2: Alt. No. 6 production site is Pasadena, TX; Alt.No.7 is 
and Alt. No. 8 production site is in TRB has been asked to evaluate the 
said proposed alternate formulations and determine their acceptability. 

SUMMARY OF FINDINGS 

1. The proposed end use product contains  [ ] 
as the active ingre·dient with the product label claim of 9.1 %. 

2. The proposed CSFs for alternate formulation Nos. 6, 7 and 8 (all three dated 4/22/11) are 
filled out correctly and completely. The CSFs are in compliance with PR Notice 91-2 and 
Title 40 CFR § 152.43. All of the non-food use inert ingredients present in the formulation 
have been approved by the Agency (6/23/11 ). 

3. The upper and lower limits of the active and inert ingredients are in compliance with statutory 
parameters recited in Title 40 CFR § 158.350 (b) (2) with the exception that the active 
ingredient recites an upper limit higher that the permitted statutory limit (box 14. a.); however, 
the Basic which recites the same upper limit, has been previously approved. The nominal 
concentration of the active ingredient recited in the alternate CSFs Nos. 6, 7 and. 8 (all three 
dated 4/22/11) concurs with the product label claim of nominal concentration. 

4. The proposed alternate Nos. 6, 7 and 8 CSFs (all three dated 4/22/11) are substantially 
similar in chemical composition and physical-chemical properties with current basic CSF 
(11/17/10). . . 

CONCLUSION: 

The TRB· has reviewed the proposed alternate CSFs Nos. 6,7 and 8 (all three dated 4/22/11) 
and has determined them to be acceptable. 

w. J . Herald 2011 
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-------- -------- - ----------------~----;,--------------------------------

e 
DATA PACKAGE BEAN SHEET 

Date: 05-May-2011 
Page 1 of 1 

* * * Registration Information * * * 

Registration: 53883-279- TAURUS SC TERMITICIDEIINSECTICIDE 

Company: 53883 -CONTROL SOLUTIONS, INC. 

Risk Manager: RM 10- Richard Gebken- (703) 305-6701 Room# PY1 S-7237 

Risk Manager Reviewer: Clayton Myers CMYERS01 

Sent Date: 28-Apr-2011 Calculated Due Date: 27-Jul-2011" 

Type of Registration : Product Registration -Section 3 

Action Desc: (345) FORMULA CHANGE;TECHNICAL; 

Ingredients: 129121 , Fipronil(9.1%) 

* * * Data Package Information * * * 

Expedite: 0 Yes e No Date Sent 05-May-2011 

DP Ingredient 129121, Fipronil 

DP Title: CSF Amendment 

CSF Included: e Yes 0 No Label Included: 0 Yes e No Parent DP #: 

Assigned To Date In Date Out 

Decision #: 448463 

DP #: (389449) 

NON PRIA 

Parent DP #: 

Submission #: 894776 

Edited Due Date: 

Due Back: 

-----

Organization: RD I TRB Last Possible Science Due Date: un-2011 ----------- ----- +-----
Team Name: CHEM Science Due Date: ----------- -----

Reviewer Name: ----------- Sub Data Package Due Date: ____ _ 

Contractor Name: --------------

* * * Studies Sent for Review * * * 
No Studies 

* * * Additional Data Package for this Decision * * * 
No Additional Data Packages 

***Data Package Instructions*** 

TRB-CHEM: Registrant has submitted 3 additional alternate formulations (Ait # 6, 7, 8) which have a new technical source (recently registered) 
for which the proposed uses are approved. Please determine if CSFs are acceptable. 

Clayton Myers 
347-8874 
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co L 
SOLUTIONS 

Incorporated 
A Makhteshim-Agan Company 

April 22, 2011 

Document Processing Desk (NOTIF) 
Office of Pesticide Programs (7504P) 
US Environmental Protection Agency 
One Potomac Yard 
2777 S. Crystal Drive 
Room S-4900, 41

h Floor 
Arlington, VA 22202 

Attention: Mr. Richard Gebken 
RE: Taurus SC- EPA File Symbol 53883-279 

Dear Mr. Gebken, 

•••• • • •••• 
•••• • •••• 
• 

•• • • • • • •• 
••• • • • •• • 

• 
• • •••••• • 
• • •••••• • 

Control Solutions Inc., (CSI) is requesting an update to the alternate CSF's (addition of Alternate 
formulation CSF labeled# 6-8) on file for EPA Reg# 53883-279. The alternate CSF's reflect a new 
source of technical active ingredient source ( )) and are further 
separated by various production establishments. 
CSI understands that the new AI source may change the source of an active ingredient by notification, 
provided that the alternate source: 

• is registered for at least the same uses for which the formulated product is registered; and 
• is similar to the current source, i.e., meets the criteria given in 40 CFR 152.43(b )( 1) and (2). 

"This notification is consistent with the provisions of PR Notice 98-10 and EPA regulations at 40 CFR 
152.46, and no other changes have been made to the labeling or the confidential statement of formula of 
this product. I understand that it is a violation of 18 U.S.C. Sec. 1001 to willfully make any false statement 
to EPA. I further understand that if this notification is not consistent with the terms of PR Notice 98-10 and 
40 CFR 152.46, this product may be in violation of FIFRA and I may be subject to enforcement action and 
penalties under sections 12 and 14 of FIFRA." 

In support of this notification, please find enclosed 

Basic CSF & Alternate CSF (1-5) (1 copy (on file)) 

Alternate CSF ( #6-8) (2 original copies) 

8570-1 (1 copy) 

5903 Genoa Red Bluff • Pasadena, TX 77507-1041 
281-892-2500 • Fax 281-892-2501 

• www.controlsolutionsinc.com 
• 800-242-5562 

• ••••• • • • • • 
• ••••• • • •• 
••••• • • • •••• 

- I 
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co OL 
SOLUTIONS 

incorporated. 
A Makhteshim-Agan Company 

8570-27 (1 copy) 

Please feel free to contact me directly at 281-892-2532 should you have any further questions. 
Sincerely, 

- A~..Q_ YY) Tur ~"-b ou~ 
Anne Turnbough Ph.D 
Manager, Regulatory Affairs. 

5903 Genoa Red Bluff • Pasadena, TX 77507-1041 
281-892-2500 • Fax 281-892-2501 

•••• • • •••• 
•••• • •••• 
• 

•• • • • • • •• 
••• • • • •• • 

• 
• • •••••• • 
• • •••••• • 

• www.controlsolutionsinc.com 
• 800-242-5562 

• ••••• • • • • • 
• ••••• • • •• 
• •••• • • •••• 
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PI•••• , •• II o,; ,..,.,.. befo,.~form. Form a .... ,,..,.-1,41,8 No ..... ., ......... .. amlrn 2-28-95 

United States ~Registration OPP Identifier Number 

&EPA Environmental Protection Agency Amendment 
Washington, DC 20460 Other 

A~~"-..~tiun for Pesticide - Section I 
1 . Company/Product Number 2. EPA Product Manager 3. Proposed Clallification 
53883-279 Richard Gebken 

0Nona D Ra1tricted 
4. Company/Product (Nama) PMI 
Control Solutions, Inc. I Taurus SC 10 

5. Name and Address of Applicant (Include ZIP Code) 6. Expedited Reveiw. In accordance with FIFRA Section 3(c)(3) 

5903 Genoa - Red Bluff (b)(i), my product is similar or identical in composition and labeling 

Pasadena, TX 77507-1041 to: 7969-210 
EPA Reg. No. 

D Check if this is a new address Product Name 
Termidor SC 

~. .. II II 

D Amendment - Explain below. u Final printed labels in rap1onse to 
Agency latter dated 

D Resubmission in response to Agency latter dated D •Me Too• Application. 

D Notification- Explain below. D Other - Explain below. 

Explanation : Use additional page(s) if necessary. (For section I and Section II.) 

New Alternate CSF's (6-8)to reflect new Tech AI source and different production establishments. 

Section Ill 
1. Material Thla Product Will Be D, In: 

Child-Resistant Packaging Unit Packaging Water Soluble Packaging 2. Type of Container 

~Yes 
r--

Yes 

~ Er·~ 
Yes 

No 7 No 
Plastic 

No Glass 

• Certification must 
If •vas• No. per If ·vas• No. par Paper 
Unit Packaging wgt. container Package wgt container Other (Specify) 

be submitted 
I 

3. Location of Net Contents Information 4. Siza(s) Retail Container 15. Location of Label Directions 

[{J Label l J Container 1 pint, 1 quart, 1 gal, 2.5 gal, IBC ~booklet 
6. Manner in Which Label is Affixed to Product _tj Uthograph D Other 

Paper P.luad 
Stenciild 

Section- IV 
1. Contact Point (Complete items directly below for identification of individual to be contacted, if necessary, to procU8 this epplication.J 

Name Title Telephone No. (Include Area Codal 
Anne Turnbough Manager, Regulatory Affairs 281-892-2532 

Certification B. Data Application 

I certify that tho statements I have made on this form and all attachments thereto are true, accurate end complete. Received 

I acknowledge that any knowlinglly false or mi1laading statement may be punishable by fine or imprisonment or (Stamped) 
both under applicable law. . ••• • • • • • • • • • 12. Sign,,.ura _i\x 3. Title • • • • ••• • • 

• • • • • • • • • • 
lv Manager, Regulatory Affairs •• •• • • • • • • 

-J • • • • • • 
r-~ ..-

4 . Typed Nama 1 5. Data 
• • ••• 

Anne Turnbough 4-22-2011 • • • • ••• •• • • • • • • • • .. • . . 
EPA Form 8570-1 (Rev. 3-941 PreVIous ad1t1ons ere obsolete • White - EPA File Copy (original) Yelow- Appllcllnt Copy 
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I 

•- ......... !No. 2070.0000. Aoo•ovol""""' 5-31·98. -
United Stat•• 

Environmental Protection Agency 
Waahlngton, DC 20460 &EPA 

Applicant's Name and Addr .. a 

Formulator's Exemption Statement 
(40 CFR 152.85) 

Control Solutions, Inc., 5903 Genoa - Red Bluff, Pasadena, TX 77507 

EPA File Symboi/Regiatratlon Numiler 

53883-279 

Product Name 

Taurus SC 

Date of Confidential Statement of Formula (EPA Form 857o-4J 

4-22-2011 

As an authorized representative of the applicant for registration of the product identified above, I certify that: 

( 1 ) This product contains the following active ingredient(s): 

fiproni

(2) Of these, each active ingredient listed in paragraph (4) is present solely as the result of the use of that active 
ingredient in the manufacturing, formulation or repackaging another product which contains that active ingredient 
which is registered under FIFRA Section 3, is purchased by us from another producer, and is labeled for at least 
each use for which my product is proposed to be labeled. 

(3) Indicate by checking (A) or (B) below which paragraph applies: 

(A) An accurate Confidential Statement of Formula (EPA FORM 8570-4) for the above identified product is 
attached to this statement. That formula statement indicates, by company name, registration number, and product 
name, the source of the active lngredient(s) listed in paragraph (1 ). 

OR 
D (8) The Confidential Statement of Formula (CSF) (EPA Form 8570-4) referenced above and on file with the EPA is 

complete, current, and accurate and contains the information required on the current CSF. 

(4) The following active ingredients in this product qualify for the formulator's exemption. 

Source 

Aotlve Ingredient Product Name 

Fipronil 

Signature , _ fJ ( ) 

~~~>(_ 
Name and Title 
Anne M. Turnbough, Manager, Regulatory Affairs 

Date 

EPA Form 8&70.27 CRev. 8-15) 

* U.&OPO: 18N-31H20/20413 

Reglatretlon Number 

•••• • • •••• 
•••• • •••• 
• 

•• • • • • • •• 
•• • • • • •• • 

• 
• • •••••• • 

• ••••• • • • 
•• u e • • • 

• ••• • • ••• • 

White· EPA copy 
Yellow- AppUcant copy 
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• 
UNITED STATES ENVIRONMENTAL PROTECTION AGENCY 

WASHINGTON, D.C. 20460 

Amy Warren 
Director, Regulatory Affairs 
Control Solut~ons, Inc. 
5903 Genoa-Red Bluff 
Pasadena, TJ{. 77507-1041 

Subject: Application for Pesticide Notification 
EPA R~gistration Number: 53883-279 
Date of Submission: May 19, 2011 

Dear Registrant: 

OFFICE OF 
CHEMICAL SAFETY AND 

POLLUTION PREVENTION 

NOTIFICATION 
JUN /8 2011 

The Agency is in receipt of your Application for Pesticide Notification under 
Pesticide Registration (PRN) 98-1 0 dated May 19, 2011, for the abovementioned product. 
The Registration Division (RD) has conducted a review of this request for its 
applicability under PRN 98-1 0 and finds that the actions requested fall within the scope 
ofPRN 98-10. The label submitted with the application has been stamped "Notification" 
and will be placed in our records. 

If you have any questions regarding this letter, please contact Clayton Myers at 
(703) 347-8874, or via email at myers.clayton@epa.gov. 

Enclosures: 

Sincerely, 

Product Manager 
Insecticide Branch 
Registration Division (7505P) 

Copy of Label Stamped "Notification" 

1 
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&EPA 
United States 

Environmental Protection Agency 
Washington, DC 20460 W 

Registration 
Amendment · 
Other 

OPP Identifier Number 

1 . Company/Product Number 
53883-279 

4. Company/Product (Name) 
Taurus SC 

5. -Name and Address of Applicant (Include ZIP Code) 

Control Solutions, Inc. 
5903 Genoa-Red Bluff 
Pasadena, TX 77507-1041 

D Check if this is a new sddrll$$ 

Amendment - Explain below. 

2. EPA Product Manager 

Richard Gebken 

PMI 
10 

3. Proposed Classification 

D None D Reltricted 

6. Expedited Reveiw. In accordance with FIFRA Section 3(c)(3) 
(b)(i), my product is similar or identical in composition and labeling 
to: 

EPA Reg. No.----------------

Product Name 

Final printed labels in repeonse to 
Agency letter dated D 

D 
·0 

Resubmission in response to Agency letter dated -------

u 
D 
D 

•Me Too• Application. 

Notification- Explain below. Other - Explain below. 

Explanation: Use additional page(s) if necessary. (For section lend Section II.) 

Notification to correct typographical error in Directions for Use per PR Notice 98-10. ~/8 2011 

Child-Resistant Packaging 

Oves 

[{]No 

• Cerlifit:lltion must 
be submitted 

Unit Packaging 

Oves 

[{]No 

If ·vas• No. per 
Unit Packaging wgt. container 

Water Soluble Packaging 

0 Yes 

0 No 

If ·vee· 
Package wgt 

No. per 
container 

2. Type of Container 

~=~:c . 
Glees 
Paper 
Other (Specify) ______ _ 

3. Location of Net Contents Information 4. Size(s) Retail Container 5. Location of Label Directions 

Label Container 20 oz-250 gallon tote t=j on label 

6. Manner in Which Label is Affixed to Product 0 Other ---------------

1 . Contact Point (Complete items directly below for 

Name 
Joe Blake 

Title 

Director, Regulatory Affairs 

Telephone No. (Include Area Code) 

800-242-5562 

Certification 
I certify that the statements I have made on this form and ell attachments thereto are true, accurate and complete. 
I acknowledge that any knowlinglly false or misleading statement may be punishable by fine or imprisonment or 
both under applicable law. 

4. Typed 

Amy Warren 

EPA Form 8570-1 (Rev. 3-94) Previous editions are obsolete. 

3. Title 

Director, Regulatory Affairs 

5. Date 

5-19-11 

While - EPA Fie Copy (oiig!MI) 

8. Date ApPlication 
Recei·.-K 

(S1amped) 

Vdow - ~plc.t1 Copy 122



May 19,2011 

Document Processing Desk (NOTIF) 

NOTIFicATION 

~18 20U 

US EPA,'OPP, Registration Division (7505P) 
Rm. S-4900, One Potomac Yard 
2777 South Crystal Drive 
Arlington, VA 22202-4501 

CONTROL 
SOLUTIONS 
iaterptrate~ 

RE: Notification to correct typographical error in Directions for Use jor EPA Reg. # 53883-279 

Dear Sir or Madam, 

Control Solutions Inc. is submitting this Notification to correct a typographical error in the Directions for 
use. The error occurs on page 3 of the label, under the heading "Mixing Instructions." The third bullet 
point at the end of the paragraph should read "To mix a 0.125% dilution, add 1.6 fluid ounces of Taurus 
SC per gallon of finished dilution" to match the rate correctly listed throughout the label. Please note that 
the dosages or concentrations listed in the label not been changed. Enclosed are two copies of the label; 
one is highlighted to readily identify the change, and the second is unmarked. 

This notification is consistent with the provisions ofPR Notice 98-10 and EPA regulations at 40 CFR 
152.46, and no other changes have been made to the labeling or the confidential statement of formula of 
this product. I understand that it is a violation of 18 USC Sec. 1001 to willfully make any false statement 
to EPA. I further understand that if this notification is not consistent with the terms of PR Notice 98-10 
and 40 CFR 152.46, this product may be in violation of FIFRA and I may be subject to enforcement 
action and penalties under sections 12 and 14 ofFIFRA. 

Please contact me directly at 281-892-2510 or joe@controlsolutionsinc.com ifyou have any further 
questions. 

Sincerely, 

oe Blake 
Director, Regulatory Affairs 

5903 Genoa Red Bluff • Pasadena, TX 77507-1041 
281-892-2500 • Fax 281-892-2501 

• www.controlsolutionsinc.com 
• 800-242-5562 
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Taurus SC 
Termiticide I Insecticide 

For sale to, use and storage only by ·individuals/firms licensed or registered by the state to apply 
termiticide and/or general pest control products. 

Active Ingredient 
*Fipronil . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9.1% 

Other Ingredients . . . . . . . . . .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. . . . . . . . . . . . 90.9% 
100.0% 

ND111CA110N 
.JQ~ /8 2011 

*(5-amino-1-(2,6-dichloro-4-(trifluoromethyl}phenyl)-4-( ( 1, R, S)-(trifluoromethyl)sulfinyi)-1-H-pyrazole-3-
carbonitrile) 

Taurus SC termiticide I insecticide contains 0.8 pounds active ingredient per gallon. 

KEEP OUT OF REACH OF CHILDREN 

Caution/Precauci6n 
Si usted no entiende Ia etiqueta, busque a alguien para que Ia explique a usted en detalle. (If you do not 

understand the label, find someone to explain it to you in detail.) 

(See attached label for additional precautionary information and complete Directions for Use). 

EPA Reg. No. 53883-279 

Control Solutions, Inc. 
5903 Genoa-Red Bluff 
Pasadena, TX 77507-1041 

Net Contents: 

EPA Est. No. 53883-TX-002 

F1RST AID 
Have the product container or label with you when calling a poison control center or doctor, or going for 
treatment. 
If swallowed: • Call a Poison Control Center or doctor immediately for treatment advice . 

• Have person sip a glass of water if able to swallow . 

• Do not induce vomiting unless told to do so by a poison control center or 
doctor. 

• Do not give anything by mouth to an unconscious person . 
If on skin or • Take off contaminated clothing . 
clothing: • . Rinse skin immediately with plenty of water for 15-20 minutes. 

• Call a poison control center or doctor for treatment advice . 
If inhaled: • Move person to fresh air . 

• If person is not breathing, call 911 or an ambulance, then give artificic.: 
respiration, preferably by mouth-to-mouth, if possible. 

• Call a poison control center or doctor for treatment advice . 
If in eyes: • Hold eye open and rinse slowly and gently with water for 1 S ·~0 minutes . 

Remove contact lenses, if present, after the first 5 minute3, then conti~:.Je 
rinsing eye. 

• Call a poison control center or doctor for treatment advice . 
Note to Physician: There is no specific antidote. All treatment should be based on oos':!rvP.d signs and 
symptoms of distress in the patient. Overexposure to materials other than this product may have 
occurred. In severe cases of overexposure by oral ingestion, lethargy, muscle tremors, and in ext~c:-r.e 
cases, possibly convulsions may occur. --
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Have the product container or label with you when calling a poison control center or doctor, or 
going for treatment. You may also contact SafetyCall® (866) 897-8050 for emergency medical 
treatment information 

PRECAUTIONARY STATEMENTS 
Hazards to Humans and Domestic Animals 

Caution 
Harmful if swallowed, absorbed through skin or inhaled. Do not get in eyes, on skin or on clothing. Do not 
breathe spray mist. Wash thoroughly with soap and water after handling and before eating, drinking, 
chewing gum, or using tobacco. Remove and wash contaminated clothing before reuse. 

Personal Protective Equipment (PPE): 
All pesticide handlers (mixers, loaders, and applicators) must wear long-sleeved shirt and long pants, 
socks, shoes, and chemical-resistant gloves. All pesticide handlers must wear a dust/mist filtering 
respirator (MSHA/NIOSH approval number prefix TC-21 C), or a NIOSH approved respirator with any N, 
R, P or HE filter, when working in a non-ventilated space, including but not limited to crawl-spaces and 
basements. All pesticide handlers must wear protective eyewear (goggles, a faceshield, or safety glasses 
with front, brow, and temple protection) when working in a non-ventilated space, including but not limited 
to crawl-spaces and basements or when applying termiticide by redding or sub-slab injection. 

User Safety Recommendations 
Users should wash hands thoroughly with soap and water before eating, drinking, chewing gum, using 
tobacco or using the toilet. 
Remove contaminated clothing. Then wash body thoroughly with soap and water and put on clean 
clothing. Wash clothing with detergent and hot water before reusing. 
Remove PPE immediately after handling this product. Wash outside of gloves before removing. Wash 
PPE before reusing. 

ENVIRONMENTAL HAZARDS 
This pesticide is toxic to birds, fish, and aquatic invertebrates. Do not apply directly to water, or to areas 
where surface water is present or to intertidal areas below the mean high water mark. Runoff from treated 
areas may be hazardous to aquatic organisms in neighboring areas. Care must"be taken to avoid runoff. 
Do not contaminate water by cleaning equipment or disposal of wastes. Do not contaminate water when 
disposing of equipment washwaters. 

DIRECTIONS FOR USE 

It is violation of federal law to use this product in a manner inconsistent with its labeling. 
Read entire label before using this product. 
For sale to, use and storage only by individuals/firms licensed or registered by state to apply termiticide 
and/or general pest control products. States may have more restrictive requirements regarding 
qualifications of persons using this product. Consult the structural pest control regulatory agency of your 
state prior to use of this product. 

DIRECTIONS FOR USE 
TO CONTROL TERMITES 

~----------------------------

USE RESTRICTIONS: 

When treating adjacent to an existing structure, the applicator must check the area to be treated, ::md 
immediate adjacent areas of the structure, fqr visible and accessible cracks and holes to orevent any 
leaks or significant exposures to persons occupying the structure. People present or 1 esiuing in the 
structure during application must be advised to remove their pets and themselves frorp tl"!p Btructl•re if 
they see any signs of leakage. After application, the applicator is required to check for le?r~ . All le?l<"~ 
resulting in the deposition of termiticide in locations other than those prescribed on th'~ 1:>1:-el must I)~ 
cleaned up prior to leaving the application site. Do not allow people or pets to contact cont3minated coreas 
or to reoccupy contaminated areas of the structure until the clean up is completed. 
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• Prior to drilling and treating through concrete structures, such as patios, porches, sidewalks and 
foundation slabs applicator should first determine that there are no habitable areas below that 
could be unintentionally contaminated by the treatment. 

• Only protected applicators wearing personal protective equipment as required by this product 
label may be in the area during application. 

• All holes in commonly occupied areas into which this termiticide I insecticide product has been 
applied must be plugged. Plugs must be of a non-cellulose material or covered by an impervious, 
non-cellulose material. 

• Do not apply finished dilution of this product until all heating/air conditioning ducts, air vents, 
plumbing pipes, sewer lines, floor drains, heating pipes and electrical lines/conduits are known 
and identified. Do not puncture or contaminate any of these. 

• Do not treat within a distance of one foot out from the drip line of edible plants. 

• Do not contaminate public and private water supplies. 

• Do not make treatments while precipitation is occurring. 

• Do not treat soil that is water-saturated or frozen. 

• Use anti-backflow or air gap equipment with filling hoses. 

General Information 
When used in accordance with the directions in this label, this product provides effective prevention 
and/or control of subterranean termites. This product must be applied in manner which provides a 
continuous treated zone to effectively prevent termites from infesting wood. 
This product may only be applied by licensed technicians familiar with trenching, rodding, short rodding, 
sub-slab injection, low-pressure banded surface applications and foam delivery techniques. This product 
is a highly effective termiticide against a variety of subterranean termites including species of 
Reticulitermes, Zootermopsis, Heterotermes, and Coptotermes. 
Taurus sc is formulated as a water-based suspension concentrate liquid containing 9.1% active 
ingredient. 

Mixing Instructions 
To mix Taurus sc termiticide I insecticide: 

1. Fill the tank 1/4 to 1/3 full with water. The filling hose must be equipped with an anti-backflow device 
or water flow must include an air gap to protect against back siphoning. 

2. Start the pump to begin by-pass agitation and place the end of the treating tool in the tank to allow 
circulation through the hose. 

3. Add the appropriate amount of Taurus SC required to prepare the desired dilution. 
4. Add the remaining water. 
5. Continue to run the pump allowing recirculation through the hose back into the tank until the Taurus 

sc is completely dispersed. 

• To mix a 0.06% dilution, add 0.8 fluid ounces of Taurus sc per gallon of finished dilution. 
• To mix a 0.09% dilution, add 1.2 fluid ounces of Taurus SC per gallon of finished dilution. 
• To mix a 0.125% dilution, add 1.6 fluid ounces of Taurus SC per gallon of finished dilution. 

Application Rates for Termiticide Use 
For most applications, use the 0.06% dilution and apply at a rate of 4 gallons of diluticr. ~z:- 10 linear ~cet 
per foot of depth. For example, for treatment of 10 linear feet with a four-foot deptti, use 4 x 4 (16) 
gallons per 10 linear feet. Do not apply at a concentration less than 0.06%. 
Use the higher concentrations (0.09% or 0.125%) in areas with severe termite pressl.lrc vr existing 
infestations. Apply the higher concentration at a rate of 4 gallons of solution per 10 linear feet per font •)f 
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depth. For example, for treatment of 10 linear feet with a four-foot depth, use 16 ( 4 x 4) gallons per 1 0 
linear feet. 
In dense soil that will not accept a volume of 4 gallons per linear foot per foot of depth, use the 0.125% 
dilution, and apply at a rate of 2 gallons per 10 linear feet per foot of depth. For example, for treatment of 
1 0 linear feet with a four-foot depth, use 8 (2 x 4) gallons per 10 linear feet. When using the lower volume 
of application, be careful to maintain a continuous treated zone. If application requires drilling, drill holes 
less than 12" apart to maintain a continuous treated zone. 

PRE-CONSTRUCTION TREATMENT 
In advance of treatment, applicators must notify the general contractor, construction superintendent, or 
other responsible personnel of the intended Taurus SC application and the intended sites of application. 
Applicators must instruct the person responsible to notify construction workers and other individuals on 
site to vacate the treatment area and not to return until Taurus SC has been absorbed into the soil. Do 
not apply at a dosage and/or concentration lower than 0.06% for applications up to and including 
installation of the final grade. 

General Information 
Pre-construction treatments include any treatment made during all phases of construction up to and 
including installation of the final grade. Establishing a thorough and complete horizontal and vertical 
treated zone will provide effective pre-construction termite control. 
When foundations are deeper than 4 feet, it is preferable to apply Taurus SC as the backfill is being 
replaced. If the backfill is already in place, the applicator must trench and rod into the trench or trench 
along the foundation walls, around pillars and other foundation elements, at the rate prescribed from 
grade to a minimum depth of 4 feet. When trenching in sloping or tiered soil, the trench must be stepped 
to ensure adequate distribution and to prevent Taurus SC from running out of the trench. When the top of 
the footing is exposed, the soil adjacent to the footing must be treated to a depth not to exceed the 
bottom of the footing. Never treat any structure below the footing. 

Concrete Slab (Including Monolithic, Floating and Supported Concrete Slabs) on Ground or in 
Basements and Crawl Spaces 
Horizontal treated zones: Apply an overall treatment of Taurus SC to the entire surface to be covered 
by the concrete slab. This includes living area, as well as carports, porches, basement floors, and any 
extended entrances. Apply this treatment at the rate of 1 to 1.5 gallons of finished dilution per 1 0 square 
feet using a coarse spray nozzle and low-pressure spray (less than 25 p.s.i.). Spray the dilution evenly 
and uniformly over the entire area to be treated. If the slab is not to be poured the same day as treatment, 
cover the treated soil with a waterproof barrier such as polyethylene sheeting. 
Vertical treated zones: Apply Taurus SC at a rate of 1 gallon of finished dilution per square foot around 
anything penetrating the slab such as utility service and plumbing lines. Apply Taurus SC at a rate of 4 
gallons of finished dilution per 10 linear feet per foot of depth along the inside and outside perimeter of 
foundation walls. The applicator must trench and rod into the trench or trench along the foundation walls 
and around pillars and other foundation elements. If the footing is more than 4 feet below grade, make 
this treatment to a minimum of 4 feet below grade. A trench need not be any wider than 6 inches. Treat 
the soil which will be replaced into the trench using a low-pressure spray (not more than 25 p.s.i. at the 
nozzle). When rodding from grade or from the bottom of a shallow trench, space the rod holes no more 
than 12 inches apart in a manner which will create a continuous treated zone. 
It is highly recommended that a complete horizontal treated zone be created prior to the slab pour. 
However, if the slab was poured before a horizontal treatment could be made, refer to the "Post
Construction" section of this label for alternate application instructions. 

Hollow Block Foundations or Voids 
Create a continuous treatment zone by treating hollow block foundations or voids in masonry restir.; atcp 
the footing. If voids in the masonry elements are· not openly accessible, ·drill and treat i11tc. these voids by 
applying 2 gallons of finished dilution per 10 linear feet of footing using a nozzle pres~ure or 25 p.,.;.i. o. 
lower. When using this treatment, drill the access holes as close to the footing as is prar.lle;c.l. Drilling 
below the sill plate is acceptable. Applicators must examine the treated areas of voids in 01ock or rui.Jbie 
foundation walls closely for possible runoff as a precaution against application leakage. Mer.hanical 
alteration to some areas may be required before a treatment can be made. Other areas may not be 
treatable. 
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e· e 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
label must be cleaned up before leaving ttie application site. Do not allow people or pets to come in 
contact with contaminated areas or allow tliem to reoccupy the treatment site until the clean up is 
completed. 
Not for use in voids insulated with rigid foam. 

Use with Other Products 
When a borate-based termite control product has been chosen as the primary pre-construction treatment 
for subterranean termites and is applied in accordance with the directions for use on the borate product's 
label, Taurus SC may be used as an exterior perimeter pre-construction treatment. For an exterior 
perimeter pre-cOnstruction treatment, Taurus SC must be applied in such a way as to create a continuous 
treated zone along the exterior foundation of the structure. A complete and thorough horizontal pre
construction treatment with Taurus SC under the concrete slab is optional. 
Taurus SC may also be applied to critical areas of the interior of the structure including around plumbing 
or utility services penetrating floors, bath and I or shower traps, or along concrete expansion joints, and 
other areas of known or suspected termite activity. 
Refer to the "POST-CONSTRUCTION EXTERIOR PERIMETER I LOCALIZED INTERIOR (EP I U) 
STRUCTURAL TERMITE TREATMENr section of this label for instructions on applications to the 
exterior perimeter of a structure and to critical areas in the interior of the structure. 

POST-CONSTRUCTION CONVENTIONAL STRUCTURAL TERMITE TREATMENT 

General Information 
For applications of Taurus SC made after the final grade is installed to protect the structure from termite 
infestation and/or to control existing termite populations, the applicator must trench and rod into the 
trench or trench along the foundation walls, around pillars and other foundation elements, at the rate 
prescribed from grade to the top of the footing . When the footing is more than 4 feet below grade, treat to 
a minimum depth of four feet. The depth of treatment will vary depending on soil type, degree of 
compaction and location of termite activity. When the top of the footing is exposed, the soil adjacent to the 
footing must be treated to a depth not to exceed the bottom of the footing . Never treat any structure below 
the footing. 
To establish a complete exterior perimeter treatment zone along the foundation wall, drill any exterior 
concrete structures adjoining the foundation, such as patios, porches and sidewalks, and treat by sub
slab injection of Taurus SC finished dilution. 
Before treatment, locate and identify all heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits, and avoid contamination or damage to these structural 

.elements. 

Concrete Slab Over Soil (Including Monolithic, Floating and Supported Slabs) 

Exterior perimeter: Apply by trenching and redding into the trench or by trenching along the foundation 
walls at the rate of 4 gallons of finished dilution per 10 linear feet per foot of depth, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Trenches need not be wider than 6 
inches and must be a minimum of 6 inches deep or to the bottom of the footing. Never treat a structure 
below the footing. Space the rod holes no more than 12 inches apart in a manner which will create a 
continuous treated zone. Mix the finished dilution into the soil before replacing it into the trench. 

Sub-slab injection: Sub-slab injection treatments can be made from inside the structure, or in cas~c; 
where this is not possible, from the outside of the structure by drilling through the foundation as direct~ 
below. Before treatment, locate and identify all heating or air conditioning vents and ducts, water and 
sewer plumbing lines, electrical lines and conduits, and avoid contamination or damage to these 
structural elements. 
Vertical drilling I injection: Make treatments under the slab by drilling vertically through tha slab alon~ 
the interior perimeter of the foundation including the garage. Drill holes along all concrete expansion 
joints, cracks, plumbing and utility services penetrating the slab. Drill holes along interior partition W<fl•s
when there is clear evidence of termite activity or damage. Space all drill-holes no more then 12 inches 
apart in a manner which will create a continuous treated zone. Inject the finished dilution of Taurus SG 
into the drill-holes at a rate of 4 gallons per 10 linear feet per foot of depth. When making applicat:cr.t, 
use a lateral dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupied 
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• areas must be plugged with a non-cellulose material or covered with an impervious, non-cellulose 
material. 
Horizontal drilling I rodding I sub-slab injection from the exterior of the foundation: Use this 
technique to treat underneath the slab only when floors or interior design do not allow for treatment by 
vertical drilling. Care must be takel"! not to rod into heating or air conditioning vents and ducts, water and 
sewer plumbing lines, electrical lines and conduits. Use horizontal short redding practices to create a 
continuous treated zone into the soil proximal to the inside of the foundation wall. Angle drill-holes 
through the outside of the foundation to ensure deposition of Taurus SC below any existing heating 
ducts, water and sewer lines, or electrical conduits. Use horizontal long redding practices only when the 
areas to be treated underneath the slab are not accessible by vertical redding or horizontal short redding. 
Do not use long rods exceeding 20 feet. For all horizontal redding applications space drill-holes no more 
than 12 inches apart in a manner which will create a continuous treated zone. Inject the finished dilution 
of Taurus SC into the drill-holes a rate of 4 gallons per 10 linear feet per foot of depth. All holes must be 
plugged with a non-cellulose material or covered by and impervious, non-cellulose material. 

. Bath traps: Treat exposed soil or soil covered with tar or similar sealants beneath or around plumbing 
and/or drain pipe entry areas with a minimum of 1 gallon but not more than 4 gallons of finished dilution 
per square foot: It may be necessary to remove tar or sealant to ensure adequate soil penetration. Install 
an access door or inspection portar if one is not already present. After inspection and removal of all wood 
or cellulose debris, treat the soil by redding or drenching with the finished dilution of Taurus SC. 
Shower drains: To treat the soil beneath and adjacent to shower pan drains, drill through the slab 
adjacent to the shower pan and apply the finished dilution of Taurus SC by sub-slab injection. Foam can 
be used to maximize dispersion. Drill multiple access points adjacent to the drain, and use a directional 
dispersion tip to enhance the treatment of the soil beneath the drain. Treat with a minimum of 1 gallon but 
not more than 4 gallons of finished dilution per shower drain. Horizontal redding can be used to access 
and treat soil associated with the shower drain. 

Structures with French Drains and Sump Pumps 
In sites where French drains exist at the footer along the foundation perimeter, common in hollow block 
foundation structures, the soil must be dry before applications cim be made. Do not treat soil that is 
saturated or frozen. Do not make treatments while precipitation is occurring. To prevent seepage of 
finished dilution or damage to drains or tiles, do not rod through the slab any closer than 24 inches from 
French drains. Do not apply Taurus SC within 5 feet from the sump pump pit and pump. Do not drill 
through hollow block foundations that border French drains to prevent drainage or seepage from the 
block into the drains. 
Identify and locate French drains, then apply Taurus SC in the following manner: 

1) Unplug the sump pump. Inspect the sump pit for water. If no water is present, keep the sump 
pump unplugged while making the treatment. 

2) If water is in the pump pit, unplug the sump pump and remove four cups of water from the pit. 
Mark the water level. Wait 1 0 minutes then check the water level in the pit. If the water level has 
risen, there is too much seepage to make a treatment. If the water level has not risen, a treatment 
can be made as long as the sump pump remains unplugged. 

During application, check the sump pump pit every few minutes for the presence of termiticide dilution. If 
dilution is detected, stop the treatment immediately and remove all dilution from the pump pit before 
plugging the pump back in. Dispose of the dilution from the sump pump pit as directed by this label in the 
"Storage and Disposal" section. 

Basement Structures 

Exterior perimeter: Apply by trenching and redding into the trench or by trenching along the founc~t;C'n 
walls at the rate of 4 gallons of finished dilution of Taurus SC per 10 linear feet per foot of depth, or, if ~r.e 
footing is more than 4 feet below grade treat to a minimum depth of 4 feet. Trenches need not be v:ijer 
than 6 inches and must be a minimum of 6 inches deep or to the bottom of the footin8. Wt.~n trenching in 
sloping or tiered soil, the trench must be stepped to ensure adequate distribution and to pre:vent Tc.urus 
SC from running out of the trench. Never treat a structure below the footing. Space the ··oo iloles rlo tnvre 
than 12 inches apart in a manner which will create a continuous treated zone. Mix the fin1shed dii•Jtiull 
into the soil before replacing it into the trench. 
Inside perimeter: To treat under the basement floor slab, drill vertically through the slao along the imerior 
perimeter of the foundation. Drill holes along all concrete expansion joints, cracks, and any plumti~J cr 
utility services penetrating the slab. Drill holes along both sides of partition foundation walls, and around 
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• piers. Where there is clear evidence of termite activity in a non-foundation interior partition wall, drill holes 
through the slab adjacent to the wall along one side. Space all drill-holes no more than 12 inches apart in 
a manner which will create a continuous treated zone. Inject the finished dilution of Taurus SC into the 
drill-holes at the rate of 4 gallons per 1 0 linear feet per foot of depth. When making applications, use a 
lateral dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupied areas 
must be plugged with a non-cellulose material or covered with an impervious, non-cellulose material. 

Accessible Crawl Space Construction 
Before treatment tum off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat crawl spaces by applying a vertical Taurus SC termiticide treatment at the rate of 4 gallons of 
finished dilution per 10 linear feet per foot of depth from grade to the top of the footing, or, if the footing is 

- more than 4 feet below grade treat to a minimum depth of 4 feet. Apply by trenching, or by trenching and 
rodding into the trench. Treat both sides of foundation and around all piers and pipes. In areas where 
physical obstructions exist that prevent trenching, such as concrete walkways adjacent to the foundation, 
apply by redding alone. Where soil type and/or conditions make trenching impossible, apply by redding. 
When the top of the footing is exposed, treat the soil adjacent to the footing to a depth not to exceed the 
bottom of the footing . Read and follow the mixing directions in the "Mixing Instructions" section of this 
label when encountering soil types which will not accept the full application volume. 

• Rod holes and trenches must not extend beneath the bottom of the footing. 
• Space the rod holes no more than 12 inches apart in a manner which will create a continuous 

treated zone. 
• Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the 

bottom of the footing. When trenching in sloping or tiered soil, the trench must be stepped to 
ensure adequate distribution and to prevent Taurus SC from running out of the trench. Mix the 
finished dilution into the soil before replacing it into the trench. 

Inaccessible Crawl Space Construction 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
For any inaccessible interior areas, for example where the clearance between the floor joists and ground 
surfaces do no allow for operator access, excavate, if possible, and follow the instructions for accessible 
crawl spaces. When excavation is not possible, apply one or a combination of the following two methods: 

1) Establish a horizontal treated zone by applying 1 gallon of finished dilution of Taurus SC with a 
coarse application nozzle (e.g., Delavan Type RD Raindrop, RD-7 or larger, or Spraying Systems 
Co. 8011 OLP Teejet or comparable nozzle) per 10 square feet of soil surface using a nozzle 
pressure of less than 25 p.s.i. For any area which cannot be reached with the application wand, 
use one or more extension rods. Do not broadcast or power spray with high pressures. 

2) Establish a horizontal treated zone by drilling through the foundation wall or through the floor 
above and treat the soil adjacent to the foundation at a rate of 1 gallon of finished dilution of 
Taurus SC per 10 square feet. Drill spacing must not exceed 16 inches between drill-holes. 
Many states have smaller interval requirements so check state regulations before application. 
Treat the soil adjacent to foundation elements with short or long redding techniques without 
drilling if it is possible to reach the soil to be treated with the treatment tool. 

Hollow Block Foundations I Voids 
Establish a continuous treated zone in hollow block foundations or voids in masonry resting on top &f tl~e 
footing by drilling and treating into voids of multiple masonry elements of the structure to soil level if 11ut 
openly accessible, drill and treat into voids of masonry elements. Apply 2 gallons of finished dilution per 
10 linear feet of footing at a nozzle pressure of 25 p.s. i. or less. When making this tre3tm9n~. drill access 
holes as close as possible to the footing, below the level of the sill plate if necessary. Applicators '11l!St 
examine the treated areas for possible runoff as a precaution against application leaka~e. 1\.lechanical 
alteration to some areas may be required before a treatment can be made. Other areas may not be 
treatable. 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come ill 

. contact with contaminated areas until the clean up is completed. 
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• Not for use in voids insulated with rigid foam. 

Treatment of Structures with Wells or Cisterns 

Do not contaminate wells or cisterns. 
Do not apply Taurus SC within 5 feet of any well or cistern. Treat soil 5 to 10 feet from any well or cistern 
by backfill method only. Treat soil adjacent to water pipes within 3 feet of grade by backfill method only. 
Backfill method: 

1) Trench to remove the soil to be treated and place it into a wheelbarrow or onto heavy plastic 
sheeting or similar material. 

2) Treat the soil at a rate of 4 gallons of finished dilution of Taurus SC per 10 linear feet per foot of 
trench depth, or at a rate of 1 gallon -per cubic foot of soil. Mix the Taurus SC thoroughly into soil 
while taking care to prevent runoff or spillage. 

3) After the treated soil has completely absorbed the finished dilution of Taurus SC, put it back into 
the trench. 

Structures Adjacent to Wells I Cisterns and I or Other Bodies of Water 
Prior to application examine any structure with nearby sources of water such as wells, cisterns, ponds, 
streams or other bodies of water, then follow the treatment procedures described below. 

1) If the pipe(s) from the well enter the structure with 3 feet of grade, expose them is possible prior 
to treatment. Treat the soil adjacent to the water pipe(s) using the backfill method described 
above. 

2) Take precautions, prior to treatment, to limit the risk of Taurus SC being applied into subsurface 
drains which empty into any bodies of water, including evaluating whether treatment of the footer 
could result in contamination of subsurface drains. Take into consideration such factors as depth 
to the drain system, soil type and degree of soil compaction when determining the depth of 
treatment. 

3) Use the treated backfill method, when appropriate (e.g. , on the water side of the structure), to 
minimize off-site movement of Taurus SC. 

4) To minimize potential runoff of Taurus SC into non-target areas, apply a finished dilution of 
0.125% at a rate of 2 gallons per 1 0 linear feet per foot of depth. 

Plenum Construction 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat the soil exterior to the foundation walls according to the instructions in the "Accessible Crawl Space 
Construction" section of this label. 
Follow the instructions below for interior treatment of plenum structures that use a sealed under floor 
space to circulate heated or cooled air throughout the structure: 

1) Remove sealing fabric and anything on the sealing fabric to expose no more than an 18 inch 
width adjacent to all foundation structures, including foundation walls, interior piers, pipes and any 
other structures in contact with soil. Treat according to the instructions for exterior and interior 
treatment in the "Accessible Crawl Space Construction" section of this label. 

2) After the finished dilution of Taurus SC has been absorbed into the soil, return the sealing fabric 
and anything removed from the surface of the sealing fabric to their original pre-treatment 
positions. 

Foam Application 
When construction practices, soil subsidence, or other factors make it difficult to establish a contin'JO'J'3 
treated zone with conventional liquid application methods, supplement treat with the use of foam
generating equipment. Foam applications are useful in the treatment of filled stoops a;,j ~orches, 
chimney bases, into block voids, behind masonry or other veneers, and into stud wa;ls. Uti:ize · 
applications of dry foam only (a range of 15:1 to 50:1 expansion ratio) when treating llv;ti~ ;n stuc.; wc.l:3. 
Apply foam to wall voids where evidence of termite presence or damage exist or are suspected. 
Foam only treatments under slabs are appropriate when maximum horizontal coverage> 1S t:lesired l.t 
areas with no deep foundation or footing (for example: around plumbing entries and near settlement 
cracks in concrete slabs). Use both conventional liquid application and foam treatment in areas V! hP.re> 
both lateral spread and deeper vertical penetration of Taurus SC are desired. Effective treatment is highly 
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dependent on volume and amount of active ingredient. Apply at least 75% of the finished dilution of 
Taurus SC as a liquid treatment, then deliver the remaining 25% or less to the appropriate areas as a 
foam application. The total amount of product applied as a combined foam and liquid treatment should be 
equivalent to volume of Taurus SC liquid finished dilution required for a liquid application alone. Foam 
applications provide a good supplement to liquid applications in difficult to treat areas. 
Foam mixing Instructions: 
Prepare the desired finished dilution of Taurus SC, then mix with the manufacturer's recommended 
quantity of foaming agent in foaming equipment. Apply a sufficient volume of Taurus SC foam to establish 
a continuous treated zone at the rates recommended in this label for specific applications. When sufficient 
foam volume cannot be applied to achieve the recommended rate of Taurus SC ,supplement the 
treatment with additional liquid finished dilution to assure appropriate treatment volume and concentration 
in the treated area. 

• 1 gallon of finished dilution at a foam expansion ratio of 25:1 makes 25 gallons of foam. 
• 1.66 gallons of finished dilution at a foam expansion ratio of 15:1 makes 25 gallons of foam. 
• 2.5 gallons of finished dilution at a foam expansion ratio of 10:1 makes 25 gallons of foam. 
• 5 gallons of finished dilution at a foam expansion ratio of 5:1 makes 25 gallons of foam. 

POST -CONSTRUCTION EXTERIOR PERIMETER I LOCALIZED INTERIOR (EP I Ll) STRUCTURAL 
TERMITE TREATMENT- Not approved for use in Louisiana 

General Information 
This post-construction application of Taurus SC can be made after the final grade is installed to protect 
the structure from termite infestation and/or to control existing termite populations. This treatment method 
is designed to be non-invasive to the interior of the structure with the establishment of a continuous 
treated zone along the exterior of the foundation and only treating interior spaces where termite activity 
has been found. If you have questions regarding this treatment, consult the appropriate state agency. 
Termite activity is defined as the presence of one or more of the following signs of infestation: 

1) Alates (winged termites) have swarmed inside the structure. 
2) Live termites are found to be active within the structure. 
3) There is clear evidence of termite activity on or inside the structure such as the presence of mud 

tubes, galleries in wood. 
Do not apply Taurus SC finished dilution as perimeter I localized interior treatment at a concentration 
lower than 0.06% or at an application volume lower than those specified in the "Application Rates for 
Termiticide Use" section of this label. 

EXTERIOR PERIMETER TREATMENT 
To prevent termite infestation of a structure, exterior perimeter applications of Taurus SC must be made 
in a manner which will create a continuous treated zone. If situations are encountered where the soil will 
not" accept the full application volume recommended in the use directions below, read and follow the 
direction in the" Application Rates for Termiticide Use" section of this label. 

Concrete Slab on Ground (Including Monolithic, Floating and Supported Concrete Slabs) 
Apply along the exterior foundation perimeter by trenching and redding into the trench or by trenching at 
the rate of 4 gallons of finished dilution per 10 linear feet per foot of depth. Trenches need not be wider 
than 6 inches and must be a minimum of 6 inches deep or to the bottom of the footing. Space the rod 
holes no more than 12 inches apart in a manner which will create a continuous treated zone. Mix the 
finished dilution into the soil before replacing it into the trench. 
In areas where physical obstructions exist that prevent trenching, such as concrete walkways adjace11t to 
the foundation, apply by redding alone. Where soil type and/or conditions make trenching impossible. 
apply by redding. In order to establish a complete exterior perimeter treatment zone, drilling and sub-slab 
treatment will be necessary wherever adjoining concrete structures exist such as pati~s. j)o:-ches or 
sidewalks. For driveways, exterior drilling is necessary only around building supports or wall elemar.ts 
permanently located at driveway joints. Never treat a structure below the footing. 

Basement and Inaccessible Crawl Space Construction 
Apply along the exterior foundation perimeter by trenching and redding into the trench or by trenct,ing 
along the foundation walls at the rate of 4 gallons of finished dilution of Taurus SC per 10 linear fAet per 
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• foot of depth, or, if the footing is more than 4 feet below grade treat to a minimum depth of 4 feet. 
Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the bottom of 
the footing. When trenching in sloping or tiered soil, the trench must be stepped to ensure adequate 
distribution and to prevent Taurus SC from running out of the trench. Space the rod holes no more than 
12 inche~ apart in a manner which will create a continuous treated zone. Mix the finished dilution into the 
soil before replacing it into the trench. Never treat a structure below the footing. 
In areas where physical obstructions exist that prevent trenching, such as concrete walkways adjacent to 
the foundation, apply by rodding alone. Where soil type and/or conditions make trenching impossible, 
apply by rodding. In order to establish a complete exterior perimeter treatment zone, drilling and sub-slab 
treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or 
sidewalks. For driveways, exterior drilling is necessary only around building supports or wall elements 
permanently located at driveway joints. Never treat a structure below the footing. 
If termite activity is detected inside an inaccessible crawl space, the area must be treated. Make a 
localized interior treatment at the site of termite activity and extending at least 2 feet in both directions 
from the activity. Choose the appropriate application technique for treating inaccessible crawl space 
construction by referring to the "POST-CONSTRUCTION CONVENTIONAL STRUCTURAL TERMITE 
TREATMENr section of this label. 

Accessible Crawl Spaces 
Before treatment tum off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat crawl spaces by applying a vertical Taurus SC termiticide treatment at the rate of 4 gallons of 
finished. dilution per 10 linear feet per foot of depth from grade to the top of the footing, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Apply by trenching, or by trenching and 
rodding into the trench. Treat outside of foundation and around all piers and pipes. In areas where 
physical obstructions exist that prevent trenching, such as concrete walkways adjacent to the foundation , 
apply by rodding alone. Where soil type and/or conditions make trenching impossible, apply by rodding. 
When the top of the footing is exposed, treat the soil adjacent to the footing to a depth not to exceed the 
bottom of the footing. In order to establish a complete exterior perimeter treatment zone, drilling and sub
slab treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or 
sidewalks. If situations are encountered where the soil will not accept the full application volume 
recommended in the use directions below, read and follow the direction in the "Application Rates for 
Termiticide Use" section of this label. 

• Rod holes and trenches must not extend beneath the bottom of the footing. 
• Space the rod holes no more than 12 inches apart in a manner which will create a continuous 

treated zone. 
• . Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the 

bottom of the footing. When trenching in sloping or tiered soil, the trench must be stepped to 
ensure adequate distribution and to prevent Taurus SC from running out of the trench. Mix the. 
finished dilution into the soil before replacing it into the trench. 

Garages: Attached garage floors should be treated 

Sub-slab injection: Sub-slab injection treatments can be made from inside the garage, or in cases where 
this is not possible, from the outside of the structure by drilling through the foundation as directed below. 
Before treatment, locate and identify all heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits, and avoid contamination or damage to these structure! 
elements. 
Vertical drilling I injection: Make treatments under the slab by drilling vertically through the slab olen~ 
the interior perimeter of the garage foundation. Drill holes along all concrete expansion joints, crac:,:;, 
plumbing and utility services penetrating the slab. Drill holes along interior partition w.a;l::; vV'I ,en there !s 
clear evidence of termite activity or damage. Space all drill-holes no more than 12 ine;hes af)art in a 
manner which will create a continuous treated zone. Inject the finished dilution of Tauru-s Sl~ into (he a rill
holes at a rate of 4 gallons per 1 0 linear feet per foot of depth. When making applications, use a l~ (t~l al 
dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupied areas rnust 
be plugged with a non-cellulose material or covered with an impervious, non-cellulose material such as 
Portland cement. 
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Horizontal drilling I rodding I sub-slab injection from the exterior of the garage foundation: Use 
this technique to treat underneath the slab only when interior design do not allow for treatment by vertical 
drilling. Care must be taken not to rod into heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits. Use horizontal short rodding practices to create a continuous 
treated zone along the inside perimeter of the foundation. Angle drill-holes through the outside of the 
foundation to ensure deposition of Taurus SC below any existing heating ducts, water and sewer lines, or 
electrical conduits. Use horizontal long rodding practices only when the areas to be treated underneath 
the slab are not accessible by vertical rodding or horizontal short rodding. Do not use long rods exceeding 
20 feet. For all horizontal rodding applications space drill-holes no more than 12 inches apart in a manner 
which will create a continuous treated zone. Inject the finished dilution of Taurus SC into the drill-holes at 
rate of 4 gallons per 10 linear feet per foot of depth. All holes must be plugged with a non-cellulose 
material or covered by an impervious, non-cellulose material such as Portland cement. 

LOCALIZED INTERIOR TREATMENT 
As part of a complete treatment, targeted interior applications may be made to vulnerable areas such as 
around plumbing or utility services penetrating floors, bath and I or shower traps, or along concrete 
expansion joints or settlement cracks. 
If know termite activity exists in areas inside living spaces or in non-living spaces (such as crawl spaces, 
plenums etc.) of the structure, a localized interior treatment must be made at the immediate vicinity of the 
termite activity and radiating out at least 2 feet from the site in two or more directions. 

Hollow Block Foundations I Voids 
When termite activity is evident in or in the vicinity (within 2 feet) of hollow block foundations or voids in 
masonry resting on the footing, drill the wall adjacent to the evidence, if not openly accessible, and inject 
the finished· dilution of Taurus SC into the void at a rate of 2 gallons per 10 linear feet of footing using a 
nozzle of 25 p.s.i. or less. This localized interior treatment to hollow block must be made at the site of the 
termite activity and to areas above the termite activity. Treatment must be applied radiating out at least 2 
feet in two or more directions from the site of activity or along the wall pier or support post. Use of foam 
will maximize dispersion. When using this treatment, drill access hole below the sill plate as close as 
possible to the footing as is practical. 
Applicators must examine the treated areas of voids in block or rubble foundation walls closely for 
possible runoff as a precaution against application leakage. Mechanical alteration to some areas may be 
required before a treatment can be made. Other areas may not be treatable. 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas or allow them to reoccupy the treatment site until the clean up is 
completed. 
The drilled holes in commonly occupied areas must be plugged with a non-cellulose material or covered 
by an impervious, non-cellulose material such as Portland cement. 

Bath Traps 
If termite activity is evident within 2 feet of a bath trap, exposed soil or soil covered with tar or a similar 
sealant around plumbing and I or drainpipe entry areas must be treated. Tar or sealant may have to be 
removed to ensure adequate soil penetration. Install an access door or inspection portal if one is not 
already present. After all wood and cellulose debris is removed, treat the soil by rodding or drenching with 
a minimum of 1 gallon to a maximum of 4 gallons of finished dilution of Taurus SC per square foot. 

Shower Drains 
If termite activity is evident within 2 feet of a shower drain, soil beneath and adjacent to he drain nu1st h~ 
treated. Drill through the slab adjacent to the shower drain and apply the finished dilution of Tauru~ SC. by 
sub-slab injection to the soil below. Multiple access points may be drilled adjacent to the drain. Use> 'li 
foam will maximize dispersion. Use of a directional dispersion tip will further enhance t~3 t~catment of the 
soil beneath the drain. Treat the soil with a minimum of 1 gallon but no more than 4 gallons of fini3~ed 
dilution per shower drain. Horizontal rodding can also be used to access and treat so:l c.s.scciatee wit!"! a 
shower drain. 

Retreatment Instructions 
Annual retreatment of a structure is prohibited. Retreatment for subterranean termites can only b~ 
performed under the following circumstances: 
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1. There is clear evidence of re-infestation. 
2. There is disruption of the treated zone due to construction, excavation, or landscaping and I or 

there is evidence of the breakdown of termiticide treated zone in the soil. 
Treat these vulnerable or re-infested areas using a spot, partial or complete treatment in accordance with 
the application techniques described in this label. The timing and selection of retreatment type will vary 
depending on such factors as termite pressure, soil types and conditions, and other factors which may 
reduce the effectiveness of the treated zone. 

POSTS, POLES, WOODEN LANDSCAPE ORNAMENTATION 

Do not contaminate wells or cisterns. 

For preventative treatment: Create a continuous treatment zone in the soil around wooden posts, poles, 
fence posts, signs and landscaping ornamentation. Apply the finished dilution of Taurus SC at the rate of 
4 gallons per 10 linear feet per foot of depth. When performing the treatment at the time of installation, the 
finished dilution may be applied to the soil as it is replaced around the pole or post. The application 
should place termiticide to a depth of 6 inches below the bottom of posts, poles or other wooden objects 
in contact with soil. 
For a curative treatment: Treat previously installed wooden posts, poles, fence posts, signs and 
landscaping ornamentation with the finished dilution of Taurus SC by sub-surface injection or by gravity 
flow through holes made at the bottom of a trench around posts and poles. When trenching, the trench 
need not be wider than 6 inches and should be 6 inches deep. When sub-surface injecting, treat all sides 
to create a continuous treatment zone. Apply termiticide to a depth of 6 inches below the bottom of the 
wood. 

TERMITES ABOVE GROUND 

For Control of Termite Aerial Colonies or Drywood Termites 
To treat localized areas of wooden structures, apply the finished dilution of Taurus SC to wooden 
members I voids. To treat inaccessible areas, drill and inject the finished dilution into the damaged wood 
of void spaces with a crack and crevice injector. Foam application can also be made into void spaces. 
To treat termite carton nests in trees or building voids, inject the finished dilution of Taurus SC using a 
pointed injection tool. Multiple injection points to varying depths may be necessary. Physically remove 
carton nest material from building voids when such nests are found. 
After treatment, the applicator is required to check for leaks resulting in the deposition of Taurus SC in 
locations other than those prescribed on this label. When found, this material must be cleaned up before 
leaving the application site. Do not allow people or pets to come in contact with contaminated areas or 
allow them to reoccupy the treatment site until the clean up is completed. 
DO NOT TREAT FRUIT- OR NUT-BEARING TREES. 

DIRECTIONS FOR USE TO CONTROL PERIMETER PESTS 

USE RESTRICTIONS: 

• Only applicators wearing the personal protective equipment required by this produ{:t label may be 
in the area during application. 

• Do not treat within a distance of 1 foot out from the dripline of edible plants. 

• Do not contaminate public or private water supplies. 

• Do not apply to wasp or hornet nests if they are not attached to or within the 3tructure. 

• Do not make treatments during times of precipitation. 

• Do not allow residents, children, other people or pets into the treatment area until sprays have 
dried. After treatment, the applicator is required to check for leaks resulting in the deposi~i'J'l C'f 
treatment dilution in locations other than those prescribed in this label. When found, this material 
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must be cleaned prior to leaving the application site. Do not allow people or pets to contact 
contaminated areas or to reoccupy contaminated areas of the structure until clean up is 
completed. 

• Do not spray air conditioning units or intake vents. 

• Do not use indoors except for application into wall voids. 

• Do not exceed the maximum of two applications per year. 

• Do not apply to playground equipment and pet quarters. 

• Do not apply to applications to runoff or drip from treated surfaces. 

• Do not apply to boat houses, including their piers or pilings. 

• Do not apply within 5 feet of wells or cisterns. 

• Do not apply to French drains or other permeable drainage. 

• Doors and windows adjacent to application site must be closed during surface application. 

• Do not apply within 15 feet of bodies of fresh water; lakes, reservoirs, rivers, permanent streams, 
marshes, natural ponds and commercial fish ponds. A 15- foot buffer of uniform groundcover 
must exist between application zone and bodies of fresh water (uniform ground cover is defined 
as land which supports vegetation of greater than 2 inches in height throughout). 

• Do not apply within 60 feet of estuarine bodies of water. Estuarine water bodies are brackish, tidal 
water bodies such as bays, mouths of rivers, salt marshes and lagoons. 

PERiMETER PEST TREATMENT 

Use Taurus SC to kill and to provide residual control of the following pests: 
Ants (acrobat, Argentine, big-headed, carpenter, crazy, odorous, pavement, pharaoh, and thief) 

Use Taurus SC to kill the following pests: 
Asian lady beetles, darkling beetles 
Australian, Oriental, and smoky brown cockroaches 
Black widow, brown recluse, cellar, and hobo spiders 
Box-elder bugs, pill bugs 
Brown and dog ticks 
Centipedes 
Cluster flies 
European earwigs 
House crickets 
Millipedes 
Paper wasps* 
Silverfish 
Yellow jackets 
*Taurus SC is not a knockdown agent. 

Mixing Instructions 
For perimeter pest treatments mix a 0.06% spray dilution of Taurus SC by filling the tn~~trnP.nt tar.k 1/4 ~o 
1/3 full with water, then ad 0.8 fluid ounces of Taurus SC. The filling hose must be equip!)~d with an ant- . 
backflow device or the water flow must include an air gap to protect against back sip'l,.,.,irg. Add rnnr~ 
water to the tank while agitating to 1 gallon of finished dilution. 
Apply 0.06% of finished Taurus SC dilution as a low-pressure spray to the exterior of the structur'9 wh~re 
listed pests enter, trail around the structure or where they crawl and hide. Also apply around any exterior 
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• openings where listed pests could enter the ·structure such as around doors, windows, vents, pipes, 
foundation cracks or drilled holes. Make sure to treat the joint where exterior siding (wood, vinyl, 
aluminum or other similar materials) meets the cement, brick or block foundation. Treat anywhere 
electrical, cable or telephone wires enter the house. This treatment should be made as a general surface 
spray, crack and crevice spray, or a wall void application. Taurus SC may be applied as a foam treatment 
into wall voids to kill and I or control the above listed pests. 
Apply 2 quarts of 0.06% finished spray of Taurus SC per 160 linear feet. 
Refer to the "Foam Application" section of this label for specific foam mixing and application instructions. 
Except for foam applications made into wall voids, application is limited to an area 1 foot out from and 1 
foot up from were the ground meets the foundation. Do not exceed a maximum of 2 applications per year. 
Nests are found on the ground within 1 foot of the foundation may be treated. 
Vegetation touching the structure may offer a route for the entry of ants into the structure without coming 
into contact with the treatment; therefore, remove or prune away any shrubbery, bushes, and tree 
branches touching the structure. 

STORAGE AND DISPOSAL 
Do not contaminate water, food or feed by storage or disposal. 
Storage 
Store unused product in original container only,out of reach of children and animals. 
Pesticide Disposal 
Pesticide wastes are acutely hazardous. Improper disposal of excess pesticide is a violation of Federal 
law. If these wastes cannot be disposed of by use according to label instructions, contact your State 
Pesticide or Environmental Control Agency, or the Hazardous Waste representative at the nearest EPA 
Regional Office for guidance. 
Container Disposal 
Nonrefillable Container: Do not reuse or refill this container. Triple rinse or pressure rinse container 
(or equivalent) promptly after emptying; then offer for recycling, if available, or reconditioning, if 
approp~iate, or puncture and dispose of in a sanitary landfill, or by incineration, or by other procedures 
approved by state and local authorities. 
Triple rinse containers small enough to shake (capacity s 5 gallons) as follows: Empty the 

·remaining contents into application equipment or a mix tank and drain for 10 seconds after the flow 
begins to drip. Fill the container 1/4 full with water and recap. Shake for 10 seconds. Pour rinsate into 
application equipment or a mix tank, or store rinsate for later use or disposal. Drain for 1 0 seconds after 
the flow begins to drip. Repeat this procedure two more times. 
Pressure rinse as follows: Empty the remaining contents into application equipment or mix tank. Hold 
container upside down over application equipment or mix tank, or collect rinsate for later use or disposal. 
Insert pressure rinsing nozzle in the side of the container and rinse at about 40 PSI for at least 30 
seconds. Drain for 10 seconds after the flow begins to drip. 
In case of minor spills or leaks, soak up with sand, earth or other suitable material and dispose of as 
pesticide waste. 

WARRANTY STATEMENT 
Control Solutions, Inc. warrants that this product conforms to the chemical description on the label t:-Jercof 
and is reasonably fit for purposes stated on such label only when used in accordancH wi·t. .jirections 
under normal use conditions. It is impossible to eliminate all risks inherently associated with use c..f th;s 
product. Crop injury, ineffectiveness, or other unintended consequences may result oe-;ause of such 
factors as weather conditions, presence of other materials, or the manner of use or application, ell ot 
which are beyond the control of Control Solutions, Inc. To the extent consistent with applicable law, 
Control Solutions, Inc. shall in no event be liable for consequential, special, or indirect damages resulting 
from the use or handling of this product. All such risks shall be assumed by the Buyer. In additior. ~o the 
foregoing, no purchaser of this product (other than an end user) shall be entitled to any reimbursement for 
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• any loss suffered as a result of any suspension or cancellation of the registration for this product by the 
U.S. Environmental Protection Agency. Except, as expressly provided herein and to the extent consistent 
with applicable law, Control Solutions, Inc. makes no warranties, guarantees, or representations of any 
kind, either expressed or implied, or by usage of trade, statutory or otherwise, with regard to the product 
sold, including, but not limited to merchantability, fitness for a particular purpose, use or eligibility of the 
product for any particular trade usage. The exclusive remedy of any buyer or user of this product for any 
and all losses, injuries, or damage resulting from or in any way arising from the use, handling, or 
application of this product, whether in contract, warranty, tort, negligence, strict liability, or otherwise, shall 
be damages not exceeding the purchase price paid for this product or, at Control Solutions, Inc. election, 
the replacement of this product. 

Optional Marketing Language: 

• 78 oz. makes 1 00 gallons (for use on 78 oz container) 
• 20 oz. makes 25 gallons (for use on 20 oz container) 
• Contains Fipronil, the same active used in Termidor® SC 

**Taurus™ SC is not manufactured by or distributed by BASF. Termidor® SC is a registered 
trademark of BASF. 
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Taurus SC 
Termiticide /Insecticide 

For sale to, use and storage only by individuals/firms licensed or registered by the state to apply 
termiticide and/or general pest control products. 

Active Ingredient 
*Fipronil ......... ......... .......... ... .... ........ ... 9.1% 

Other Ingredients .. . . .. . .. . .. . .. . .. .. . ... .. . . .. . .. .. . . .. . . . .. . . . . . .. .. . . .. . 90.9% 
100.0% 

*( 5-amino-1-(2, 6-dichloro-4-(trifluoromethyl)phenyl)-4-( ( 1 , R, S )-(trifluoromethyl)sulfinyi)-1-H-pyrazole-3-
carbonitrile) 

Taurus SC termiticide I insecticide contains 0.8 pounds active ingredient per gallon. 

KEEP OUT OF REACH OF CHILDREN 

Caution/Precauci6n 
Si usted no entiende Ia etiqueta, busque a alguien para que Ia explique a usted en detalle. (If you do not 

understand the label, find someone to explain it to you in detail.) 

(See attached label for additional precautionary information and complete Directions for Use). 

EPA Reg. No. 53883-279 

Control Solutions, Inc. 
5903 Genoa-Red Bluff 
Pasadena, TX 77507-1041 

Net Contents: 

EPA Est. No. 53883-TX-002 

FIRST AID 
Have the product container or label with you when calling a poison control center or doctor, or going for 
treatment. 
If swallowed: • 

• 
• 

Call a Poison Control Center or doctor immediately for treatment advice . 
Have person sip a glass of water if able to swallow . 
Do not induce vomiting unless told to do so by a poison control center or 
doctor. 

f-o.,------.,,-;--,---t----• ___,D::-=,o,.:.n:..:o:o.t-='"' giiv.::ec.:a=n· hin b mouth to an unconscious erson. 
If on skin or • Take off contaminated clothing. 
clothing: • Rinse skin immediately with plenty of water for 15-20 minutes. 

f-o;;:-;-;;----,,--,,----t----• _C:::.:=-a:.:.ll.::aJP:..:<O:.::is::.:o:.:.n:...::control center or doctor for treatment advice. 
If inhaled: • Move person to fresh air. 

If person is not breathing, call 911 or an ambulance, then give artificial 
respiration, preferably by mouth-to-mouth, if possible. 

f-o;;:-;------t----=-• _C::::.::a:.:.ll.::aJP:..:<O:.::iS::.:O:.:.n:...::control center or doctor for treatment advice. 
If in eyes: • Hold eye open and rinse slowly and gently with water for 15-20 minutes. 

• 

Remove contact lenses, if present, after the first 5 minutes, then continue 
rinsing eye. 

I-;-;,.-;--,.--;;;:;--.-.-'--:;:;-.:..• ---.-c=a:.:.ll.::aJP:..:<o:.:;is:;;o:.:.n:...::control center or doctor for treatment advice. 
Note to Physician: There is no specific antidote. All treatment should be based on observed signs and 
symptoms of distress in the patient. Overexposure to materials other than this product may have 
occurred. In severe cases of overexposure by oral ingestion, lethargy, muscle tremors, and in extreme 
cases,J>ossiblv convulsions mav occur. 

1 -
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Have the product container or label with you when calling a poison control center or doctor, or 
going for treatment You may also contact SafetyCal~ (866) 897-8050 for emergency medical 
treatment information 

PRECAUTIONARY STATEMENTS 
Hazards to Humans and Domestic Animals 

Caution 
Hannful if swallowed, absorbed through skin or inhaled. Do not get in eyes, on skin or on clothing . Do not 
breathe spray mist. Wash thoroughly with soap and water after handling and before eating, drinking, 
chewing gum, or using tobacco. Remove and wash contaminated clothing before reuse. 

Personal Protective Equipment (PPE): 
All pesticide handlers (mixers, loaders, and applicators) must wear long-sleeved shirt and long pants, 
socks, shoes, and chemical-resistant gloves. All pesticide handlers must wear a dust/mist filtering 
respirator (MSHAINIOSH approval number prefix TC-21C), or a NIOSH approved respirator with any N, 
R, P or HE filter, when working in a non-ventilated space, including but not limited to crawl-spaces and 
basements. All pesticide handlers must wear protective eyewear (goggles, a faceshield, or safety glasses 
with front, brow, and temple protection) when working in a non-ventilated space, including but not limited 
to crawl-spaces and basements or when applying tennilicide by redding or sub-slab injection. 

User Safety Recommendations ~' 
Users should wash hands thoroughly with soap and water before eating, drinking, chewing gum, using 
tobacco or using the toilet. 
Remove contaminated clothing. Then wash body thoroughly with soap and water and put on clean I 
clothing. Wash clothing with detergent and hot water before reusing . 
Remove PPE immediately after handling this product. Wash outside of gloves before removing. Wash 
PPE before reusing. 

ENVIRONMENTAL HAZARDS 
This pesticide is toxic to birds, fish , and aquatic invertebrates. Do not apply directly to water, or to areas 
where surface water is present or to intertidal areas below the mean high water mark. Runoff from treated 
areas may be hazardous to aquatic organisms in neighboring areas. Care must be taken to avoid runoff. 
Do not contaminate water by cleaning equipment or disposal of wastes. Do not contaminate water when 
disposing of equipment washwaters. 

DIRECTIONS FOR USE 

It is violation of federal law to use this product in a manner inconsistent with its labeling. 
Read entire label before using this product. 
For sale to, use and storage only by individualslfinns licensed or registered by state to apply tenniticide 
and/or general pest control products. States may have more restrictive requirements regarding 
qualifications of persons using this product. Consult the structural pest control regulatory agency of your 
state prior to use of this product. 

USE RESTRICTIONS: 

DIRECTIONS FOR USE 
TO CONTROL TERMITES 

When treating adjacent to an existing structure, the applicator must check the area to be treated, and 
immediate adjacent areas of the structure, for visible and accessible cracks and holes to prevent any 
leaks or significant exposures to persons occupying the structure. People present or residing in the 
structure during application must be advised to remove their pets and themselves from the structure if 
they see any signs of leakage. After application, the applicator is required to check for leaks. All leaks 
resulting in the deposition of tenniticide in locations other than those prescribed on this label must be 
cleaned up prior to leaving the application site. Do not allow people or pets to contact contaminated areas 
or to reoccupy contaminated areas of the structure until the clean up is completed. 
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• Prior to drilling and treating through concrete structures, such as patios, porches, sidewalks and 
foundation slabs applicator should first determine that there are no habitable areas below that 
could be unintentionally contaminated by the treatment. 

• Only protected applicators wearing personal protective equipment as required by this product 
label may be in the area during application. 

• All holes in commonly occupied areas into which this termiticide I insecticide product has been 
applied must be plugged. Plugs must be of a non-cellulose material or covered by an impervious, 
non-cellulose material. 

• Do not apply finished dilution of this product until all heating/air conditioning ducts, air vents, 
plumbing pipes, sewer lines, floor drains, heating pipes and electrical lines/conduits are known 
and identified. Do not puncture or contaminate any of these. 

• Do not treat within a distance of one foot out from the drip line of edible plants. 

• Do not contaminate public and private water supplies. 

• Do not make treatments while precipitation is occurring. 

• Do not treat soil that is water-saturated or frozen. 

• Use anti-backflow or air gap equipment with filling hoses. 

General Information 
When used in accordance with the directions in this label, this product provides effective prevention 
and/or control of subterranean termites. This product must be applied in manner which provides a 
continuous treated zone to effectively prevent termites from infesting wood . 
This product may only be applied by licensed technicians familiar with trenching, rodding, short rodding, 
sub-slab injection, low-pressure banded surface applications and foam delivery techniques. This product 
is a highly effective termiticide against a variety of subterranean termites including species of 
Reticu/itermes, Zootermopsis, Heterotermes, and Coptotermes. 
Taurus SC is formulated as a water-based suspension concentrate liquid containing 9.1% active 
ingredient. 

Mixing Instructions 
To mix Taurus SC termiticide I insecticide: 

1. Fill the tank 1/4 to 1/3 full with water. The filling hose must be equipped with an anti-backflow device 
or water flow must indude an air gap to protect against back siphoning. 

2. Start the pump to begin by-pass agitation and place the end of the treating tool in the tank to allow 
circulation through the hose. 

3. Add the appropriate amount of Taurus SC required to prepare the desired dilution. 
4. Add the remaining water. 
5. Continue to run the pump allowing recirculation through the hose back into the tank until the Taurus 

sc is completely dispersed. 

• To mix a 0.06% dilution, add 0.8 fluid ounces of Taurus sc per gallon of finished dilution. 
• To mix a 0.09% dilution, add 1.2 fluid ounces of Taurus SC per gallon of finished dilution. 

• .I~_!!l]~. !':.Q.Jl§ . .1_._~~-·~ _c;l!l.l!~~r1,_<!1Qc;I_ ~JLfM9. ~l.l!l.~~ -~f_T~~~l.l!i. ~~- R~f.g_<!~IQ.I)_~!_~!l.i~~~c;l_ 9_i!l.l!!C?!1.· ..•..• ---····{.._Forma __ tted __ : _H.;.igh_lig.=.h_t ___ '-----'--J 

Application Rates for Termiticide Use 
For most applications, use the 0.06% dilution and apply at a rate of 4 gallons of dilution per 10 linear feet 
per foot of depth. For example, for treatment of 10 linear feet with a four-foot depth, use 4 x 4 (16) 
gallons per 10 linear feet. Do not apply at a concentration less than 0.06%. 
Use the higher concentrations (0.09% or 0.125%) in areas with severe termite pressure or existing 
infestations. Apply the higher concentration at a rate of 4 gallons of solution per 10 linear feet per foot of 
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depth. For example, for treatment of 10 linear feet with a four-foot depth, use 16 (4 x 4) gallons per 10 
linear feet. 
In dense soil that will not accept a volume of 4 gallons per linear foot per foot of depth, use the 0.125% 
dilution, and apply at a rate of 2 gallons per 10 linear feet per foot of depth. For example, for treatment of 
1 0 linear feet with a four -foot depth, use 8 (2 x 4) gallons per 1 0 linear feet. When using the lower volume 
of application, be careful to maintain a continuous treated zone. If application requires drilling, drill holes 
less than 12" apart to maintain a continuous treated zone. 

PRE-CONSTRUCTION TREATMENT 
In advance of treatment, applicators must notify the general contractor, construction superintendent, or 
other responsible personnel of the intended Taurus SC application and the intended sites of application. 
Applicators must instruct the person responsible to notify construction workers and other individuals on 
site to vacate the treatment area and not to return until Taurus SC has been absorbed into the soil. Do 
not apply at a dosage and/or concentration lower than 0.06% for applications up to and including 
installation of the final grade. 

General Information 
Pre-construction treatments include any treatment made during all phases of construction up to and 
including installation of the final grade. Establishing a thorough and complete horizontal and vertical 
treated zone will provide effective pre-construction termite control. 
When foundations are deeper than 4 feet, it is preferable to apply Taurus SC as the backfill is being 
replaced. If the backfill is already in place, the applicator must trench and rod into the trench or trench 
along the foundation walls, around pillars and other foundation elements, at the rate prescribed from 
grade to a minimum depth of 4 feet. When trenching in sloping or tiered soil , the trench must be stepped 
to ensure adequate distribution and to prevent Taurus SC from running out of the trench. When the top of 
the footing is exposed, the soil adjacent to the footing must be treated to a depth not to exceed the 
bottom of the footing. Never treat any structure below the footing . 

Concrete Slab (Including Monolithic, Floating and Supported Concrete Slabs) on Ground or in 
Basements and Crawl Spaces 
Horizontal treated zones: Apply an overall treatment of Taurus SC to the entire surface to be covered 
by the concrete slab. This includes living area, as well as carports, porches, basement floors, and any 
extended entrances. Apply this treatment at the rate of 1 to 1.5 gallons of finished dilution per 10 square 
feet using a coarse spray nozzle and low-pressure spray (less than 25 p.s.i.). Spray the dilution evenly 
and uniformly over the entire area to be treated. If the slab is not to be poured the same day as treatment, 
cover the treated soil with a waterproof barrier such as polyethylene sheeting. 
Vertical treated zones: Apply Taurus SC at a rate of 1 gallon of finished dilution per square foot around 
anything penetrating the slab such as utility service and plumbing lines. Apply Taurus SCat a rate of 4 
gallons of finished dilution per 10 linear feet per foot of depth along the inside and outside perimeter of 
foundation walls. The applicator must trench and rod into the trench or trench along the foundation walls 
and around pillars and other foundation elements. If the footing is more than 4 feet below grade, make 
this treatment to a minimum of 4 feet below grade. A trench need not be any wider than 6 inches. Treat 
the soil which will be replaced into the trench using a low-pressure spray (not more than 25 p.s.i. at the 
nozzle). When rodding from grade or from the bottom of a shallow trench, space the rod holes no more 
than 12 inches apart in a manner which will create a continuous treated zone. 
It is highly recommended that a complete horizontal treated zone be created prior to the slab pour. 
However, if the slab was poured before a horizontal treatment could be made, refer to the "Post
Construction" section of this label for alternate application instructions. 

Hollow Block Foundations or Voids 
Create a continuous treatment zone by treating hollow block foundations or voids in masonry resting atop 
the footing . If voids in the masonry elements are not openly accessible, drill and treat into these voids by 
applying 2 gallons of finished dilution per 10 linear feet of footing using a nozzle pressure of 25 p.s.i. or 
lower. When using this treatment, drill the access holes as close to the footing as is practical. Drilling 
below the sill plate is acceptable. Applicators must examine the treated areas of voids in block or rubble 
foundation walls closely for possible runoff as a precaution against application leakage. Mechanical 
alteration to some areas may be required before a treatment can be made. Other areas may not be 
treatable. 
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All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas or allow them to reoccupy the treatment site until the clean up is 
completed. 
Not for use in voids Insulated with rigid foam. 

Use with Other Products 
When a borate-based termite control product has been chosen as the primary pre-construction treatment 
for subterranean termites and is applied in accordance with the directions for use on the borate product's 
label, Taurus SC may be used as an exterior perimeter pre-construction treatment. For an exterior 
perimeter pre-construction treatment, Taurus SC must be applied in such a way as to create a continuous 
treated zone along the exterior foundation of the structure. A complete and thorough horizontal pre
construction treatment with Taurus SC under the concrete slab is optional. 
Taurus SC may also be applied to critical areas of the interior of the structure including around plumbing 
or utility services penetrating floors, bath and I or shower traps, or along concrete expansion joints, and 
other areas of known or suspected termite activity. 
Refer to the "POST-CONSTRUCTION EXTERIOR PERIMETER I LOCALIZED INTERIOR (EP ILl) 
STRUCTURAL TERMITE TREATMENT" section of this label for instructions on applications to the 
exterior perimeter of a structure and to critical areas in the interior of the structure. 

POST -CONSTRUCTION CONVENTIONAL STRUCTURAL TERMITE TREATMENT 

General Information 
For applications of Taurus SC made after the final grade is installed to protect the structure from termite 
infestation and/or to control existing termite populations, the applicator must trench and rod into the 
trench or trench along the foundation walls, around pillars and other foundation elements, at the rate 
prescribed from grade to the top of the footing . When the footing is more than 4 feet below grade, treat to 
a minimum depth of four feet. The depth of treatment will vary depending on soil type, degree of 
compaction and location of termite activity. When the top of the footing is exposed, the soil adjacent to the 
footing must be treated to a depth not to exceed the bottom of the footing . Never treat any structure below 
the footing. 
To establish a complete exterior perimeter treatment zone along the foundation wall , drill any exterior 
concrete structures adjoining the foundation, such as patios, porches and sidewalks, and treat by sub
slab injection of Taurus SC finished dilution. 
Before treatment, locate and identify all heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits, and avoid contamination or damage to these structural 
elements. 

Concrete Slab Over Soil (Including Monolithic, Floating and Supported Slabs) 

Exterior perimeter: Apply by trenching and rodding into the trench or by trenching along the foundation 
walls at the rate of 4 gallons of finished dilution per 10 linear feet per foot of depth, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Trenches need not be wider than 6 
inches and must be a minimum of 6 inches deep or to the bottom of the footing . Never treat a structure 
below the footing. Space the rod holes no more than 12 inches apart in a manner which will create a 
continuous treated zone. Mix the finished dilution into the soil before replacing it into the trench. 

Sub-elab Injection: Sub-slab injection treatments can be made from inside the structure, or in cases 
where this is not possible, from the outside of the structure by drilling through the foundation as directed 
below. Before treatment, locate and identify all heating or air conditioning vents and ducts, water and 
sewer plumbing lines, electrical lines and conduits, and avoid contamination or damage to these 
structural elements. 
Vertical drilling /Injection: Make treatments under the slab by drilling vertically through the slab along 
the interior perimeter of the foundation including the garage. Drill holes along all concrete expansion 
joints, cracks, plumbing and utility services penetrating the slab. Drill holes along interior partition walls 
when there is clear evidence of termite activity or damage. Space all drill-holes no more than 12 inches 
apart in a manner which will create a continuous treated zone. Inject the finished dilution of Taurus SC 
into the drill-holes at a rate of 4 gallons per 10 linear feet per foot of depth. When making applications, 
use a lateral dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupied 
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areas must be plugged with a non-cellulose material or covered with an impervious, non-cellulose 
material. 
Horizontal drilling I rodding I sub-slab injection from the exterior of the foundation: Use this 
technique to treat underneath the slab only when floors or interior design do not allow for treatment by 
vertical drilling. Care must be taken not to rod into heating or air conditioning vents and ducts, water and 
sewer plumbing lines, electrical lines and conduits. Use horizontal short rodding practices to create a 
continuous treated zone into the soil proximal to the inside of the foundation wall. Angle drill-holes 
through the outside of the foundation to ensure deposition of Taurus SC below any existing heating 
ducts, water and sewer lines, or electrical conduits. Use horizontal long rodding practices only when the 
areas to be treated underneath the slab are not accessible by vertical rodding or horizontal short rodding. 
Do not use long rods exceeding 20 feet. For all horizontal rodding applications space drill-holes no more 
than 12 inches apart in a manner which will create a continuous treated zone. Inject the finished dilution 
of Taurus SC into the drill-holes a rate of 4 gallons per 1 0 linear feet per foot of depth. All holes must be 
plugged with a non-cellulose material or covered by and impervious, non-cellulose material. 
Bath traps: Treat exposed soil or soil covered with tar or similar sealants beneath or around plumbing 
and/or drain pipe entry areas with a minimum of 1 gallon but not more than 4 gallons of finished dilution 
per square foot. It may be necessary to remove tar or sealant to ensure adequate soil penetration. Install 
an access door or inspection portal if one is not already present. After inspection and removal of all wood 
or cellulose debris, treat the soil by rodding or drenching with the finished dilution of Taurus SC. 
Shower drains: To treat the soil beneath and adjacent to shower pan drains, drill through the slab 
adjacent to the shower pan and apply the finished dilution of Taurus SC by sub-slab injection. Foam can 
be used to maximize dispersion. Drill multiple access points adjacent to the drain, and use a directional 
dispersion tip to enhance the treatment of the soil beneath the drain. Treat with a minimum of 1 gallon but 
not more than 4 gallons of finished dilution per shower drain. Horizontal rodding can be used to access 
and treat soil associated with the shower drain. 

Structures with French Drains and Sump Pumps 
In sites where French drains exist at the footer along the foundation perimeter, common in hollow block 
foundation structures, the soil must be dry before applications can be made. Do not treat soil that is 
saturated or frozen. Do not make treatments while precipitation is occurring. To prevent seepage of 
finished dilution or damage to drains or tiles, do not rod through the slab any closer than 24 inches from 
French drains. Do not apply Taurus SC within 5 feet from the sump pump pit and pump. Do not drill 
through hollow block foundations that border French drains to prevent drainage or seepage from the 
block into the drains. 
Identify and locate French drains, then apply Taurus SC in the following manner: 

1) Unplug the sump pump. Inspect the sump pit for water. If no water is present, keep the sump 
pump unplugged while making the treatment. 

2) If water is in the pump pit, unplug the sump pump and remove four cups of water from the pit. 
Mark the water level. Wait 10 minutes then check the water level in the pit. If the water level has 
risen, there is too much seepage to make a treatment. If the water level has not risen, a treatment 
can be made as long as the sump pump remains unplugged. 

During application, check the sump pump pit every few minutes for the presence of termiticide dilution. If 
dilution is detected, stop the treatment immediately and remove all dilution from the pump pit before 
plugging the pump back in. Dispose of the dilution from the sump pump pit as directed by this label in the 
"Storage and Disposal" section. 

Basement Structures 

Exterior perimeter: Apply by trenching and rodding into the trench or by trenching along the foundation 
walls at the rate of 4 gallons of finished dilution of Taurus SC per 10 linear feet per foot of depth, or, if the 
footing is more than 4 feet below grade treat to a minimum depth of 4 feet. Trenches need not be wider 
than 6 inches and must be a minimum of 6 inches deep or to the bottom of the footing . When trenching in 
sloping or tiered soil, the trench must be stepped to ensure adequate distribution and to prevent Taurus 
SC from running out of the trench. Never treat a structure below the footing . Space the rod holes no more 
than 12 inches apart in a manner which will create a continuous treated zone. Mix the finished dilution 
into the soil before replacing it into the trench. 
Inside perimeter: To treat under the basement floor slab, drill vertically through the slab along the interior 
perimeter of the foundation. Drill holes along all concrete expansion joints, cracks, and any plumbing or 
utility services penetrating the slab. Drill holes along both sides of partition foundation walls, and around 
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piers. Where there is clear evidence of termite activity in a non-foundation interior partition wall , drill holes 
through the slab adjacent to the wall along one side. Space all drill-holes no more than 12 inches apart in 
a manner which will create a continuous treated zone. Inject the finished dilution of Taurus SCinto the 
drill-holes at the rate of 4 gallons per 10 linear feet per foot of depth. When making applications, use a 
lateral dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupied areas 
must be plugged with a non-cellulose material or covered with an impervious, non-cellulose material. 

Accessible Crawl Space Construction 
Before treatment tum off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not tum the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat crawl spaces by applying a vertical Taurus SC termiticide treatment at the rate of 4 gallons of 
finished dilution per 10 linear feet per foot of depth from grade to the top of the footing, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Apply by trenching, or by trenching and 
redding into the trench. Treat both sides of foundation and around all piers and pipes. In areas where 
physical obstructions exist that prevent trenching, such as concrete walkways adjacent to the foundation, 
apply by redding alone. Where soil type and/or conditions make trenching impossible, apply by redding . 
When the top of the footing is exposed, treat the soil adjacent to the footing to a depth not to exceed the 
bottom of the footing. Read and follow the mixing directions in the "Mixing Instructions" section of this 
label when encountering soil types which will not accept the full application volume. 

• Rod holes and trenches must not extend beneath the bottom of the footing . 
• Space the rod holes no more than 12 inches apart in a manner which will create a continuous 

treated zone. 
• Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the 

bottom of the footing. When trenching in sloping or tiered soil , the trench must be stepped to 
ensure adequate distribution and to prevent Taurus SC from running out of the trench. Mix the 
finished dilution into the soil before replacing it into the trench. 

Inaccessible Crawl Space Construction 
Before treatment tum off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not tum the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
For any inaccessible interior areas, for example where the clearance between the floor joists and ground 
surfaces do no allow for operator access, excavate, if possible, and follow the instructions for accessible 
crawl spaces. When excavation is not possible, apply one or a combination of the following two methods: 

1) Establish a horizontal treated zone by applying 1 gallon of finished dilution ofTaurus SC with a 
coarse application nozzle (e.g., Delavan Type RD Raindrop, RD-7 or larger, or Spraying Systems 
Co. 80110LP Teejet or comparable nozzle) per 10 square feet of soil surface using a nozzle 
pressure of less than 25 p.s.i. For any area which cannot be reached with the application wand, 
use one or more extension rods. Do not broadcast or power spray with high pressures. 

2) Establish a horizontal treated zone by drilling through the foundation wall or through the floor 
above and treat the soil adjacent to the foundation at a rate of 1 gallon of finished dilution of 
Taurus SC per 10 square feet. Drill spacing must not exceed 16 inches between drill-holes. 
Many states have smaller interval requirements so check state regulations before application. 
Treat the soil adjacent to foundation elements with short or long redding techniques without 
drilling if it is possible to reach the soil to be treated with the treatment tool. 

Hollow Block Foundations I Voids 
Establish a continuous treated zone in hollow block foundations or voids in masonry resting on top of the 
footing by drilling and treating into voids of multiple masonry elements of the structure to soil level. If not 
openly accessible, drill and treat into voids of masonry elements. Apply 2 gallons of finished dilution per 
10 linear feet of footing at a nozzle pressure of 25 p.s.i. or less. When making this treatment, drill access 
holes as close as possible to the footing, below the level of the sill plate if necessary. Applicators must 
examine the treated areas for possible runoff as a precaution against application leakage. Mechanical 
alteration to some areas may be required before a treatment can be made. Other areas may not be 
treatable. 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas until the clean up is completed. 
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Not for use in voids insulated with rigid foam. 

Treatment of Structures with Wells or Cisterns 

Do not contaminate wells or cisterns. 
Do not apply Taurus SC within 5 feet of any well or cistern. Treat soil 5 to 10 feet from any well or cistern 
by backfill method only. Treat soil adjacent to water pipes within 3 feet of grade by backfill method only. 
Backfill method: 

1) Trench to remove the soil to be treated and place it into a wheelbarrow or onto heavy plastic 
sheeting or similar material. 

2) Treat the soil at a rate of 4 gallons of finished dilution ofTaurus SC per 10 linear feet per foot of 
trench depth, or at a rate of 1 gallon per cubic foot of soil. Mix the Taurus SC thoroughly into soil 
while taking care to prevent runoff or spillage. 

3) After the treated soil has completely absorbed the finished dilution of Taurus SC, put it back into 
the trench. 

Structures Adjacent to Wells I Cisterns and I or Other Bodies of Water 
Prior to application examine any structure with nearby sources of water such as wells, cisterns, ponds, 
streams or other bodies of water, then follow the treatment procedures described below. 

1) If the pipe(s) from the well enter the structure with 3 feet of grade, expose them is possible prior 
to treatment. Treat the soil adjacent to the water pipe(s) using the backfill method described 
above. 

2) Take precautions, prior to treatment, to limit the risk of Taurus SC being applied into subsurface 
drains which empty into any bodies of water, including evaluating whether treatment of the footer 
could result in contamination of subsurface drains. Take into consideration such factors as depth 
to the drain system, soil type and degree of soil compaction when determining the depth of 
treatment. 

3) Use the treated backfill method, when appropriate (e.g., on the water side of the structure), to 
minimize off-site movement ofTaurus SC. 

4) To minimize potential runoff of Taurus SC into non-target areas, apply a finished dilution of 
0.125% at a rate of 2 gallons per 10 linear feet per foot of depth. 

Plenum Construction 
Before treatment tum off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not tum the air circulation system back on until the 
application of Taurus SC Is completed and has been absorbed into the soil. 
Treat the soil exterior to the foundation walls according to the instructions in the "Accessible Crawl Space 
Construction" section of this label. 
Follow the instructions below for interior treatment of plenum structures that use a sealed under floor 
space to circulate heated or cooled air throughout the structure: 

1) Remove sealing fabric and anything on the sealing fabric to expose no more than an 18 inch 
width adjacent to all foundation structures, including foundation walls, interior piers, pipes and any 
other structures in contact with soil. Treat according to the instructions for exterior and interior 
treatment in the "Accessible Crawl Space Construction" section of this label. 

2) After the finished dilution of Taurus SC has been absorbed into the soil , retum the sealing fabric 
and anything removed from the surface of the sealing fabric to their original pre-treatment 
positions. 

Foam Application 
When construction practices, soil subsidence, or other factors make it difficult to establish a continuous 
treated zone with conventional liquid application methods, supplement treat with the use of foam
generating equipment. Foam applications are useful in the treatment of filled stoops and porches, 
chimney bases, into block voids, behind masonry or other veneers, and into stud walls. Utilize 
applications of dry foam only (a range of 15:1 to 50:1 expansion ratio) when treating voids in stud walls. 
Apply foam to wall voids where evidence of termite presence or damage exist or are suspected. 
Foam only treatments under slabs are appropriate when maximum horizontal coverage is desired In 
areas with no deep foundation or footing (for example: around plumbing entries and near settlement 
cracks in concrete slabs). Use both conventional liquid application and foam treatment in areas where 
both lateral spread and deeper vertical penetration of Taurus SC are desired. Effective treatment is highly 
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dependent on volume and amount of active ingredient. Apply at least 75% of the finished dilution of 
Taurus SC as a liquid treatment, then deliver the remaining 25% or less to the appropriate areas as a 
foam application. The total amount of product applied as a combined foam and liquid treatment should be 
equivalent to volume of Taurus SC liquid finished dilution required for a liquid application alone. Foam 
applications provide a good supplement to liquid applications in difficult to treat areas. 
Foam mixing Instructions: 
Prepare the desired finished dilution of Taurus SC, then mix with the manufacturer's recommended 
quantity offoaming agent in foaming equipment. Apply a sufficient volume of Taurus SC foam to establish 
a continuous treated zone at the rates recommended in this label for specific applications. When sufficient 
foam volume cannot be applied to achieve the recommended rate of Taurus SC ,supplement the 
treatment with additional liquid finished dilution to assure appropriate treatment volume and concentration 
in the treated area. 

• 1 gallon of finished dilution at a foam expansion ratio of 25:1 makes 25 gallons of foam. 
• 1.66 gallons of finished dilution at a foam expansion ratio of 15:1 makes 25 gallons of foam. 
• 2.5 gallons of finished dilution at a foam expansion ratio of 10:1 makes 25 gallons of foam. 
• 5 gallons of finished dilution at a foam expansion ratio of 5:1 makes 25 gallons of foam . 

POST -CONSTRUCTION EXTERIOR PERIMETER I LOCALIZED INTERIOR (EP I Ll) STRUCTURAL 
TERMITE TREATMENT- Not approved for use in Louisiana 

General Information 
This post-construction application of Taurus SC can be made after the final grade is installed to protect 
the structure from termite infestation and/or to control existing termite populations. This treatment method 
is designed to be non-invasive to the interior of the structure with the establ ishment of a continuous 
treated zone along the exterior of the foundation and only treating interior spaces where termite activity 
has been found. If you have questions regarding this treatment, consult the appropriate state agency. 
Termite activity Is defined as the presence of one or more of the following signs of Infestation: 

1) Alates (winged termites) have swarmed inside the structure. 
2) Live termites are found to be active within the structure. 
3) There is clear evidence of termite activity on or inside the structure such as the presence of mud 

tubes, galleries in wood . 
Do not apply Taurus SC finished dilution as perimeter /localized interior treatment at a concentration 
lower than 0.06% or at an application volume lower than those specified in the "Application Rates for 
Termiticide Use" section of this label. 

EXTERIOR PERIMETER TREATMENT 
To prevent termite infestation of a structure, exterior perimeter applications of Taurus SC must be made 
in a manner which will create a continuous treated zone. If situations are encountered where the soil will 
not accept the full application volume recommended in the use directions below, read and follow the 
direction in the "Application Rates for Termiticide Use• section of this label. 

Concrete Slab on Ground (Including Monolithic, Floating and Supported Concrete Slabs) 
Apply along the exterior foundation perimeter by trenching and rodding into the trench or by trenching at 
the rate of 4 gallons of finished dilution per 10 linear feet per foot of depth. Trenches need not be wider 
than 6 inches and must be a minimum of 6 inches deep or to the bottom of the footing . Space the rod 
holes no more than 12 inches apart in a manner which will create a continuous treated zone. Mix the 
finished dilution into the soil before replacing it into the trench. 
In areas where physical obstructions exist that prevent trenching, such as concrete walkways adjacent to 
the foundation, apply by rodding alone. Where soil type and/or conditions make trenching impossible, 
apply by rodding. In order to establish a complete exterior perimeter treatment zone, drilling and sub-slab 
treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or 
sidewalks. For driveways, exterior drilling is necessary only around building supports or wall elements 
permanently located at driveway joints. Never treat a structure below the footing. 

Basement and Inaccessible Crawl Space Construction 
Apply along the exterior foundation perimeter by trenching and rodding into the trench or by trenching 
along the foundation walls at the rate of 4 gallons of finished dilution of Taurus SC per 10 linear feet per 
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foot of depth, or, if the footing is more than 4 feet below grade treat to a minimum depth of 4 feet. 
Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the bottom of 
the footing . When trenching in sloping or tiered soil , the trench must be stepped to ensure adequate 
distribution and to prevent Taurus SC from running out of the trench. Space the rod holes no more than 
12 inches apart in a manner which will create a continuous treated zone. Mix the finished dilution into the 
soil before replacing it into the trench. Never treat a structure below the footing. 
In areas where physical obstructions exist that prevent trenching , such as concrete walkways adjacent to 
the foundation, apply by rodding alone. Where soil type and/or conditions make trenching impossible, 
apply by rodding. In order to establish a complete exterior perimeter treatment zone, drilling and sub-slab 
treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or 
sidewalks. For driveways, exterior drilling is necessary only around building supports or wall elements 
permanently located at driveway joints. Never treat a structure below the footing . 
If termite activity is detected inside an inaccessible crawl space, the area must be treated. Make a 
localized interior treatment at the site of termite activity and extending at least 2 feet in both directions 
from the activity. Choose the appropriate application technique for treating inaccessible crawl space 
construction by referring to the "POST-CONSTRUCTION CONVENTIONAL STRUCTURAL TERMITE 
TREATMENT" section of this label. 

Accessible Crawl Spaces 
Before treatment tum off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not tum the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat crawl spaces by applying a vertical Taurus SC termiticide treatment at the rate of 4 gallons of 
finished dilution per 1 0 linear feet per foot of depth from grade to the top of the footing, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Apply by trenching, or by trenching and 
rodding into the trench. Treat outside of foundation and around all piers and pipes. In areas where 
physical obstructions exist that prevent trenching, such as concrete walkways adjacent to the foundation, 
apply by rodding alone. Where soil type and/or conditions make trenching impossible, apply by rodding . 
When the top of the footing is exposed, treat the soil adjacent to the footing to a depth not to exceed the 
bottom of the footing . In order to establish a complete exterior perimeter treatment zone, drilling and sub
slab treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or 
sidewalks. If situations are encountered where the soil will not accept the full application volume 
recommended in the use directions below, read and follow the direction in the "Application Rates for 
Termiticide Use" section of this label. 

• Rod holes and trenches must not extend beneath the bottom of the footing. 
• Space the rod holes no more than 12 inches apart in a manner which will create a continuous 

treated zone. 
• Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the 

bottom of the footing. When trenching in sloping or tiered soil , the trench must be stepped to 
ensure adequate distribution and to prevent Taurus SC from running out of the trench. Mix the 
finished dilution into the soil before replacing it into the trench. 

Garages: Attached garage floors should be treated 

Sub-slab injection: Sub-slab injection treatments can be made from inside the garage, or in cases where 
this is not possible, from the outside of the structure by drilling through the foundation as directed below. 
Before treatment, locate and identify all heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits, and avoid contamination or damage to these structural 
elements. 
Vertical drilling /Injection: Make treatments under the slab by drilling vertically through the slab along 
the interior perimeter of the garage foundation. Drill holes along all concrete expansion joints, cracks, 
plumbing and utility services penetrating the slab. Drill holes along interior partition walls when there is 
clear evidence of termite activity or damage. Space all drill-holes no more than 12 inches apart in a 
manner which will create a continuous treated zone. Inject the finished dilution of Taurus SC into the drill
holes at a rate of 4 gallons per 10 linear feet per foot of depth. When making applications, use a lateral 
dispersal nozzle to achieve the best results . After treatment, all holes in commonly occupied areas must 
be plugged with a non-cellulose material or covered with an impervious, non-cellulose material such as 
Portland cement. 
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Horizontal drilling I rodding I sub-slab injection from the exterior of the garage foundation: Use 
this technique to treat underneath the slab only when interior design do not allow for treatment by vertical 
drilling. Care must be taken not to rod into heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits. Use horizontal short rodding practices to create a continuous 
treated zone along the inside perimeter of the foundation. Angle drill-holes through the outside of the 
foundation to ensure deposition of Taurus SC below any existing heating ducts, water and sewer lines, or 
electrical conduits. Use horizontal long rodding practices only when the areas to be treated underneath 
the slab are not accessible by vertical rodding or horizontal short rodding. Do not use long rods exceeding 
20 feet. For all horizontal rodding applications space drill-holes no more than 12 inches apart in a manner 
which will create a continuous treated zone. Inject the finished dilution of Taurus SCinto the drill-holes at 
rate of 4 gallons per 10 linear feet per foot of depth. All holes must be plugged with a non-cellulose 
material or covered by an impervious, non-cellulose material such as Portland cement. 

LOCALIZED INTERIOR TREATMENT 
As part of a complete treatment, targeted interior applications may be made to vulnerable areas such as 
around plumbing or utility services penetrating floors, bath and I or shower traps, or along concrete 
expansion joints or settlement cracks. 
If know termite activity exists in areas inside living spaces or in non-living spaces (such as crawl spaces, 
plenums etc.) of the structure, a localized interior treatment must be made at the immediate vicinity of the 
termite activity and radiating out at least 2 feet from the site in two or more directions. 

Hollow Block Foundations I Voids 
When termite activity is evident in or in the vicinity (within 2 feet) of hollow block foundations or voids in 
masonry resting on the footing, drill the wall adjacent to the evidence, if not openly accessible, and inject 
the finished dilution of Taurus SC into the void at a rate of 2 gallons per 10 linear feet of footing using a 
nozzle of 25 p.s.i. or less. This localized interior treatment to hollow block must be made at the site of the 
termite activity and to areas above the termite activity. Treatment must be applied radiating out at least 2 
feet in two or more directions from the site of activity or along the wall pier or support post. Use of foam 
will maximize dispersion. When using this treatment, drill access hole below the sill plate as close as 
possible to the footing as is practical. 
Applicators must examine the treated areas of voids in block or rubble foundation walls closely for 
possible runoff as a precaution against application leakage. Mechanical alteration to some areas may be 
required before a treatment can be made. Other areas may not be treatable. 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas or allow them to reoccupy the treatment site until the clean up is 
completed. 
The drilled holes in commonly occupied areas must be plugged with a non-cellulose material or covered 
by an impervious, non-cellulose material such as Portland cement. 

Bath Traps 
If termite activity is evident within 2 feet of a bath trap, exposed soil or soil covered with tar or a similar 
sealant around plumbing and I or drainpipe entry areas must be treated. Tar or sealant may have to be 
removed to ensure adequate soil penetration. Install an access door or inspection portal if one is not 
already present. After all wood and cellulose debris is removed, treat the soil by rodding or drenching with 
a minimum of 1 gallon to a maximum of 4 gallons of finished dilution of Taurus SC per square foot. 

Shower Drains 
If termite activity is evident within 2 feet of a shower drain, soil beneath and adjacent to he drain must be 
treated. Drill through the slab adjacent to the shower drain and apply the finished dilution of Taurus SC by 
sub-slab injection to the soil below. Multiple access points may be drilled adjacent to the drain. Use of 
foam will maximize dispersion. Use of a directional dispersion tip will further enhance the treatment of the 
soil beneath the drain. Treat the soil with a minimum of 1 gallon but no more than 4 gallons of finished 
dilution per shower drain. Horizontal rodding can also be used to access and treat soil associated with a 
shower drain. 

Retreatrnent Instructions 
Annual retreatment of a structure is prohibited. Retreatment for subterranean termites can only be 
performed under the following circumstances: 
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1. There is clear evidence of re-infestation. 
2. There is disruption of the treated zone due to construction, excavation, or landscaping and I or 

there is evidence of the breakdown of termiticide treated zone in the soil. 
Treat these vulnerable or re-infested areas using a spot, partial or complete treatment in accordance with 
the application techniques described in this label. The timing and selection of retreatment type will vary 
depending on such factors as termite pressure, soil types and conditions, and other factors which may 
reduce the effectiveness of the treated zone. 

POSTS, POLES, WOODEN LANDSCAPE ORNAMENTATION 

Do not contaminate wells or cisterns. 

For preventative treatment: Create a continuous treatment zone in the soil around wooden posts, poles, 
fence posts, signs and landscaping ornamentation. Apply the finished dilution of Taurus SC at the rate of 
4 gallons per 10 linear feet per foot of depth. When performing the treatment at the time of installation, the 
finished dilution may be applied to the soil as it is replaced around the pole or post. The application 
should place termiticide to a depth of 6 inches below the bottom of posts, poles or other wooden objects 
in contact with soil. 
For a curative treatment: Treat previously installed wooden posts, poles, fence posts, signs and 
landscaping ornamentation with the finished dilution of Taurus SC by sub-surface injection or by gravity 
flow through holes made at the bottom of a trench around posts and poles. When trenching, the trench 
need not be wider than 6 inches and should be 6 inches deep. When sub-surface injecting, treat all sides 
to create a continuous treatment zone. Apply termiticide to a depth of 6 inches below the bottom of the 
wood. 

TERMITES ABOVE GROUND 

For Control of Termite Aerial Colonies or Drywood Termites 
To treat localized areas of wooden structures, apply the finished dilution of Taurus SC to wooden 
members I voids. To treat inaccessible areas, drill and inject the finished dilution into the damaged wood 
of void spaces with a crack and crevice injector. Foam application can also be made into void spaces. 
To treat termite carton nests in trees or building voids, inject the finished dilution of Taurus SC using a 
pointed injection tool. Multiple injection points to varying depths may be necessary. Physically remove 
carton nest material from building voids when such nests are found . 
After treatment, the applicator is required to check for leaks resulting in the deposition of Taurus SC in 
locations other than those prescribed on this label. When found , this material must be cleaned up before 
leaving the application site. Do not allow people or pets to come in contact with contaminated areas or 
allow them to reoccupy the treatment site until the clean up is completed. 
DO NOT TREAT FRUIT- OR NUT-BEARING TREES. 

DIRECTIONS FOR USE TO CONTROL PERIMETER PESTS 

USE RESTRICTIONS: 

• Only applicators wearing the personal protective equipment required by this product label may be 
in the area during application. 

• Do not treat within a distance of 1 foot out from the dripline of edible plants. 

• Do not contaminate public or private water supplies. 

• Do not apply to wasp or hornet nests if they are not attached to or within the structure. 

• Do not make treatments during times of precipitation . 

• Do not allow residents, children, other people or pets into the treatment area until sprays have 
dried. After treatment, the applicator is required to check for leaks resulting in the deposition of 
treatment dilution in locations other than those prescribed in this label. When found , this material 
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must be cleaned prior to leaving the application site. Do not allow people or pets to contact 
contaminated areas or to reoccupy contaminated areas of the structure until dean up is 
completed. 

• Do not spray air conditioning units or intake vents. 

• Do not use indoors except for application into wall voids. 

• Do not exceed the maximum of two applications per year. 

• Do not apply to playground equipment and pet quarters. 

• Do not apply to applications to runoff or drip from treated surfaces. 

• Do not apply to boat houses, including their piers or pilings. 

• Do not apply within 5 feet of wells or cisterns. 

• Do not apply to French drains or other permeable drainage. 

• Doors and windows adjacent to application site must be closed during surface application. 

• Do not apply within 15 feet of bodies of fresh water; lakes, reservoirs, rivers, permanent streams, 
marshes, natural ponds and commercial fish ponds. A 15- foot buffer of uniform groundcover 
must exist between application zone and bodies of fresh water (uniform ground cover is defined 
as land which supports vegetation of greater than 2 inches in height throughout). 

• Do not apply within 60 feet of estuarine bodies of water. Estuarine water bodies are brackish, tidal 
water bodies such as bays, mouths of rivers, salt marshes and lagoons. 

PERIMETER PEST TREATMENT 

Use Taurus SC to kill and to provide residual control of the following pests: 
Ants (acrobat, Argentine, big-headed, carpenter, crazy, odorous, pavement, pharaoh, and thief) 

Use Taurus SC to kill the following pests: 
Asian lady beetles, darkling beetles 
Australian, Oriental, and smoky brown cockroaches 
Black widow, brown reduse, cellar, and hobo spiders 
Box-elder bugs, pill bugs 
Brown and dog ticks 
Centipedes 
Cluster flies 
European earwigs 
House crickets 
Millipedes 
Paper wasps* 
Silverfish 
Yellow jackets 
*Taurus SC is not a knockdown agent. 

Mixing Instructions 
For perimeter pest treatments mix a 0.06% spray dilution of Taurus SC by filling the treatment tank 1/4 to 
1/3 full with water, then ad 0.8 fluid ounces of Taurus SC. The filling hose must be equipped with an ant
backflow device or the water flow must indude an air gap to protect against back siphoning . Add more 
water to the tank while agitating to 1 gallon of finished dilution. 
Apply 0.06% of finished Taurus SC dilution as a low-pressure spray to the exterior of the structure where 
listed pests enter, trail around the structure or where they crawl and hide. Also apply around any exterior 
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openings where listed pests could enter the structure such as around doors, windows, vents, pipes, 
foundation cracks or drilled holes. Make sure to treat the joint where exterior siding (wood, vinyl, 
aluminum or other similar materials) meets the cement, brick or block foundation . Treat anywhere 
electrical, cable or telephone wires enter the house. This treatment should be made as a general surface 
spray, crack and crevice spray, or a wall void application. Taurus SC may be applied as a foam treatment 
into wall voids to kill and I or control the above listed pests. 
Apply 2 quarts of 0.06% finished spray of Taurus SC per 160 linear feet. 
Refer to the "Foam Application" section of this label for specific foam mixing and application instructions. 
Except for foam applications made into wall voids, application is limited to an area 1 foot out from and 1 
foot up from were the ground meets the foundation. Do not exceed a maximum of 2 applications per year. 
Nests are found on the ground within 1 foot of the foundation may be treated . 
Vegetation touching the structure may offer a route for the entry of ants into the structure without coming 
into contact with the treatment; therefore, remove or prune away any shrubbery, bushes, and tree 
branches touching the structure. 

STORAGE AND DISPOSAL 
Do not contaminate water, food or feed by storage or disposal. 
Storage 
Store unused product in original container only,out of reach of children and animals. 
Pesticide Disposal 
Pesticide wastes are acutely hazardous. Improper disposal of excess pesticide is a violation of Federal 
law. If these wastes cannot be disposed of by use according to label instructions, contact your State 
Pesticide or Environmental Control Agency, or the Hazardous Waste representative at the nearest EPA 
Regional Office for guidance. 
Container Disposal 
Nonrefillable Container: Do not reuse or refill this container. Triple rinse or pressure rinse container 
(or equivalent) promptly after emptying; then offer for recycling , if available, or reconditioning, if 
appropriate, or puncture and dispose of in a sanitary landfill, or by incineration, or by other procedures 
approved by state and local authorities. 
Triple rinse containers small enough to shake (capacity S 5 gallons) as follows: Empty the 
remaining contents into application equipment or a mix tank and drain for 10 seconds after the flow 
begins to drip. Fill the container 1/4 full with water and recap. Shake for 10 seconds. Pour rinsate into 
application equipment or a mix tank, or store rinsate for later use or disposal. Drain for 10 seconds after 
the flow begins to drip. Repeat this procedure two more times. 
Pressure rinse as follows: Empty the remaining contents into application equipment or mix tank. Hold 
container upside down over application equipment or mix tank, or collect rinsate for later use or disposal. 
Insert pressure rinsing nozzle in the side of the container and rinse at about 40 PSI for at least 30 

In case of minor spills or leaks, soak up with sand , earth or other suitable material and dispose of as 

i 
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seconds. Drain for 10 seconds after the flow begins to drip. I! 
~pe~s~t~i~~·d~e~w~a~st=e~·----------------------------------------------------------------~ 

WARRANTY STATEMENT 
Control Solutions, Inc. warrants that this product conforms to the chemical description on the label thereof 
and is reasonably fit for purposes stated on such label only when used in accordance with directions 
under normal use conditions. It is impossible to eliminate all risks inherently associated with use of this 
product. Crop injury, ineffectiveness, or other unintended consequences may result because of such 
factors as weather conditions, presence of other materials, or the manner of use or application, all of 
which are beyond the control of Control Solutions, Inc. To the extent consistent with applicable law, 
Control Solutions, Inc. shall in no event be liable for consequential, special, or indirect damages resulting 
from the use or handling of this product. All such risks shall be assumed by the Buyer. In addition to the 
foregoing , no purchaser of this product (other than an end user) shall be entitled to any reimbursement for 
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.. • 
any loss suffered as a result of any suspension or cancellation of the registration for this product by the 
U.S. Environmental Protection Agency. Except, as expressly provided herein and to the extent consistent 
with applicable law, Control Solutions, Inc. makes no warranties, guarantees, or representations of any 
kind, either expressed or implied, or by usage of trade, statutory or otherwise, with regard to the product 
sold, including, but not limited to merchantability, fitness for a particular purpose, use or eligibility of the 
product for any particular trade usage. The exclusive remedy of any buyer or user of this product for any 
and all losses, injuries, or damage resulting from or in any way arising from the use, handling, or 
application of this product, whether in contract, warranty, tort, negligence, strict liability, or otherwise, shall 
be damages not exceeding the purchase price paid for this product or, at Control Solutions, Inc. election, 
the replacement of this product. 

Optional Marketing Language: 

• 78 oz. makes 100 gallons (for use on 78 oz container) 
20 oz. makes 25 gallons (for use on 20 oz container) 

• Contains Fipronil, the same active used in Termidor® SC 
**Taurusn.t SC is not manufactured by or distributed by BASF. Terrnidol® SC is a registered 

trademark of BASF. 
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May 13,2011 

Document Processing Desk (Final Labeling) 
Office of Pesticide Programs (7504P) 
U.S. Environmental Protection Agency . ,,, ""· 
Room S-4900, One Potomac Yard 
2777 S. Crystal Drive 
Arlington, VA 22202-4501 

Attn: Richard Gebken 
Product Manager (1 0) ." _; · 

. ·. ,: 

RE: Final labeling for: 
Taurus SC, EPA" Reg. No. 53883-279 

Dear Sir or Madam: 

OL 
SOLUTIONS 
incorporated 

Enclosed please find 2 copies of final labeling as instructed per your Notice of 
Registration dated 4-20-11. 

Should you have any questions or need additional information for this submission, 
please do not hesitate to contact us at the address or phone/fax numbers listed 
below. 

Sincerely, 

Amy Warren 
Regulatory Affairs Specialist II •••••• • • • • • • • • 

•••••• • • • • •• 
••••• • • • • ••••• 

5903 Genoa Red Bluff • Pasadena, TX 77507-1041 • www.controlsolutionsinc.com 
281-892-2500 • Fax 281-892-2501 • 800-242-5562 
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r---------------~-------------------- ~-~-------------

, .... I'Ntl. ,; ,_.,..,.,_~form. Form ... No. 2C' ........... ,&,...,,..,.. elmlr- :1-:18-95 

United States ~ Registration 
OPP Identifier Number 

&EPA Environmental Protection Agency Amendment 
Washington, DC 20460 Other 

Application for Paati\;1de - Section I 
1 . Company/Product Number 2. EPA Product Manager 3. Proposed Cla81ification 
53883-279 Richard Gebken 

DNona D Restricted 
4. Company/Product (Nama) PMI 
Taurus SC 10 

5. Name and Address of Applicant (Include ZIP Coda) 6. Expedited Reveiw. In accordance with FIFRA Section 3(c)(3) 

Control Solutions, Inc. (b)(i), my product is similar or identical in composition and labeling 

5903 Genoa-Red Bluff to: 

Pasadena, TX 77507-1041 EPA Reg. No. 

D Check if this is • new address Product Name 

Section II 

D Amendment· Explain below. ~ Final printed labels in repsonse to 
4-20-11 Agency latter dated 

D Rasubmission in response to Agency letter dated D •Me Too• Application. 

D Notification· Explain below. 
D 

Other· Explain below. 

Explanation: Use additional page(s) if necessary. (For section I end Section II.) 

Submission of final labeling 

Section - Ill 
1 Material This Product Will Be In: 

Child-Resistant Packaging Unit Packaging Water Soluble Packaging 2. Type of Container 
,...--

~ gM•~ t?j Yes Yes Yes 

No 7 No 
Plastic 

No Glass 

• c.tificlltlon must If ·Yes· No. per If ·Yes· No. per Paper 
Unit Packaging wgt. container Package wgt container Other (Specify) 

be submitted 
I 

3. Location of Net Contents Information 4. Size(s) Retail Container 5. Location of Label Directions 

lv'J Label l J Container 20 oz-250 gallon tote t::=::] on label 

8. Manner in Which Label i1 Affixed to Product t:.J Uthograph D Other 
Paper ~lued 
Stencied 

Section - IV_ 
1. Contact Point ·- directly for;,~ .... , w. of: • .1:. to be if necessary, to procas8 this ,} 

Name Title Telephone No. (lnclulle Area Coda) 
Amy Warren • • • 

Regulatory Affairs Specialist II .&!Qe.:wi-5562 •• • 
• • • • 

Certification • . : 8. Deta AAPiication 

I certify that the statements I have made on this form end all attachments thereto are true, accurate and conilffll.•: RtMM• 

I acknowledge that any knowlinglly false or misleading statement may be punishable by fine or Imprisonment or - • • • • tstavpecl) 
both under applicable law. ••••• • •• 

•·•'•"•'"N /KlJ~ 3 . Title : : • ••••• • • Regulatory Affairs Specialist II •••••• • 
....., • • 

4. Typed Name 5 . Date •••••• • 
Amy Warren 5-13-11 

' ' EPA Form 8670-1 (Rev. 3·941 PreVIous ed1t1ons are obsolete. White - EPA File Copy (original) Yelow • AHicant Copy 
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TAURUS™ sc::: H 
Termiticide I Insecticide 

For sale to, use and storage only by individuals/firms licensed or registered 
by the state to apply termiticide and/ or general pest control products. 
• Contains Fipronil, the same active used in TermidoiiD SC** 
Active Ingredient: . 
*Fipronil •••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 9.10/o 
Other Ingredients: •••••••..•...........•.•.....•.....••••••••••••••••....•....•.......•... 90.90/o 
lr()tCII: ••••••.••••••••.•....•..........••.......•..•••••••••••••••.•••............•....•••••••.••••• 100.0DJ'o 
*(5-amino-1-(2,6-dichloro-4-(trifluoromethyl)phenyl)-4-((1 ,R,S)-(trifluoromethyl) 
sulfinyi)-1-H-pyrazole-3-carbonitrile) 
TAURUS™ SC contains 0.81bs. active ingredient per gallon. 

KEEP OUT OF REACH OF CHILDREN 

CAUTION/PRECAUCION 
See attached label for additional precautionary information and 

complete Directions for Use. 

**TAURUS™ SC is not manufactured by or distributed by BASF. Termidor® SC is a 
registered trademark of BAS F. 

EPA Reg. N(). 53883-279 EPA Est. N(). 53883-lrX-002 

Control Solutions, Inc. 
5903 Genoa-Red Bluff 

Pasadena, TX 77507-1041 
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"' "' . . . 
!··: . ··! ··: FIRST AID 
• • ••••• 

Have the product container or label with you when calling a poison 
control center or doctor, or going for treatment. 
If • Call a Poison Control Center or doctor immediately for 
swallowed: treatment advice. 

• Have person sip a glass of water if able to swallow. 
• Do not induce vomiting unless told to do so by a poison 

control center or doctor. 
• Do not give anything by mouth to an unconscious person. 

If on skin • Take off contaminated clothing. 
or clothing: • Rinse skin immediately with plenty of water for 15-20 minutes. 

• Call a poison control center or doctor for treatment advice. 
If inhaled: • Move person to fresh air. 

• If person is not breathing, call9 1 1 or an ambulance, then give 
artificial respiration, preferably by mouth-to-mouth, if possible. 

• Call a poison control center or doctor for treatment advice. 
If in eyes: • Hold eye open and rinse slowly and gently with water for 

15-20 minutes. Remove contact lenses, if present after 
the first 5 minutes, then continue rinsing eye. 

• Call a poison control center or doctor for treatment advice. 
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'. .. 
Note to Physician: There is no specific antidote. Ad·trdathi~t should 

• ••• • • • 
be based on observed signs and symptoms of distress in the patient. 
Overexposure to materials other than this product may have occurred. 
In severe cases of overexposure by oral ingestion, lethargy, muscle 
tremors, and in extreme cases, possibly convulsions may occur. 
Have the product container or label with you when calling a 
poison control center or doctor, or going for treatment. You may 
also contact SafetyCall® (866) 897-8050 for emergency medical 
treatment information 

PRECAUTIONARY STATEMENTS 
Hazards to Humans and Domestic Animals 

Caution 
Harmful if swallowed, absorbed through skin or inhaled. Do not get in 
eyes, on skin or on clothing. Do not breathe spray mist. Wash thoroughly 
with soap and water after handling and before eating, drinking, chewing 
gum, or using tobacco. Remove and wash contaminated clothing before 
reuse. 

Personal Protective Equipment (PPE): 
All pesticide handlers (mixers, loaders, and applicators) must wear 
long-sleeved shirt and long pants, socks, shoes, and chemical-resistant 
gloves. All pesticide handlers must wear a dust/mist filtering respirator 
(MSHNNIOSH approval number prefix TC-21 C), or a NIOSH approved 
respirator with any N, R, P or HE filter, when working in a non-ventilated 
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space, intjlld1jjg ·o~t not limited to crawl-spaces and basements. All 
pesticide hindlers·must wear protective eyewear (goggles, a faceshield, 
or safety glasses with front, brow, and temple protection) when working 
in a non-ventilated space, including but not limited to crawl-spaces 
and basements or when applying termiticide by rodding or sub-slab 
injection. 

User Safety Recommendations 
Users should wash hands thoroughly with soap and water before 
eating, drinking, chewing gum, using tobacco or using the toilet. 
Remove contaminated clothing. Then wash body thoroughly with soap 
and water and put on clean clothing. Wash clothing with detergent and 
hot water before reusing. 
Remove PPE immediately after handling this product. Wash outside of 
gloves before removing. Wash PPE before reusing. 

,, 

ENVIRONMENTAL HAZARDS 
This pesticide is toxic to birds, fish, and aquatic invertebrates. Do not 
apply directly to water, or to areas where surface water is present or to 
intertidal areas below the mean high water mark. Runoff from treated 
areas may be hazardous to aquatic organisms in neighboring areas. 
Care must be taken to avoid runoff. Do not contaminate water by 
cleaning equipment or disposal of wastes. Do not contaminate water 
when disposing of equipment washwaters. 
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DIRECTIONS FOR USE ~·· :··· !··: • • • 

It is violation of federal law to use this product in a manner inconsistent 
with its labeling. 
Read entire label before using this product. 
For sale to, use and storage only by individuals/firms licensed or 
registered by state to apply termiticide and/or general pest control 
products. States may have more restrictive requirements regarding 
qualifications of persons using this product. Consult the structural pest 
control regulatory agency of your state prior to use of this product. 

DIRECTIONS FOR USE TO CONTROL TERMITES 
USE RESTRICTIONS: 
When treating adjacent to an existing structure, the applicator must check 
the area to be treated, and immediate adjacent areas of the structure, for 
visible and accessible cracks and holes to prevent any leaks or significant 
exposures to persons occupying the structure. People present or residing 
in the structure during application must be advised to remove their pets 
and themselves from the structure if they see any signs of leakage. After 
application, the applicator is required to check for leaks. All leaks resulting 
in the deposition of termiticide in locations other than those prescribed 
on this label must be cleaned up prior to leaving the application site. Do 
not allow people or pets to contact contaminated areas or to reoccupy 
contaminated areas of the structure until the clean up is completed. 
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•• • •••••• 
• Prior td.drRJiflg.·(lnd treating through concrete structures, such as 

patios, =pdrch~S';=sidewalks and foundation slabs applicator should 
first determine that there are no habitable areas below that could be 
unintentionally contaminated by the treatment. 

• Only protected applicators wearing personal protective equipment as 
required by this product label may be in the area during application. 

• All holes in commonly occupied areas into which this termiticide I 
insecticide product has been applied must be plugged. Plugs must be 
of a non-cellulose material or covered by an impervious, non-cellulose 
material. 

• Do not apply finished dilution of this product until all heating/air 
conditioning ducts, air vents, plumbing pipes, sewer lines, floor drains, 
heating pipes and electrical lines/conduits are known and identified. 
Do not puncture or contaminate any of these. 

• Do not treat within a distance of one foot out from the drip line of 
edible plants. 

• Do not contaminate public and private water supplies. 
• Do not make treatments while precipitation is occurring. 
• Do not treat soil that is water-saturated or frozen. 
• Use anti-backflow or air gap equipment with filling hoses. 
General Information 
When used in accordance with the directions in this label, this product 
provides effective prevention and/or control of subterranean termites. 
This product must be applied in manner which provides a continuous 
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.. ,. ... .. 
treated zone to effectively prevent termites from infe$hn~.WGo£1. 

• • • • 
This product may only be applied by licensed technicians familiar with 
trenching, rodding, short rodding, sub-slab injection, low-pressure 
banded surface applications and foam delivery techniques. This product 
is a highly effective termiticide against a variety of subterranean termites 
including species of Reticulitermes, Zootermopsis, Heterotermes, and 
Coptotermes. 
TAURUS SC is formulated as a water-based suspension concentrate 
liquid containing 9.1 o;o active ingredient. 

Mixing Instructions 
To mix TAURUS SC: 
1. Fill the tank 1/4 to 1/3 full with water. The filling hose must be 

equipped with an anti-backflow device or water flow must include an 
air gap to protect against back siphoning. 

2. Start the pump to begin by-pass agitation and place the end of the 
treating tool in the tank to allow circulation through the hose. 

3. Add the appropriate amount of TAURUS SC required to prepare the 
desired dilution. 

4. Add the remaining water. 
5. Continue to run the pump allowing recirculation through the hose 

back into the tank until the TAURUS SC is completely dispersed. 
• To mix a 0.060fo dilution, add 0.8 fluid ounces of TAURUS SC per 

gallon of finished dilution. 

7 

166



• • • • ••• •• •• • • •• • • • • • • • •• • • • • • • • • • • • • • ••• ••• • ••• • 

•• • •••••• 
• To mik.El :o .. PMt dilution, add 1.2 fluid ounces of TAURUS SC per 

gallori cif finished dilution. · 
• To mix a 1.250fo dilution, add 1.6 fluid ounces of TAURUS SC per 

gallon of finished dilution. 

Application Rates for Termiticide Use 
For most applications, use the 0.060fo dilution and apply at a rate of 4 
gallons of dilution per 10 linear feet per foot of depth. For example, for 
treatment of 10 linear feet with a four-foot depth, use 4 x 4 (16) gallons 
per 1 0 linear feet. Do not apply at a concentration less than 0.060fo. 

Use the higher concentrations (0.090fo or 0.1250fo) in areas with severe 
termite pressure or existing infestations. Apply the higher concentration 
at a rate of 4 gallons of solution per 10 linear feet per foot of depth. For 
example, for treatment of 10 linear feet with a four-foot depth, use 16 (4 
x 4) gallons per 1 0 linear feet. 
In dense soil that will not accept a volume of 4 gallons per linear foot per 
foot of depth, use the 0.1250fo dilution, and apply at a rate of 2 gallons 
per 10 linear feet per foot of depth. For example, for treatment of 10 
linear feet with a four-foot depth, use 8 (2 x 4) gallons per 10 linear feet. 
When using the lower volume of application, be careful to maintain a 
continuous treated zone. If application requires drilling, drill holes less 
than 12" apart to maintain a continuous treated zone. 
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PRE-CONSTRUCTION TREATMENT i::· i::: :::: 
• • • • 

In advance of treatment, applicators must notify the ·g·eneral contractor, 
construction superintendent, or other responsible personnel of the 
intended TAURUS SC application and the intended sites of application. 
Applicators must instruct the person responsible to notify construction 
workers and other individuals on site to vacate the treatment area 
and not to return until TAURUS SC has been absorbed into the soil. 
Do not apply at a dosage and/or concentration lower than 0.060fo for 
applications up to and including installation of the final grade. 
General Information 
Pre-construction treatments include any treatment made during all 
phases of construction up to and including installation of the final grade. 
Establishing a thorough and complete horizontal and vertical treated 
zone will provide effective pre-construction termite control. 
When foundations are deeper than 4 feet, it is preferable to apply 
TAURUS SC as the backfill is being replaced. If the backfill is already in 
place, the applicator must trench and rod into the trench or trench along 
the foundation walls, around pillars and other foundation elements, at 
the rate prescribed from grade to a minimum depth of 4 feet. When 
trenching in sloping or tiered soil, the trench must be stepped to ensure 
adequate distribution and to prevent TAURUS SC from running out of 
the trench. When the top of the footing is exposed, the soil adjacent to 
the footing must be treated to a depth not to exceed the bottom of the 
footing. Never treat any structure below the footing. 
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Concrete::sRiH •tlilcluding Monolithic, Floating and Supported 
• • • • Concrete· S1abs)·on Ground or in Basements and Crawl Spaces 

Horizontal treated zones: Apply an overall treatment of TAURUS SC 
to the entire surface to be covered by the concrete slab. This includes 
living area, as well as carports, porches, basement floors, and any 
extended entrances. Apply this treatment at the rate of 1 to 1.5 gallons 
of finished dilution per 10 square feet using a coarse spray nozzle and 
low-pressure spray (less than 25 p.s.i.). Spray the dilution evenly and 
uniformly over the entire area to be treated. If the slab is not to be poured 
the same day as treatment, cover the treated soil with a waterproof 
barrier such as polyethylene sheeting. 
Vertical treated zones: Apply TAURUS SC at a rate of 1 gallon of 
finished dilution per square foot around anything penetrating the slab 
such as utility service and plumbing lines. Apply TAURUS SCat a rate of 
4 gallons of finished dilution per 1 0 linear feet per foot of depth along the 
inside and outside perimeter of foundation walls. The applicator must 
trench and rod into the trench or trench along the foundation walls and 
around pillars and other foundation elements. If the footing is more than 
4 feet below grade, make this treatment to a minimum of 4 feet below 
grade. A trench need not be any wider than 6 inches. Treat the soil which 
will be replaced into the trench using a low-pressure spray (not more 
than 25 p.s.i. at the nozzle). When rod ding from grade or from the bottom 
of a shallow trench, space the rod holes no more than 12 inches apart in 
a manner which will create a continuous treated zone. 
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It is highly recommended that a complete horizon~· f.~tlte~ zone be 
created prior to the slab pour. However, if the slab \vas pdu~d before 
a horizontal treatment could be made, refer to the "Post-Construction" 
section of this label for alternate application instructions. 

Hollow Block Foundations or Voids 
Create a continuous treatment zone by treating hollow block foundations 
or voids in masonry resting atop the footing. If voids in the masonry 
elements are not openly accessible, drill and treat into these voids by 
applying 2 gallons of finished dilution per 10 linear feet of footing using 
a nozzle pressure of 25 p.s.i. or lower. When using this treatment, drill 
the access holes as close to the footing as is practical. Drilling below the 
sill plate is acceptable. Applicators must examine the treated areas of 
voids in block or rubble foundation walls closely for possible runoff as a 
precaution against application leakage. Mechanical alteration to some 
areas may be required before a treatment can be made. Other areas 
may not be treatable. 
All leaks resulting during the application of TAURUS SC in locations 
other than those prescribed on this label must be cleaned up before 
leaving the application site. Do not allow people or pets to come 
in contact with contaminated areas or allow them to reoccupy the 
treatment site until the clean up is completed. 
Not for use in voids insulated with rigid foam. 
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POST-CDNSiftlJCTION CONVENTIONAL STRUCTURAL 
TERM liETiiEAtM ENT 
General Information 
For applications of TAURus·sc made after the final grade is installed to 
protect the structure from termite infestation and/or to control existing 
termite populations, the applicator must trench and rod into the trench 
or trench along the foundation walls, around pillars and other foundation 
elements, at the rate prescribed from grade to the top of the footing. 
When the footing is more· than 4 feet below grade, treat to a minimum 
depth of four feet. The depth of treatment will vary depending on soil 
type, degree of compaction and location of termite activity. When the 
top of the footing is exposed, the soil adjacent to the footing must be 
treated to a depth not to exceed the bottom of the footing. Never treat 
any structure below the footing. 
To establish a complete exterior perimeter treatment zone along the 
foundation wall, drill any exterior concrete structures adjoining the 
foundation, such as patios, porches and sidewalks, and treat by sub
slab injection of TAURUS SC finished dilution. 
Before treatment, locate and identify all heating or air conditioning vents 
and ducts, water and sewer plumbing lines, electrical lines and conduits, 
and avoid contamination or damage to these structural elements. 
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•••• ••• •• 
Concrete Slab Over Soil (Including Monolitltie, :FIOOdng and 
Supported Slabs) : ... : : : 

Exterior perimeter: Apply by trenching and rodding into the trench 
or by trenching along the foundation walls at the rate of 4 gallons of 
finished dilution per 1 0 linear feet per foot of depth, or, if the footing 
is more than 4 feet below grade treat to a minimum depth of 4 feet. 
Trenches need not be wider than 6 inches and must be a minimum of 
6 inches deep or to the bottom of the footing. Never treat a structure 
below the footing. Space the rod holes no more than 12 inches apart in 
a manner which will create a continuous treated zone. Mix the finished 
dilution into the soil before replacing it into the trench. 
Sub-slab injection: Sub-slab injection treatments can be made 
from inside the structure, or in cases where this is not possible, from 
the outside of the structure by drilling through the foundation as 
directed below. Before treatment, locate and identify all heating or air 
conditioning vents and ducts, water and sewer plumbing lines, electrical 
lines and conduits, and avoid contamination or damage to these 
structural elements. 
Vertical drilling I injection: Make treatments under the slab by drilling 
vertically through the slab along the interior perimeter of the foundation 
including the garage. Drill holes along all concrete expansion joints, 
cracks, plumbing and utility services penetrating the slab. Drill holes 
along interior partition walls when there is clear evidence of termite 
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. . . . . .. . . . . . . . 
act1v1ty ot.datnil98i Space all dnll-holes no more than 12 1nches apart 1n 
a manner whicfrwrll create a continuous treated zone. Inject the finished 
dilution of TAURUS SC into the drill-holes at a rate of 4 gallons per 1 0 
linear feet per foot of depth. When making applications, use a lateral 
dispersal nozzle to achieve the best results. After treatment, all holes 
in commonly occupied areas must be plugged with a non-cellulose 
material or covered with an impervious, non-cellulose material. 
Horizontal drilling I rodding I sub-slab injection from the exterior 
of the foundation: Use this technique to treat underneath the slab only 
when floors or interior design do not allow for treatment by vertical drilling. 
Care must be taken not to rod into heating or air conditioning vents and 
ducts, water and sewer plumbing lines, electrical lines and conduits. Use 
horizontal short rodding practices to create a continuous treated zone 
into the soil proximal to the inside of the foundation wall. Angle drill-holes 
through the outside of the foundation to ensure deposition of TAURUS 
SC below any existing heating ducts, water and sewer lines, or electrical 
conduits. Use horizontal long rodding practices only when the areas to 
be treated underneath the slab are not accessible by vertical rodding or 
horizontal short rodding. Do not use long rods exceeding 20 feet. For all 
horizontal rodding applications space drill-holes no more than 12 inches 
apart in a manner which will create a continuous treated zone. Inject the 
finished dilution of TAURUS SC into the drill-holes a rate of 4 gallons per 
1 0 linear feet per foot of depth. All holes must be plugged with a non
cellulose material or covered by and impervious, non-cellulose material. 
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•••• ••• •• 
Bath traps: Treat exposed soil or soil covered with tar:er ~milbr!sealants 

• • • • 
beneath or around plumbing and/or drain pipe enTI'y· ar~as with a 
minimum of 1 gallon but not more than 4 gallons of finished dilution 
per square foot. It may be necessary to remove tar or sealant to ensure 
adequate soil penetration. Install an access door or inspection portal if 
one is not already present. After inspection and removal of all wood or 
cellulose debris, treat the soil by rodding or drenching with the finished 
dilution of TAURUS SC. 
Shower drains: To treat the soil beneath and adjacent to shower pan 
drains, drill through the slab adjacent to the shower pan and apply the 
finished dilution of TAURUS SC by sub-slab injection. Foam can be used 
to maximize dispersion. Drill multiple access points adjacent to the drain, 
and use a directional dispersion tip to enhance the treatment of the soil 
beneath the drain. Treat with a minimum of 1 gallon but not more than 4 
gallons of finished dilution per shower drain. Horizontal rodding can be 
used to access and treat soil associated with the shower drain. 

Structures with French Drains and Sump Pumps 
In sites where French . drains exist at the footer along the foundation 
perimeter, common in hollow block foundation structures, the soil must 
be dry before applications can be made. Do not treat soil that is saturated 
or frozen. Do not make treatments while precipitation is occurring. To 
prevent seepage of finished dilution or damage to drains or tiles, do 
not rod through the slab any closer than 24 inches from French drains. 
Do not apply TAURUS SC within 5 feet from the sump pump pit and 

15 

174



• • • • ••• •• •• • • •• • • • • • • • •• • • • • • • • • • • • • • ••• ••• • ••• • 

pump. Dti:a<Ji:~rAHthrough hollow block foundations that border French 
drains to=prev~nrrlrainage or seepage from the block into the drains. 
Identify and locate French drains, then apply TAURUS SC in the 
following manner: 
1. Unplug the sump pump. Inspect the sump pit for water. If no water 

is present, keep the sump pump unplugged while making the 
treatment. 

2. If water is in the pump pit, unplug the sump pump and remove four 
cups of water from the pit. Mark the water level. Wait 1 0 minutes 
then check the water level in the pit. If the water level has risen, 
there is too much seepage to make a treatment. If the water level 
has not risen, a treatment can be made as long as the sump pump 
remains unplugged. 

During application, check the sump pump pit every few minutes for the 
presence of termiticide dilution. If dilution is detected, stop the treatment 
immediately and remove all dilution from the pump pit before plugging 
the pump back in. Dispose of the dilution from the sump pump pit as 
directed by this label in the "Storage and Disposal" section. 
Basement Structures 
Exterior perimeter: Apply by trenching and rodding into the trench 
or by trenching along the foundation walls at the rate of 4 gallons of 
finished dilution of TAURUS SC per 10 linear feet per foot of depth, 
or, if the footing is more than 4 feet below grade treat to a minimum 
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•••• ••• •• 
depth of 4 feet. Trenches need not be wider than ~·ifldbes.and must 

• • • • 
be a minimum of 6 inches deep or to the bottom of tt1~ ·footirig. When 
trenching in sloping or tiered soil, the trench must be stepped to ensure 
adequate distribution and to prevent TAURUS SC from running out of 
the trench. Never treat a structure below the footing. Space the rod holes 
no more than 12 inches apart in a manner which will create a continuous 
treated zone. Mix the finished dilution into the soil before replacing it 
into the trench. 
Inside perimeter: To treat under the basement floor slab, drill vertically 
through the slab along the interior perimeter of the foundation. Drill 
holes along all concrete expansion joints, cracks, and any plumbing 
or utility services penetrating the slab. Drill holes along both sides 
of partition foundation walls, and around piers. Where there is clear 
evidence of termite activity in a non-foundation interior partition wall, 
drill holes through the slab adjacent to the wall along one side. Space all 
drill-holes no more than 12 inches apart in a manner which will create a 
continuous treated zone. Inject the finished dilution of TAURUS SC into 
the drill-holes at the rate of 4 gallons per 10 linear feet per foot of depth. 
When making applications, use a lateral dispersal nozzle to achieve the 
best results. After treatment, all holes in commonly occupied areas must 
be plugged with a non-cellulose material or covered with an impervious, 
non-cellulose material. 
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•• • •••••• 
Accessi~~ qawf Space Construction 
Before treatm~r1rlurn off any air circulation equipment that moves 
air from the area to be treated to any untreated interior space of the 
structure. Do not turn the air circulation system back on until the 
application of TAURUS SC is completed and has been absorbed into 
the soil. 
Treat crawl spaces by applying a vertical TAURUS SC termiticide 
treatment at the rate of 4 gallons of finished dilution per 1 0 linear feet 
per foot of depth from grade to the top of the footing, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Apply 
by trenching, or by trenching and rodding into the trench. Treat both sides 
of foundation and around all piers and pipes. In areas where physical 
obstructions exist that prevent trenching, such as concrete walkways 
adjacent to the foundation, apply by rodding alone. Where soil type and/ 
or conditions make trenching impossible, apply by rodding. When the 
top of the footing is exposed, treat the soil adjacent to the footing to 
a depth not to exceed the bottom of the footing. Read and follow the 
mixing directions in the "Mixing Instructions" section of this label when 
encountering soil types which will not accept the full application volume. 
• Rod holes and trenches must not extend beneath the bottom of the 

footing. 
• Space the rod holes no more than 12 inches apart in a manner which 

will create a continuous treated zone. 
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•••• ••• •• 
• Trenches need not be wider than 6 inches and mast b~ tJlinimum 

• • • • 
of 6 inches deep or to the bottom of the footing. \M1E!n tfer1ching in 
sloping or tiered soil, the trench must be stepped to ensure adequate 
distribution and to prevent TAURUS SC from running out of the trench. 
Mix the finished dilution into the soil before replacing it into the trench. 

Inaccessible Crawl Space Construction 
Before treatment turn off any air circulation equipment that moves 
air from the area to be treated to any untreated interior space of the 
structure. Do not turn the air circulation system back on until the 
application of TAURUS SC is completed and has been absorbed into 
the soil. 
For any inaccessible interior areas, for example where the clearance 
between the floor joists and ground surfaces do not allow for operator 
access, excavate, if possible, and follow the instructions for accessible 
crawl spaces. When excavation is not possible, apply one or a 
combination of the following two methods: 
1. Establish a horizontal treated zone by applying 1 gallon of finished 

dilution of TAURUS SC with a coarse application nozzle (e.g., 
Delavan Type RD Raindrop, RD-7 or larger, or Spraying Systems 
Co. 8011 OLP Tee jet or comparable nozzle) per 1 0 square feet of 
soil surface using a nozzle pressure of less than 25 p.s.i. For any 
area which cannot be reached with the application wand, use one 
or more extension rods. Do not broadcast or power spray with high 
pressures. 
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.. . ..... , 
2. EstatJlU!tt.a:hsozontal treated zone by drilling through the foundation 

wall br= thrbugh the floor above and treat the soil adjacent to the 
foundation at a rate of 1 gallon of finished dilution of TAURUS 
SC per 10 square feet. Drill spacing must not exceed 16 inches 
between drill-holes. Many states have smaller interval requirements 
so check state regulations before application. Treat the soil adjacent 
to foundation elements with short or long rodding techniques 
without drilling if it is possible to reach the soil to be treated with 
the treatment tool. 

Hollow Block Foundations I Voids 
Establish a continuous treated zone in hollow block foundations or 
voids in masonry resting on top of the footing by drilling and treating 
into voids of multiple masonry elements of the structure to soil level. 
If not openly accessible, drill and treat into voids of masonry elements. 
Apply 2 gallons of finished dilution per 1 0 linear feet of footing at a 
nozzle pressure of 25 p.s.i. or less. When making this treatment, drill 
access holes as close as possible to the footing, below the level of the 
sill plate if necessary. Applicators must examine the treated areas for 
possible runoff as a precaution against application leakage. Mechanical 
alteration to some areas may be required before a treatment can be 
made. Other areas may not be treatable. 
All leaks resulting during the application of TAURUS SC in locations other 
than those prescribed on this label must be cleaned up before leaving 
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•••• ••• •• 
the application site. Do not allow people or pets to co(OO lu tbr.tact with 

• • • • 
contaminated areas until the clean up is completed. •••• • • • 
Not for use in voids insulated with rigid foam. 

Treatment of Structures with Wells or Cisterns 
Do not contaminate wells or cisterns. 
Do not apply TAURUS SC within 5 feet of any well or cistern. Treat soil 
5 to 1 0 feet from any well or cistern by backfill method only. Treat soil 
adjacent to water pipes within 3 feet of grade by backfill method only. 
Backfill method: 
1. Trench to remove the soil to be treated and place it into a 

wheelbarrow or onto heavy plastic sheeting or similar material. 
2. Treat the soil at a rate of 4 gallons of finished dilution of TAURUS 

SC per 1 0 linear feet per foot of trench depth, or at a rate of 1 gallon 
per cubic foot of soil. Mix the TAURUS SC thoroughly into soil while 
taking care to prevent runoff or spillage. 

3. After the treated soil has completely absorbed the finished dilution 
of TAURUS SC, put it back into the trench. 

Structures Adjacent to Wells I Cisterns and I or Other Bodies of Water 
Prior to application examine any structure with nearby sources of water 
such as wells, cisterns, ponds, streams or other bodies of water, then 
follow the treatment procedures described below. 
1. If the pipe(s) from the well enter the structure with 3 feet of grade, 
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expo~:Hiehi:~ possible prior to treatment. Treat the soil adjacent to 
the ~afer pip-ets) using the backfill method described above. 

2. Take precautions, prior to treatment, to limit the risk of TAURUS SC 
being applied into subsurface drains which empty into any bodies 
of water, including evaluating whether treatment of the footer could 
result in contamination of subsurface drains. Take into consideration 
such factors as depth to the drain system, soil type and degree of 
soil compaction when determining the depth of treatment. 

3. Use the treated backfill method, when appropriate (e.g., on the water 
side of the structure), to minimize off-site movement of TAURUS SC. 

4. To minimize potential runoff of TAURUS SC into non-target areas, 
apply a finished dilution of 0.1250Jo at a rate of 2 gallons per 10 linear 
feet per foot of depth. 

Plenum Construction 
Before treatment turn off any air circulation equipment that moves 
air from the area to be treated to any untreated interior space of the 
structure. Do not turn the air circulation system back on until the 
application of TAURUS SC is completed and has been absorbed into 
the soil. 
Treat the soil exterior to the foundation walls according to the instructions 
in the '~ccessible Crawl Space Construction" section of this label. 
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Follow the instructions below for interior treatment of~1e$jjfr!~!ructures 
that use a sealed under floor space to circulate heated or· cboled air 
throughout the structure: 
1. Remove sealing fabric and anything on the sealing fabric to expose 

no more than an 18 inch width adjacent to all foundation structures, 
including foundation walls, interior piers, pipes and any other 
structures in contact with soil. Treat according to the instructions 
for exterior and interior treatment in the "Accessible Crawl Space 
Construction" section of this label. 

2. After the finished dilution of TAURUS SC has been absorbed into 
the soil, return the sealing fabric and anything removed from the 
surface of the sealing fabric to their original pre-treatment positions. 

Foam Application 
When construction practices, soil subsidence, or other factors make it 
difficult to establish a continuous treated zone with conventional liquid 
application methods, supplement treat with the use of foam-generating 
equipment. Foam applications are useful in the treatment of filled stoops 
and porches, chimney bases, into block voids, behind masonry or other 
veneers, and into stud walls. Utilize applications of dry foam only (a 
range of 15:1 to 50:1 expansion ratio) when treating voids in stud walls. 
Apply foam to wall voids where evidence of termite presence or damage 
exist or are suspected. 
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•• • •••••• 
Foam art)!! tte!lt~nts under slabs are appropriate when maximum 
horizontai boverctde is desired In areas with no deep foundation or 
footing (for example: around plumbing entries and near settlement 
cracks in concrete slabs). Use both conventional liquid application and 
foam treatment in areas where both lateral spread and deeper vertical 
penetration of TAURUS SC are desired. Effective treatment is highly 
dependent on volume and amount of active ingredient. Apply at least 750fo 
of the finished dilution of TAURUS SC as a liquid treatment, then deliver 
the remaining 250fo or less to the appropriate areas as a foam application. 
The total amount of product applied as a combined foam and liquid 
treatment should be equivalent to volume of TAURUS SC liquid finished 
dilution required for a liquid application alone. Foam applications provide 
a good supplement to liquid applications in difficult to treat areas. 
Foam mixing instructions: 
Prepare the desired finished dilution of TAURUS SC, then mix with the 
manufacturer's recommended quantity of foaming agent in foaming 
equipment. Apply a sufficient volume of TAURUS SC foam to establish 
a continuous treated zone at the rates recommended in this label for 
specific applications. When sufficient foam volume cannot be applied to 
achieve the recommended rate of TAURUS SC, supplement the treatment 
with additional liquid finished dilution to assure appropriate treatment 
volume and concentration in the treated area. 
• 1 gallon of finished dilution at a foam expansion ratio of 25:1 makes 

25 gallons of foam. 
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•••• ••• •• 
• 1.66 gallons of finished dilution at a foam expartsioELJ<tM of 15:1 

• • • • 
makes 25 gallons of foam. •••• • • • 

• 2.5 gallons of finished dilution at a foam expansion ratio of 10:1 makes 
25 gallons of foam. 

• 5 gallons of finished dilution at a foam expansion ratio of 5:1 makes 
25 gallons of foam. 

I POSTS, POLES, WOODEN LANDSCAPE ORNAMENTATION I 
Do not contaminate wells or cisterns. 
For preventative treatment: Create a continuous treatment zone in 
the soil around wooden posts, poles, fence posts, signs and landscaping 
ornamentation. Apply the finished dilution of TAURUS SC at the rate 
of 4 gallons per 1 0 linear feet per foot of depth. When performing the 
treatment at the time of installation, the finished dilution may be applied 
to the soil as it is replaced around the pole or post. The application should 
place termiticide to a depth of 6 inches below the bottom of posts, poles 
or other wooden objects in contact with soil. 
For a curative treatment: Treat previously installed wooden posts, 
poles, fence posts, signs and landscaping ornamentation with the 
finished dilution of TAURUS SC by sub-surface injection or by gravity flow 
through holes made at the bottom of a trench around posts and poles. 
When trenching, the trench need not be wider than 6 inches and should 
be 6 inches deep. When sub-surface injecting, treat all sides to create a 
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•• • •••••• 
continuo~:tt=eJttrJWint zone. Apply termiticide to a depth of 6 inches below 
the bottoin hf t~e·wood. 

TERMITES ABOVE GROUND 
For Control of Termite Aerial Colonies or Drywood Termites 
To treat localized areas of wooden structures, apply the finished dilution 
of TAURUS SC to wooden members I voids. To treat inaccessible areas, 
drill and inject the finished dilution into the damaged wood of void spaces 
with a crack and crevice injector. Foam application can also be made into 
void spaces. 
To treat termite carton nests in trees or building voids, inject the finished 
dilution of TAURUS SC using a pointed injection tool. Multiple injection 
points to varying depths may be necessary. Physically remove carton nest 
material from building voids when such nests are found. 
After treatment, the applicator is required to check for leaks resulting in 
the deposition of TAURUS SC in locations other than those prescribed on 
this label. When found, this material must be cleaned up before leaving 
the application site. Do not allow people or pets to come in contact with 
contaminated areas or allow them to reoccupy the treatment site until the 
clean up is completed. 
DO NOT TREAT FRUIT- OR NUT-BEARING TREES. 
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I DIRECTIONS FOR USE TO CONTROL PERIM6E~PESTS I 
USE RESTRICTIONS: 
• Only applicators wearing the personal protective equipment required 

by this product label may be in the area during application. 
• Do not treat within a distance of 1 foot out from the dripline of edible 

plants. 
• Do not contaminate public or private water supplies. 
• Do not apply to wasp or hornet nests if they are not attached to or 

within the structure. 
• Do not make treatments during times of precipitation. 
• Do not allow residents, children, other people or pets into the 

immediate area during application and until sprays have dried. After 
treatment, the applicator is required to check for leaks resulting in 
the deposition of treatment dilution in locations other than those 
prescribed in this label. When found, this material must be cleaned 
prior to leaving the application site. Do not allow people or pets to 
contact contaminated areas or to reoccupy contaminated areas of the 
structure until clean up is completed. 

• Do not spray air conditioning units or intake vents. 
• Do not use indoors except for application into wall voids. 
• Do not exceed the maximum of two applications per year. 
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• Do not:~~if:to:~layground equipment and pet quarters. 
• • • • 

• Do no(applitcrapplications to runoff or drip from treated surfaces. 
• Do not apply to boat houses, including their piers or pilings. 
• Do not apply within 5 feet of wells or cisterns. 
• Do not apply to French drains or other permeable drainage. 
• Doors and windows adjacent to application site must be closed during 

surface application. 
• Do not apply within 15 feet of bodies of fresh water; lakes, reservoirs, 

rivers, permanent streams, marshes, natural ponds and commercial 
fish ponds. A 15- foot buffer of uniform groundcover must exist 
between application zone and bodies of fresh water (uniform ground 
cover is defined as land which supports vegetation of greater than 2 
inches in height throughout). 

• Do not apply within 60 feet of estuarine bodies of water. Estuarine 
water bodies are brackish, tidal water bodies such as bays, mouths of 
rivers, salt marshes and lagoons. 
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PERIMETER PEST TREATMENT ~::· ~::: :::: 
Use TAURUS SC to kill and to provide residual control oflt1~ folldwfng pests: 
Ants (acrobat, Argentine, big-headed, carpenter, crazy, odorous, pavement, 
pharaoh, and thief) 
Use TAURUS SC to kill the following pests: 
Asian lady beetles, darkling beetles 
Australian, Oriental, and smoky brown cockroaches 
Black widow, brown recluse, cellar, and hobo spiders 
Box-elder bugs, pill bugs 
Brown and dog ticks 
Centipedes 
Cluster flies 
European earwigs 
House crickets 
Millipedes 
Paper wasps* 
Silverfish 
Yellow jackets 
*TAURUS SC is not a knockdown agent 
Mixing Instructions 
For perimeter pest treatments mix a 0.060fo spray dilution of TAURUS 
SC by filling the treatment tank 1/4 to 1/3 full with water, then add 0.8 
fluid ounces of TAURUS SC. The filling hose must be equipped with an 
anti-backflow device or the water flow must include an air gap to protect 

29 

188



• • • • ••• •• •• • • •• • • • • • • • •• • • • • • • • • • • • • • ••• ••• • ••• • 

against tJaeJ(~pn~ning. Add more water to the tank while agitating to 1 
gallon of finfshetJ·ctifution. 
Apply 0.060/o of finished TAURUS SC dilution as a low-pressure spray 
to the exterior of the structure where listed pests enter, trail around the 
structure or where they crawl and hide. Also apply around any exterior 
openings where listed pests could enter the structure such as around 
doors, windows, vents, pipes, foundation cracks or drilled holes. Make 
sure to treat the joint wh~re exterior siding (wood, vinyl, aluminum or 
other similar materials) meets the cement, brick or block foundation. 
Treat anywhere electrical, cable or telephone wires enter the house. This 
treatment should be made as a general surface spray, crack and crevice 
spray, or a wall void application. TAURUS SC may be applied as a foam 
treatment into wall voids to kill and I or control the above listed pests. 
Apply 2 quarts of 0.060/o finished spray of TAURUS SC per 160 linear feet. 
Refer to the "Foam Application" section of this label for specific foam 
mixing and application instructions. 
Except for foam applications made into wall voids, application is limited 
to an area 1 foot out from and 1 foot up from were the ground meets the 
foundation. Do not exceed a maximum of 2 applications per year. Nests 
found on the ground within 1 foot of the foundation may be treated. 
Vegetation touching the structure may offer a route for the entry of 
ants into the structure without coming into contact with the treatment; 
therefore, remove or prune away any shrubbery, bushes, and tree 
branches touching the structure. 30 
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.. 
STORAGE AND DISPOSALi·· i··: i··~ 

• ••• • • • 
Do not contaminate water, food or feed by storage or disposal. 
Storage 
Store unused product in original container only, out of reach of children 
and animals. 
Pesticide Disposal 
Pesticide wastes are acutely hazardous. Improper disposal of excess 
pesticide is a violation of Federal law. If these wastes cannot be disposed 
of by use according to label instructions, contact your State Pesticide or 
Environmental Control Agency, or the Hazardous Waste representative 
at the nearest EPA Regional Office for guidance. 
Container Disposal 
Nonrefillable Container: Do not reuse or refill this container. Triple 
rinse or pressure rinse container (or equivalent) promptly after emptying; 
then offer for recycling, if available, or reconditioning, if appropriate, or 
puncture and dispose of in a sanitary landfill, or by incineration, or by 
other procedures approved by state and local authorities. 
Triple rinse containers small enough to shake (capacity s 5 
gallons) as follows: Empty the remaining contents into application 
equipment or a mix tank and drain for 1 0 seconds after the flow begins 
to drip. Fill the container 1/4 full with water and recap. Shake for 10 
seconds. Pour rinsate into application equipment or a mix tank, or store 
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~··~ = .. ~ .::~ STORAGE AND DISPOSAL (continued) 
rinsate for later use or disposal. Drain for 1 0 seconds after the flow 
begins to drip. Repeat this procedure two more times. 
Pressure rinse as follows: Empty the remaining contents into 
application equipment or mix tank. Hold container upside down over 
application equipment or mix tank, or collect rinsate for later use or 
disposal. Insert pressure rinsing nozzle in the side of the container and 
rinse at about 40 PSI for at least 30 seconds. Drain for 10 seconds after 
the flow begins to drip. 
In case of minor spills or leaks, soak up with sand, earth or other 
suitable material and dispose of as pesticide waste. 

WARRANTY STATEMENT 
Control Solutions, Inc. warrants that this product conforms to the 
chemical description on the label thereof and is reasonably fit for 
purposes stated on such label only when used in accordance with 
directions under normal use conditions. It is impossible to eliminate 
all risks inherently associated with use of this product. Crop injury, 
ineffectiveness, or other unintended consequences may result because 
of such factors as weather conditions, presence of other materials, or 
the manner of use or application, all of which are beyond the control 
of Control Solutions, Inc. To the extent consistent with applicable law, 
Control Solutions, Inc. shall in no event be liable for consequential, 
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special, or indirect damages resulting from the use 9f.)i~jitg of this 
product. All such risks shall be assumed by the Buyer.·in:additibn to the 
foregoing, no purchaser of this product (other than an end user) shall 
be entitled to any reimbursement for any loss suffered as a result of any 
suspension or cancellation of the registration for this product by the U.S. 
Environmental Protection Agency. Except, as expressly provided herein 
and to the extent consistent with applicable law, Control Solutions, Inc. 
makes no warranties, guarantees, or representations of any kind, either 
expressed or implied, or by usage of trade, statutory or otherwise, with 
regard to the product sold, including, but not limited to merchantability, 
fitness for a particular purpose, use or eligibility of the product for any 
particular trade usage. The exclusive remedy of any buyer or user of 
this product for any and all losses, injuries, or damage resulting from 
or in any way arising from the use, handling, or application of this 
product, whether in contract, warranty, tort, negligence, strict liability, 
or otherwise, shall be damages not exceeding the purchase price paid 
for this product or, at Control Solutions, Inc. election, the replacement 
of this product. 
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TAURUS™SC 
Termiticide I Insecticide 

For sale to, use and storage only by individuals/firms 
licensed or registered by the state to apply termiticide 
and/ or general pest control products. 
• Contains Fipronil, the same active used in TermidofiD SC** 
Active Ingredient: 
*Fipronil ••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 9.10/o 
Other Ingredients: ••••••••••••••••••••••••••.•••..••••••••...••••.•.•.••...•• 90.90/o 
lro1tal: •••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••.••••••••.•••• 100.0DI'Il 
*(5-amino-1-(2,6-dichloro-4-(trifluoromethyl)phenyl)-4-((1 ,R,S)
(trifluoromethyl)sulfinyi)-1-H-pyrazole-3-carbonitrile) 

TAU RUS™ SC contains 0.8 lbs. active ingredient per gallon. 

KEEP OUT OF REACH OF CHILDREtj 

CAUTION/PRECAUCION 
See attached label for additional precautionary information and 

complete Directions for Use. 

**TAU Rusm SC is not manufactured by or distributed by BAS F. Termidor® 
SC is a registered trademark of BAS F. 
EPA Reg. No. 53883-279 EPA Est. No. 53883-lrX-002 

Control Solutions, Inc. 
5903 Genoa-Red Bluff 

Pasadena,TX 77507-1041 
0511 
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TAURUS™ SCE::p~::1 
Termiticide I Insecticide 

For sale to, use and storage only by individuals/firms licensed or registered 
by the state to apply termiticide and/ or general pest control products. 
• Contains Fipronil, the same active used in Termidot® SC** 

Active Ingredient: 
*Fipronil •••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 9.10/o 
Other Ingredients: •••••••••••••••.•..•.•••••••••••••••••••••••••••••••••••••.•.••••••••••• 90.90/o 
lr()tCII: ••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• lOO.O()J'() 
*(5-amino-1-(2,6-dichloro-4-(trifluoromethyl)phenyl)-4-((1 ,R,S)-(trifluoromethyl) 
sulfinyi)-1-H-pyrazole-3-carbonitrile) 
TAURUS™ SC contains 0.8 lbs. active ingredient per gallon. 

KEEP OUT OF REACH OF CHILDREN 

CAUTION/PRECAUCION 
See attached label for additional precautionary information and 

complete Directions for Use. 

**TAURUS™ SC is not manufactured by or distributed by BASF. Termidor® SC is a 
registered trademark of BAS F. 

EPA Reg. N(). 53883-279 EPA Est. N(). 53883-lrX-002 

Control Solutions, Inc. 
5903 Genoa-Red Bluff 

Pasadena,TX 77507-1041 
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.... . ..... . 
: : : ; ... 
:··: ··: : FIRST AID • • ••••• 

Have the product container or label with you when calling a poison 
control center or doctor, or going for treatment. 
If • Call a Poison Control Center or doctor immediately for 
swallowed: treatment advice. 

• Have person sip a glass of water if able to swallow. 
• Do not induce vomiting unless told to do so by a poison 

control center or doctor. 
• Do not give anything by mouth to an unconscious person. 

If on skin • Take off contaminated clothing. 
or clothing: • Rinse skin immediately with plenty of water for 15-20 minutes. 

• Call a poison control center or doctor for treatment advice. 
If inhaled: • Move person to fresh ~ir. 

• If person is not breathing, call 911 or an ambulance, then give 
artificial respiration, preferably by mouth-to-mouth, if possible. 

• Call a poison control center or doctor for treatment advice. 
If in eyes: • Hold eye open and rinse slowly and gently with water for 

15-20 minutes. Remove contact lenses, if present, after 
the first 5 minutes, then continue rinsing eye. 

• Call a poison control center or doctor for treatment advice. 
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.... . 
• • • • • 

Note to Physician: There is no specific antidote. All treciUneRt &At>uld . ... . . \ 

be based on observed signs and symptoms of distress in the pattent. 
Overexposure to materials other than this product may have occurred. 
In severe cases of overexposure by oral ingestion, lethargy, muscle 
tremors, and in extreme cases, possibly convulsions may occur. 
Have the product container or label with you when calling a 
poison control center or doctor, or going for treatment. You may 
also contact SafetyCall® (866) 897-8050 for emergency medical 
treatment information 

PRECAUTIONARY STATEMENTS 
Hazards to Humans and Domestic Animals 

Caution 
Harmful if swallowed, absorbed through skin or inhaled. Do not get in 
eyes, on skin or on clothing. Do not breathe spray mist. Wash thoroughly 
with soap and water after handling and before eating, drinking, chewing 
gum, or using tobacco. Remove and wash contaminated clothing before 
reuse. 

Personal Protective Equipment (PPE): 
All pesticide handlers (mixers, loaders, and applicators) must wear 
long-sleeved shirt and long pants, socks, shoes, and chemical-resistant 
gloves. All pesticide handlers must wear a dust/mist filtering respirator 
(MSHNNIOSH approval number prefix TC-21 C), or a NIOSH approved 
respirator with any N, R, P or HE filter, when working in a non-ventilated 
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spac~.Jr1rJ1Jdi-eg but not limited to crawl-spaces and basements. All 
pesticide han·c11ers must wear protective eyewear (goggles, a faceshield, 
or safety glasses with front, brow, and temple protection) when working 
in a non-ventilated space, including but not limited to crawl-spaces 
and basements or when applying termiticide by rodding or sub-slab 
injection. 

User Safety Recommendations 
Users should wash hands thoroughly with soap and water before 
eating, drinking, chewing gum, using tobacco or using the toilet. 
Remove contaminated clothing. Then wash body thoroughly with soap 
and water and put on clean clothing. Wash clothing with detergent and 
hot water before reusing. 
Remove PPE immediately after handling this product. Wash outside of 
gloves before removing. Wash PPE before reusing. 

ENVIRONMENTAL HAZARDS 
This pesticide is toxic to birds, fish, and aquatic invertebrates. Do not 
apply directly to water, or to areas where surface water is present or to 
intertidal areas below the mean high water mark. Runoff from treated 
areas may be hazardous to aquatic organisms in neighboring areas. 
Care must be taken to avoid runoff. Do not contaminate water by 
cleaning equipment or disposal of wastes. Do not contaminate water 
when disposing of equipment washwaters. 
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DIRECTIONS FOR USE 
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.... . 
• • • • • • •• • • • • • ••• • ••• 
: ••• : ! • 

It is violation of federal law to use this product in a manner inconsistent 
with its labeling. 
Read entire label before using this product. 
For sale to, use and storage only by individuals/firms licensed or 
registered by state to apply termiticide and/or general pest control 
products. States may have more restrictive requirements regarding 
qualifications of persons using this product. Consult the structural pest 
control regulatory agency of your state prior to use of this product. 

DIRECTIONS FOR USE TO CONTROL TERMITES 
USE RESTRICTIONS: 
When treating adjacent to an existing structure, the applicator must check 
the area to be treated, and immediate adjacent areas of the structure, for 
visible and accessible cracks and holes to prevent any leaks or significant 
exposures to persons occupying the structure. People present or residing 
in the structure during application must be advised to remove their pets 
and themselves from the structure if they see any signs of leakage. After 
application, the applicator is required to check for leaks. All leaks resulting 
in the deposition of termiticide in locations other than those prescribed 
on this label must be cleaned up prior to leaving the application site. Do 
not allow people or pets to contact contaminated areas or to reoccupy 
contaminated areas of the structure until the clean up is completed. 
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• Pri~r.:u:t.tJrHBng and treating through concrete structures, such as 

patios, pbtt!hes, sidewalks and foundatio~ slabs applicator should 
first determine that there are no habitable areas below that could be 
unintentionally contaminated by the treatment. 

• Only protected applicators wearing personal protective equipment as 
required by this product label may be in the area during application. 

• All holes in commonly occupied areas into which this termiticide I 
insecticide product has been applied must be plugged. Plugs must be 
of a non-cellulose material or covered by an impervious, non-cellulose 
material. 

• Do not apply finished dilution of this product until all heating/air 
conditioning ducts, air vents, plumbing pipes, sewer lines, floor drains, 
heating pipes and electrical lines/conduits are known and identified. 
Do not puncture or contaminate any of these. 

• Do not treat within a distance of one foot out from the drip line of 
edible plants. 

• Do not contaminate public and private water supplies. 
• Do not make treatments while precipitation is occurring. 
• Do not treat soil that is water-saturated or frozen. 
• Use anti-backflow or air gap equipment with filling hoses. 
General Information 
When used in accordance with the directions in this label, this product 
provides effective prevention and/or control of subterranean termites. 
This product must be applied in manner which provides a continuous 
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•••• ••• •• 
treated zone to effectively prevent termites from infesting:wono• : •• : 

• • • • 
This product may only be applied by licensed technicians·fa.milia(with 
trenching, rodding, short rodding, sub-slab injection, low-pressure 
banded surface applications and foam delivery techniques. This product 
is a highly effective termiticide against a variety of subterranean termites 
including species of Reticulitermes, Zootermopsis, Heterotermes, and 
Coptotermes. 
TAURUS SC is formulated as a water-based suspension concentrate 
liquid containing 9.1 Ofo active ingredient. 

Mixing Instructions 
To mix TAURUS SC: 
1. Fill the tank 1/4 to 1/3 full with water. The filling hose must be 

equipped with an anti-backflow device or water flow must include an 
air gap to protect against back siphoning. 

2. Start the pump to begin by-pass agitation and place the end of the 
treating tool in the tank to allow circulation through the hose. 

3. Add the appropriate amount of TAURUS SC required to prepare the 
desired dilution. 

4. Add the remaining water. 
5. Continue to run the pump allowing recirculation through the hose 

back into the tank until the TAURUS SC is completely dispersed. 
• To mix a 0.060/o dilution, add 0.8 fluid ounces of TAURUS SC per 

gallon of finished dilution. 
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• Tti:m~~a:q.090fo dilution, add 1.2 fluid ounces of TAURUS SC per 
galfon offillished dilution. 

• To mix a 1.250/o dilution, add 1.6 fluid ounces of TAURUS SC per 
gallon of finished dilution. 

Application Rates for Termiticide Use 
For most applications, use the 0.060/o dilution and apply at a rate of 4 
gallons of dilution per 10 linear feet per foot of depth. For example, for 
treatment of 10 linear feet with a four-foot depth, use 4 x 4 (16) gallons 
per 1 0 linear feet. Do not apply at a concentration less than 0.060/o. 
Use the higher concentrations (0.090/o or 0.1250/o) in areas with severe 
termite pressure or existing infestations. Apply the higher concentration 
at a rate of 4 gallons of solution per 10 linear feet per foot of depth. For 
example, for treatment of 10 linear feet with a four-foot depth, use 16 (4 
x 4) gallons per 1 0 linear feet. 
In dense soil that will not accept a volume of 4 gallons per linear foot per 
foot of depth, use the 0.1250/o dilution, and apply at a rate of 2 gallons 
per 10 linear feet per foot of depth. For example, for treatment of 10 
linear feet with a four-foot depth, use 8 (2 x 4) gallons per 10 linear feet. 
When using the lower volume of application, be careful to maintain a 
continuous treated zone. If application requires drilling, drill holes less 
than 12" apart to maintain a continuous treated zone. 
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PRE-CONSTRUCTION TREATMENT F:· f::: :::: 
• • • • 

In advance of treatment, applicators must notify the general conlractor, 
construction superintendent, or other responsible personnel of the 
intended TAURUS SC application and the intended sites of application. 
Applicators must instruct the person responsible to notify construction 
workers and other individuals on site to vacate the treatment area 
and not to return until TAURUS SC has been absorbed into the soil. 
Do not apply at a dosage and/or concentration lower than 0.060Jo for 
applications up to and including installation of the final grade. 
General Information 
Pre-construction treatments include any treatment made during all 
phases of construction up to and including installation of the final grade. 
Establishing a thorough and complete horizontal and vertical treated 
zone will provide effective pre-construction termite control. 
When foundations are deeper than 4 feet, it is preferable to apply 
TAURUS SC as the backfill is being replaced. If the backfill is already in 
place, the applicator must trench and rod into the trench or trench along 
the foundation walls, around pillars and other foundation elements, at 
the rate prescribed from grade to a minimum depth of 4 feet. When 
trenching in sloping or tiered soil, the trench must be stepped to ensure 
adequate distribution and to prevent TAURUS SC from running out of 
the trench. When the top of the footing is exposed, the soil adjacent to 
the footing must be treated to a depth not to exceed the bottom of the 
footing. Never treat any structure below the footing. 
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Con$rJre:~sifib (Including Monolithic, Floating and Supported 
Concrete SUibs) on Ground or in Basements and Crawl Spaces 
Horizontal treated zones: Apply an overall .treatment of TAURUS SC 
to the entire surface to be covered by the concrete slab. This includes 
living area, as well as carports, porches, basement floors, and any 
extended entrances. Apply. this treatment at the rate of 1 to 1.5 gallons 
of finished dilution per 1 0 square feet using a coarse spray nozzle and 
low-pressure spray (less than 25 p.s.i.). Spray the dilution evenly and 
uniformly over the entire area to be treated. If the slab is not to be poured 
the same day as treatment, cover the treated soil with a waterproof 
barrier such as polyethylene sheeting. 
Vertical treated zones: Apply TAURUS SC at a rate of 1 gallon of 
finished dilution per square foot around anything penetrating the slab 
such as utility service and plumbing lines. Apply TAURUS SCat a rate of 
4 gallons of finished dilution per 1 0 linear feet per foot of depth along the 
inside and outside perimeter of foundation walls. The applicator must 
trench and rod into the trench or trench along the foundation walls and 
around pillars and other foundation elements. If the footing is more than 
4 feet below grade, make this treatment to a minimum of 4 feet below 
grade. A trench need not be any wider than 6 inches. Treat the soil which 
will be replaced into the trench using a low-pressure spray (not more 
than 25 p.s.i. at the nozzle). When rodding from grade or from the bottom 
of a shallow trench, space the rod holes no more than 12 inches apart in 
a manner which will create a continuous treated zone. 
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•••• ••• •• 
It is highly recommended that a complete horizontal tr~mei:J.7~~ be 
created prior to the slab pour. However, if the slab was pc)ured ·before 
a horizontal treatment could be made, refer to the "Post-Construction" 
section of this label for alternate application instructions. 

Hollow Block Foundations or Voids 
Create a continuous treatment zone by treating hollow block foundations 
or voids in masonry resting atop the footing. If voids in the masonry 
elements are not openly accessible, drill and treat into these voids by 
applying 2 gallons of finished dilution per 1 0 linear feet of footing using 
a nozzle pressure of 25 p.s.i. or lower. When using this treatment, drill 
the access holes as close to the footing as is practical. Drilling below the 
sill plate is acceptable. Applicators must examine the treated areas of 
voids in block or rubble foundation walls closely for possible runoff as a 
precaution against application leakage. Mechanical alteration to some 
areas may be required before a treatment can be made. Other areas 
may not be treatable. 
All leaks resulting during the application of TAURUS SC in locations 
other than those prescribed on this label must be cleaned up before 
leaving the application site. Do not allow people or pets to come 
in contact with contaminated areas or allow them to reoccupy .the 
treatment site until the clean up is completed. 
Not for use in voids insulated with rigid foam. 
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POST:-CCiNBTRUCTION CONVENTIONAL STRUCTURAL 
TERM IT~·fhEATM ENT 
General Information 
For applications of TAURUS SC made after the final grade is installed to 
protect the structure from termite infestation and/or to control existing 
termite populations, the applicator must trench and rod into the trench 
or trench along the foundation walls, around pillars and other foundation 
elements, at the rate prescribed from grade to the top of the footing. 
When the footing is more than 4 feet below grade, treat to a minimum 
depth of four feet. The depth of treatment will vary depending on soil 
type, degree of compaction and location of termite activity. When the 
top of the footing is exposed, the soil adjacent to the footing must be 
treated to a depth not to exceed the bottom of the footing. Never treat 
any structure below the footing. 
To establish a complete exterior perimeter treatment zone along the 
foundation wall, drill any exterior concrete structures adjoining the 
foundation, such as patios, porches and sidewalks, and treat by sub
slab injection of TAURUS SC finished dilution. 
Before treatment, locate and identify all heating or air conditioning vents 
and ducts, water and sewer plumbing lines, electrical lines and conduits, 
and avoid contamination or damage to these structural elements. 
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Concrete Slab Over Soil (Including Monolithic, Pto~ng.fand 
Supported Slabs) · · ·· · · · 
Exterior perimeter: Apply by trenching and rodding into the trench 
or by trenching along the foundation walls at the rate of 4 gallons of 
finished dilution per 1 0 linear feet per foot of depth, or, if the footing 
is more than 4 feet below grade treat to a minimum depth of 4 feet. 
Trenches need not be wider than 6 inches and must be a minimum of 
6 inches deep or to the bottom of the footing. Never treat a structure 
below the footing. Space the rod holes no more than 12 inches apart in 
a manner which will create a continuous treated zone. Mix the finished 
dilution into the soil before replacing it into the trench. 
Sub-slab injection: Sub-slab injection treatments can be made 
from inside the structure, or in cases where this is not possible, from 
the outside of the structure by drilling through the foundation as 
directed below. Before treatment, locate and identify all heating or air 
conditioning vents and ducts, water and sewer plumbing lines, electrical 
lines and conduits, and avoid contamination or damage to these 
structural elements. 
Vertical drilling I injection: Make treatments under the slab by drilling 
vertically through the slab along the interior perimeter of the foundation 
including the garage. Drill holes along all concrete expansion joints, 
cracks, plumbing and utility services penetrating the slab. Drill holes 
along interior partition walls when there is clear evidence of termite 
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actiV!tf:dr.~aft1age. Space all drill-holes no more than 12 inches apart in 
a matu1er wfiich will create a continuous treated zone. Inject the finished 
dilution of TAURUS SC into the drill-holes at a rate of 4 gallons per 1 0 
linear feet per foot of depth. When making applications, use a lateral 
dispersal nozzle to achieve the best results. After treatment, all holes 
in commonly occupied areas must be plugged with a non-cellulose 
material or covered with an impervious, non-cellulose material. 
Horizontal drilling I rodding I sub-slab injection from the exterior 
of the foundation: Use this technique to treat underneath the slab only 
when floors or interior design do not allow for treatment by vertical drilling. 
Care must be taken not to rod into heating or air conditioning vents and 
ducts, water and sewer plumbing lines, electrical lines and conduits. Use 
horizontal short rodding practices to create a continuous treated zone 
into the soil proximal to the inside of the foundation wall. Angle drill-holes 
through the outside of the foundation to ensure deposition of TAURUS 
SC below any existing heating ducts, water and sewer lines, or electrical 
conduits. Use horizontal long rodding practices only when the areas to 
be treated underneath the slab are not accessible by vertical rodding or 
horizontal short rodding. Do not use long rods exceeding 20 feet. For all 
horizontal rodding applications space drill-holes no more than 12 inches 
apart in a manner which will create a continuous treated zone. Inject the 
finished dilution of TAURUS SC into the drill-holes a rate of 4 gallons per 
1 0 linear feet per foot of depth. All holes must be plugged with a non
cellulose material or covered by and impervious, non-cellulose material. 
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•••• ••• •• 
Bath traps: Treat exposed soil or soil covered with tar or simil~.s~!ants 
beneath or around plumbing and/or drain pipe entry ·areas wilh a 
minimum of 1 gallon but not more than 4 gallons of finished dilution 
per square foot. It may be necessary to remove tar or sealant to ensure 
adequate soil penetration. Install an access door or inspection portal if 
one is not already present. After inspection and removal of all wood or 
cellulose debris, treat the soil by rodding or drenching with the finished 
dilution of TAURUS SC. 
Shower drains: To treat the soil beneath and adjacent to shower pan 
drains, drill through the slab adjacent to the shower pan and apply the 
finished dilution of TAURUS SC by sub-slab injection. Foam can be used 
to maximize dispersion. Drill multiple access points adjacent to the drain, 
and use a directional dispersion tip to enhance the treatment of the soil 
beneath the drain. Treat with a minimum of 1 gallon but not more than 4 
gallons of finished dilution per shower drain. Horizontal rodding can be 
used to access and treat soil associated with the shower drain. 

Structures with French Drains and Sump Pumps 
In sites where French drains exist at the footer along the foundation 
perimeter, common in hollow block foundation structures, the soil must 
be dry before applications can be made. Do not treat soil that is saturated 
or frozen. Do not make treatments while precipitation is occurring. To 
prevent seepage of finished dilution or damage to drains or tiles, do 
not rod through the slab any closer than 24 inches from French drains. 
Do not apply TAURUS SC within 5 feet from the sump pump pit and 
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•• • •••••• 
pump.po.pot~rill through hollow block foundations that border French 
drair1s to pt~V~nt drainage or seepage from the block into the drains. 
Identify and locate French drains, then apply TAURUS SC in the 
following manner: 
1. Unplug the sump pump. Inspect the sump pit for water. If no water 

is present, keep the sump pump unplugged while making the 
treatment. 

2. If water is in the pump pit, unplug the sump pump and remove four 
cups of water from the pit. Mark the water level. Wait 10 minutes 
then check the water level in the pit. If the water level has risen, 
there is too much seepage to make a treatment. If the water level 
has not risen, a treatment can be made as long as the sump pump 
remains unplugged. 

During application, check the sump pump pit every few minutes for the 
presence of termiticide dilution. If dilution is detected, stop the treatment 
immediately and remove all dilution from the pump pit before plugging 
the pump back in. Dispose of the dilution from the sump pump pit as 
directed by this label in the "Storage and Disposal" section. 
Basement Structures 
Exterior perimeter: Apply by trenching and rodding into the trench 
or by trenching along the foundation walls at the rate of 4 gallons of 
finished dilution of TAURUS SC per 10 linear feet per foot of depth, 
or, if the footing is more than 4 feet below grade treat to a minimum 
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depth of 4 feet. Trenches need not be wider than 6 inches:aFlELenust 
be a minimum of 6 inches deep or to the bottom of the 1nllfing~ When 
trenching in sloping or tiered soil, the trench must be stepped to ensure 
adequate distribution and to prevent TAURUS SC from running out of 
the trench. Never treat a structure below the footing. Space the rod holes 
no more than 12 inches apart in a manner which will create a continuous 
treated zone. Mix the finished dilution into the soil before replacing it 
into the trench. 
Inside perimeter: To treat under the basement floor slab, drill vertically 
through the slab along the interior perimeter of the foundation. Drill 
holes along all concrete expansion joints, cracks, and any plumbing 
or utility services penetrating the slab. Drill holes along both sides 
of partition foundation walls, and around piers. Where there is clear 
evidence of termite activity in a non-foundation interior partition wall, 
drill holes through the slab adjacent to the wall along one side. Space all 
drill-holes no more than 12 inches apart in a manner which will create a 
continuous treated zone. Inject the finished dilution of TAURUS SCinto 
the drill-holes at the rate of 4 gallons per 1 0 linear feet per foot of depth. 
When making applications, use a lateral dispersal nozzle to achieve the 
best results. After treatment, all holes in commonly occupied areas must 
be plugged with a non-cellulose material or covered with an impervious, 
non-cellulose material. 
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Acctts~ibJe Crawl Space Construction 

• • • • 
Before •tre~rriient turn off any air circulation equipment that moves 
air from the area to be treated to any untreated interior space of the 
structure. Do not turn the air circulation system back on until the 
application of TAURUS SC is completed and has been absorbed into 
the soil. 
Treat crawl spaces by applying a vertical TAURUS SC termiticide 
treatment at the rate of 4 gallons of finished dilution per 10 linear feet 
per foot of depth from grade to the top of the footing, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Apply 
by trenching, or by trenching and rod ding into the trench. Treat both sides 
of foundation and around all piers and pipes. In areas where physical 
obstructions exist that prevent trenching, such as concrete walkways 
adjacent to the foundation, apply by rodding alone. Where soil type and/ 
or conditions make trenching impossible, apply by rodding. When the 
top of the footing is exposed, treat the soil adjacent to the footing to 
a depth not to exceed the bottom of the footing. Read and follow the 
mixing directions in the "Mixing Instructions" section of this label when 
encountering soil types which will not accept the full application volume. 
• Rod holes and trenches must not extend beneath the bottom of the 

footing. 
• Space the rod holes no more than 12 inches apart in a manner which 

will create a continuous treated zone. 
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.... ... .,. 
• Trenches need not be wider than 6 inches and must tJe Cf.rAinL91Um 

of 6 inches deep or to the bottom of the footing. Wheh-·trencnirig in 
sloping or tiered soil, the trench must be stepped to ensure adequate 
distribution and to prevent TAURUS SC from running out of the trench. 
Mix the finished dilution into the soil before replacing it into the trench. 

Inaccessible Crawl Space Construction 
Before treatment turn off any air circulation equipment that moves 
air from the area to be treated to any untreated interior space of the 
structure. Do not turn the air circulation system back on until the 
application of TAURUS SC is completed and has been absorbed into 
the soil. 
For any inaccessible interior areas, for example where the clearance 
between the floor joists and ground surfaces do not allow for operator 
access, excavate, if possible, and follow the instructions for accessible 
crawl spaces. When excavation is not possible, apply one or a 
combination of the following two methods: 
1. Establish a horizontal treated zone by applying 1 gallon of finished 

dilution of TAURUS SC with a coarse application nozzle (e.g., 
Delavan Type RD Raindrop, RD-7 or larger, or Spraying Systems 
Co. 8011 OLP Tee jet or comparable nozzle) per 1 0 square feet of 
soil surface using a nozzle pressure of less than 25 p.s.i. For any 
area which cannot be reached with the application wand, use one 
or more extension rods. Do not broadcast or power spray with high 
pressures. 
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2. ijsJJlbU~h-d horizontal treated zone by drilling through the foundation 

wafl or ttffough the floor above and treat the soil adjacent to the 
foundation at a rate of 1 gallon of finished dilution of TAURUS 
SC per 10 square feet. Drill spacing must not exceed 16 inches 
between drill-holes. Many states have smaller interval requirements 
so check state regulations before application. Treat the soil adjacent 
to foundation elements with short or long rodding techniques 
without drilling if it is possible to reach the soil to be treated with 
the treatment tool. 

Hollow Block Foundations I Voids 
Establish a continuous treated zone in hollow block foundations or 
voids in masonry resting on top of the footing by drilling and treating 
into voids of multiple masonry elements of the structure to soil level. 
If not openly accessible, drill and treat into voids of masonry elements. 
Apply 2 gallons of finished dilution per 1 0 linear feet of footing at a 
nozzle pressure of 25 p.s.i. or less. When making this treatment, drill 
access holes as close as possible to the footing, below the level of the 
sill plate if necessary. Applicators must examine the treated areas for 
possible runoff as a precaution against application leakage. Mechanical 
alteration to some areas may be required before a treatment can be 
made. Other areas may not be treatable. 
All leaks resulting during the application of TAURUS SC in locations other 
than those prescribed on this label must be cleaned up before leaving 
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the application site. Do not allow people or pets to come il9-c(j)ltl&t!Nith 
contaminated areas until the clean up is completed. : ••• : : : 

Not for use in voids insulated with rigid foam. 

Treatment of Structures with Wells or Cisterns 
Do not contaminate wells or cisterns. 
Do not apply TAURUS SC within 5 feet of any well or cistern. Treat soil 
5 to 1 0 feet from any well or cistern by backfill method only. Treat soil 
adjacent to water pipes within 3 feet of grade by backfill method only. 
Backfill method: 
1. Trench to remove the soil to be treated and place it into a 

wheelbarrow or onto heavy plastic sheeting or similar material. 
2. Treat the soil at a rate of 4 gallons of finished dilution of TAURUS 

SC per 1 0 linear feet per foot of trench depth, or at a rate of 1 gallon 
per cubic foot of soil. Mix the TAURUS SC thoroughly into soil while 
taking care to prevent runoff or spillage. 

3. After the treated soil has completely absorbed the finished dilution 
of TAURUS SC, put it back into the trench. 

Structures Adjacent to Wells I Cisterns and I or Other Bodies of Water 
Prior to application examine any structure with nearby sources of water 
such as wells, cisterns, ponds, streams or other bodies of water, then 
follow the treatment procedures described below. 
1. If the pipe(s) from the well enter the structure with 3 feet of grade, 
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t~<i~e them if possible prior to treatment. Treat the soil adjacent to 
61e wciterpipe(s) using the backfill method described above. 

2. Take precautions, prior to treatment, to limit the risk of TAURUS SC 
being applied into subsurface drains which empty into any bodies 
of water, including evaluating whether treatment of the footer could 
result in contamination of subsurface drains. Take into consideration 
such factors as depth to the drain system, soil type and degree of 
soil compaction when determining the depth of treatment. 

3. Use the treated backfill method, when appropriate (e.g., on the water 
side of the structure), to minimize off-site movement of TAURUS SC. 

4. To minimize potential runoff of TAURUS SC into non-target areas, 
apply a finished dilution of 0.1250fo at a rate of 2 gallons per 1 0 linear 
feet per foot of depth. 

Plenum Construction 
Before treatment turn off any air circulation equipment that moves 
air from the area to be treated to any untreated interior space of the 
structure. Do not turn the air circulation system back on until the 
application of TAURUS SC is completed and has been absorbed into 
the soil. 
Treat the soil exterior to the foundation walls according to the instructions 
in the "Accessible Crawl Space Construction" section of this label. 
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•••• ••• •• 
Follow the instructions below for interior treatment of ~fen).JJ11 §tfuctures 

• • • • that use a sealed under floor space to circulate hecrreu· or tooled air 
throughout the structure: 
1. Remove sealing fabric and anything on the sealing fabric to expose 

no more than an 18 inch width adjacent to all foundation structures, 
including foundation walls, interior piers, pipes and any other 
structures in contact with soil. Treat according to the instructions 
for exterior and interior treatment in the "Accessible Crawl Space 
Construction" section of this label. 

2. After the finished dilution of TAURUS SC has been absorbed into 
the soil, return the sealing fabric and anything removed from the 
surface of the sealing fabric to their original pre-treatment positions. 

Foam Application 
When construction practices, soil subsidence, or other factors make it 
difficult to establish a continuous treated zone with conventional liquid 
application methods, supplement treat with the use of foam-generating 
equipment. Foam applications are useful in the treatment of filled stoops 
and porches, chimney bases, into block voids, behind masonry or other 
veneers, and into stud walls. Utilize applications of dry foam only (a 
range of 15:1 to 50:1 expansion ratio) when treating voids in stud walls. 
Apply foam to wall voids where evidence of termite presence or damage 
exist or are suspected. 
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Foam ori~ :i(eaifilents under slabs are appropriate when maximum 
horizontal =covemge is desired In areas with no deep foundation or 
footing (for example: around plumbing entries and near settlement 
cracks in concrete slabs). Use both conventional liquid application and 
foam treatment in areas where both lateral spread and deeper vertical 
penetration of TAURUS SC are desired. Effective treatment is highly 
dependent on volume and amount of active ingredient. Apply at least 750fo 
of the finished dilution of TAURUS SC as a liquid treatment, then deliver 
the remaining 250fo or less to the appropriate areas as a foam application. 
The total amount of product applied as a combined foam and liquid 
treatment should be equivalent to volume of TAURUS SC liquid finished 
dilution required for a liquid application alone. Foam applications provide 
a good supplement to liquid applications in difficult to treat areas. 
Foam mixing instructions: 
Prepare the desired finished dilution of TAURUS SC, then mix with the 
manufacturer's recommended quantity of foaming agent in foaming 
equipment. Apply a sufficient volume of TAURUS SC foam to establish 
a continuous treated zone at the rates recommended in this label for 
specific applications. When sufficient foam volume cannot be applied to 
achieve the recommended rate of TAURUS SC, supplement the treatment 
with additional liquid finished dilution to assure appropriate treatment 
volume and concentration in the treated area. 
• 1 gallon of finished dilution at a foam expansion ratio of 25:1 makes 

25 gallons of foam. 
24 
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•••• ••• •• 
• 1.66 gallons of finished dilution at a foam expan!rior1.rbtio: of 15:1 

• • • • 
makes 25 gallons of foam. •••• • • • 

• 2.5 gallons of finished dilution at a foam expansion ratio of 10:1 makes 
25 gallons of foam. 

• 5 gallons of finished dilution at a foam expansion ratio of 5:1 makes 
25 gallons of foam. 

I POSTS, POLES, WOODEN LANDSCAPE ORNAMENTATION I 
Do not contaminate wells or cisterns. 
For preventative treatment: Create a continuous treatment zone in 
the soil around wooden posts, poles, fence posts, signs and landscaping 
ornamentation. Apply the finished dilution of TAURUS SC at the rate 
of 4 gallons per 1 0 linear feet per foot of depth. When performing the 
treatment at the time of installation, the finished dilution may be applied 
to the soil as it is replaced around the pole or post. The application should 
place termiticide to a depth of 6 inches below the bottom of posts, poles 
or other wooden objects in contact with soil. 
For a curative treatment: Treat previously installed wooden posts, 
poles, fence posts, signs and landscaping ornamentation with the 
finished dilution of TAURUS SC by sub-surface injection or by gravity flow 
through holes made at the bottom of a trench around posts and poles. 
When trenching, the trench need not be wider than 6 inches and should 
be 6 inches deep. When sub-surface injecting, treat all sides to create a 
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•• • •••••• 
continuqua ieelltffli3nt zone. Apply termiticide to a depth of 6 inches below 

• • • • the bottorrr of th·~·wood. 

TERMITES ABOVE GROUND 
For Control of Termite Aerial Colonies or Drywood Termites 
To treat localized areas of wooden structures, apply the finished dilution 
of TAURUS SC to wooden members I voids. To treat inaccessible areas, 
drill and inject the finished dilution into the damaged wood of void spaces 
with a crack and crevice injector. Foam application can also be made into 
void spaces. 
To treat termite carton nests in trees or building voids, inject the finished 
dilution of TAURUS SC using a pointed injection tool. Multiple injection 
points to varying depths may be necessary. Physically remove carton nest 
material from building voids when such nests are found. 
After treatment, the applicator is required to check for leaks resulting in 
the deposition of TAURUS SC in locations other than those prescribed on 
this label. When found, this material must be cleaned up before leaving 
the application site. Do not allow people or pets to come in contact with 
contaminated areas or allow them to reoccupy the treatment site until the 
clean up is completed. 
DO NOT TREAT FRUIT- OR NUT-BEARING TREES. 
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I DIRECTIONS FOR USE TO CONTROL PERiiiijEI!i:PESTS I 
USE RESTRICTIONS: 
• Only applicators wearing the personal protective equipment required 

by this product label may be in the area during application. 
• Do not treat within a distance of 1 foot out from the dripline of edible 

plants. 
• Do not contaminate public or private water supplies. 
• Do not apply to wasp or hornet nests if they are not attached to or 

within the structure. 
• Do not make treatments during times of precipitation. 
• Do not allow residents, children, other people or pets into the 

immediate area during application and until sprays have dried. After 
treatment, the applicator is required to check for leaks resulting in 
the deposition of treatment dilution in locations other than those 
prescribed in this label. When found, this material must be cleaned 
prior to leaving the application site. Do not allow people or pets to 
contact contaminated areas or to reoccupy contaminated areas of the 
structure until clean up is completed. 

• Do not spray air conditioning units or intake vents. 
• Do not use indoors except for application into wall voids. 
• Do not exceed the maximum of two applications per year. 
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• Do not:~li' io~layground equipment and pet quarters. 
• • • • 

• Do nof a·pply ta·applications to runoff or drip from treated surfaces. 
• Do not apply to boat houses, including their piers or pilings. 
• Do not apply within 5 feet of wells or cisterns. 
• Do not apply ~o French drains or other permeable drainage. 
• Doors and windows adjacent to application site must be closed during 

surface application. · 
• Do not apply within 15 feet of bodies of fresh water; lakes, reservoirs, 

rivers, permanent streams, marshes, natural ponds and commercial 
fish ponds. A 15- foot buffer of uniform groundcover must exist 
between application zone and bodies of fresh water (uniform ground 
cover is defined as land which supports vegetation of greater than 2 
inches in height throughout). 

• Do not apply within 60 feet of estuarine bodies of water. Estuarine 
water bodies are brackish, tidal water bodies such as bays, mouths of 
rivers, salt marshes and lagoons. 
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PERIMETER PEST TREATMENT :::· :··: :··: • ••• • ••• 
Use TAURUS SC to kill and to provide residual control of iht! fbllowing pests: 
Ants (acrobat, Argentine, big-headed, carpenter, crazy, odorous, pavement, 
pharaoh, and thief) 
Use TAURUS SC to kill the following pests: 
Asian lady beetles, darkling beetles 
Australian, Oriental, and smoky brown cockroaches 
Black widow, brown recluse, cellar, and hobo spiders 
Box-elder bugs, pill bugs 
Brown and dog ticks 
Centipedes 
Cluster flies 
European earwigs 
House crickets 
Millipedes 
Paper wasps* 
Silverfish 
Yellow jackets 
*TAURUS SC is not a knockdown agent 
Mixing Instructions 
For perimeter pest treatments mix a 0.060/o spray dilution of TAURUS 
SC by filling the treatment tank 1/4 to 1/3 full with water, then add 0.8 
fluid ounces of TAURUS SC. The filling hose must be equipped with an 
anti-backflow device or the water flow must include an air gap to protect 
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against R~~:sipijoning. Add more water to the tank while agitating to 1 
gallon of1iriishedttflution. 
Apply 0.060/o of finished TAURUS SC dilution as a low-pressure spray 
to the exterior of the structure where listed pests enter, trail around the 
structure or where they crawl and hide. Also apply around any exterior 
openings where listed pests could enter ~he structure such as around 
doors, windows, vents, pipes, foundation cracks or drilled holes. Make 
sure to treat the joint where exterior siding (wood, vinyl, aluminum or 
other similar materials) meets the cement, brick or block foundation. 
Treat anywhere electrical, cable or telephone wires enter the house. This 
treatment should be made as a general surface spray, crack and crevice 
spray, or a wall void application. TAURUS SC may be applied as a foam 
treatment into wall voids to kill and I or control the above listed pests. 
Apply 2 quarts of 0.060/o finished spray of TAURUS SC per 160 linear feet. 
Refer to the "Foam Application" section of this label for specific foam 
mixing and application instructions. 
Except for foam applications made into wall voids, application is limited 
to an area 1 foot out from and 1 foot up from were the ground meets the 
foundation. Do not exceed a maximum of 2 applications per year. Nests 
found on the ground within 1 foot of the foundation may be treated. 
Vegetation touching the structure may offer a route for the entry of 
ants into the structure without coming into contact with the treatment; 
therefore, remove or prune away any shrubbery, bushes, and tree 
branches touching the structure. 30 
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STORAGE AND DISPOSAL f·· ~ .. : !··i 
• ••• • • • 

Do not contaminate water, food or feed by storage or disposal. 
Storage 
Store unused product in original container only, out of reach of children 
and animals. 
Pesticide Disposal 
Pesticide wastes are acutely hazardous. Improper disposal of excess 
pesticide is a violation of Federal law. If these wastes cannot be disposed 
of by use according to label instructions, contact your State Pesticide or 
Environmental Control Agency, or the Hazardous Waste representative 
at the nearest EPA Regional Office for guidance. 
Container Disposal 
Nonrefillable Container: Do not reuse or refill this container. Triple 
rinse or pressure rinse container (or equivalent) promptly after emptying; 
then offer for recycling, if available, or reconditioning, if appropriate, or 
puncture and dispose of in a sanitary landfill, or by incineration, or by 
other procedures approved by state and local authorities. 
Triple rinse containers small enough to shake (capacity s 5 
gallons) as follows: Empty the remaining contents into application 
equipment or a mix tank and drain for 1 0 seconds after the flow begins 
to drip. Fill the container 1/4 full with water and recap. Shake for 10 
seconds. Pour rinsate into application equipment or a mix tank, or store 
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.. 
~--~ : .. ~ .::~ STORAGE AND DISPOSAL (continued) 

rinsate for later use or disposal. Drain for 1 0 seconds after the flow 
begins to drip. Repeafthis procedure two more times. 
Pressure rinse as follows: Empty the remaining contents into 
application equipment or r11ix tank. Hold container upside down over 
application equipment or mix tank, or collect rinsate for later use or 
disposal. Insert pressure rinsing nozzle in the side of the container and 
rinse at about 40 PSI for at least 30 seconds. Drain for 10 seconds after 
the flow begins to drip. 
In case of minor spills or leaks, soak up with sand, earth or other 
suitable material and dispose of as pesticide waste. 

WARRANTY STATEMENT 
Control Solutions, Inc. warrants that this product conforms to the 
chemical description on the label thereof and is reasonably fit for 
purposes stated on such label only when used in accordance with 
directions under normal use conditions. It is impossible to eliminate 
all risks inherently associated with use of this product. Crop injury, 
ineffectiveness, or other unintended consequences may result because 
of such factors as weather conditions, presence of other materials, or 
the manner of use or application, all of which are beyond the control 
of Control Solutions, Inc. To the extent consistent with applicable law, 
Control Solutions, Inc. shall in no event be liable for consequential, 
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•••• ••• •• 
special, or indirect damages resulting from the use cil'·h$JJtJliJjg of this . . ' . 
product. All such risks shall be assumed by the Buyer:·rn tldcfttion to the 
foregoing, no purchaser of this product (other than an end user) shall 
be entitled to any reimbursement for any loss suffered as a result of any 
suspension or cancellation of the registration for this product by the U.S. 
Environmental Protection Agency. Except, as expressly provided herein 
and to the extent consistent with applicable law, Control Solutions, Inc. 
makes no warranties, guarantees, or representations of any kind, either 
expressed or implied, or by usage of trade, statutory or otherwise, with 
regard to the product sold, including, but not limited to merchantability, 
fitness for a particular purpose, use or eligibility of the product for any 
particular trade usage. The exclusive remedy of any buyer or user of 
this product for any and all losses, injuries, or damage resulting from 
or in any way arising from the use, handling, or application of this 
product, whether in contract, warranty, tort, negligence, strict liability, 
or otherwise, shall be damages not exceeding the purchase price paid 
for this product or, at Control Solutions, Inc. election, the replacement 
of this product. 
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TAURUS™SC 
Termiticide I Insecticide 

For sale to, use and storage only by individuals/firms 
licensed or registered by the state to apply termiticide 
and/or general pest control products. 
• Contains Fipronil, the same active used in Termidof$) SC** 
Active Ingredient: 
*Fipronil ••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 9.10/o 
Other Ingredients: ••.••••.•••••••••••••••••••.••••••••••••••••.••.••••••••.•• 90.90/o 
lro1tal: .•.•••••••••••••••••••••••••••.•••••••••••••••••••.••••••••••.•••••.••.••••••.• 100.01JJ'() 
*(5-amino-1-(2,6-dichloro-4-(trifluoromethyl)phenyl)-4-((1 ,R,S)
(trifluoromethyl)sulfinyi)-1-H-pyrazole-3-carbonitrile) 

TAURUS™ SC contains O.Bibs. active ingredient per gallon. 

KEEP OUT OF REACH OF CHILDRE~ 

CAUTION/PRECAUCION 
See attached label for additional precautionary information and 

complete Directions for Use. 

**TAU RUSTM SC is not manufactured by or distributed by BAS F. Termidor® 
SC is a registered trademark of BAS F. 
EPA Reg. No. 53883-279 EPA Est. No. 53883-lrX-002 

Control Solutions, Inc. 
5903 Genoa-Red Bluff 

Pasadena,TX 77507-1041 
0511 
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C S I 
co I L 

SOLUTIONS 
incorporated 

A Makhteshim-Agan Company 

May 9, 2011 

Office of Pesticide Programs (7504P) 
US Environmental Protection Agency 
One Potomac Yard 
2777 S. Crystal Drive 
Room S-4900, 4th Floor 
Arlington, VA 22202 

Attention: Mr. Richard Gebken 

RE: Taurus SC; EPA File Symbol53883-279 
Application for Pesticide Registration/ Response to NOR Condition # 3 

Dear Mr. Gebken, 
Control Solutions Inc., is providing a response to condition # 3 as requested on stamped approved 
conditional label dated April20, 2011 in reference to EPA Registered Product# 53883-279. 

a. 

b. 

c. Please see attached copy of Invoice/ Bill of sale as requested. 

Please feel free to contact me directly at 281-892-2500 should you have any further questions. 
Sincerely, 

-A~ fY/ Tur,._bou~ 
Anne Turnbough Ph.D 
Manager, Regulatory Affairs. 

•••• • • •••• 
• ••• • • • •• • 
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• • •••••• • 

5903 Genoa Red Bluff • Pasadena, TX 77507-1041 
281-892-2500 • Fax 281-892-2501 

• www.controlsolutionsinc.com 
• 800-242-5562 

• ••••• • • • • • 
• ••••• • • •• 
• •••• • • • •••• 
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*Product ingredient source information may be entitled to confidential treatment*




